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1 Introduction
WF on LAA Bandwidth combination sets in CA basket work items was agreed in last RAN4 meeting, while Release independent from Rel-13 is to be discussed RAN#79 meeting. This contribution provides further consideration on the release independent issue.
2 Discussion
LS from RAN1 clearly described that the energy detection threshold parameter in TS 36.213 has been modified as described in order to make it applicable to bandwidths other than 20 MHz and the revision of RAN1 specification to support 10MHz is specific to Rel-13 [1]. Therefore, if there is no implementation limitation, it seems no reason that 10MHz cannot be supported from Rel-13.
Observation 1: RAN1 specification can support 10MHz CBW from Rel-13. 
The main purpose of the agreed WF [2] is to solve the inconsistence of introducing 10MHz in all affected Rel-14 basket WIDs. For these CA WIs, only DL is considered for Band 46. Also in the WF, there is a remaining issue for the BCS, i.e. note that the two combinations sets for 5A+46A, 1, 3, 5A+46C and 1, 3, 5A+46D and 1, 3, 5A+46E will be changed to only one combination set (with 20 and 10MHz) if the associated requirements to include 10MHz are completed by RAN4#79, otherwise two combinations sets remain and brackets removed. From requirements perspective, 10MHz is related to both DL and UL, while from the WF we see that the release independent issue at this moment is only related to DL, which means 10MHz issue can be decoupled from UL requirements of eLAA. 
Observation 2: The WF agreed in RAN4#78bis is specific to DL 10MHz CBW, which means to support release independent from Rel-13, 10MHz issue can be decoupled from UL requirements of eLAA.
To solve the combination sets issue that the associated requirements to include 10MHz as described in the WF and to align with the RAN1 specification, CRs for both UE and BS DL sides shall be agreed for Rel-13. Draft CRs to define DL requirements for 10MHz CBW were already provided in [3][4].
3 Conclusion
Further consideration on the release independent issue is discussed in this contribution. 
Proposal: It is proposed to support 10MHz channel bandwidth from Rel-13 and corresponding CRs for DL requirements shall be agreed for Rel-13 specifications.
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