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	Subject:


ETSI standards / 3GPP specifications for BB-PPDR equipment; technical conditions in CEPT

Dear Holger, dear Xutao
In complement of the previous LS from WGFM sent in October 2015 (ECC reference: FM(15)186 – Annex 6 / 3GPP reference: RAN4 R4-156587), please note that at its last meeting in June 2016, ECC has  approved for publication ECC DEC(16)02 on “Harmonised technical conditions and frequency bands for the implementation of Broadband Public Protection and Disaster Relief (BB-PPDR) systems” (see attachment). 

CEPT ECC concluded, in particular, on the following for harmonisation : 
1. Frequency arrangements  for BB-PPDR:
a) 450.5 - 456.0 MHz (Uplink) / 460.5 - 466.0 MHz (Downlink)[footnoteRef:1]; [1:  This band plan shall be considered as a frequency range in which the block(s) may be arranged] 

b) 452.0 - 457.5 MHz (Uplink) / 462.0 - 467.5 MHz (Downlink)[footnoteRef:2]; [2:  This band plan shall be considered as a frequency range in which the block(s) may be arranged] 

c) 698 - 703 MHz (Uplink) / 753 - 758 MHz (Downlink);
d) 703 - 733 MHz (Uplink) / 758 - 788 MHz (Downlink);
e) 733 - 736 MHz (Uplink) 788 - 791 MHz (Downlink);

2. 700 MHz range:
The UE unwanted emissions levels below 694 MHz under normal environmental conditions  shall be -42dBm/8MHz  noting that a different level can be considered for such BB-PPDR UE operating in the 698-703 MHz block in extreme environmental conditions (i.e. outside normal environmental conditions) for equipment conformance tests but shall not exceed -30dBm/8MHz. 

3. 400 MHz ranges:
The maximum UE unwanted emissions above 470MHz shall be -42dBm/8MHz.

A complete overview on the required technical parameters is provided in Annex 1 (700 MHz range) and Annex 2 (400 MHz ranges) of the attached ECC Decision (16)02.

CEPT ECC is of the view that it will be beneficial to harmonise LTE PPDR between Europe and other regions. Therefore, CEPT kindly requests ETSI and 3GPP to consider the inclusion of the technical requirements as described above in ETSI standards and 3 GPP Specifications.

CEPT ECC would welcome to be informed about the development of LTE BB-PPDR ETSI standards/ 3GPP specifications in conformity with the above regulatory requirements as described in the ECC Decision 16(02). The next ECC meeting will be taking place 15th of November 2016 and feedback from you will be expected for this meeting.  

ECC is looking forward to the Joint ETSI-CEPT/ECC Workshop on BB-PPDR on the 29th of September 2016 in Sophia Antipolis / France (LINK).

Best regards,
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Eric Fournier
Chairman CEPT Electronic Communications Committee
	Eric Fournier
ECC Chairman
ANFR
78 Avenue du général de Gaulle 
F- 94704 Maisons Alfort  - France
	E-mail
Telephone
Telefax

	Eric.fournier@anfr.fr
+33145187348
+33145187313
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