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1. Introduction

In RAN #72, revised basket work item on xDL/xUL intra-band CA WI proposal including additional bandwidth combination set for LTE Advanced Carrier Aggregation(2DL/1UL) of non-contiguous intra-band Band 7 combination was approved during RAN#72[1]. This contribution presents the text proposal on additional bandwidth combination set, CA_7A-7A_BCS3.
2. References
[1]   RP-160822 “Revised WID: LTE Advanced intra-band CA Rel-14 for xDL/yUL including contiguous and non-contiguous spectrum”, Ericsson, 3GPP RAN#72
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6.x
CA_7A-7A_BCS3
CA-7A-7A is already specified in Release 12. See clause 5.1 in [4] for CA operating bands.
6.x.1

Channel bandwidths per operating band for CA
A new bandwidth combination set 3 is introduced for CA_7A-7A in Release 14.
Table 6.X.1-1: Intra-band non-contiguous CA operating band definition in Band 7
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	BS receive / UE transmit
	Channel BW (MHz)
	BS transmit / UE receive
	Channel BW (MHz)
	

	
	
	FUL_low   –  FUL_high
	
	FDL_low   –  FDL_high
	
	

	CA_7-7
	7
	2500 MHz
	–
	2570 MHz
	10, 15, 20
	2620 MHz
	–
	2690 MHz
	10, 15, 20
	FDD


Table 6.X.1-2: Supported E-UTRA bandwidths for intra-band non-contiguous CA in Band 7
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA

CA configuration
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	
	

	CA_7A-7A
	10, 15, 20
	10, 15, 20
	40
	3


6.x.2

Co-existence studies

The same analysis as Release 12 is applied. See clause 7.1.1 in [4].
6.x.3

∆TIB and ∆RIB values
No TIB and RIB are required for CA_7A-7A intra-band CA.

6.x.3

REFSENS requirements

The same REFSENS requirements as Release 12 are applied, due to larger duplex gap (e.g. compared to band 25), the ΔRIBNC values for CA_7A-7A are all set to zero. See clause 6.2.1 in [4].
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