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1 Introduction
In last RAN4 meeting, we proposed our initial simulation results for the performance of 4Rx RI [1]. In this contribution, we update our simulation results for Test 4 in section 9.5.1.2 of TS36.101 based on the agreed assumptions with the following codebook subset decision:
· Fixed RI 1  : 0x0000 0000 0000 FFFF

· Fixed RI 2  : 0x0000 0000 FFFF 0000

· Fixed RI 3  : 0x0000 FFFF 0000 0000 

· Fixed RI 4  : 0x FFFF 0000 0000 0000

·  Follow rank : 0xFFFF FFFF FFFF FFFF
Based on the simulation results, we also share our views on the 4Rx RI requirements.
2 Simulation results and discussion
Simulation results of both fixed RI and reported RI cases for Test 4 in section 9.5.1.2 are provided in Fig. 1.
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Figure 1
Simulation results of gamma 2 for Test 4 in section 9.5.1.2 are provided in Fig. 2.
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Figure 2
Based on the simulation results, we propose that:
Proposal: SNR of [24dB] with gamma2 threshold of 1.1 to be considered for Test 4 in section 9.5.1.2.
3 Conclusion
In this contribution, we update our simulation results for Test 4 in section 9.5.1.2 of TS36.101. Based on the simulation results, we propose that:
Proposal: SNR of [24dB] with gamma2 threshold of 1.1 to be considered for Test 4 in section 9.5.1.2.
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