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Introduction
The proposed TP is based on the TR 37.842, v 1.12.0 [1], which was distributed on the AAS reflector, before RAN4#80 meeting. TP captures editorial corrections and general readability improvements. Among multiple editorial corrections and text improvements, the following modifications were introduced: 
· Clarification text on the EMC requirements (section 11.1)
· Placeholders for the missing text on 1D Compact Range in annexes B and C. 
In this contribution, cleanup TP to the TS 37.842 is proposed.
Summary
It is proposed to agree on the attached TP to TR 37.842, v 1.12.0 [1].
References
[1] TR 37.842, v 1.12.0
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Foreword
This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).
The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:
Version x.y.z
where:
x	the first digit:
1	presented to TSG for information;
2	presented to TSG for approval;
3	or greater indicates TSG approved document under change control.
y	the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.
z	the third digit is incremented when editorial only changes have been incorporated in the document.
[bookmark: _Toc457575768]Introduction
This clause is optional. If it exists, it is always the second unnumbered clause.
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1	Scope
The present document is the Technical Report for the Work Item on Base Station (BS) Radio Frequency (RF) requirements for Active Antenna System (AAS), which was approved at TSG RAN#59. The present document captures the background and the decisions on the specification of RF requirements that are applicable to AAS BS.
[bookmark: _Toc457575770]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TR 37.840: "Study of Radio Frequency (RF) and Electromagnetic Compatibility (EMC) requirements for Active Antenna Array System (AAS) base station”.
[3]	RP-130373: “Base Station (BS) RF requirements for Active Antenna System (AAS)”.
[4]	3GPP TR 25.942: "UTRA Radio Frequency (RF) system scenarios".
[5]	3GPP TR 36.942: "E-UTRA Radio Frequency (RF) system scenarios".
[6]	3GPP TS 25.104: “Base Station (BS) radio transmission and reception (FDD)”.
[7]	3GPP TS 36.104: “E-UTRA Base Station (BS) radio transmission and reception”.
[8]	3GPP TS 37.104: E-UTRA, UTRA and GSM/EDGE Multi-Standard Radio (MSR) Base Station (BS) radio transmission and reception”.
[9]	3GPP TS 25.105: “Base Station (BS) radio transmission and reception (TDD)”.
[10]	3GPP TS 25.141: “Base Station (BS) conformance testing (FDD)”.
[11]	3GPP TS 25.142: “Base Station (BS) conformance testing (TDD)”.
[12]	3GPP TS 36.141: “E-UTRA Base Station (BS) conformance testing”.
[13]	3GPP TS 37.141: E-UTRA, UTRA and GSM/EDGE Multi-Standard Radio (MSR) Base Station (BS) conformance testing”.
[14] 	ANSI/IEEE Std 149-1979, "IEEE Standard Test Procedures for Antennas".
[15] 	3GPP TR 25.914: “Technical Specification 3rd Generation Partnership Project; Technical
Specification Group Radio Access Networks; Measurements of Radio Performances for UMTS
Terminals in Speech Mode”.
[16] 	ETSI 102 273-1-1: “Electromagnetic compatibility and Radio spectrum Matters (ERM); Improvement on Radiated Methods of Measurement (using test site) and evaluation of the corresponding measurement uncertainties; Part 1: Uncertainties in the measurement of mobile radio equipment characteristics; Sub-part 1: Introduction”.
[17] 	ETSI 102 273-1-2: “Electromagnetic compatibility and Radio spectrum Matters (ERM); Improvement on Radiated Methods of Measurement (using test site) and evaluation of the corresponding measurement uncertainties; Part 1: Uncertainties in the measurement of mobile radio equipment characteristics; Sub-part 2: Examples and annexes”.
[18]	3GPP TS 37.145-2: “Active Antenna System (AAS) Base Station (BS) conformance testing; Part 2: radiated conformance testing”.
[19]	3GPP TS 37.114: “Active Antenna System (AAS) Base Station (BS) Electromagnetic Compatibility (EMC)”.
[20]	3GPP TS 37.113: "E-UTRA, UTRA and GSM/EDGE; Multi-Standard Radio (MSR) Base Station (BS) Electromagnetic Compatibility (EMC)".
[21]	3GPP TS 25.113: "Base Station (BS) and repeater ElectroMagnetic Compatibility (EMC)".
[22]	3GPP TS 36.113: "Evolved Universal Terrestrial Radio Access (E-UTRA); Base Station (BS) and repeater ElectroMagnetic Compatibility (EMC)".
[bookmark: _Toc457575771]3	Definitions, symbols and abbreviations
[bookmark: _Toc457575772]3.1	Definitions
For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. 
A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
active antenna system base station:  a BS system which combines an antenna array with an transceiver unit array. An AAS BS may include a radio distribution network. 
array element: a subdivision of a passive antenna array, consisting of a single radiating element or a group of radiating elements, with a fixed radiation pattern.
antenna array: a group of radiating elements characterized by the geometry and the properties of the array elements.
array factor: the radiation pattern of an array antenna when each array element is considered to radiate isotropically.
NOTE:	When the radiation pattern of individual array elements are identical, and the array elements are congruent under translation, then the product of the array factor and the array element radiation pattern gives the radiation pattern of the entire array.
angle of arrival: is the direction of propagation of electromagnetic wave incident on an AAS BS antenna array.
beam: A beam (of the antenna) is the main lobe of the radiation pattern of an antenna array.
NOTE: For certain AAS BS antenna array, there may be more than one beam.
beam centre direction: the direction equal to the geometric centre of the half-power contour of the beam.
beam direction pair: Data set consisting of  the beam centre direction and the related beam peak direction.
beam peak direction: The direction where the maximum EIRP is found.
beamwidth: For a beam which has a half-power contour that is essentially elliptical, the half-power beamwidths in the two pattern cuts that respectively contain the major and minor axis of the ellipse.
cell specific beam: Cell specific beam is a beam which is intended to facilitate communication for multiple UEs within a cell. 
cell splitting: the division of the cell’s coverage in a sector into multiple subsectors. The subsectors may be divided into the vertical and/or horizontal plane.
demodulation branch: A single input to the demodulation algorithms. For UTRA a demodulation branch is referred to as a receive diversity branch or a UL MIMO branch. For E-UTRA a demodulation branch is referred to as an RX Antenna in the performance requirement tables.
NOTE: The term “RX antenna” in chapter 8 of the E-UTRA specification 36.104 [x] does not refer to physical receiver antennas, but to the demodulation branches.
directions diagram: A two dimensional Cartesian diagram showing φ on the horizontal axis and minus θ on the vertical axis.
directivity: the ratio of the radiation intensity in a given direction from the antenna to the radiation intensity averaged over all directions.
NOTE:     If the direction is not specified, the direction of maximum radiation intensity is implied.
EIRP accuracy directions set: The beam peak directions for which the EIRP accuracy requirement is intended to be met. The beam peak directions are related to a corresponding contiguous range or discrete list of beam centre directions by the beam direction pairs included in the set.
equivalent isotropic radiated power: In a given direction, the relative gain of a transmitting antenna with respect to the gain of an isotropic radiating element multiplied by the net power accepted by the antenna from the connected transmitter.
	NOTE:	For an AAS BS the EIRP can be seen as the equivalent power radiated from an isotropic radiating element, producing the same field intensity as the field intensity radiated in the declared beam pointing direction of the active antenna system being considered.
equivalent isotropic sensitivity: power level relative to an isotropic antenna that is required to be incident on the AAS BS array from a specified azimuth/elevation direction in order to meet a specified receiver sensitivity requirement.
	NOTE:	EIS is directly related to field-strength via free-space impedance and effective aperture antenna area. EIS is expressed as the receiver power that would be collected by an isotropic antenna if it were subject to a uniform field around the whole sphere as the AAS BS array experiences in the specified azimuth/elevation direction.  
front-to-back ratio: the ratio of maximum directivity of an antenna to its directivity in a specified rearward direction.
gain: the ratio of the radiation intensity, in a given direction, to the radiation intensity that would be obtained if the power accepted by the antenna were radiated isotropically.
NOTE:     If the direction is not specified, the direction of maximum radiation intensity is implied.
multi-band TAB connector: TAB connector supporting operation in multiple operating bands through common active electronic components(s).
NOTE:	For common TX and RX TAB connectors, the definition applies where common active electronic components are in the transmit path and/or in the receive path
radiating element: a basic building block of an array element characterized by its radiation properties.
radiation pattern: the angular distribution of the radiated electromagnetic field or power level in the far field region.
radio distribution network: a passive network which distributes radio signals generated by the active transceiver unit array to the antenna array, and/or distributes the radio signals collected by the antenna array to the active transceiver unit array. The number of transmission outputs from the RDN must be greater than or equal to the number of transmission inputs for a single frequency.
NOTE: 	In the case when the active transceiver units are physically integrated with the array elements of the antenna array, the radio distribution network is a one-to-one mapping. 
OTA sensitivity directions declaration: A set of manufacturer declarations comprising an EIS value and the directions where it applies.
receiver target: the angles of arrival in which reception is performed.
receiver target redirection range: the union of all the sensitivity RoAoA achievable through redirecting the receiver target related to the OSDD. 
receiver target reference direction: a direction, inside the receiver target redirection range declared by the manufacturer for conformance testing. For an OSDD without receiver target redirection range, this is a direction inside the sensitivity RoAoA.
reference beam direction pair: A declared beam direction pair, including reference beam centre direction and reference beam peak direction where the reference beam peak direction is the direction for the intended maximum EIRP within the EIRP accuracy compliance directions set. 
sensitivity RoAoA: a RoAoA within which the declared EIS of an OSDD is intended to be achieved at any instance of time for a specific AAS BS direction setting.
Single-band TAB connector: TAB connector supporting either operation only in a single operating band, or operation in multiple operating bands without any common active electronic component(s).
TAB connector: transceiver array boundary connector.
TAB connectors beam forming group: Group of TAB connectors associated with an EIRP beam declaration, comprising of the complete set of TAB connectors from which a declared beam is transmitted.
transceiver unit: the active unit consisting of transmitter and/or receiver which transmits and/or receives radio signals, and which may include passive RF filters.
transceiver unit array: an array of transceiver units which generate radio signals in the transmit direction and accept radio signals in the receive direction.
NOTE:	Multi-word definitions are treated as linguistic expressions and printed in italic font throughout this requirement specification. Linguistic expressions may not be split and shall be printed in their entirety.
[bookmark: _Toc457575773]3.2	Symbols
For the purposes of the present document, the following symbols apply:
<symbol>	<Explanation>
	The composite antenna array pattern in dB.
	The array element pattern in dB. 
BeW 	The Beam width in  
BeWϕ	The Beam width in ϕ
Ci	Weighting coefficient
	The array factor.
	The azimuth angle (defined between -180° and 180°).
	Elevation angle of the signal direction (defined between -90° and 90°, 0° represents the direction perpendicular to the antenna array).
σ 	Standard uncertainty
	The signal correlation coefficient.
	The angle in the reference coordinate system between the x-axis and the projection of the radiation vector onto the x/y plane defined between -180° and 180°.
	The angle in the reference coordinate system between the projection of the x/y plane and the radiation vector defined between -90° and 90°. 0° represents the direction perpendicular to the y/z plane. The angle is aligned with the down-tilt angle.
[bookmark: _Toc457575774]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
AA	Antenna Array
AAS BS	Active Antenna System Base Station
ACLR	Adjacent Channel Leakage Ratio
AoA	Angle of Arrival 
BS 	Band Category
CA	Carrier Aggregation
CATR	Compact Antenna Test Range
CS	Capability Set
DTT	Digital terrestrial television
DUT	Device Under Test
EIRP	Equivalent Isotropic Radiated Power
EIS	Equivalent Isotropic Sensitivity
EMC	Electromagnetic compatibility
FF	Far Field
FOM	Figure of Merit
IL	Insertion Loss
ISD	Inter-Site Distance
LA		Local Area
LPDA	Log-Periodic Dipole ArrayAA	Antenna Array
MCL	Minimum Coupling Loss 
MR		Medium Range
NF		Near Field
OSDD	OTA Sensitivity Direction Declaration
OTA	Over-the-Air
QZ	Quiet Zone
RDN	Radio Distribution Network
RE                       Radiating Element
RoAoA	Range of Angles of Arrival
RSS	Root Square Sum
RXU	Receiver Unit
SGH	Standard Gain Horn
TAB	Transceiver Array Boundary
TAE	Time Alignment Error
TRXU	Transceiver Unit
TRXUA	Transceiver Unit Array
TXU	Transmitter Unit
VSWR	Voltage Standing Wave Ratio
WA 	Wide Area
AA	Antenna Array
AAS BS	Active Antenna System Base Station
AoA	Angle of Arrival 
DUT	Device Under Test
EIRP	Equivalent Isotropic Radiated Power
EIS	Equivalent Isotropic Sensitivity
EMC	Electromagnetic compatibility
FOM	Figure of Merit
ISD	Inter-Site Distance
MCL	Minimum Coupling Loss 
OSDD	OTA Sensitivity Direction Declaration
OTA	Over-the-Air
RDN	Radio Distribution Network
RE                       Radiating Element
RoAoA	Range of Angles of Arrival
RXU	Receiver Unit
TAB	Transceiver Array Boundary
TAE	Time Alignment Error
TRXU	Transceiver Unit
TRXUA	Transceiver Unit Array
TXU	Transmitter Unit

[bookmark: _Toc466352960][bookmark: _Toc472222527][bookmark: _Toc352667001][bookmark: _Toc457575775]4	General
<Texts to be added>
[bookmark: _Toc466352961][bookmark: _Toc472222528][bookmark: _Toc352667002][bookmark: _Toc457575776]4.1	Work Item scope
[bookmark: _Toc305373705][bookmark: _Toc352667003]This Work Item (WI) is to specify Radio Frequency (RF) requirements for Active Antenna System (AAS) Base Station (BS) covering single Radio Access Technology (RAT) capable BS supporting UTRA or E-UTRA, and multi-RAT capable BS operating in Band Category (BC) 1 and BC3, for Wide Area (WA), Medium Range (MR), and Local Area (LA) coverage to ensure necessary coexistence.  Wide Area BS will be prioritized.
[bookmark: _Toc457575777]4.2	Work Item objectives
A Study Item (SI) phase on Active Antenna System BS was concluded and the investigation results are captured in [2]. Particularly the SI conclusion is captured in sub-clause 9 in [2]. A WI was approved in [3] and the objectives of the Work Item are to firstly decide the list of radiated requirements as well as the list of conducted requirements based on the identified representative deployment scenarios, and then to create the specifications for the requirements that are applicable to AAS BS.
The AAS BS test methods and specification of the conformance requirements corresponding to the core requirements will be defined.
Detailed WI texts are presented in [3].
[bookmark: _Toc457575778]4.3	General AAS BS RF architecture
The AAS BS radio architecture is represented by three main functional blocks, the transceiver unit array (TRXUA), the radio distribution network (RDN), and the antenna array (AA). The transceiver units (TRXU) interface with the base band processing within the AAS BS.
The TRXUA consists of multiple transmitter units (TXU) and receiver units (RXUs). The TXU takes the baseband input from the AAS BS and provides the RF TX outputs. The transmitted signal of the same band from different transceiver units shall not appear at a common TAB connector. The RF TX outputs are distributed to the AA via a RDN. The RXU performs the reverse of the TXU operations. The RDN performs the distribution of the TX outputs into the corresponding antenna paths and antenna elements, and a distribution of RX inputs from antenna paths in the reverse direction. The TXU and RXU can be separated and can have different mapping through the RDN towards the AA.
The transceiver array boundary (TAB) is the point or points at which the TRXUA is connected to the RDN. The point where a TXU or RXU connects with the RDN is equivalent to an “antenna connector” of a non-AAS BS and is called “Transceiver Array Boundary connector” (TAB connector). The TAB connector is defined as conducted requirement reference point. The transmitted signal per carrier from one Transmitter Unit appear at one or more TAB connector(s) and the received signals per carrier from one or more TAB connector(s) appear at a single RXU.
Figure 4.3-1 shows a general AAS BS radio architecture, where NTRXU is the total number of transceiver units and NTABC is the total number of TAB connectors at the transceiver array boundary. 
NOTE 1:	The RDN may consist of a simple one to one mapping between the TXU(s)/RXU(s) and the passive antenna array. In this case, the RDN would be a logical entity but not necessarily a physical entity.
NOTE 2:	The antenna array includes various implementations and configurations e.g. polarization, array geometry (including element factor and element separation) etc.
NOTE 3:	The physical location of the TRXUA, the RDN, and the AA may differ from this logical representation and is implementation dependent.
NOTE 4:	No specific mapping in the RDN between TAB connectors and antenna elements is assumed. Further the number of separate receiver and transmitter units as well as the mapping in the RDN between TAB connectors and  radiating elements can differ between the transmit and receive directions. The AAS BS reference architecture allows for full asymmetry between receiver path and transmit path.
NOTE 5:	For AAS BS capable of supporting applications employing beamforming, all or subgroups of TAB connectors can be configured with designated amplitude and phase weights such that one or more beams are radiated from the antenna array.
NOTE 6: If the TR text and the diagram below contradict each other, then the TR text applies.



Radio 
Distribution 
Network 
(RDN)
Transceiver Unit Array
(TRXUA)
Transceiver Unit #1 

  #1
TXU/RXU #2
TXU/RXU #NTRXU
 #NTABC
Transceiver Array Boundary (TAB)




Antenna Array (AA)
TAB connector

[bookmark: _Ref460932931]Figure 4.3-1: General AAS BS radio architecture
A base station with AAS, with general radio architecture as shown in Figure 4.3-1, is generic to all types of AAS structures including diversity, beamforming, spatial multiplexing, or any combination of the three.
[bookmark: _Toc457575779]4.4	Specification organization

The technical specification for the AAS BS core requirements is titled:
TS 37.105,	3rd Generation Partnership Project; Technical Specification Group Radio Access Network; E-UTRA and UTRA; Active Antenna System (AAS) Base Station (BS) radio transmission and reception (Release 13).
The structure follows a similar pattern to the MSR specification. However the structure explicitly captures both MSR and single RAT requirements such that AAS BS can be built as single RAT or MSR.
The level 1 and level 2 headings shall be arranged as follows:
1	Scope
2	Reference
3	Definitions, symbols and abbreviations
3.1	Definitions
3.2	Symbols
3.3	Abbreviations	
3.4 Spatial parameters
4.	General
4.1	Relationship between the AAS BS specification and non AAS single RAT & MSR specifications
4.2	Relationship between minimum requirements and test requirements
4.3	Conducted and radiated requirement reference points	
4.4	Base station classes
4.5	Regional Requirements	
4.6	Operating Bands and Band Categories	
4.7	Channel arrangements	
4.8	Requirements for contiguous and non-contiguous spectrum	
4.9	Requirements for AAS BS capable of multi-band operation	
5.	Applicability of Requirements	
6	Conducted transmitter characteristics	
6.1	General	
6.2	Base station output power	
6.3	Output power dynamics	
6.4	Transmit ON/OFF power
6.5	Transmitted signal quality	
6.6 Unwanted Emissions	
6.7	Transmitter intermodulation	
7.	Conducted receiver characteristics	
7.1	General	
7.2	Reference sensitivity level	
7.3	Dynamic range	
7.4 Adjacent channel selectivity and narrowband blocking
7.5	Blocking	
7.6	Receiver spurious emissions	
7.7	Receiver intermodulation	
7.8	In-channel selectivity	
8	Performance requirements	
9.	Radiated transmitter characteristics	
9.1	General	
9.2	Radiated Tx Power	
10.	Radiated receiver characteristics	
10.1	General	
10.2	OTA sensitivity	

The conducted chapters are arranged in a similar manner to the existing specifications. However each requirement has 4 sections; general, single RAT E-UTRA, single RAT UTRA and MSR.
· An MSR basestation conforms to all MSR sections, and single RAT basestations to all single RAT sections for the respective RAT.
· For requirements for which there is a generic MSR requirement, the MSR section contains the generic MSR requirement and if needed references to additional single RAT requirements in the single RAT sections of the AAS BS document.
· For requirements that are single RAT only, the MSR section states this and refers to the appropriate single RAT sections.
· No changes will be made (apart from AAS specific ones) to existing requirements; i.e. no single RAT only requirements will be changed to MSR ones.

[bookmark: _Toc457575780]4.5	Applicability of requirements
<This section outlines the applicability of the conducted requirements in TS 25/26/37.104 series, as well as the radiated requirements in the newly created specification>
[bookmark: _Toc356200346][bookmark: _Toc372183854][bookmark: _Toc457575781]5	Application and coexistence scenarios
[bookmark: _Toc457575782]5.1	Objectives
A downlink co-existence simulation campaign was performed with the objective of establishing whether the radiated adjacent channel emissions pattern for an AAS BS aggressor system, which differs from a non-AAS BS aggressor system, impact co-existence KPIs such as mean and 5th percentile throughput losses in the context of the co-existence simulation framework of TR 25.942 [4].
Co-existence characteristics were studied in a macro scenario in which cell specific beamforming was performed. This scenario is directly comparable with the simulations performed when deriving the existing ACLR and ACS requirements as outline in TR36.942 [5]. 
Cell specific beamforming creates static patterns of interference that differ between AAS BS and non-AAS BS. Other types of beamforming, such as user specific beamforming create patterns which are time varying and are composed of intermodulation between multiple beams. Cell specific beamforming thus represents a worst case spatial interference behaviour, since its radiated pattern is not averaged across multiple beams or in time.
In addition, an uplink simulation was performed with the objective of establishing blocking levels that are likely to be encountered by an AAS BS victim system within the context of the TR 36.942 [5] framework. The blocking simulations were performed using the same system scenario as that used to derive the existing LTE blocking requirements.
[bookmark: _Toc457575783]5.2	Simulation scenarios
[bookmark: _Toc457575784]5.2.1	Vertical / horizontal cell splitting applications
Based on AAS BS using vertical / horizontal cell splitting applications, the E-UTRA Macro to E-UTRA Macro coexistence scenario is identified for the purpose of studying the spatial characteristics of AAS BS. Simulation cases for both downlink and uplink were made and shown in Table 5.2.1-1 and Table 5.2.1-2 are applied for evaluating ACLR and in-band blocking for AAS BS.
Table 5.2.1-1 Simulation cases for ACLR
	Case
	Aggressor
	Victim
	Simulated link
	Statistics
	Target RF requirement

	1a_1
	AAS E-UTRA  Macro system: Horizontal cell splitting;
	Legacy E-UTRA Macro system: no cell splitting;
	Downlink
	Throughput loss
	ACLR

	1a_2
	AAS E-UTRA Macro system: Vertical cell splitting;
	Legacy E-UTRA Macro system: no cell splitting;
	Downlink
	Throughput loss
	ACLR

	1b_1
	AAS E-UTRA Macro system: Horizontal cell splitting;
	AAS E-UTRA Macro system: Horizontal cell splitting;
	Downlink
	Throughput loss
	ACLR

	1b_2
	AAS E-UTRA Macro system: Vertical cell splitting;
	AAS E-UTRA Macro system: Vertical cell splitting;
	Downlink
	Throughput loss
	ACLR

	1c
(Baseline)
	Legacy
E-UTRA Macro system
	Legacy
E-UTRA Macro system
	Downlink
	Throughput loss
	ACLR



Table 5.2.1-2 Simulation cases for in-band blocking
	Case
	Aggressor
	Victim
	Simulated link
	Statistics
	Target RF requirement

	2a
	Legacy E-UTRA Macro system
	AAS E-UTRA Macro system: Horizontal cell splitting
	Uplink
	Interferer levels at victim BS
	In-band blocking

	2b
(Baseline)
	Legacy
E-UTRA Macro system
	Legacy
E-UTRA Macro system
	Uplink
	Interferer levels at victim BS
	In-band blocking



[bookmark: _Toc457575785]5.2.2	UE specific beam forming application
To check the co-exist system performance of AAS BS using UE beamforming, simulation cases for downlink were made and shown in Table 5.2.2-1 are applied for evaluating ACLR for AAS BS.
Table 5.2.2-1 Simulation cases for ACLR 
	Case
	Aggressor
	Victim
	Simulated link
	Statistics
	Target RF requirement

	3a
	AAS E-UTRA  Macro system: UE beamforming
	AAS E-UTRA  Macro system: UE beamforming
	Downlink
	Throughput loss
	ACLR

	3b
	AAS E-UTRA  Macro system: UE beamforming
	Legacy
E-UTRA Macro system
	Downlink
	Throughput loss
	ACLR

	3c
	Legacy
E-UTRA Macro system
	AAS E-UTRA  Macro system: UE beamforming
	Downlink
	Throughput loss
	ACLR

	3d
(Baseline)
	Legacy
E-UTRA Macro system
	Legacy
E-UTRA Macro system
	Downlink
	Throughput loss
	ACLR



[bookmark: _Toc457575786]5.3	Simulation assumptions
[bookmark: _Toc457575787]5.3.1	Vertical / horizontal cell splitting simulation assumptions
Most of general simulation assumptions are given in Table 5.3.1-1.
Table 5.3.1-1 Deployment parameters
	Simulation Parameters
	Values

	Cellular layout
	Hexagonal, 3 sectors/site (19 sites wrap-around), uncoordinated

	UE distribution
	Average 10 UEs per cell. UEs on flat ground

	Carrier frequency
	2GHz

	System bandwidth
	10MHz

	Inter Site Distance (ISD)
	750m

	Minimum distance UE<->BS
	35m

	Log normal shadowing
	Standard Deviation of 10 dB

	Shadow correlation coefficient
	0.5 (inter site) / 1.0 (intra site)

	Scheduling algorithm
	Round Robin, Full buffer

	RB number per active UEs
	UL: 16RBs (total: 48 RBs)
DL: 50RB for cell split scenarios

	Number of active UEs
	UL: 3 UEs per cell
DL: 1 UE per cell

	UE max Tx power
	23 dBm

	UE min Tx power
	- 40 dBm

	Active array loss
	1 dB

	Losses of legacy system
	2 dB

	Legacy BS max Tx power
	46dBm

	AAS BS max Tx power
	46dBm 

	Power control parameters
	(TR36.942 V10.3.0 Section 12.1.4)
PC Set 1 (alpha=1; P0=-101dBm)
PC Set 2 (alpha=0.8; P0=-92.2dBm)

	Antenna configuration at UE
	Omni-directional

	The height of BS
	30 m

	The height of UE
	1.5 m

	Antenna array configuration
（(Row×Column)）
	10×1 for vertical cell splitting/10×4 for horizontal cell splitting

	ACS of LTE UE
	33 dB

	Output statistics (Blocking levels)
	CDF of the received interference power in dBm from an aggressor system

	Performance evaluation
	Throughput loss criteria, as derived from the truncated Shannon bound approach of 3GPP TR 36.942. 



[bookmark: _Toc457575788]5.3.2	UE specific beamforming simulation assumptions
In case of UE specific beamforming, the AAS BS may generate  beams, each pointing to a specific UE. The overall radiation pattern of the  beams can be derived as 

where  is the element pattern defined in Table 5.3.3.1-1, and and are the array factors defined in Table 5.3.3.2.1-1.
Due to the non-linearization characteristics of the transmitters, the 3rd -rd order inter-modulationintermodulation productions generated by the  beams may be pointed to different directions as the weighting vector for each of the beams are involved in the inter-modulationintermodulation process, and combinations of any three of the weighting vectors generated a different direction for the 3rd	-rd order inter-modulationintermodulation product. The overall radiation pattern of the IMD3 products can be derived as  

where is number of IMD3 beams generated, and . Please be noted that the triplet (p, q, l) is order sensitive and they represent any of the three UE specific beams with an inter-modulationintermodulation relation of p+q- l. Please also be noted that p, q, l can take the same value. Therefore
=
aAnd  is the weighting vector for the IMD3 products generated by the three beams and 
=
The weighting factor above is for the IMD3 products  which is generated by+-, where , , and  represent any frequency component in beam p, q, l correspondingly.
Based on the radiation pattern of wanted signal and IMD3 products, the ACLR pattern can be derived as 
+
where is the ACLR performance of each transmitter. 
The assumption in Table 5.4.3.1-1 in TR 37.840 [2] was used for UE beamforming scenarios but the number of UEs activated in each cell is assumed to be 4. A 10x4 antenna array is employed to generate beams pointed directly at each UE dropped in cell. .
Table 5.3.2-1 Simulation assumptions for UE specific beamforming
	Parameters
	Values

	Cellular layout
	Hexagonal, 3 sectors/cell (19 cell wrap-around), uncoordinated

	UE distribution
	Average 10 UEs per sector.

	Carrier frequency
	2GHz

	System bandwidth
	10MHz

	Inter Site Distance (ISD)
	750m

	Minimum distance UE<->BS
	35m

	Log normal shadowing
	Standard Deviation of 10 dB

	Shadow correlation coefficient
	0.5 (inter site) / 1.0 (intra site)

	Scheduling algorithm
	Round Robin, Full buffer

	RB number per active UEs
	DL: 12RBs

	Number of active UEs
	DL: 4UEs

	UE max Tx power
	23 dBm

	UE min Tx power
	- 40 dBm

	Active array loss
	1 dB

	Losses of legacy system
	2 dB

	Legacy BS max Tx power
	46dBm

	AAS BS max Tx power
	46dBm 

	Antenna configuration at UE
	Omni-directional

	The height of BS
	30 m

	The height of UE
	1.5 m

	Antenna array configuration (Row×Column)
	10×4

	ACS of LTE UE
	33 dB

	Performance evaluation
	Throughput loss criteria, as derived from the truncated Shannon bound approach of 3GPP TR 36.942 [5]. 



[bookmark: _Toc457575789]5.3.3	Antenna array model
[bookmark: _Toc457575790]5.3.3.1	General
The AAS BS antenna array model is determined by array element pattern, array factor and signals applied to the system. The element pattern and composite antenna pattern are defined in the following section.


NOTE: The and definition in this section is based on the coordinate system in Section 5.4.4 .1 of TR 37.840 [2]. 
[bookmark: _Toc457575791]5.3.3.2	Array element pattern
Table 5.3.3.2-1 Array element pattern for antenna array model
	Horizontal Radiation Pattern
	


	Horizontal half-power bandwidth of single array element
	For single column antenna: 65º
For multi-column antenna:  80º

	Front-to-back ratio
	Am = 30dB

	Vertical Radiation Pattern 
	
, SLAv =30 dB

	Vertical half-power bandwidth of single array element 
	65º

	Array element radiation pattern
	


	Element Gain without antenna losses
	For single column antenna: GE,max = 9 dBi
For multi-column antenna: GE,max = 7.5 dBi (NOTE*)

	NoteNOTE: *GE,max is obtained from TR 37.840 [2] Table 5.4.4.2.1-1.



[bookmark: _Toc457575792]5.3.3.3	Composite antenna pattern
[bookmark: _Toc457575793]5.3.3.3.1	UE specific beamforming
Table 5.3.3.3.1-1 Composite antenna pattern for UE specific beamforming
	Configuration
	Multiple columns (NVxNH elements)

	
Composite Array radiation pattern in dB 
	For beam i:


the super position vector is given by:


the weighting is given by:



	Antenna array configuration (Row×Column)
	10×4

	Horizontal radiating element spacing d/ λ 
	0.5

	Vertical radiating element spacing d/ λ 
	0.9

	Down-tilt angle
	0°

	Power allocated to each beam
	6dB below the maximum transmitted power



[bookmark: _Toc457575794]5.3.3.3.2	Vertical cell splitting
Table 5.3.3.3.2-1 Composite antenna pattern for AAS BS applying vertical cell splitting
	Configuration
	Single column (N-elements)

	
Composite Array radiation pattern in dBi 
	For inner cell:


For outer cell:


the super position vector is given by:


the weighting is given by:




	Antenna array configuration (Row×Column)
	10×1

	Vertical radiating element spacing d/λ
	0.9

	Power in outer/inner cell
	-3dB/-3dB

	Down-tilt angles for vertical cell splitting
	9°/15°



[bookmark: _Toc457575795]5.3.3.3.3	Horizontal cell splitting
Table 5.3.3.3.3-1 Composite antenna pattern for AAS BS applying horizontal cell splitting
	Configuration
	Multiple columns (NVxNH elements)

	
Composite Array radiation pattern in dBi 
	For Cell 1:


For Cell 2:


the super position vector is given by:


the weighting is given by:



	Antenna array configuration (Row×Column)
	10×4

	Horizontal radiating element spacing d/ λ 
	0.5

	Vertical radiating element spacing d/ λ 
	0.9

	Down-tilt angle 
	9°

	horizontal electrical steering for cell splitting
	±25°

	Power split (Cell1/Cell2)
	-3dB / -3dB



[bookmark: _Toc457575796]5.3.4	Propagation Model
The minimum BS to UE distance in Macro cell scenario is set to 35 meter in the system simulation with reference to a 70dB Minimum Coupling Loss (MCL) in the worst case where the BS antenna gain (both array gain and element gain) and UE antenna gain is assumed to be zero. This is also aligned with the parameters suggested in section 4.1.1.2 in TR 25.942 [4]. The calculated free space path loss is about 67dB based on 35 meter minimum distance separation. The MCL would be around 70dB if 2dB cable loss and 1dB body loss is considered. Considering that the cable loss for AAS BS would be smaller than 2dB, the simulation results would imply a little bit tighter requirements. Nevertheless, MCL is a statistical parameter in nature and the minimum BS to UE distance separation calculated deterministically using the free space path loss model doesn’t mandate the minimum BS to UE distance separation as a deployment condition for AAS BS.
The path loss model is defined as below
Path_Loss = max {L(R), Free_Space_Loss}+ shadowfading
where the free space loss is defined as
Free_Space_Loss = 98.46 + 20.log10(R)  (R in kilometre)
and L(R) is defined as below
L(R) = 128.1 + 37.6.Log10(R) ([dB])
The shadow fading is modelled as a log-normal distribution.
Then the final coupling loss model is defined as below:
Coupling_Loss_macro= max {Path_Loss, Free_Space_Loss} – G_Tx – G_Rx
where G_Tx is the transmitter antenna gain and the G_Rx is the receiver antenna gain.
[bookmark: _Toc457575797]5.4	Simulation conclusions
In all of the cell and user specific scenarios that were modeled, the spatial pattern of an AAS BS aggressor system did not increase the mean or 5th	 percentile throughput loss in the victim system beyond what is experienced with a passive system. Therefore it is concluded that the existence of a different spatial distribution of adjacent channel interference that arises from an AAS BS compared to non-AAS BS does not necessitate any additional type of requirement. Furthermore, the simulations indicated that the existing ACLR requirement of 45dB can be applied per transceiver, or across all transceivers for an AAS BS.
[bookmark: _Toc457575798][bookmark: _Toc305373716][bookmark: _Toc369185664]6	AAS BS classifications
< Texts to be added >
[bookmark: _Toc457575799]6.1	Minimum coupling loss
AAS BS is classified according to the deployment scenarios defined in sub-clause 5.2.1 in TR 37.840 [2], and those scenarios are the same as for non-AAS BS. One of the key parameters that characterise each of the deployment scenarios is the Minimum Coupling Loss (MCL) between BS and UE, which includes the path loss and the antenna gains of both UE and BS. 
[bookmark: _Toc457575800]6.2	BS classifications
Wide Area BS are characterised by requirements derived from Macro Cell scenarios. For AAS BS of Wide Area BS class, the minimum coupling loss between any TAB connector and the UE is 70 dB.
Medium Range BS are characterised by requirements derived from Micro Cell scenarios. For AAS BS of Medium Range BS class, the minimum coupling loss between any TAB connector and the UE is 53 dB.
 Local Area BS are characterised by requirements derived from Pico Cell scenarios. For AAS BS of Local Area BS class, the minimum coupling loss between any TAB connector and the UE is 45 dB.
NOTE:	In selecting these minimum coupling losses, it has been assumed that the antenna aperture for AAS BS is roughly similar to that for non-AAS BS so that the methodologies for setting minimum BS to UE distance separation in TR 36.942 [5] and TR 25.942 [4] can be reused.
[bookmark: _Toc457575801]7	Radiated requirements
[bookmark: _Toc457575802][bookmark: _Toc305373717]7.1	General
In legacy systems (i.e. passive antenna systems), power accuracy (i.e. power accuracy) can be characterized by means of considering the conducted output power together with the antenna gain. However, in an AAS Base Station BS there is an interaction between different subsystems (transceiver unit array, RDN, antenna array) which motivated the need for radiated RF requirements. 
OTA requirements are stated in terms of electromagnetic and spatial parameters. The electromagnetic parameters are specified either in terms of power (dBm) or field strength (dBV/m). The spatial parameters are specified in a Cartesian coordinate system (x, y, z) using spherical coordinates (r, ). The orientation of these coordinates is depicted in the following figures. is the angle in the x/y plane and it is between the x-axis and the projection of the vector onto the x/y plane and is defined between -180° and +180°, inclusive.  is the angle between the projection of the vector in the x/y plane and the vector and is defined between -90° and +90°, inclusive.
A point in the Cartesian coordinate system (x,y,z) can be transformed to spherical coordinates (r, ). using the following relationships: 






		
The inverse transformation is given by:
		







The representation and definitions of angles are described in Figure 7.1-1, Figure 7.1-2 and Figure 7.1-3.
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Figure 7.1-1: Orthogonal representation of coordinate system
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Figure 7.1-2: Definition of the  angle
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Figure 7.1-3:  Definition of  angle
The vendor shall declare the location of this coordinate system origin in reference to an identifiable physical feature of the base station AAS BS enclosure. The vendor shall also declare the orientation of this coordinate system in reference to an identifiable physical feature of the base station AAS BS enclosure.

[bookmark: _Toc457575803]7.2	Radiated transmit power requirements
[bookmark: _Toc457575804]7.2.1	General
The minimum requirements for AAS BS radiated transmit power, shall be placed on one or more manufacturer declared beam(s) that are intended for cell-wide coverage. 
The characteristics of the manufacturer declared beam and the requirement on the declared EIRP are defined in the sub-clause 7.1.1 and 7.1.2 below.
[bookmark: _Toc457575805]7.2.2	Beam definitions
A beam (of the antenna) is the main lobe of the radiation pattern of an antenna array. An AAS BS beam is created by means of a superposition of the signals radiated from different parts of the AAS BS antenna array. 
A cell specific beam is an AAS BS beam which is intended to facilitate communication to all UEs within a cell.
A UE specific beam is an AAS BS beam which is intended to facilitate communication to a specific UE or a specific group of UEs.
Each beam direction pair is associated with half-power contour of the beam centre direction and a beam peak direction. The EIRP is declared at the beam peak direction. The beam centre direction is used for describing beam steering.
[image: ]
Figure 7.2.2-1: Example of beam direction pair.
In Figure 7.2.2-1 left sub-figure shows a symmetrical beam where beam centre direction and beam peak direction are the same. In Figure 7.2.2-1 right sub-figure shows an example of a beam with ripple where the beam centre direction and the beam peak direction are different.
For an AAS BS beam, the following parameters that belong to the beam are declared:
· A beam identifier.
· A reference beam direction pair, including reference beam peak direction and reference beam centre direction.
· A maximum EIRP achieved in the beam peak direction when the beam direction pair is set to the reference beam direction pair.
·  The EIRP accuracy directions set.
· Four further beam direction pairs at the maximum steering directions, where the maximum steering direction is the beam direction pair associated with the maximum beam centre steering direction. S(selection of these 4 maximum steering directions is described in section 7.1.4.)
· For each of the four further beam direction pairs at the maximum steering directions
· Maximum EIRP achieved in the beam peak direction (one EIRP per beam direction pair)
·  Beamwidth (one beamwidth per beam direction pair)
NOTE: If an AAS BS is not capable of beam repositioning in one or both directions, any of the maximum steering directions may be the same as the reference beam direction.

The term “maximum steering direction” refers to maximum repositioning capability of the beam centre direction of the beam by any means, and makes no assumption about the type of implementation.
[bookmark: _Toc457575806]7.2.3	EIRP accuracy requirements
[bookmark: _Toc457575807]7.2.3.1	General
The minimum requirement for radiated transmit power will be on the accuracy with which declared EIRP level is met.
For each beam, the maximum configurable EIRP measured at the beam peak direction associated with a beam direction pair corresponding to the main beam shall be declared.
[bookmark: _Toc423656644]7.2.3.2	Impacts of accuracy on network performance
The actual output power levels of any two AAS BS(s) (or any two transmitting equipments) are not identical. It should be noted however that the output power of a particular BS is fairly stable once it’s manufactured for shipment. Due to setting the accuracy requirements on output power, the output power levels of a group of BS(s) will be relatively consistent around a rated output power. This means that some of BS(s) may deliver power a little bit higher, but some of them may be a little bit lower, but all are around the rated power. The impacts on the network of the variability of output power between different base stations are that the application coverage of some cells may be a little bit larger, and others may be a little bit smaller compared with a calculated application coverage based on nominal output power. In some situations it is difficult to tell whether consistently large output power is better as large output power also increases the inter-cell interference. In real network, the coverage is also impacted by other parameters such as deployment environment. One typical and efficient approach to tune the cell coverage is by adjusting the antenna tilt which results in signal strength changes in several decibels. Large deviation of expected EIRP could impact the estimation of correct tilt angles. 
7.2.3.3	Impacts of accuracy on the manufacturing process
The accuracy requirements on output power drive the manufacturing process to deliver the output power as close as possible to the rated output power in order to achieve a reasonable level of the yield rate. For the same accuracy requirement in specification, the more accurate of the output power is manufactured, the higher the yield rate achieved, Therefore, the components in massive manufacturing process need to be of high precision exceeding the accuracy requirement in specification in order to achieve an acceptable yield rate, and thus an accuracy value should be selected that is a good trade-off between network coverage and cost considerations.
[bookmark: _Toc457575808]7.2.3.4 	The EIRP accuracy
EIRP accuracy refers to the maximum deviation of the DUT (i.e. the AAS BS) to a declared performance requirement.
The AAS base station EIRP accuracy requirement has been determined by taking into account the following factors:; 
· non- AAS base station EIRP accuracy, and 
· an estimate of the achievable accuracy by AAS BS.
The estimated EIRP accuracy of a non-AAS BS is used as the baseline for the AAS BS, which is then adapted to derive the EIRP accuracy requirements for AAS BS.
Preliminary investigations of the impact of EIRP accuracy on network performance indicate that a Wide Area AAS base station EIRP accuracy of around +/-2.25dB enables throughput to be predicted to within 5% variation. 
For an AAS base stationBS, the EIRP accuracy is influenced by a number of factors that do not linearly combine. Nevertheless, as an approximation, from the AAS BS radio architecture, the EIRP accuracy of an AAS BS can be estimated by considering the steering error (translated from the phase error of the beam) and the inaccuracy of antenna array. 
Based on the above the EIRP accuracy can be approximated using root sum square of the error sources which are all assumed to be Gaussian distributed in the dB domain and uncorrelated. As a result of these assumptions, the Root sum square EIRP accuracy can be approximated in a logarithmic scale by:

[dB]
where

 – is the maximum conducted output power error at the transceiver unit output.

 – is the variation in main beam EIRP due to beamforming errors caused by phase error at the transceiver unit output.

  – is the variation due to the error in the passive elements, the RDN, the antenna array gain errors, mismatch errors and insertion losses variations.
The inaccuracy of RDN and the aforementioned factors are incorporated in the array error as defined above.
It should be noted that the use of a root square sum implies that the 3 factors are independent Gaussian distributed, which may not be the case. This could potentially be an error source in this model. 
Based on the network performance evaluation, and EIRP accuracy proposal from different companies listed in Annex D,, the EIRP accuracy requirement for AAS BS is determined as +/- 2.2 dB for each declared maximum EIRP per carrier. 
Current non-AAS BS specifications specify same conducted output power accuracy for all BS classes. We assume same EIRP accuracy for all AAS BS classes. EIRP accuracy for each AAS BS class (Wide Area, Medium Range and Local Area AAS BS) could be revised if deviation from this assumption is justified.
[bookmark: _Toc457575809]7.2.4	The core requirements
The radiated transmit power generated by the AAS BS is distributed in the space by means of radiating and allocation of conducted power to single or multiple beams. The beam configuration and corresponding power allocated to each beam is application dependent.
The radiated transmit power per beam of the AAS BS is the maximum achievable EIRP in a declared beam peak direction for a manufacturer-declared AAS BS beam generated during the transmitter ON period. The minimum requirement for radiated transmit power shall be specified for one or more manufacturer-declared AAS beam(s). The AAS BS beam definition is described in section 7.1.1.
The number of declared AAS BS beams is for the manufacturer to declare. Some examples of declarations of beams are illustrated in a directions diagram in Figure 7.2.4.1.3-1.

Figure 7.2.4-1: Examples of AAS BS beam declarations depicted in a directions diagram.
In Figure 7.2.4 -1 the shaded areas/points represent the declared EIRP directions set, which may be continuous (top right, bottom right) or not continuous (bottom left), or be restricted to just the points of maximum steering (top left). The red coloured points represent the compliance test points at which EIRP is declared. The maximum EIRP and its accuracy are defined for the declared beams when activated individually on all corresponding RE and the requirements are placed per individual beam.
The maximum radiated transmit power of the AAS BS beam is the mean power level measured at the declared beam peak direction at the RF channels B (bottom), M (middle) and T (top) when configured for maximum EIRP value for a specific AAS BS beam of the supported frequency channels declared by the manufacturer.
In normal condition, when a beam is steered within the maximum EIRP directions set, if a maximum EIRP is claimed by the manufacturer then the AAS BS  maximum EIRP shall remain within +2.2 dB and –2.2 dB of the claimed value.
Intended maximum EIRP is only declared for the beam peak direction associated with the reference beam direction pair and the beam peak directions associated with the beam direction pairs corresponding to the maximum steering directions; for the remainder of the EIRP directions set there is no need to declare maximum EIRP as part of the 3GPP compliance declaration.
[bookmark: _Toc457575810]7.2.5			The conformance requirements
For conformance testing purposes, for each declared AAS BS beam, the vendor shall declare four beam peak directions corresponding to four maximum steering directions. These are the beam direction pair associated with the maximum beam centre steering direction and shall be defined as follows:
· The beam peak direction corresponding to the maximum steering from the reference beam centre direction in the positive  direction while maintaining the reference beam centre direction value.
· The beam peak direction corresponding to the maximum steering from the reference beam centre direction in the negative  direction while maintaining the reference beam centre direction  value.
· The beam peak direction corresponding to the maximum steering from the reference beam centre direction in the positive  direction while maintaining the reference beam centre direction  value.
· The beam peak direction corresponding to the maximum steering from the reference beam centre direction in the negative  direction while maintaining the reference beam centre direction  value.
NOTE:  (It should be noted that in some cases, one or more maximum steering directions may coincide with the reference beam centre direction).




 

Example. EIRP accuracy compliance directions set
Beam peak directions corresponding to maximum steering directions 
Reference beam peak direction

Figure 7.2.5-1: Diagram showing an example of requirement declaration.
The grey shaded area in Figure 7.2.5-1 represents an EIRP accuracy direction set. The maximum steering directions are in the positive and negative directions along each axis from the reference beam centre direction.
The measured maximum EIRP shall be within +(2.2+[TestTolerance]) to -(2.2+[TestTolerance]) dB of the respective declared EIRP values at the beam peak direction when the beam direction pair is set to each of the 4 declared maximum steering directions and to the reference beam direction pair.
[bookmark: _Toc443985103][bookmark: _Toc457575811]7.2.6 			The conformance beam declaration set
The vendor may declare any number of beams, the minimum requirement to declare for conformance are the beams with the highest intend EIRP for each of the beams widths below:
· Nnarrowest intended BeW, narrowest intended BeWϕ (possible when narrowest intended BeW) at the reference beam direction
· Nnarrowest intended BeWϕ, narrowest intended BeWθ (possible when narrowest intended BeWϕ) at the reference beam direction
· Widest intended BeW , widest intended BeWϕ (possible when widest intended BeW) at the reference beam direction
· Widest intended BeWϕ – widest intended BeW (possible when widest intended BeWϕ) at the reference beam direction
· BeW and BeWϕ which provide highest intended EIRP of all possible beams at the reference beam direction.
NOTE:	Depending on the capability of the system some of these beams may be the same.
There are 2 declarations made to identify beams which have the same spatial declarations (D9.4-9.13).
Equivalent beams are beams which are expected to have the same spatial characteristics when presented with the same signals and are generated from transceiver units of the same design and may be transmitted at the same time. Equivalent beams may be generated by:
· Common RF hardware, e.g. 2 equivalent beams are generated from 8 transceiver units where each beam utilizes all 8 transceiver units but half the power of each transceiver unit is allocated to each beam.
· Parallel RF hardware, e.g. 2 equivalent beams are generated from 8 transceiver units where each beam utilizes only 4 transceiver units with each transceiver unit at full power.
In the case of eEquivalent beams which use common RF hardware, as during conformance testing, full power is a required condition of the transceiver units then all beams must be switched on ON in order to ensure the transmitters are at full power.
In the case of equivalent beams which use parallel RF hardware, during conformance testing it is only necessary to turn on ON one of the parallel beams to its maximum declared power. 
If the equivalent beams are generated by parallel RF hardware then they are also declared as parallel beams.
For certain test cases if beams are declared both equivalent and parallel, it is only required to test a representative beam to show conformance.
Two examples of parallel beams are provided below:
· . In the first example of figure 7.1.4-A1, an array consists of a column with 2 polarizations. A beam can be produced with each polarization, two beams can be produced, but because the beams cannot combine coherently these are declared as 2 parallel beams. 
· In the second example of figure 7.1.4-A1, a multi-column array consists of 2 columns but there is no phase synchronisation between columns. In this case, a beam is produced per column and polarization, but these beams do not combine coherently and are declared as 4 parallel beams.

[image: ]
Figure 7.1.4-A1 – Examples of multicolumn array

When in operation, an AAS BS may transmit multiple beams (for example, beams may be transmitted that are identified by UEs by any kind of cell- or UE- specific reference signals, each with different beam patterns). When considering the minimum 5 beamwidths to declare, most examples of beams that the AAS BS will transmit should be included. A few types of transmission could be misinterpreted as a beam, but should not be subject to the radiated TX power requirement. These are specifically beams that arise from groups of transmitters that are not all phase synchronised. Typically, they arise when codebook- based precoding (based on UE feedback) is applied to non-phase synchronized transmitters. The specification text requires that the beam declaration captures all beamwidths that may be used during operation (whether identified by cell- or UE- specific reference signals) and excludes any “beams” created from non‑-phase synchronised transmitters.

[bookmark: _Toc457575812]7.3	OTA sensitivity requirements
[bookmark: _Toc457575813]7.3.1	General
The OTA sensitivity requirement applies to the AAS BS operating as a system,; i.e. including combining of received signals from all active receivers. Hence:
· Combiners (however implemented) are considered part of the AAS BS
· Demodulators are considered part of the AAS BS
The OTA requirement is implementation independent.
[bookmark: _Toc457575814]7.3.2	The core requirements
The OTA sensitivity requirement is based upon the declaration of one or more OTA sensitivity directions declaration(s) (OSDD), related to an AAS BS receiver. 
The AAS BS receiver may optionally be capable of redirecting/changing the receiver target by means of adjusting BS settings resulting in multiple sensitivity RoAoA.
If the AAS BS is capable of redirecting the receiver target related to the OSDD then the OSDD shall include: 
· A declared minimum EIS level, the OTA sensitivity, applicable to all sensitivity RoAoA in the OSDD.

· A declared receiver target redirection range, describing all the angles of arrival that can be addressed for the OSDD through alternative settings in the AAS BS.

· Five declared sensitivity RoAoA comprising the conformance testing directions as detailed below. 
· The receiver target reference direction 
Note NOTE: that some of the declared sensitivity RoAoA may coincide depending on the redirection capability. 
The sensitivity RoAoA resulting from the current AAS BS settings is referred to as the active sensitivity RoAoA. The declared OTA sensitivity applies only to the active sensitivity RoAoA inside the receiver target redirection range.
Note NOTE: that several sensitivity RoAoA may be implicitly defined by the receiver target redirection range without being explicitly declared in the OSDD. 
If the AAS BS is not capable of redirecting the receiver target related to the OSDD, then the OSDD includes only: 
· A declared minimum EIS level, the OTA sensitivity, applicable to the sensitivity RoAoA of the OSDD.
· One declared sensitivity RoAoA
· The receiver target reference direction 
   
  
20°
-20°
-10°
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Figure 7.3.2-1: Direction diagram showing an example of receiver target redirection range of an OSDD for a AAS BS capable of redirection.
In Figure 7.3.2-1 a directions diagram is showing a receiver target redirection range (green contour) of an OSDD and five (out of many) possible directions of a sensitivity RoAoA (gray shaded areas). Only one of the sensitivity RoAoA is active at a time.
More than one OSDD may be declared. Different OSDD are independent.
For a received signal whose angle of arrival is within the active sensitivity RoAoA of an OSDD the throughput (in case of E-UTRA) or bit error rate (in case of UTRA) criteria shall be met when the level of the arriving signal is equal to the declared minimum EIS. The angle of arrival can be described as a combination of  and . 
The OTA sensitivity is a received signal level above which a specified throughput (E-UTRA) or BER (UTRA) shall be met. 
For E-UTRA, the requirement is to meet or exceed the throughput when the AAS BS is presented with a specified stimulus signal transmitted through a specified channel at the OTA sensitivity level.
For UTRA, the requirement is to meet or achieve a lower BER when the AAS BS is presented with a specified stimulus signal transmitted through a specified channel at the OTA sensitivity level. The received signal level can be represented as a field-strength or EIS power level. The relation between field-strength and EIS is:

     [dBm]



where  is the field strength in units of dBV/m at and f is carrier frequency in MHz of a plane wave incident to the AAS BS antenna from within the active sensitivity RoAoA.
The figure of merit (FOM) for OTA sensitivity shall be EIS for all AAS BS classes.
The stimulus signal is the fixed reference measurement channel (FRC) for target throughputs or BER as specified in non-AAS BS requirements in TS 25.141 [10] for UTRA FDD, TS 25.142 [11] for UTRA TDD and TS 36.141 [12] for E‑UTRA. The requirement assumes the FRC for non-fading conditions/no environment. 
The OTA sensitivity requirement applies per polarization, under the assumption of polarization matching. The manufacturer shall declare whether dual polarization or single polarization reception is supported for each AAS BS receiver.

For E-UTRA, the requirement is to meet or exceed the throughput when the AAS BS is presented with a specified stimulus signal transmitted through a specified channel at the OTA sensitivity level.
The following options were discussed on the EIS declarations:;
· Option 1: Define the relationship between minimum OTA EIS value and conducted REFSENS
· Option 2: Define a minimum declarable minimum EIS value
· Option 3: Not to define the any criterion on declared minimum EIS value. Vendors declare the EIS values. Information is provided on the reason how the EIS values are obtained (separately to the conformance specification).
Then, it is agreed that the EIS declarations are based on Option3 in Rel-13, i.e. vendors declare the EIS values. Information is provided on the reason how the EIS values are obtained (separately to the conformance specification). Any reason is not excluded.
Note that the definition of the relationship between EIS and REFSENS, i.e. Option1, is not defined in Rel-13 because the reference sensitivity level equivalent to nNon-AAS BS can be satisfied by the conducted requirement. In future releases, when conducted reference sensitivity is no longer specified then it would be necessary to define any relationship based on option Option 1.

For UTRA, the requirement is to meet or achieve a lower BER when the AAS BS is presented with a specified stimulus signal transmitted through a specified channel at the OTA sensitivity level. The received signal level can be represented as a field-strength or EIS power level. The relation between field-strength and EIS is:

     (dBm)



where  is the field strength in units of dBV/m at and f is carrier frequency in MHz of a plane wave incident to the AAS BS antenna from within the active sensitivity RoAoA.
The figure of merit (FOM) for OTA sensitivity shall be EIS for all AAS BS classes.
The stimulus signal is the fixed reference measurement channel (FRC) for target throughputs or BER as specified in non-AAS BS requirements in TS25.141 for UTRA FDD, TS25.142 for UTRA TDD and TS36.141 for E-UTRA. The requirement assumes the FRC for non-fading conditions/no environment. 
The OTA sensitivity requirement applies per polarization, under the assumption of polarization matching. The manufacturer shall declare whether dual polarization or single polarization reception is supported for each AAS BS receiver.
[bookmark: _Toc457575815]7.3.3	The conformance requirements
If an OSDD does not include a receiver target redirection range, conformance testing shall be performed for the following five directions, as depicted in the example in figure 7.3.3-1. 
· The receiver target reference direction 
· The direction determined by the maximum  value achievable inside the sensitivity RoAoA maintaining the receiver target reference direction  value.
· The direction determined by the minimum  value achievable inside the sensitivity RoAoA maintaining the receiver target reference direction  value.
· The direction determined by the maximum  value achievable inside the sensitivity RoAoA maintaining the receiver target reference direction  value.
· The direction determined by the minimum  value achievable inside the sensitivity RoAoA maintaining the receiver target reference direction  value.
The manufacturer shall declare the five directions for conformance testing.
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Figure 7.3.3-1: OSDD without target redirection capability.
In Figure 7.3.3-1 a direction diagram shows a RoAoA without receiver target redirection capability. The receiver target reference direction and the extreme directions subject to conformance testing are marked by red crosses.
If an OSDD includes a receiver target redirection range, conformance testing shall be performed for the following five directions, as depicted in the example in figure 7.3.3-2. 
· The receiver target reference direction 
· The direction determined by the maximum  value achievable inside the receiver target redirection range maintaining the receiver target reference direction  value.
· The direction determined by the minimum  value achievable inside the receiver target redirection range maintaining the receiver target reference direction  value.
· The direction determined by the maximum  value achievable inside the receiver target redirection range maintaining the receiver target reference direction  value.
· The direction determined by the minimum  value achievable inside the receiver target redirection range maintaining the receiver target reference direction  value.
The manufacturer shall declare the five directions for conformance testing, the setting of the AAS BS to achieve conformance at each of the conformance test directions, and the resulting sensitivity RoAoA for each of these settings.
[image: ]
Figure 7.3.3-2: OSDD with target redirection capability
In Figure 7.3.3-2, a direction diagram is showing a receiver target redirection range (with discrete settings for the sensitivity RoAoA). The receiver target reference direction and the extreme directions subject to conformance testing are marked by red crosses. The sensitivity RoAoA for each conformance test setting is shown as gray shadeding. Note that each sensitivity RoAoA is exceptionally small compared to the receiver target redirection range, for demonstration purposes.
The measured EIS shall be less than the declared EIS + [Test Tolerance].

[bookmark: _Toc369185665][bookmark: _Toc457575816]8	Conducted requirements
[bookmark: _Toc457575817]8.1	General
Unless otherwise stated, the requirements in this clause are expressed for a single TAB connector.
Requirement placed on the sum of power from all TAB connector(s) refer to all TAB connector(s) associated with that particular single band. 
If the TAB connector(s) associated with a single band are all singleband TAB connector(s) then single band requirements are applied.
If the TAB connector(s) associated with a single band are all multi-band TAB connector(s) then multi-band requirements and exceptions apply.
If the TAB connectors associated with a single band are a mixture of single-band TAB connector(s) and multi-band TAB connector(s) then this is FFS and precluded from Rel-. 13.

[bookmark: _Toc457575818]8.2	Transmitter
[bookmark: _Toc457575819]8.2.1	Time alignment error
The tTime Aalignment Eerror (TAE) is defined in [6] and [9] for UTRA and in [7] for E-UTRA and [8] for MSR as the largest frame timing difference between any two signals present at the BS transmitter RF antenna port(s) for a specific set of signals and/or transmitter configurations.
For AAS BS, the transmitters in the TRXUA may be grouped and associated with different signals corresponding to TX diversity, MIMO transmission, carrier aggregation etc. In such scenarios, the time alignment error for AAS BS is the largest frame timing difference between any two different LTE signals or any two different WCDMA signals belonging to different transmitter groups at the TAB connectors. The same TAE requirements specified for the legacy BS in [6], [9], [7], and [8] can then be applied for AAS BS. 
For a specific set of signals/ transmitter configuration/ transmission mode, the Time Alignment Error (TAE) is defined as the largest timing difference between any two different LTE signals or any two different WCDMA signals belonging to different transmitter groups at the transceiver array boundary, where transmitter group is associated with the TAB connectors in corresponding to TX diversity, MIMO transmission, carrier aggregation, etc.
Within a TAB connectors beam forming group the time difference between such connectors will be very small compared to the requirement. For conformance testing of the timing difference between groups, it is acceptable that the timing is measured between a single representative TAB connector in each TAB connectors beam forming group from each pair of groups. Conformance testing is performed between pairs of TAB connectors relating to different groups only. Timing alignment between TAB connector pairs within each TAB connectors beam forming group is considered to be verified by the EIRP conformance test.
Compliance to the TAE requirement is to be demonstrated between all pairs of TAB connectors beam forming groups; however it is not required to exhaustively measure the time alignment error TAE between every combination of pairs of representative TAB connectors. Compliance can be demonstrated by comparison of a reduced set of representative measurement results.
Details of the vendor declaration for TAE are given in sub-clause 9.23.

[bookmark: _Toc457575820]8.2.2	Adjacent Channel Leakage Ratio (ACLR) requirements
The ACLR is defined in [6], [7], and [8] as the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency. The same definition will be maintained for AAS BS. 
Re-use of this definition was examined in several scenarios in the simulation study presented in clause 5 and Annex A, which observed that applying the ACLR requirements as specified in [6], [7], and [8] to each TAB connector did not increase the mean or 5th percentile throughput loss in the victim system beyond what is experienced with a passive system. For AAS BS architectures and deployment scenarios that can be represented by the simulation study and analysis, the same ACLR requirements as specified in [6], [9], [7], and [8]  are judged as adequate and can be maintained. 
The simulated network performance was shown to be insensitive to the correlation level of the adjacent channel power. It has been noted in section 5.4 that the simulations indicated the existing ACLR requirement of 45dB can be applied per TAB connector, or across all TAB connectors for an AAS BS.
The ACLR requirement may be applied as a requirement per TAB connector or a ratio of the power sum of the total wanted signal level to the power sum of the power on an adjacent frequency from all TAB connector(s) associated with a particular band. 
[bookmark: _Toc457575821]8.2.3	Error Vector Magnitude
The Error Vector Magnitude (EVM) is a measure of the difference between the ideal symbols and the measured symbols after the equalization. For AAS BS, it is proposed that the reference point for EVM requirements is reused from the current requirements for EVM in [6], [9], [7], and [8] as a conducted requirement per transceiver at the TAB connector and using the same measurement methodology.
[bookmark: _Toc457575822]8.2.4	AAS Base stationBS output power
[bookmark: _Toc457575823]8.2.4.1	Maximum Output Power
The objectives of defining conducted output power of the AAS BS are to verify the capabilities of the transmitter to feed antennas and the accuracy of the maximum output power. 
Regulatory review on output power is presented in [2]. The following summarises regulatory views and requirements for BS employing antenna arrays.
-	No specific limits for AAS BS for terrestrial mobile systems are given in ITU-R Recommendations.
-	For the ECC regulation in Europe there is not output power limit specified and does not give any additional definitions in the AAS BS area, however there are several spurious emissions limits and Block Edge Mask requirements which impact and limit the maximum transmission power.
-	For the FCC regulation in US, it suggests the transmission limits applicable to the sum at the antenna connectors.
-	For the MIC regulation in Japan, the measurement and calculation method of output power from multiple outputs: 
-	For an adaptive array antenna are given as follows: Measure and sum the output powers or emissions (which are specified by absolute values in the technical conditions) of all the antenna connectors. In this case, the output power of one array element shall be configured with the maximum output power. Then, the output powers of remaining array elements shall be configured as the sum of output powers of all array elements are maximized.
- For MIMO: Measure the output power or emission on each antenna connector. 
Based on the above, the maximum output power shall be declared for each TAB connector, the total output power from all TAB connector(s) is then derived from the sum of those declarations.  
The rated multi band total output power per TAB connector, PRated,MB,TABC, is the mean power level associated with all bands the manufacturer has declared to be simultaneously available at the TAB connector, during the transmitter ON period in a specified reference condition.
The rated total output power per TAB connector, PRated,t,TABC, is the mean power level associated with a particular band the manufacturer has declared to be available at the TAB connector, during the transmitter ON period in a specified reference condition.
The rated RAT output power per TAB connector, PRated,RAT,TABC, is the mean power level associated with a particular band and RAT the manufacturer has declared to be available at the TAB connector, during the transmitter ON period in a specified reference condition.
The rated carrier output power per TAB connector, PRated,c,TABC, is the mean power level associated with a particular carrier the manufacturer has declared to be available at the TAB connector, during the transmitter ON period in a specified reference condition.
The maximum total output power per TAB connector, Pmax,t,TABC, is the mean power level measured in a particular band at the array boundary antenna connector, during the transmitter ON period in a specified reference condition.
The maximum RAT output power per TAB connector, Pmax,RAT,TABC, is the mean power level measured in a particular band and RAT at the array boundary antenna connector, during the transmitter ON period in a specified reference condition.
The maximum carrier output power per TAB connector, Pmax,c,TABC, is the mean power level measured on a particular carrier at the array boundary antenna connector, during the transmitter ON period in a specified reference condition.
The system power in each case can be calculated by adding the declared or measured power from each of the TAB connectors.
PRated,t,sys		- 	The sum of PRated,t,TABC for all TAB connectors for a particular band 
PRated,RAT,sys	- 	The sum of  PRated,RAT,TABC for all TAB connectors for a particular band for a single RAT
PRated,c,sys 		- 	The sum of PRated,c,TABC for all TAB connectors for a single carrier
Pmax,t,sys		- 	The sum of Pmax,t,TABC for all TAB connectors for a particular band 
Pmax,RAT,sys		- 	The sum of  Pmax,RAT,TABC for all TAB connectors for a particular band for a single RAT
Pmax,c,sys 		- 		The sum of Pmax,c,TABC for all TAB connectors for a single carrier
The above represents a complete set of all possible power definitions, any definitions not needed for requirements do not need to be included in the specification and are here for information.
AAS BS rated output power reRequirements are placed on both PRated,c,sys , and PRated,c,TABC  as specified in Table 8.2.4.1-1.
Table 8.2.4.1-1: AAS Base Station rated output power
	AAS BS class
	PRated,c,sys
	PRated,c,TABC

	Wide Area BS
	NOTE 1(note 1)
	NOTE 1(note 1)

	Medium Range BS
	≤  38 dBm +10log(NTXU) NOTE (note 2)2
	≤38dBm

	Local Area BS
	≤  24 dBm +10log(NTXU) NOTE 2(note 2)
	≤24dBm

	NOTE 1: There is no upper limit for the PRated,c,sys or PRated,c,TABC of the Wide Area Base StationBS.
 NOTE 2: NTXU is the same value used in sub-clause 8.2.6 Unwanted emissions.



The output power requirement is set on the accuracy of the declared output power for each TAB connector at the transceiver boundary.
In normal conditions, the AAS BS maximum carrier output power per TAB connector shall remain within +2 dB and ‑ -2  dB of the rated carrier output power declared by the manufacturer.
In extreme conditions, the AAS BS maximum carrier output power per TAB connector shall remain within +2.5 dB and -2.5 dB of the rated carrier output power declared by the manufacturer.
Additional regional requirement may be specified if applicable.
[bookmark: _Toc457575824]8.2.4.2	Reference/Pilot signal power
There are a number of broadcast messages which have power accuracy requirements place upon them in addition to the maximum output power requirement. These are:
· For UTRA – FDD primary CPICH power, TDD CCPCH power, FDD secondary CPICH power, MIMO mode and MIMO mode with 4 antenna’s
· For E-UTRA – DL RS power
The requirements apply to the power level of a code channel (UTRA) or resources element (E-UTRA). The requirement is applied to the actual power in the signal compared the intended power which is broadcast on the BCH (UTRA) or DL_SCH (E-UTRA).
In non-AAS BS systems these requirements are applied to a single antenna connector [6], [7].
As there is only a single BCH message per cell if applied to AAS BS a similar requirement would effectively limit the system to having only a single TAB connector per cell, this would inhibit many AAS BS features for example it would prohibit beamforming of these signals. In order to beam form the signals it is necessary to distribute the power over a number of antenna elements (and hence TAB connectors) and hence the power broadcast on the BCH would represent the total signal power on all the TAB connectors (in the group transmitting the signal) not the power on any single TAB connector. The requirement(s) therefore must be rephrased to state:
Either Either 
· Tthe signal power broadcast on the BCH is compared to the sum of the reference signal (CPICH, DL RS, etc..) power summed over all the TAB connectors transmitting the signal, .
· Or
· 
· Or Tthe reference signal (CPICH, DL RS, etc..)  power broadcast on the BCH is multiplied by the fraction of power of that signal declared by the manufacturer on each TAB connector and compared with the power on the TAB connector individually.
The net result on the accuracy of the reference signal is the same in both cases so both should be possible. Information about TAB connector groups or the distribution of the reference signals are provided by vendor declaration.
The same accuracy level as the non-AAS BS requirements can be applied.

[bookmark: _Toc457575825][bookmark: _Toc382492326]8.2.5	Transmitter intermodulation
[bookmark: _Toc457575826]8.2.5.1	General
Traditionally the transmitter intermodulation requirement was created to guarantee emission levels in a co-location scenario. The requirement is based on robustness against injection of a reverse interference signal from a co-located BS. For AAS BS reverse interference signals can be caused by intra-system coupling. 
Therefore two types of transmitter intermodulation scenarios have been identified for AAS base stations.BS:  
1. Co-location transmitter intermodulation in which the interfering signal is from a co-located BS, and this is analogous to the existing transmitter intermodulation requirement in 25.104 [6], 25.105 [9], 36.104 [7] and 37.104 [8].
2. Intra- system transmitter intermodulation in which the interfering signal is from the other TAB connectors within the AAS BS.
Both scenarios shall be captured in the AAS BS specification by the transmitter intermodulation requirement, where a reverse interference signal is feed to TAB connector, while maintaining emission levels.
The co-location transmitter intermodulation test is considered sufficient if it represents the greatest interference power at the tested TAB connector. The IIntra-system AAS tTransmitter intermodulation shall only be tested where the maximum leakage power at the transceiver unit connector exceeds the interference signal power level at the TAB connector determined for co-location transmitter intermodulation. 
Transceiver Unit Array 
Transceiver Unit #1 

TRXU #2
TRXU #NTRXU
  #1
  #2
#NTABC
Transceiver Array Boundary
TAB connector(n) 
Test signal generarator
Attn
Spectrum analyser
Wanted signal
Interferring  signal

Figure 8.2.5.1-1:, sset-up for testing tTransmitter intermodulation on one TAB connector.
{Editor Note: This figure shall be move to Conformance testing section with proper text description.}

[bookmark: _Toc457575827]8.2.5.2	Co-location tTransmitter intermodulation
In Nnon-AAS BS the transmitter inter-modulationintermodulation requirement is to address the coexistence between the transmitter from one operator and the transmitter from another operator in case they are co-located with assumption that the coupling loss between them is 30 dB. The requirement assumes that they transmit the same level of power, and the transmitted signals are adjacent to each other in the frequency domain. It is proposed to apply the existing non-AAS BS requirements specified at the antenna connector for non-AAS BS to each TAB connector at the transceiver array boundary for AAS BS. The wanted signal power level is the total rated output power of each TAB connector, PRated,t,TABC and the interference signal power level is 30 dB below the wanted signal.
The interfering signal shall be defined in the same way as for the non-AAS BS requirement.
The transmitter intermodulation emission level caused by the interference from co-located BS shall not exceed the unwanted emission limits of the AAS BS transmitter spurious emissions requirement, the AAS BS operating band unwanted emission requirement and AAS ACLR requirements in the presence of the interfering signal defined above. 

[bookmark: _Toc457575828]8.2.5.3	Intra AAS BS transmitter intermodulation
In an AAS BS there could be coupling effects occurring in the RDN and the antenna array, which potentially can generate reverse interferers and consequently unwanted emissions due to intermodulation. In this case, the central frequencies of the transmitted signals are aligned in frequency domain, and they could transmit the same level of power.  
The wanted signal and the interfering signal in a corresponding test would thus be within the bandwidth of the same carriers. The wanted signal and the interfering signal would have the same waveform characteristics, but they would be non-coherent. The wanted signal for intra AAS BS transmitter intermodulation testing is the same as the one defined for co-location transmitter intermodulation.
The transmitter intermodulation emission level caused by intra AAS BS interfering signal shall not exceed the unwanted emission limits of the AAS BS operating band unwanted emission requirement and AAS ACLR requirement in the presence of the interference signal declared by the manufacturer as described below. 
The manufacturer shall declare: 
· Either a maximum interference signal level for testing equal to the maximum intra array leakage power for each TAB connector in the transceiver array boundary for each operating band supported by the AAS BS,.
· Or the maximum interference signal level for testing equal to the leakage power of the TAB connector experiencing the most leakage power in the array to be applied for all TAB connectors.
Further alternative declarations under certain circumstances are FFS.
The maximum leakage power at each TAB connector at the tTransceiver aArray bBoundary is the sum of the co-channel leakage power coupled via the combined RDN and antenna array from all the other TAB connectors, but does not comprise power radiated from the antenna array and reflected back from the environment. All TAB connectors shall be transmitting at PRated,c,TABC.
[bookmark: _Toc457575829]8.2.6	Unwanted emissions
In non AAS BS, the unwanted emissions are specified in 25.104 [6], 25.105 [9], 36.104 [7] and 37.104 [8][6], [9], [7], and [8] and apply per transmitter antenna TAB connector. The AAS BS has a TRXUA consisting of many transceiver units which will be equal to, or potentially much higher than the number of non-AAS BS transmitter antenna connectors in a non-AAS BS with comparable functionality. As there is no upper limit on the number of transceiver units and associated TAB connectors that an AAS BS system has, it is important to set the total unwanted emissions limits to an amount equivalent to current release 12 non-AAS BS.
The total unwanted emissions from the AAS BS shall be no higher than the unwanted emissions from a non-AAS BS conforming to the current specifications with either the same number of transmitter units as the AAS BS or a maximum of 8 transmitter units. 
Unwanted and spurious emissions are specified with a corresponding measurement bandwidth in the core specifications.
The manufacturer shall declare the minimum supported number of cells (i.e. geographical areas). The minimum number of supported cells (Ncells) relates to the AAS BS setting with the minimum amount of cell splitting. The manufacturer shall also declare TAB connector TX min cell groups. A TAB connector TX min cell group is a group of TAB connectors that are responsible for transmitting in a cell when the AAS BS setting corresponding to the declared minimum number of cells is active. All TAB connectors for a band shall belong to a TAB connector TX min cell groups. The mapping of TAB connectors to cells is implementation dependent and is subject to manufacturer declaration.
The emission limit of an AAS BS is defined as the emission limits specified in 25.104 [6], 25.105 [9], 36.104 [7] and 37.104 [8] multiplied by 25/36/37.104 *NTXU,counted, where NTXU,counted is the scaling factor defined by:
NTXU,counted  = min(number of active transmitter units, 8 * Ncells) for E-UTRA and MSR (except UTRA- only MSR), 
and
NTXU,counted = min(number of active transmitter units,4 * Ncells) for UTRA and UTRA- only MSR
The emission limit for each TAB connector TX min cell group is equal to the emission limits of an AAS BS specified above, divided by Ncells. The requirements are to meet the emission limits per TAB connector TX min cell group.
The number of active transmitter units is the number of transmitter units which are ON, and have the ability to send parallel and distinct modulated data streams to the TAB connectors at the transceiver array boundary. 
It shall be captured in the core specification that the compliance to the requirement can be shown as: either:
· Either tThe unwanted emissions power at each TAB connector shall be less than or equal to the emissions limit as defined above scaled by -10log10(n), where n is the number of TAB connectors in the TAB connector TX min cell group,.
· 
· Or 
· Tthe sum of the emissions power measured on each TAB connector in the TAB connector TX min cell group shall be less than or equal to the emissions limit as defined above.
The fixed attribute of 8 in the scaling factor NTXU is based on the maximum number of layers/streams specified in 3GPP release Rel-12 of 3GPP specifications. The scaling function shall be further reconsidered for future releases if the maximum number of layers/streams supported is changed.

[bookmark: _Toc457575830]8.2.7	TDD transmitter OFF power
TDD transmitter OFF power requirements are applicable for UTRA and E-UTRA TDD systems. In both cases, the non‑ AAS BS requirement consists of two components:
1. A maximum time interval of 17μs for the transmitter output power to move from the transmitter ON level and the OFF level,  or from the transmitter OFF level to the transmitter ON level,
2. A maximum  transmitter output power level of -85 dBm during uplink subframes.

The TDD transmitter OFF power requirement serves two purposes:
1. Prevention of de-sensitization of the TDD receiver due to transmitter leakage,
2. Prevention of interference to other sites during UL periods.

The transmitter OFF power level is driven by the first of these issues (i.e. ; prevention of de-sensitization of the receiver), whereas the time limit ensures that interference towards other sites is at a sufficiently low level before the start of the UL period.

It has been agreed that the OTA sensitivity conformance test for TDD will include an appropriate test model and test level. This means that the OTA sensitivity requirement is able to capture any desensitization effects arising from the transmitter.
In the current release, a minimum declarable level for OTA sensitivity has not been set. However, if in a future release a minimum OTA sensitivity level is present, then the purpose of the TDD transmitter OFF requirement will be entirely related to prevention of inter-site interference. In such a case, the transmitter OFF level could be revised to reflect the needs of the inter-site interference scenario only.

[bookmark: _Toc457575831]8.3	Receiver

[bookmark: _Toc457575832]8.3.1	General
Provisions for conducted verification of base station receivers with multiple receivers are present in the core requirement and conformance specifications 25.104 [6], 25.105 [9], 36.104 [7] and 37.104 [8]. The simulation results presented in clause 5 and analyses show that applying the existing per- receiver requirements to each AAS receive TAB connector of an AAS BS is consistent with the multiple receiver requirements captured in the requirements specifications for non-AAS base stationsBS, for the AAS BS deployment scenarios and AAS BS structure that can be represented by the scenarios and structure simulated and studied. These requirements are therefore judged adequate for conducted verification of AAS BS receivers in these and similar scenarios.
The requirements placed on the receive TAB connectors are hence based on those from the non-AAS BS requirements [6], [9], [7], and [8].
[bookmark: _Toc457575833]8.3.2	Reference sensitivity level
The minimum sensitivity requirements for the AAS BS shall be specified to correspond to the received signal power at the transceiver array boundary using same reference measurement channels and reference sensitivity power levels for the target throughputs as the non-AAS BS sensitivity requirements in [6], [9], [7], and [8]. 
Fixed conducted reference sensitivity requirements per receiver unit connector could lead to overall sensitivity being over dimensioned for some AAS base stations BS with large antenna apertures. 
For AAS base stations BS in release 13, it has been decided that it is acceptable to keep the current non-AAS BS conducted reference sensitivity requirement and apply it per receive TAB connector at the transceiver array boundary.
[bookmark: _Toc457575834]8.3.3	Dynamic range
The minimum dynamic range requirements for the AAS BS shall be specified to correspond to a wanted signal power and an interfering signal power at the transceiver array boundary using the same: interfering signal types, interfering signal power levels, wanted signal power levels, and test configurations for target throughputs as the non-AAS BS dynamic range requirements in [6], [9], [7], and [8]. 
[bookmark: _Toc457575835]8.3.4	In-channel sensitivity
The minimum in-channel sensitivity requirements for the AAS BS shall be specified to correspond to the wanted signal power and and interfering signal power at the transceiver array boundary using the same: interfering signal type, interfering signal power levels, wanted signal power levels, and test configuration for target throughputs as the non‑-AAS BS in‑-channel sensitivity requirements in [6], [9], [7], and [8]. 
[bookmark: _Toc457575836]8.3.5	Adjacent Channel Selectivity (ACS) and narrow-band blocking
The minimum adjacent channel selectivityACS requirements for the AAS BS shall be specified to correspond to the wanted signal power and adjacent channel signal power at the transceiver array boundary using the same: adjacent channel signal types, interfering signal power levels, wanted signal power levels, and test configuration for target throughputs as the non‑AAS BS adjacent channel selectivity requirements in [6], [9], [7], and [8]. 
[bookmark: _Toc457575837]8.3.6	Blocking
[bookmark: _Toc457575838]8.3.6.1	General
The minimum blocking  requirements for the AAS BS shall be specified to correspond to the wanted signal power and blocking signal power at the transceiver array boundary using the same: blocking signal types, interfering signal power levels, wanted signal power levels, and test configurations for target throughputs as the non-AAS BS blocking requirements in TS [6], [9], [7], and [8].
[bookmark: _Toc457575839]8.3.6.2	Co-location with other base stations
Additional minimum co-location blocking requirements may be specified for the AAS BS receiver in co-location situation at corresponding to the coupling levels, wanted and blocking signal powers at the transceiver boundary using the same blocking signal types, interfering signal power levels, wanted signal power levels, and test configurations in [6], [9], [7], and [8]. 
[bookmark: _Toc457575840]8.3.7	Receiver spurious emissions
The minimum spurious emissions requirements for the AAS BS shall be specified to correspond to permissible emissions levels at the transceiver boundary using the same test configurations as the non-AAS BS spurious emissions requirements in [6], [9], [7], and [8]. 
The receiver spurious emissions power is the power of emissions generated or amplified in a receiver unit (RXU) that appear at the receiver TAB connector. The receiver spurious emissions requirements apply to all receiver/transceiver units with separate RX and TX TAB connectors. In this case for FDD AAS BS the receiver spurious emissions test shall be performed when all transmitter TXU and receiver units RXU are onON, with the transmit TAB connectors terminated. 
For TDD AAS BS TAB connectors common to RXU and TXU, the requirement applies during the tTransmitter OFF period. For FDD AAS BS TAB connectors common to RXU and TXU, the transmitter spurious emission limits as specified in sub-clause [8.21.6] are valid.
The manufacturer shall also declare TAB connector RX min cell groups. A TAB connector RX min cell group is a group of RX TAB  connectors that are responsible for receiving a cell when the AAS BS setting corresponding to the minimum number of cells is active. All TAB connectors for a band shall belong to a TAB connector RX min cell group. The mapping of TAB connectors to cells is implementation dependent and is subject to manufacturer declaration.
The total receiver spurious emissions limits for the AAS BS shall be specified such that the power sum of emissions from all RX TAB connectors, in a particular band to correspond to the receiver spurious emissions limits in [6], [9], [7], and [8], multiplied by NRXU,counted. 
 NRXU,counted is given by:
NRXU,counted  = min(number of active receiver units, 8 * Ncells)min(Number of active receiver units, 8* Ncells ) for E-UTRA and MSR (excluding UTRA- only MSR), and
NRXU,counted = min(number of active receiver units, 4 * Ncells)min(Number of active receiver units, 4* Ncells) for single RAT UTRA and UTRA- only MSR
 Ncells is defined in section [8.21.6]. The number of active receiver units is the same as the [number of receive diversity branches] to which compliance is declared for chapter 8 performance requirements.
 The spurious emissions limit for each TAB connector RX min cell group is equal to the spurious emissions limits of an AAS BS specified above, divided by Ncells. The requirements are to meet the emissions limits per TAB connector RX min cell group.

It shall be captured in the AAS BS core specification that the compliance to the receiver spurious emissions requirement can be shown as either:
· 1.	Either Tthe unwanted emissions power at each RX TAB connector shall be less than or equal to the emissions limit as defined above scaled by -10log10(n)-10log10(n), where n n is the number of RX TAB connectors in the TAB connector RX  min cell group with the operating band.
or
· 2.	Or Tthe sum of the emissions power measured on each RX TAB connector in the TAB connector RX min cell group with the operating band shall be less than or equal to the emissions limit as defined  above.

The fixed attribute of 8 in the scaling factor NRXU,counted NRXU is based on the TX spurious emissions limit, which is based upon consideration of the maximum number of layers/streams specified in release 12 of 3GPP specifications. The scaling function shall be further reconsidered for future releases if the maximum number of layers/streams is changed.

[bookmark: _Toc457575841]8.3.8	Receiver Intermodulation
The minimum receiver intermodulation requirements shall be specified to correspond to the wanted signal power and interfering signal power at the transceiver array boundary using the same interfering signal types, interfering signal power levels, wanted signal power levels, and test configurations in [6], [9], [7], and [8]. 
[bookmark: _Toc457575842]9	Manufacturer declarations
[bookmark: _Toc457575843]9.1	General


[bookmark: _Toc457575844]9.2	Manufacturer declaration description list
Table 9.2-1 is a complete list of manufacture declarations agreed under the WI AAS_LTE_UTRA to apply for AAS BS.
Table 9.2-1: Manufacturer declaration description list
	Declaration identifier
	Declaration
	Description

	D6.1
	Operating bands
	Operating bands supported by  each TAB connector

	D6.2
	Operating band carrier aggregation support
	Declare support carrier aggregation, for each operating band and each TAB connector

	D6.3
	Spurious emission category
	Declare the AAS BS spurious emission category as either category A  or B with respect to the limits for spurious emissions, as defined in ITU-R Recommendation SM.329. 

	D6.4
	Geographic area support
	The manufacturer shall declare the regions  the AAS BS may operate in. e.g. CEPT

	D6.5
	Band 20 support, operating in geographical areas allocated to broadcasting (DTT)
	If the AAS BS has TAB connectors declared to support Band 20 the manufacturer shall declare if the AAS BS may operate in geographical areas allocated to broadcasting (DTT)

	D6.6
	Band 20 support, emission level for channel N
	If the AAS BS has TAB connectors declared to support Band 20 and has been declared to operate in geographical areas allocated to broadcasting (DTT), the emission level for channel N (annex G of TS 36.104) shall be declared.

	D6.7
	Band 20 support, Maximum output Power in 10 MHz
	If the AAS BS has TAB connectors declared to support Band 20 and has been declared to operate in geographical areas allocated to broadcasting (DTT), the maximum output power in 10MHz (annex G of TS 36.104) shall be declared.

	D6.8
	Band 32 support, Declared emission level in Band 32
	If the AAS BS has TAB connectors declared to support Band 32 the manufacturer shall declare if the AAS BS may operate in geographical areas allocated to broadcasting (DTT), the emission level in Band 32 (PEM,B32,ind	, ind=a, b, c, d, e) shall be declared.

	
	
	

	D6.10
	Co-existence with other systems
	The manufacturer shall declare whether the AAS BS under test is intended to operate in geographic areas where one or more of the systems GSM850, GSM900, DCS1800, PCS1900, UTRA FDD, UTRA TDD, E-UTRA and/or PHS operating in another band are deployed. 

	D6.11
	Co-location with other base stations
	The manufacturer shall declare whether the AAS BS under test is intended to operate co-located with Base Stations of one or more of the systems GSM850, GSM900, DCS1800, PCS1900, UTRA FDD, UTRA TDD and/or E-UTRA operating in another band. 

	D6.12
	TAB connector capability set (CSA)
	The manufacturer shall declare the supported capability set(s) according to Table 4.9-1 for all TAB connector(s) and supported operating band.

	D6.13
	Single or Multi-band TAB connector
	Multi-band TAB connector or single-band TAB connector. 
Declared for  every TAB connector.

	D6.14
	Contiguous or non-contiguous spectrum
	Ability to support contiguous or non-contiguous (or both) frequency distribution of carriers when operating multi-carrier, per TAB connector, per band, per RAT.

	D6.15
	Contiguous and non-contiguous parameters identical
	If contiguous and non-contiguous operation is possible then parameters are the same.

	D6.16
	Maximum radio bandwidth of the multi-band TAB connector.

	Largest radio BW that can be supported by the multi-band TAB connector. May be different for transmit and receive.
Declared for each supported operating band and operating band combination (D6.41) supported for every multi-band TAB connector.

	D6.17
	Maximum base station RF bandwidth
	largest base station RF bandwidth  in the operating band, declared for each supported operating band for every TAB connector

	D6.18
	Maximum base station RF bandwidth for contiguous operation.
	largest base station RF bandwidth for contiguous spectrum operation, declared for each supported operating band and CS for every TAB connector

	D6.19
	Maximum base station RF bandwidth for non- contiguous operation.
	largest base station RF bandwidth for non-contiguous spectrum operation, declared for each supported operating band and CS for every TAB connector

	D6.20
	E-UTRA supported channel bandwidths
	E-UTRA channel Bandwidth supported for each supported operating band for every TAB connector.

	D6.21
	TAB connector operating band support
	List of operational bands and band combinations supported by the TAB connector, declared for every TAB connector.

	D6.22
	CA only operation
	Per TAB connector.

	D6.23
	Single or multiple carrier
	Capable of operating with a single carrier (only) or multiple carriers per operating band, per RAT for all TAB connectors

	D6.24
	Maximum number of supported carriers per band
	Maximum number of supported carriers per supported band, made per band, per RAT for all TAB connectors

	D6.25
	Total maximum number of supported carriers 
	Maximum number of supported carriers for all supported bands. Declared for each supported operational band and CS, for all TAB connectors

	D6.26
	Reduced number of supported carriers at the rated total output power in Multi-RAT operations 
	Declared for each supported operating band for all TAB connectors

	D6.27
	Reduced total output power at the total number of supported carriers in Multi-RAT operations
	Declared for each supported operating band for all TAB connectors

	D6.28
	Other band combination multi-band restrictions
	Declare any other limitations under simultaneous operation in the declared band combinations (D6.41) for each multi-band TAB connector which have any impact on the test configuration generation.
For every mult-band TAB connector.

	
	
	

	
	
	

	D6.30
	The rated carrier output power for each TAB connector PRated,c,TABC
	PRated,c,TABC, is declared per supported operating band, per supported RAT for all TAB connector(s)).

	D6.31
	The rated carrier output power per TAB connector, for contiguous spectrum operation
	The rated carrier output power per TAB connector, for contiguous spectrum operation. Declared for each supported operational band and CS, for all TAB connectors

	D6.32
	The rated carrier output power per TAB connector, for non-contiguous spectrum operation
	The rated carrier output power per TAB connector, for non-contiguous spectrum operation.  Declared for each supported operational band and CS, for all TAB connectors

	D6.33
	The rated output power per RAT for each TAB connector, PRated,RAT,TABC,
	PRated,RAT,TABC, is declared per supported operating band, per supported RAT for all TAB connector(s).

	D6.34
	The rated total output power per TAB connector, PRated,t,TABC
	The rated total output power PRated,t,TABC, is declared for supported operating band,  for all TAB connector(s).
For multi-band TAB connectors PRated,t,TABC is declared for each supported band in each supported band combination.

	D6.35
	The rated total output power per TAB connector, for contiguous spectrum operation
	The rated total output power per TAB connector, for contiguous spectrum operation. Declared for each supported operational band and CS, for all TAB connectors

	D6.36
	The rated total output power per TAB connector, for non-contiguous spectrum operation
	The rated total output power per TAB connector, for non-contiguous spectrum operation.  Declared for each supported operational band and CS, for all TAB connectors

	D6.37
	The rated multi-band total output power per TAB connector, PRated,MB,TABC
	The rated multi-band total output power (PRated,MB,TABC), declared for all declared operating band combinations for every multi-band TAB connector.

	D6.38
	Ncells
	Minimum number of geographical cells for each supported operating band.

	D6.39
	Maximum supported power difference between carriers
	Maximum supported power difference between carriers in each supported operating band, for all TAB connector(s)

	D6.40
	Maximum supported power difference between carriers is different operating bands
	Supported power difference between any two carriers in any two different supported operating bands, for all declared operating band combination for every multi-band TAB connector(s)

	D6.41
	AAS BS operating band combination support
	List of operational bands combinations supported by the AAS BS

	D6.42
	Total number of supported carriers for the declared band combinations of the AAS BS
	Total number of supported carriers for the declared band combinations (D6.41) of the AAS BS

	D6.43
	Intra-system interference signal TAB connector declaration list
	List of TAB connectors for which an intra-system interference signal level is required to be declared. Declaration is required if the intra- system interference signal level is larger than the co-location interference signal level.

	D6.44
	Intra-system interference signal level
	The interference signal level in dBm per TAB connector declared for each supported operational band, for all TAB connectors covered by D6.43 
Note: The maximum leakage power at each TAB connector at the Transceiver Array Boundary is the sum of the co-channel leakage power coupled via the combined RDN and Antenna Array from all the other TAB connectors, but does not comprise power radiated from the Antenna Array and reflected back from the environment. The power at each of the interfering TAB connectors is PRated,c,TABC.

	
	
	

	D6.50
	TAB connector equivalence
	List of TAB connectors which have been declared equivalent.
Equivalence implies that the TAB connectors are expected to behave in exactly the same way when presented with identical signals. All declarations made for the TAB connectors are identical and the transmitter unit and/or receiver unit driving the TAB connector or of identical design. 

	D6.51
	TAE groups
	Set of declared TAB connector beam forming groups on which the TAE requirements apply.
· All TAB connectors must belong to at least one TAB connector beam forming group (even if it’s a TAB connector beam forming group consisting of one connector)
· The smallest possible number of TAB connector beam forming groups need to be declared such that there is no TAB connector not contained in at least one of the declared TAB connector beam forming groups.
Declared for each supported RAT and operating band.

	D6.52
	Inter-band CA bands 
	Band combinations declared to support inter-band CA or multi-band HSDPA

	D6.53
	Intra-band contiguous CA 
	Bands declared to support intra-band contiguous CA or contiguous multi-carrier HSDPA

	D6.54
	Intra-band non-contiguous CA
	Bands declared to support intra-band non-contiguous CA or non-contiguous multi-carrier HSDPA

	
	
	

	D9.1
	Coordinate system reference point
	Location of coordinated system reference point in reference to an identifiable physical feature of the AAS BS enclosure.

	D9.2
	Coordinate system orientation
	Orientation of the coordinate system in reference to an identifiable physical feature of the AAS BS enclosure.

	D9.3
	Beam identifier
	A unique title to identify a beam, e.g. a, b, c or 1, 2, 3.  Declared for every beam.
The vendor may declare any number of beams, the minimum requirement to declare for conformance are the beams with the highest intend EIRP for each of the beams widths below:
· narrowest intended BeW, narrowest intended BeWϕ (possible when narrowest intended BeW) at the reference beam direction
· narrowest intended BeWϕ, narrowest intended BeW (possible when narrowest intended BeWϕ) at the reference beam direction
· Widest intended BeW , widest intended BeWϕ (possible when widest intended BeW at the reference beam direction
· Widest intended BeWϕ – widest intended BeW (possible when widest intended BeWϕ) at the reference beam direction
· BeW and BeWϕ which provide highest intended EIRP of all possible beams at the reference beam direction.
NOTE:	Depending on the capability of the system some of these beams may be the same.
When selecting the 5 beam widths for declaration, all beams that the AAS BS is intended to produce shall be considered, including beams that during operation may be identified by any kind of cell or UE specific reference signals, with the exception of any type of beam that is created from a group of transmitters that are not all phase synchronised.

	D9.4
	Beam operating band support
	Operating band supported by the beam, declared for every beam.

	D9.5
	Beam RAT support
	RAT(s) supported by each beam for each supported operating band, declared for every beam.

	D9.6
	Beam E-UTRA signal band width support
	E-UTRA channel Bandwidth supported for each beam and supported operating band.

	D9.7
	Reference beam direction pair
	The beam direction pair, describing the reference beam peak direction and the reference beam centre direction. Declared for every beam.

	D9.8
	Reference direction EIRP
	The maximum EIRP at the peak beam direction of the reference beam direction pair. Declared for every beam.

	D9.10
	EIRP accuracy directions set
	The EIRP accuracy directions set for each beam. Declared for every beam.

	D9.11
	Maximum steering direction(s)
	The beam direction pair(s) corresponding to the following points:
· the beam peak direction corresponding to the maximum steering from the reference beam centre direction in the positive  direction while maintaining the reference beam centre direction  value. 
· the beam peak direction corresponding to the maximum steering from the reference beam centre direction in the negative direction while maintaining the reference beam centre direction  value.
· the beam peak direction corresponding to the maximum steering from the reference beam centre direction in the positive  direction while maintaining the reference beam centre direction  value. 
· beam peak direction corresponding to the maximum steering from the reference beam centre direction in the negative  direction while maintaining the reference beam centre direction  value.
The maximum steering direction(s) may coincide with the reference beam centre direction.
Declared for every beam.

	D9.12
	Maximum EIRP
	The maximum EIRP per carrier at the beam peak direction for each of the declared maximum steering directions (D9.11). Declared for every beam.

	D9.13
	Beamwidth
	The beamwidth for the reference beam center direction and the four maximum steering directions. Declared for every beam.

	D9.14
	Beam equivalence
	List of beams which are declared to be equivalent
Equivalence implies that the beams are expected to have identical EIRP accuracy directions sets and intended to have identical spatial properties at all steering directions within the EIRP accuracy directions set when presented with identical signals. All declarations (D9.4-13) made for the beams are identical and the transmitter unit and associated TAB connector(s), RDN and Antenna Array responsible for generating the beam are of identical design.

	D9.15
	parallel beams
	List of beams which have been declared equivalent (D9.14) and can be generated in parallel using independent RF power resources.
Independent power resources means that the beams are transmitted from mutually exclusive transmitter units.

	 D9.16
	Number of carriers at maximum EIRP
	The number of carriers per operating band the AAS is capable of generating at maximum EIRP declared each RAT (and multi-RAT) for every beam.

	D9.17
	Multi-band transceiver units
	Declared if an operating band is generated using Transceiver units supporting operation in multiple operating bands through common active electronic components(s).

	 D9.18
	Operating bands with multi-band dependencies
	List operating bands which are generated by multi-band transceiver units. Declared for each operating band for which multi-band transceiver units (D9.17) have been declared,

	D9.19
	maximum radiated Base Station RF Bandwidth
	largest Base Station RF Bandwidth in the operating band, declared for each supported operating band	

	D9.20
	maximum radiated Base Station RF Bandwidth for contiguous operation.
	largest Base Station RF Bandwidth for contiguous spectrum operation, declared for each supported operating band	.

	D9.21
	maximum radiated Base Station RF Bandwidth for non- contiguous operation.
	largest Base Station RF Bandwidth for non-contiguous spectrum operation, declared for each supported operating band	.

	D9.22
	Inter-band CA bands 
	Declared inter-band CA bands supported per operating band	.

	D9.23
	CA only operation
	Declared per operating band	.

	D9.24
	Reduced number of supported carriers at maximum EIRP in Multi-RAT operations 
	Declared for each supported operating band	

	D9.25
	Reduced maximum EIRP at the total number of supported carriers in Multi-RAT operations
	Declared for each supported operating band	

	D9.26
	radiated capability set (RCSA)
	The manufacturer shall declare the supported radiated capability set(s) according to Table 4.9-1 for each supported operating band.

	D9.27
	maximum Radio Bandwidth of the operating band with multi-band dependencies
	Largest Radio Bandwidth that can be supported by the operating bands with multi-band dependencies.
Declared for each supported operating band which has multi-band dependencies (D.18)

	D9.28
	Total number of supported carriers for operating bands with multi-band dependencies
	Total number of supported carriers for operating bands declared to have multi-band dependencies (D9.18).

	D9.29
	OTA contiguous or non-contiguous spectrum support
	Ability of AAS to support contiguous or non-contiguous (or both) frequency distribution of carriers when operating multi-carrier in an operating band.

	D9.30
	OTA contiguous and non-contiguous parameters identical
	contiguous and non-contiguous operation is possible then parameters are the same.

	
	
	

	D10.1
	OSDD identifier
	A unique identifier  for the OSDD
Declared for every OSDD

	D10.2
	OSDD operating band support
	Operating band supported by the OSDD, declared for every OSDD. 
Note. As each OSDD has a declared EIS value, multiple operating band can be only be declared if they have the same EID declaration.

	D10.3
	OSDD RAT support
	RAT(s) supported by the OSDD for each supported operating band, declared for every OSDD.
Note. If the OSDD supports multiple RAT’s with different EIS value if all other parameters are the same then different EIS values for different RATS and signal BW’s may be declared for an OSDD. 

	D10.4
	OTA sensitivity E-UTRA supported channel BW  
	The E-UTRA signal BW’s supported by each OSDD.

	D10.5
	Redirection of receiver target support
	Ability to redirect the receiver target related to the OSDD

	D10.6
	Minimum EIS
	The  minimum EIS requirement  (i.e. maximum allowable EIS value) applicable to all sensitivity RoAoA in the OSDD
Declared for every supported RAT and E-UTRA supported channel BW  for the OSDD.
Declared per OSDD
If the AAS BS is not capable of redirecting the receiver target related to the OSDD then there is only 1 RoAoA applicable to the OSDD.

	D10.7
	Receiver target reference direction Sensitivity RoAoA
	The sensitivity RoAoA associated with the receiver target reference direction (D10.9) for each OSDD.

	D10.8
	receiver target redirection range
	For each OSDD the associated  union of all the sensitivity RoAoA achievable through redirecting the receiver target related to the OSDD 

	D10.9
	receiver target reference direction
	For each OSDD an associated direction inside the receiver target redirection range (D10.8). For an OSDD without receiver target redirection range, this is a direction inside the sensitivity RoAoA.

	D10.10
	Conformance test directions sensitivity RoAoA
	For each OSDD that includes a receiver target redirection range, 4 sensitivity RoAoA comprising the conformance test directions (D10.11).

	D10.11
	Conformance test directions
	For each OSDD 4 conformance test directions.
If the OSDD includes a receiver target redirection range the following 4 directions
The direction determined by the maximum  value achievable inside the receiver target redirection range maintaining the receiver target reference direction  value.
The direction determined by the minimum  value achievable inside the receiver target redirection range maintaining the receiver target reference direction  value.
The direction determined by the maximum  value achievable inside the receiver target redirection range maintaining the receiver target reference direction  value.
The direction determined by the minimum  value achievable inside the receiver target redirection range maintaining the receiver target reference direction  value.
If an OSDD does not include a receiver target redirection range the following 4 directions:
The direction determined by the maximum  value achievable inside the sensitivity RoAoA maintaining the receiver target reference direction  value.
The direction determined by the minimum  value achievable inside the sensitivity RoAoA maintaining the receiver target reference direction  value.
The direction determined by the maximum  value achievable inside the sensitivity RoAoA maintaining the receiver target reference direction  value.
The direction determined by the minimum  value achievable inside the sensitivity RoAoA maintaining the receiver target reference direction  value.





[bookmark: _Toc457575845]10	Conformance testing aspects
[bookmark: _Toc457575846]10.1			Conformance testing framework
[bookmark: _Toc457575847]10.1.1	General
For conducted test requirements, it is expected that one test method will be sufficient for each core requirement. Hence the traditional approach for devising test specifications can be followed. This is depicted in figure 10.1.1-1.
Core requirement A
Test procedure
Common uncertainty budget calculation principle
Uncertainty budget format
Uncertainty budget
Mmaximum accepted test system uncertainty

Test tolerance
Test requirement A
...
Core requirement B
Test procedure
Uncertainty budget format
Uncertainty budget
mMaximum accepted test system uncertainty

Test tolerance
Test requirement B
Core requirement C
Test procedure
Uncertainty budget format
Uncertainty budget
Mmaximum accepted test system uncertainty

Test tolerance
Test requirement C

Figure 10.1.1-1: Conducted requirement to test mapping

The following 11 points have been agreed as a framework for developing OTA test requirements related to OTA requirements. 
1. Multiple test methods may exist for each requirement.
2. Each test method will require its own test procedure.
3. A single conformance requirement applies for each core requirement, regardless of test procedure.
4. Common maximum accepted test system uncertainty applies for all test methods addressing the same test requirement. Test methods producing significantly worse uncertainty than others at comparable cost shall not impact the common maximum accepted test system uncertainty assessment..
5. Common test tolerances apply for all test methods addressing the same test requirement.
6. A common way of establishing the uncertainty result from all test methods’ individual budgets is established.
7. A common method of making an uncertainty budget (not a common uncertainty budget) is established.
8. Establish budget format examples for each addressed test method in the form of lists of uncertainty contributions. Contributions that may be negligible with some DUT and substantial with others must be in this list. For each combination of measurement method and test parameter (EIRP or EIS) develop a list with measurement uncertainties.
9. Describe potential OTA test methods relevant for testing radiated transmit power and OTA sensitivity. The description requires information about the test range architecture and test procedure. Addressing each item in each uncertainty budget with respect to the expected distribution of the errors, the mechanism creating the error and how it interacts with properties of the DUT. 
10. Providing example uncertainty budgets in the TS will be useful in order to demonstrate the way a budget should be defined and how calculating its resulting measurement uncertainty is done, but the figures used in the examples will clearly be only examples and not applicable in general.
11. Each test instance may require an individual uncertainty budget applicable for the combination of the test facility, the DUT and the test procedure and property tested. Here, the tester demonstrates that the uncertainty requirement is fulfilled during the conformance testing.
The linking of core requirements via test methods to conformance requirements is depicted in figure 10.1.1-2.
...
...
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Test method 1
Description
Procedure
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Uncertainty budget format
Uncertainty budget
Common maximum accepted test system uncertainty
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Uncertainty budget format
Uncertainty budget
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Figure 10.1.1-2: OTA requirement to test mapping

10.1.2 Uncertainty budget calculation principle
Uncertainty contributions listed in section 10.3 with descriptions in the Appendix annex B of this document need to be calculated to provide an overall total measurement uncertainty for each OTA test method for the accompanying conformance requirement. 
The uncertainty tables are presented with two stages in mind.  Stage 1 the actual measurement with the DUT as either the transmitter or receiver (depending on EIRP or EIS measurement) is performed.  In stage 2 the calibration of the absolute level of the DUT measurement results is performed by means of using a calibration antenna (for example a standard gain horn) whose absolute gain is known at the frequencies of measurement.
The final uncertainty budget should comprise of a minimum 5 headings: 
1. Tthe uncertainty source, 
2. uUncertainty value, 
3. Distribution of the probabilityprobability of the distribution, 
4. dDivisor based on distribution shape, 
5. wWeighting coefficient and its calculated standard uncertainty (based on uncertainty value, divisor and weighting coefficient).
NoteNOTE: All measurement uncertainty contributions are assumed independent, log and small, hence the errors induced by taking values in log are negligible.  .
The procedure for forming the uncertainty budget can be as follows:
1)	Compile lists of individual uncertainty contributions for EIRP/EIS measurement both in Stage 1 and Stage 2.
2)	Determine the standard uncertainty of each contribution by:
a)	Determining the distribution of the uncertainty (Gaussian, U-shaped, rectangular, etc.)
b)	Determining the maximum value of each uncertainty (unless the distributions is Gaussian)
c)	Calculating the standard uncertainty by dividing the uncertainty by  if the distribution is U-shaped, by 2 if the distribution exponentially normal and by  if the distribution is rectangular.
3)	Convert the units into decibel, if necessary.
4)	Combine all the standard uncertainties by the Root of the Sum of the Squares (RSS) method.
5)	Combine the total uncertainties in Stage 1 and Stage 2 also by the RSS method: .
6)	Multiply the result by an expansion factor of 1.96 to derive expanded uncertainty at 95% confidence level: 
1.96 * UC.

[bookmark: _Toc457575848]10.2			Conducted tests
<This section will capture intended conducted test procedure principles based on xx.141 and adapted for AAS (including measure+sum options). It is not intended to change or revise conducted test tolerance>
[bookmark: _Toc457575849]10.3			OTA tests
<Texts to be added>
[bookmark: _Toc457575850]10.3.1 	Radiated transmit power
[bookmark: _Toc457575851]10.3.1.1			Test methods
The radiated measurement methods for AAS BS Cconformance test, also known as over the air (OTA) test methods, include the antenna performance into the requirements measurement. In principle, the methods being discussed are:

· Indoor Anechoic Chamber
· Compact Antenna Test Range
· One Dimensional Compact Range Chamber
· Near Field Test Range

These methods are described in detail in the following subclauses, including the explanation of the method, the measurement procedure and the uncertainty budget.

[bookmark: _Toc457575852]10.3.1.1.1			Indoor Anechoic Chamber
<Title to be updated once the test method is identified>
[bookmark: _Toc457575853]10.3.1.1.1.1 			Description
This method measures the EIRP in an anechoic chamber with the separation between the manufacturer declared coordinate system reference point of the AAS BS and the phase centre of the receiving antenna of no less than 2D2/λ, where D is the largest dimension of the antenna of AAS BS and λ is the wavelength. The measurement system setup is as depicted in Figure. 10.3.1.1.1-1. 

[image: ]
Figure. 10.3.1.1.1-1: Indoor Anechoic Chamber Mmeasurement system setup. for EIRP
[bookmark: _Toc457575854]10.3.1.1.1.2		Test Method limitations and scope
The maximum size of the DUT is a chamber restriction that would affect the quality of the quiet zone.  For larger DUT sizes larger size chambers should be considered such that the uncertainty of the quiet zone is taken into account.
[bookmark: _Toc457575855]10.3.1.1.1.3 			Procedure
The test consists of two stages: the calibration and the measurement. The test procedure is as follows: 
[image: ]
Figure. 10.3.1.1.1.3-1: Indoor Anechoic Chamber Ccalibration system setup for EIRP. 
Calibration: 
1) Connect the reference antenna and the receiving antenna to the measurement RF out port and RF in port of the network analyzer, respectively, as shown in Fig.Figure 10.3.1.1.1.3-1. 
2) Install the reference antenna with its beam peak direction and the height of its phase centre aligned with the receiving antenna. 
3) Set the centre frequency of the network analyzer to the carrier centre frequency of the tested signal for EIRP measurement of AAS BS and measure LFEIRP, E→D , which is equivalent to 20log|S21| [(dB]) obtained by the network analyzer.
LFEIRP, E→D: Pathloss between E and D in Fig.Figure 10.3.1.1.1.3-1.
4) Measure the cable loss, LFEIRP, E→F between the reference antenna connector and the network analyzer connector. 
LFEIRP, E→F: Cable loss between E and F in Fig.Figure 10.3.1.1.3-1 
5) Calculate the calibration value between A and D with the following formula:
LEIRP_cal, A→D = LFEIRP, E→D  + GREF_ANT_EIRP, A→F –LFEIRP, E→F 
LEIRP_cal, A→D:  Calibration value between  A and D in Fig.Figure 10.3.1.1.1.3-1. 
GREF_ANT_EIRP, A→F: Antenna gain of the reference antenna 
Measurement: 
6) Uninstall the reference antenna and install the AAS BS with the manufacturer declared coordinate system reference point in the same place as the phase centre of the reference antenna. The manufacturer declared coordinate system orientation of the AAS BS is set to be aligned with the testing system.
7) Set the AAS BS to generate the tested beam with the beam peak direction intended to be the same as the testing direction.
8) Rotate the AAS BS to make the testing direction aligned with the direction of the receiving antenna.
9) Set the AAS BS to transmit the test signal at the maximum power according to E-TM1.1. 
10) Measure the mean power for each carrier arriving at the measurement equipment connector, denoted by PR_AAS_EIRP, D .
PR_AAS_EIRP, D: Measured mean power for each carrier at the measurement equipment connector at D in Fig.Figure 10.3.1.1.1.1-1
11) Calculate the EIRP with the following formula:
EIRP = PR_AAS_EIRP, D+ LEIRP_cal, A→D
12) Repeat the above steps 7)~17) per conformance test beam direction pair.
[bookmark: _Toc457575856]10.3.1.1.1.4 			Uncertainty budget format
Table 10.3.1.1.1.4 -1: Indoor Anechoic Chamber Uncertainty contributions 
 for AAS BS EIRP measurement
	UID
	Description of uncertainty contribution
	Details in paragraph

	Stage 1, DUT measurement

	1
	Positioning misalignment between the AAS BS and the reference antenna
	B1-1

	2
	Pointing misalignment between the AAS BS and the receiving antenna.
	B1-2

	3
	Quality of quiet zone
	B1-3

	4
	Polarization mismatch between the AAS BS and the receiving antenna
	B1-4

	5
	Mutual coupling between the AAS BS and the receiving antenna
	B1-5

	6
	Phase curvature
	B1-6

	7
	Uncertainty of the measurement equipment
	B1-7

	8
	Impedance mismatch in the receiving chain
	B1-8

	9
	Random uncertainty
	B1-9

	Stage 2, Calibration measurement

	10
	Impedance mismatch between the receiving antenna and the network analyzer 
	B1-10

	11
	Positioning and pointing misalignment between the reference antenna and the receiving antenna
	B1-11

	12
	Impedance mismatch between the reference antenna and the network analyzer.
	B1-12

	13
	Quality of quiet zone
	B1-3

	14
	Polarization mismatch for reference antenna
	B1-4

	15
	Mutual coupling between the reference antenna and the receiving antenna
	B1-5

	16
	Phase curvature 
	B1-6

	17
	Uncertainty of the measurement equipment
	B1-13

	18
	Influence of the reference antenna feed cable
	a)	Flexing cables, adapters, attenuators, and connector repeatability
	B1-14

	19
	Reference antenna feed cable loss measurement uncertainty
	B1-15

	20
	Influence of the receiving antenna feed cable
	a)	Flexing cables, adapters, attenuators, and connector repeatability
	B1-1

	21
	Uncertainty of the absolute gain of the reference antenna
	B1-17

	22
	Uncertainty of the absolute gain of the receiving antenna
	B1-18



[bookmark: _Toc457575857]10.3.1.1.1.5 			Uncertainty assessment
Table 10.3.1.1.1.5-1.1: EIRP measurement uncertainty with the Indoor Anechoic Chamber 
(f≦3.0GHz)
	UID
	Description of uncertainty contribution
	Uncertainty distribution
	Maximum value of the uncertainty
	Divisor
	Standard uncertainty

	Stage 1, DUT measurement

	1
	Positioning misalignment between the AAS BS and the reference antenna
	Rectangular
	0.03 
	
	0.02 

	2
	Pointing misalignment between the AAS BS and the receiving antenna.
	Rectangular
	0.3
	
	0.17 

	3
	Quality of quiet zone
	Normal
	Not applicable
	Not applicable
	0.10 

	4
	Polarization mismatch between the AAS BS and the receiving antenna
	Rectangular
	0.01 
	
	0.01 

	5
	Mutual coupling between the AAS BS and the receiving antenna
	Rectangular
	0.00 
	
	0.00 

	6
	Phase curvature
	Normal
	Not applicable
	Not applicable
	0.05 

	7
	Uncertainty of the measurement equipment
	Normal
	Not applicable
	Not applicable
	[FFS] 

	8
	Impedance mismatch in the receiving chain
	U
	[0.20] 
	
	[0.14] 

	9
	Random uncertainty
	Rectangular
	0.1 
	
	0.06 

	Stage 2, Calibration measurement

	10
	Impedance mismatch between the receiving antenna and the network analyzer
	U
	0.05 
	
	0.04 

	11
	Positioning and pointing misalignment between the reference antenna and the receiving antenna
	Rectangular
	0.01 
	
	0.01 

	12
	Impedance mismatch between the reference antenna and the network analyzer.
	U
	0.05 
	
	0.04 

	13
	Quality of quiet zone
	Normal
	Not applicable
	Not applicable
	0.10 

	14
	Polarization mismatch for reference antenna
	Rectangular
	0.01 
	
	0.01 

	15
	Mutual coupling between the reference antenna and the receiving antenna
	Rectangular
	0.00 
	
	0.00 

	16
	Phase curvature 
	Normal
	Not applicable
	Not applicable
	0.05 

	17
	Uncertainty of the network analyzer
	Normal
	Not applicable
	Not applicable
	[FFS] 

	18
	Influence of the reference antenna feed cable
	Rectangular
	0.05 
	
	0.03 

	19
	
	Normal
	Not applicable
	Not applicable
	0.06 

	20
	Reference antenna feed cable loss measurement uncertainty
	Rectangular
	0.05 
	
	0.03 

	21
	Influence of the receiving antenna feed cable
	Rectangular
	[FFS] 
	
	[FFS] 

	22
	
	Rectangular
	0.00 
	
	0.00 

	Combined standard uncertainty (1 σ)
	[FFS] 

	Expanded uncertainty (1.96σ – confidence interval of 95%)
	FFS] 



Table 10.3.1.1.1.5-1.2: EIRP measurement uncertainty with the Indoor Anechoic Chamber (3.0GHz<f≦4.2GHz) 

	UID
	Description of uncertainty contribution
	Uncertainty distribution
	Maximum value of the uncertainty
	Divisor
	Standard uncertainty

	Stage 1, DUT measurement

	1
	Positioning misalignment between the AAS BS and the reference antenna
	Rectangular
	0.03 
	
	0.02 

	2
	Pointing misalignment between the AAS BS and the receiving antenna.
	Rectangular
	0.3
	
	0.17 

	3
	Quality of quiet zone
	Normal
	Not applicable
	Not applicable
	0.10 

	4
	Polarization mismatch between the AAS BS and the receiving antenna
	Rectangular
	0.01 
	
	0.01 

	5
	Mutual coupling between the AAS BS and the receiving antenna
	Rectangular
	0.00 
	
	0.00 

	6
	Phase curvature
	Normal
	Not applicable
	Not applicable
	0.05 

	7
	Uncertainty of the measurement equipment
	Normal
	Not applicable
	Not applicable
	[FFS] 

	8
	Impedance mismatch in the receiving chain
	U
	0.33 
	
	0.23 

	9
	Random uncertainty
	Rectangular
	0.1 
	
	0.06 

	Stage 2, Calibration measurement

	10
	Impedance mismatch between the transmitting antenna and the network analyzer
	U
	0.05 
	
	0.04 

	11
	Positioning and pointing misalignment between the reference antenna and the transmitting antenna
	Rectangular
	0.01 
	
	0.01 

	12
	Impedance mismatch between the reference antenna and network analyzer.
	U
	0.05 
	
	0.04 

	13
	Quality of quiet zone
	Normal
	Not applicable
	Not applicable
	0.10 

	14
	Polarization mismatch for reference antenna
	Rectangular
	0.01 
	
	0.01 

	15
	Mutual coupling between the reference antenna and the transmitting antenna
	Rectangular
	0.00 
	
	0.00 

	16
	Phase curvature 
	Normal
	Not applicable
	Not applicable
	0.05 

	17
	Uncertainty of the network analyzer
	Normal
	Not applicable
	Not applicable
	[FFS] 

	18
	Influence of the reference antenna feed cable
a) Flexing cables, adapters, attenuators, and connector repeatability
	Rectangular
	0.05 
	
	0.03 

	19
	Reference antenna feed cable loss measurement uncertainty
	Normal
	Not applicable
	Not applicable
	0.06 

	20
	Influence of the transmitting antenna feed cable
	a) Flexing cables, adapters, attenuators, and connector repeatability
	Rectangular
	0.05 
	
	0.03 

	21
	Uncertainty of the absolute gain of the reference antenna
	Rectangular
	[FFS] 
	
	[FFS] 

	22
	Uncertainty of the absolute gain of the transmitting antenna
	Rectangular
	0.00 
	
	0.00 

	Combined standard uncertainty (1 σ)
	[FFS] 

	Expanded uncertainty (1.96σ – confidence interval of 95%)
	FFS] 



[bookmark: _Toc457575858]10.3.1.1.2 	Compact Antenna Test Range
<Title to be updated once the test method is identified>
[bookmark: _Toc457575859]10.3.1.1.2.1 			Description
The Compact Antenna Test Range (CATR) uses the DUT which radiates a wavefront to a range reflector antenna reflector which will then collimate the radiated spherical wavefront into a range feed antenna.  The sufficient seaparation between the DUT and the recieiver (feed antenna shown in Figure 10.3.1.1.2.1-1diagram) so that the emanating spherical wave reaches nearly plane phase fronts from transmitter to reciever.  The DUT transmits a wavefront that will elluminate the range antenna reflector, which will then reflect the transmitted energy into the feed antenna.  The range feed antenna is connected to a vector network analyzer or other equivalent test equipment.


Figure 10.3.1.1.2.1-1 CATR measurement system setup for EIRP EIRP measurement system setup for CATR
[bookmark: _Toc457575860]10.3.1.1.2.2		Test Method limitations and scope
The maximum size of the DUT is a chamber restriction that would affect the quality of the quiet zone.  For larger DUT sizes larger size chambers should be considered such that the uncertainty of the quiet zone is taken into account.
[bookmark: _Toc457575861]10.3.1.1.2.3 			Procedure
Calibration:
The calibration measurement is done by using a reference antenna (shown here as a SGH used in Figure 10.3.1.1.2.3-1) with known efficiency or gain values. In the calibration measurement, the reference antenna is measured in the same place as the DUT, and the attenuation of the complete transmission path (C↔A, as in Figure 10.3.1.1.2.3-1) from the DUT to the measurement receiver is calibrated out.  Figure 10.3.1.1.2.3-1 presents The following figure is used as a setup of a typical compact antenna test range (CATR).  



Figure 10.3.1.1.2.3-1 CATR calibration system setup for EIRP EIRP calibration system setup for CATR

1) Path loss calibration C→A:
a. Measure SGH (or other calibrated reference antenna) reflection coefficient separately at the antenna’s connector with a network analyser (or equivalent measurement equipment) to obtain ΓSGH .
b. Measure cable loss from point C to input of SGH, call this LC↔SGH  which is the equivalent of 20log|S21| from the use of a network analyser.
c. Calculate the combined total path loss from C→A by using the following expression:
LSGHcal = LC,SGH + 10log(1 - |ΓSGH|2) - GSGH, 
Wwhere 10log(1 - |ΓSGH|2) is the compensation for SGH connector return loss, GSGH  is the known gain of the reference SGH.
2) Connect SGH and C↔A cable.
3) To remove polarization(s) mismatch between range antenna (labelled as feeder antenna in diagram) and SGH use positions to position the SGH in the beam peak direction of range antenna.
4) Measure path loss C→B with network analyzer LC→B = 20log|S21|.
5) Calculate the test path loss compensation factor.  This is the total path loss between A↔B using the results from step 1c and 4:
. L =  LSGHcal - LC→B
Wwhere ΓSGH  is the reflection coefficient (or mismatch) seen at the SGH connector (S11 with a network analyzer).
Measurement:

1) Set up AAS BS in place of SGH from calibration stage.  Align DUT with beam peak direction of range antenna.
2) Configure TX branch and carrier at a time according to maximum power requirement.
3) Set the AAS BS to transmit the test signal according to E-TM1.1 at 5 MHz bandwidth configuration.
4) Measure mean power (Pmeas) of each carrier arriving at the measurement equipment (such as a network analyzer) denoted in Figure 10.3.1.1.2.2.-110.3.1.1.2.3-1.
5) Calculate EIRP, where EIRP = Pmeas + LA→B
6) Calculate total EIRP = EIRPp1 + EIRPp2 where the declared beam is the measured signal at port 1 (p1) and port 2 (p2).
7) Repeat steps 2-6 for all conformance test beam direction pairs as described in TS 37.145-2 [18],  Section 6.2.

10.3.1.1.2.4 					Uncertainty budget format
Table 10.3.1.1.2.4-1: CATR Far Field Uncertainty contributions in AAS EIRP measurement
	UID
	Description of uncertainty contribution
	Details in paragraph

	Stage 1, DUT measurement

	1
	Misalignment DUT & pointing error
	B2-1

	2
	Measurement Receiver: uncertainty of the absolute level
	B2-2

	3
	Standing wave between DUT and test range antenna
	B2-3

	4
	RF leakage & dynamic range
	B2-4

	5
	QZ ripple DUT
	B2-5

	
	…
	…

	Stage 2, Calibration measurement

	6
	Uncertainty of network analyser
	a) drift (temp, oscillators, filters, etc.) start to end time of   measurements
	B2-6

	7
	Mismatch of receiver chain
	B2-7

	8
	Insertion loss variation of receiver chain
	B2-8

	9
	RF leakage & dynamic range
	B2-4

	10
	Influence of the calibration antenna feed cable
	a)	Flexing cables, adapters, attenuators, connector repeatability
	B2-9

	11
	Uncertainty of the absolute gain of the calibration antenna
	B2-10

	12
	Misalignment positioning system
	B2-11

	13
	Misalignment of calibration antenna and test range antenna
	B2-1

	14
	Rotary Joints
	B2-12

	15
	Standing wave between reference calibration antenna and test range antenna
	B2-3

	16
	Quality of quiet zone
	B2-5

	17
	Measurement Receiver: uncertainty of the absolute level
	B2-2

	
	…
	…



[bookmark: _Toc457575862]10.3.1.1.1.5 			Uncertainty assessment
Table 10.3.1.1.1.5-1: CATR Far Field Uncertainty contributions in AAS EIRP measurement
	EIRP Uncertainty Budget

	UID
	Uncertainty Source
	Uncertainty Value
	Probability distribution
	Divisor
	Ci*
	Standard Uncertainty (σ) [dB] 

	Calibration stage

	6
	Vector Network Analyzer (VNA), gain measurement with SGH in loop from VNA port1 to port2
	
	Rectangular
	√3
	1
	

	17
	VNA, gain measurement cable (VNA to SGH)
	
	Rectangular
	√3
	1
	

	9

	RF leakage, SGH connector  terminated
	
	Normal
	1
	1 
	

	9

	RF leakage, test range antenna cable connector terminated.
	
	Normal
	1
	1 
	

	10
	Flexing cables & connector repeatability
	
	U-shaped
	√2
	1
	

	14
	Rotary joints
	
	U-shaped
	√2
	1
	

	12
	Misalignment  positioning system
	
	Exp. normal 
	2
	1
	

	13
	Misalignment  SGH and pointing error
	
	Exp. normal
	2
	1
	

	
	Polarization mismatch between SGH and test range antenna
	
	Exp. normal
	2
	1
	

	11
	SGH Calibration uncertainty
	
	Exp. normal
	2
	1
	

	16

	QZ ripple with SGH
	
	Normal
	1
	1
	

	15

	Standing wave between SGH and test range antenna
	
	U-shaped
	√2
	1 
	

	7
	Uncertainty of return loss (S11) measurement of SGH and test receiver (VNA) ports
	
	U-shaped
	√2
	1 
	

	20
	Switching Uncertainty
	
	
	
	
	

	DUT Measurement stage

	4
	RF leakage & dynamic range, test range antenna cable connector terminated.
	
	Normal
	1
	1 
	

	1
	Misalignment  DUT & pointing error
	
	Exp. normal
	2
	1 
	

	3
	Standing wave between DUT and test range antenna
	
	U-shaped
	√2
	1 
	

	5
	QZ ripple with DUT
	
	Normal 
	1
	1
	

	2
	Signal Analyzer (SA) uncertainty
	
	 
	1
	 
	

	19
	Miscellaneous Uncertainty
	
	
	
	
	

	Combined standard uncertainty (1 σ)
	

	Expanded uncertainty (2σ - confidence interval of 95%)
	



[bookmark: _Toc457575863]10.3.1.1.3 	1D Compact Range 
[bookmark: _Toc457575864]10.3.1.1.3.1			Description
The principle of One Dimensional Compact Range Chamber the measurement set up is shown in Figure 10.3.1.1.3.1-1Figure xx. It closely resembles the standard compact range chamber. But for the generation of the plane wave in the quiet zone the proposed method uses a special one dimensional probe instead of the standard set up comprising a concave mirror and a feed horn. The main advantage is a reduced chamber size and a simplified probe system replacing the standard mirror feed horn set up.

[image: ]
Figure 10.3.1.1.3.1-1: One Dimensional Compact Range Chamber measurement system setup for EIRPProposed compact measurement set up for AAS BS: one dimensional compact range chamber

The probe antenna is set up of a one dimensional array of antenna modules, connected by a special receive network. Optimized amplitude and phase settings in the receive network result in a plane wave in vertical direction. As no near field to far field transformation has to be carried out, it is not required to measure a whole set of azimuth and elevation angles.
[bookmark: _Toc457575865]10.3.1.1.3.2		Test Method limitations and scope
One Dimensional Compact Range Chamber test method is only suitable for AAS BS which whose antenna array consists of a single column antenna array.  For an AAS BS equipped with multi-column antenna array, this method would not be suitable due to the high amplitude uncertainty of edge column elements. High amplitude uncertainty makes testing of the declared steering angles not possible to meet EIRP accuracy requirements.
[bookmark: _Toc457575866]10.3.1.1.3.3 			Procedure
1)  Connect the receive network of the compact probe to the measurement equipment.
2) Calibrate the test range, using a reference antenna with standard gain installed in the quiet zone of the probe and measure the path loss between reference antenna and the measurement equipment.
3) Install the device under test (DUT) in the quiet zone of the probe with its manufacturer declared coordinate system reference point in the same place as the phase centre of the reference antenna.  The manufacturer declared coordinate system orientation of the DUT is set to be aligned with testing system.
4) Align with the required conformance steering directions.
5) Set the DUT to transmit at maximum EIRP appropriate to conformance steering directions according to the manufacturer declaration.
6) Measure the received power at the probe and thus the EIRP of the DUT. 
7) Repeat test steps 2 to 6 for all declared beams and corresponding conformance steering directions.
[bookmark: _Toc457575867]10.3.1.1.3.4 			Uncertainty budget format
<Texts to be added>
[bookmark: _Toc457575868]10.3.1.1.3.5 			Uncertainty assessment
<Texts to be added>
[bookmark: _Toc457575869]10.3.1.1.4 	Near Field Test Range
[bookmark: _Toc457575870]10.3.1.1.4.1 			Description
The Near Field measurement technique consists in measuring amplitude and phase of the modulated signal at the AAS BS under test, on some specific surfaces such as planar, cylindrical, and spherical. Each of the near fieldNear Field test method can be implemented by mechanical rotation of the probe and/or AAS BS under test. All the scanning methods will need an RF transmit and receive system equipped with an automated scanning, a data collection and control system, and computerized analysis ability. 
[image: NF setup]
Figure 10.3.1.1.4.1-1. Probe/sScanner Near Field sSystem

In case the radiated field is sampled on a sphere surrounding completely the AAS BS under test, the 3D full sphere EIRP value can be measured in Near Field when the AAS BS is transmitting a defined modulated signals in a declared beam. The near fieldNear Field measurement technique would imply the use of mathematical artefact, NF to FF transform in order to have the EIRP value the in Far Field. The Near Field to Far Field transform is based on the well-known Hyugens-Fresnel principle. The spherical modal wave expansion is the implicit application of the Hyugens principle. A direct solution of the Helmholtz equations is found by applying boundary conditions on the surface S at infinity. From the tangential fields over the surface, the modal coefficients can be determined using the orthogonality of the modal expansion.  Based on this formulation, the Near Field sampling criteria does play an important role. 

[bookmark: _Toc457575871]10.3.1.1.4.2 			Procedure
Calibration
Calibration shall account for the various factors affecting the measurements of the EIRP. These factors include components such as range length path loss, cable losses, gain of the receiving antenna, etc…Each measured data point for both radiated power and radiated sensitivity is transformed from a relative value in dB to an absolute value in dBm. For doing that the total path loss from the DUT to the measurement receiver, named L path loss shall be calibrated out. The calibration measurement is usually done by using a reference antenna with known gain. This approach is based on the so called gain-comparison method [14]. Figure 10.3.1.1.4.2-1 shows the typical configuration for measuring path loss:

[image: Typical Path Loss Measurement configurationFigure 10]

Figure 10.3.1.1.4.2-1 Typical Lpath loss measurement configuration
The Lpath loss can be determined from the power into the reference antenna by adding the gain of the reference antenna:
Piso=Pref+Gref
 so that:
Lpath loss=Pref+Gref-Ptest 
In order to determine Pref , a cable reference measurement shall be performed in order to calibrate out the A, and B paths. Assuming that the power at the source is fixed, it can be showed that:
Pref-Ptes=Prec’-Prec
Where Prec and Prec’ are the power measured at the receiver during the calibration measurement with the reference antenna and the power measured at the receiver during the cable reference measurement respectively. Lpath loss is then given by:
Lpath loss=Gref+Prec’-Prec
Measurement
The testing procedure consists of the following steps:
· AAS EIRP Near Field radiation pattern measurement
· This is performed with the AAS BS transmitting a defined modulated signal
· AAS EIRP Near Field to Far Field Transformation
· The EIRP Near field calibration is applied
AAS EIRP Near Field to Far Field Transformation
The Near Field to Far Field transformation is a mathematical computation which is applied to the Near Field measured radiation pattern in order to compute the Far Field radiation pattern. It is typically performed expanding the measured near filed over a set of orthogonal basis functions. The Near to Far field transform is then performed in two steps:
· Expansion (or projection) of the measured Near Field over a set of orthogonal basis functions in order to evaluate the transformed spectrum Emeas(r) = Spectrum * Fbasis(r)
· FF (EFF) computation using a the previuosly calculated spectrum and with the basis functions evaluated at r∞ : EFF = Spectrum * Fbasis(r  ∞)
When performing the near field to far field transformation, the EIRP gain calibration is applied so that the EIRP near field pattern will be transformed from relative power, dB to absolute power, dBm. In this specific case, the EIRP Far Field pattern is expressed in terms of the absolute power radiated by the AAS BS in the declared beam.
AAS BS radiated transmit power 
Once the full 3D Far Field EIRP pattern has been computed, the radiated transmit power can be derived.
[bookmark: _Toc457575872]10.3.1.1.4.3 			Uncertainty budget format
Table 10.3.1.1.4.3-1: Near Field Test Range Uncertainty contributors in AAS EIRP measurement
	UID
	Description of uncertainty contribution
	Details in paragraph
	Uncertainty Value
f≦3GHz
	Uncertainty Value
3GHz≦f<4.2GHz

	
	Stage 1, EIRP Near Field Radiation Pattern Measurement and EIRP Near Field DUT power measurement
	
	

	1
	Axes Intersection
	B.4.1
	0
	0

	2
	Axes Orthogonality
	B.4.2
	0
	0

	3
	Horizontal Pointing
	B.4.3
	0
	0

	4
	Probe Vertical Position
	B.4.4
	0
	0

	5
	Probe H/V pointing
	B.4.5
	0
	0

	6
	Measurement Distance
	B.4.6
	0
	0

	7
	Amplitude and Phase Drift
	B.4.7
	0
	0

	8
	Amplitude and Phase Noise
	B.4.8
	0.02
	0.02

	9
	Leakage and Crosstalk
	B.4.9
	0
	0

	10
	Amplitude Non-Linearity
	B.4.10
	0.04
	0.04

	11
	Amplitude and Phase Shift in rotary joints
	B.4.11
	0
	0

	12
	Channel Balance Amplitude and Phase
	B.4.12
	0
	0

	13
	Probe Polarization Amplitude and Phase
	B.4.13
	0.0001
	0.0001

	14
	Probe Pattern Knowledge
	B.4.14
	0
	0

	15
	Multiple Reflections
	B.4.15
	0
	0

	16
	Room Scattering
	B.4.16
	0.09
	0.09

	17
	DUT support Scattering
	B.4.17
	0
	0

	18
	Scan Area Truncation
	B.4.18
	0.003
	0.003

	19
	Sampling Point Offset
	B.4.19
	0.0058
	0.0058

	20
	Spherical Mode Truncation
	B.4.20
	0.015
	0.015

	21
	Positioning
	B.4.21
	0.03
	0.03

	22
	Probe Array Uniformity
	B.4.22
	0.055
	0.055

	23
	Mismatch of receiver chain (i.e. between receiving antenna and measurement receiver)
	B.4.23
	0.2
	0.2

	24
	Insertion loss of receiver chain
	B.4.24
	0
	0

	25
	Uncertainty of the absolute gain of the probe antenna
	B.4.25
	0
	0

	26
	Measurement Receiver
a)uncertainty of the absolute power level
b)stability
c)stability over temperature
d)linearity
	B.4.26
	FFS
	FFS

	27
	Measurement repeatability – Positioning Repeatability
	B.4.27
	0.07
	0.07

	
	Stage 2, Calibration measurement
	
	

	28
	Uncertainty of network analyser
a)drift (temp, oscillators, filters, etc.) start to end time of   measurements
	B.4.28
	FFS
	FFS

	29
	Mismatch of receiver chain
	B.4.29
	0
	0

	30
	Insertion loss of receiver chain
	B.4.30
	0
	0

	31
	Mismatch in the connection of the calibration antenna
	B.4.31
	0.014
	0.014

	32
	Influence of the calibration antenna feed cable
	B.4.32
	0
	0

	33
	Influence of the probe antenna cable
	B.4.33
	0
	0

	34
	Uncertainty of the absolute gain of the calibration antenna
	B.4.34
	FFS
	FFS

	35
	Short term repeatability
	B.4.35
	0.088
	0.088

	
	Expanded uncertainty (2σ - confidence interval of 95%)
	
	FFS
	FFS



[bookmark: _Toc457575873]10.3.1.1.4.4 				Uncertainty assessment

[bookmark: _Toc457575874]10.3.1.2	Maximum accepted test system uncertainty 
<Texts to be added>
[bookmark: _Toc457575875]10.3.1.3 	Test tolerance
<Texts to be added>
[bookmark: _Toc457575876]10.3.2 	OTA sensitivity
[bookmark: _Toc457575877]10.3.2.1 		Test methods
[bookmark: _Toc457575878]10.3.2.1.1 	Indoor Anechoic Chamber
<Title to be updated once the test method is identified>
[bookmark: _Toc457575879]10.3.2.1.1.1 	Description
This method measures the EIS in an anechoic chamber with the separation between the manufacturer declared coordinate system reference point of the AAS BS and the phase centre of the transmitting antenna of no less than 2D2/λ, where D is the largest dimension of the antenna of AAS BS and λ is the wavelength. The measurement system setup is as depicted in Figure. 10.3.2.1.1.1-1.
[image: ][image: ]
Figure. 10.3.2.1.1.1-1 Indoor Anechoic Chamber Mmeasurement system setup for EIS
[bookmark: _Toc457575880]10.3.2.1.1.2 	Procedure
The test consists of two stages, the calibration and the measurement. The test procedure is as follows: 
[image: ]
Figure. 10.3.2.1.1.2-1 Indoor Anechoic Chamber Ccalibration system setup for EIS
Calibration: 
1) Connect the reference antenna and the transmitting antenna to RF in port and RF out port of the network analyzer, respectively, as shown in Fig.Figure 10.3.2.1.1.2-1.
2) Install the reference antenna with its beam peak direction and the height of its phase centre aligned with the transmitting antenna. 
3) Set the centre frequency of the network analyzer to the carrier centre frequency of the tested signal for EIS measurement of AAS BS and measure LFEIS, D→E, which is equivalent to 20log|S21| (dB) obtained by the network analyzer.
LFEIS, E→D: Pathloss between E and D in Fig.Figure 10.3.2.1.1.2-1.
4) Measure the cable loss, LFEIS, E→F, between the reference antenna connector and the network analyzer connector.
LFEIS, E→F: Cable loss between E and F in Fig.Figure 10.3.2.1.1.2-1,   
5) Calculate the calibration value between A and D with the following formula:
LEIS_cal, A→D = LFEIS, E→D + GREF_ANT_EIS, A→F –LFEIS, E→F 
LEIS_cal, A→D:  Calibration value between  A and D in Fig.Figure 10.3.2.1.1.2-1. 
6) GREF_ANT_EIS, A→F: Antenna gain of the reference antenna . 
Measurement: 
6) Uninstall the reference antenna and install the AAS with its manufacturer declared coordinate system reference point in the same place as the phase centre of the reference antenna. The manufacturer declared coordinate system orientation of the AAS is set to be aligned with testing system.
7) Set the AAS BS to be satisfied with the sensitivity RoAoA covering conformance testing receiving direction.
8) Rotate the AAS to make the conformance testing receiving direction aligned with the beam peak direction of the reference antenna at the calibration stage.
9) For FDD AAS BS start BS transmission according to [E-TM 1.1] at manufacturer’s declared rated output power. 
10) Set the test signal mean power at the RF signal source generator as the declared minimum EIS level plus LEIS_cal, A→D  and the reference measurement channel as given in subclause 7.2.5 of TS36.141.
11) Measure the throughput according to Annex E of the TS36.141.
12) Repeat the above steps 7)~11) per conformance testing direction.
[bookmark: _Toc457575881]10.3.2.1.1.3 	Uncertainty budget format
Table 10.3.2.1.1.3-1: Indoor Anechoic Chamber Uncertainty contributions 
for AAS BS EIS measurement
	UID
	Description of uncertainty contribution
	Details in paragraph

	Stage 1, DUT measurement

	1
	Positioning misalignment between the AAS BS and the reference antenna
	C1-1

	2
	Pointing misalignment between the AAS BS and the transmitting antenna.
	C1-2

	3
	Quality of quiet zone
	C1-3

	4
	Polarization mismatch between the AAS BS and the transmitting antenna
	C1-4

	5
	Mutual coupling between the AAS BS and the transmitting antenna
	C1-5

	6
	Phase curvature
	C1-6

	7
	Uncertainty of the RF signal source generator
	C1-7

	8
	Impedance mismatch in the transmitting chain
	C1-8

	9
	Random uncertainty
	C1-9

	Stage 2, Calibration measurement

	10
	Impedance mismatch between the transmitting antenna and the network analyzer
	C1-10

	11
	Positioning and pointing misalignment between the reference antenna and the transmitting antenna
	C1-11

	12
	Impedance mismatch between the reference antenna and network analyzer.
	C1-12

	13
	Quality of quiet zone
	C1-3

	14
	Polarization mismatch for reference antenna
	C1-4

	15
	Mutual coupling between the reference antenna and the transmitting antenna
	C1-5

	16
	Phase curvature 
	C1-6

	17
	Uncertainty of the network analyzer
	C1-13

	18
	Influence of the reference antenna feed cable
	a)	Flexing cables, adapters, attenuators, and connector repeatability
	C1-14

	19
	Reference antenna feed cable loss measurement uncertainty
	C1-15

	20
	Influence of the transmitting antenna feed cable
	a)	Flexing cables, adapters, attenuators, and connector repeatability
	C1-16

	21
	Uncertainty of the absolute gain of the reference antenna
	C1-17

	22
	Uncertainty of the absolute gain of the transmitting antenna
	C1-18



[bookmark: _Toc457575882]10.3.2.1.1.4 	Uncertainty assessment
Table 10.3.2.1.1.4-1.1: EIS measurement uncertainty with the Indoor Anechoic Chamber 
(f≦3.0GHz)
	UID
	Description of uncertainty contribution
	Uncertainty distribution
	Maximum value of the uncertainty
	Divisor
	Standard uncertainty

	Stage 1, DUT measurement

	1
	Positioning misalignment between the AAS BS and the reference antenna
	Rectangular
	0.03 
	
	0.02 

	2
	Pointing misalignment between the AAS BS and the transmitting antenna.
	Rectangular
	0.3
	
	0.17 

	3
	Quality of quiet zone
	Normal
	Not applicable
	Not applicable
	0.10 

	4
	Polarization mismatch between the AAS BS and the transmitting antenna
	Rectangular
	0.01 
	
	0.01 

	5
	Mutual coupling between the AAS BS and the transmitting antenna
	Rectangular
	0.00 
	
	0.00 

	6
	Phase curvature
	Normal
	Not applicable
	Not applicable
	0.05 

	7
	Uncertainty of the RF signal generator
	Normal
	Not applicable
	Not applicable
	0.46

	8
	Impedance mismatch in the transmitting chain
	U
	[0.20] 
	
	[0.14] 

	9
	Random uncertainty
	Rectangular
	0.1 
	
	0.06 

	Stage 2, Calibration measurement

	10
	Impedance mismatch between the transmitting antenna and the network analyzer
	U
	0.05 
	
	0.04 

	11
	Positioning and pointing misalignment between the reference antenna and the transmitting antenna
	Rectangular
	0.01 
	
	0.01 

	12
	Impedance mismatch between the reference antenna and network analyzer.
	U
	0.05 
	
	0.04 

	13
	Quality of quiet zone
	Normal
	Not applicable
	Not applicable
	0.10 

	14
	Polarization mismatch for reference antenna
	Rectangular
	0.01 
	
	0.01 

	15
	Mutual coupling between the reference antenna and the transmitting antenna
	Rectangular
	0.00 
	
	0.00 

	16
	Phase curvature 
	Normal
	Not applicable
	Not applicable
	0.05 

	17
	Uncertainty of the network analyzer
	Normal
	Not applicable
	Not applicable
	0.13

	18
	Influence of the reference antenna feed cable
a) Flexing cables, adapters, attenuators, and connector repeatability
	Rectangular
	0.05 
	
	0.03 

	19
	Reference antenna feed cable loss measurement uncertainty
	Normal
	Not applicable
	Not applicable
	0.06 

	20
	Influence of the transmitting antenna feed cable
	a) Flexing cables, adapters, attenuators, and connector repeatability
	Rectangular
	0.05 
	
	0.03 

	21
	Uncertainty of the absolute gain of the reference antenna
	Rectangular
	0.5
	
	0.29

	22
	Uncertainty of the absolute gain of the transmitting antenna
	Rectangular
	0.00 
	
	0.00 

	Combined standard uncertainty (1 σ)
	[0.45]

	Expanded uncertainty (1.96σ – confidence interval of 95%)
	[0.88] 



Table 10.3.2.1.1.4-1.2: EIS measurement uncertainty with the Indoor Anechoic Chamber 
 (3.0GHz<f≦4.2GHz) 

	UID
	Description of uncertainty contribution
	Uncertainty distribution
	Maximum value of the uncertainty
	Divisor
	Standard uncertainty

	Stage 1, DUT measurement

	1
	Positioning misalignment between the AAS BS and the reference antenna
	Rectangular
	0.03 
	
	0.02 

	2
	Pointing misalignment between the AAS BS and the transmitting antenna.
	Rectangular
	0.3
	
	0.17 

	3
	Quality of quiet zone
	Normal
	Not applicable
	Not applicable
	0.10 

	4
	Polarization mismatch between the AAS BS and the transmitting antenna
	Rectangular
	0.01 
	
	0.01 

	5
	Mutual coupling between the AAS BS and the transmitting antenna
	Rectangular
	0.00 
	
	0.00 

	6
	Phase curvature
	Normal
	Not applicable
	Not applicable
	0.05 

	7
	Uncertainty of the RF signal generator
	Normal
	Not applicable
	Not applicable
	0.46

	8
	Impedance mismatch in the transmitting chain
	U
	[0.23] 
	
	[0.16] 

	9
	Random uncertainty
	Rectangular
	0.1 
	
	0.06 

	Stage 2, Calibration measurement

	10
	Impedance mismatch between the transmitting antenna and the network analyzer
	U
	0.05 
	
	0.04 

	11
	Positioning and pointing misalignment between the reference antenna and the transmitting antenna
	Rectangular
	0.01 
	
	0.01 

	12
	Impedance mismatch between the reference antenna and network analyzer.
	U
	0.05 
	
	0.04 

	13
	Quality of quiet zone
	Normal
	Not applicable
	Not applicable
	0.10 

	14
	Polarization mismatch for reference antenna
	Rectangular
	0.01 
	
	0.01 

	15
	Mutual coupling between the reference antenna and the transmitting antenna
	Rectangular
	0.00 
	
	0.00 

	16
	Phase curvature 
	Normal
	Not applicable
	Not applicable
	0.05 

	17
	Uncertainty of the network analyzer
	Normal
	Not applicable
	Not applicable
	0.20

	18
	Influence of the reference antenna feed cable
a) Flexing cables, adapters, attenuators, and connector repeatability
	Rectangular
	0.05 
	
	0.03 

	19
	Reference antenna feed cable loss measurement uncertainty
	Normal
	Not applicable
	Not applicable
	0.06 

	20
	Influence of the transmitting antenna feed cable
	a) Flexing cables, adapters, attenuators, and connector repeatability
	Rectangular
	0.05 
	
	0.03 

	21
	Uncertainty of the absolute gain of the reference antenna
	Rectangular
	0.3
	
	0.25

	22
	Uncertainty of the absolute gain of the transmitting antenna
	Rectangular
	0.00 
	
	0.00 

	Combined standard uncertainty (1 σ)
	[0.57]

	Expanded uncertainty (1.96σ – confidence interval of 95%)
	[1.11]




[bookmark: _Toc457575883]10.3.2.1.2 	Compact Antenna Test Range
[bookmark: _Toc457575884]10.3.2.1.2.1 	Description
 The Compact Antenna Test Range (CATR) uses the feed antenna which radiates a spherical wavefront to a range reflector antenna which will then collimate the radiated spherical wavefront to the DUT.  There is sufficient seaparation between the DUT and the transmitter (feed antenna shown in Figure 10.3.2.1.2.1-1diagram) so that the emanating spherical wave reaches nearly plane phase fronts from transmitter to reciever.  The feed antenna transmits a wavefront that will elluminate the range antenna reflector, which will then reflect the transmitted energy towards the DUT.  


Figure 10.3.2.1.2.1-1 CATR measurement system setup for EISEIS measurement system setup for CATR
[bookmark: _Toc457575885]10.3.2.1.2.2 	Procedure
Calibration:
The calibration measurement is done by using a reference antenna (shown here as a SGH used in Figure 10.3.1.1.2.2-1) with known efficiency or gain values. In the calibration measurement the reference antenna is measured in the same place as the DUT, and the attenuation of the complete transmission path (A↔B) from the DUT to the measurement receiver is calibrated out.  The following figure is used as a setup of a typical compact antenna test range (CATR).  



Figure 10.3.1.1.2.2-1 CATR calibration system setup for EISEIS calibration system setup for CATR

1) Path loss calibration C→A:
a) Measure SGH (or other calibrated reference antenna) reflection coefficient separately at the antenna’s connector with a network analyser (or equivalent measurement equipment) to obtain ΓSGH. 
b) Measure cable loss from point C to input of SGH, call this LC↔SGH  which is the equivalent of 20log|S21| from the use of a network analyser.
c) Calculate the combined total path loss from C→A by using the following expression: 
LSGHcal = LC,SGH + 10log(1 - |ΓSGH|2) - GSGH, , where 10log(1 - |ΓSGH|2)  is the compensation for SGH connector return loss,, GSGH   is the known gain of the reference SGH.
2) Connect SGH and C↔A cable.
3) To remove polarization(s) mismatch between range antenna (labelled as feeder antenna in diagram) and SGH use positions to position the SGH in the beam peak direction of range antenna.
4) Measure path loss C→B with network analyzer LC→B = 20log|S21|.
5) Calculate the test path loss compensation factor.  This is the total path loss between A↔B using the results from step 1c and 4. L = LSGHcal  - LC→B.

Where ΓSGH   is the reflection coefficient (or mismatch) seen at the SGH connector (S11 with a network analyzer).

Measurement:
1)	Set up AAS BS in place of SGH from calibration stage.  Align AAS BS with beam peak direction of range antenna.
2)	Configure signal generator, one port (polarization) and one carrier at a time according to maximum power requirement.
3)	Start with signal level at sensitivity level using FRC A1-3 in 3GPP TS 36.104 [7] configuration.
4)	Calculate EIS per port (polarization) at this point with EIS = PBER - LA→B.
5)	Repeat steps 2-6 for all conformance test beam direction pairs as described in TS 37.145-2 [18], Ssection 6.2.
[bookmark: _Toc457575886]10.3.2.1.2.3 	Uncertainty budget format
Table 10.3.2.1.2.3 -1: CATR Far Field Uncertainty contributions in AAS EIS measurement
	UID
	Description of uncertainty contribution
	Details in paragraph

	Stage 1, DUT measurement

	1
	
Misalignment DUT & pointing error
	
C2-1

	2
	Standing wave between DUT and test range antenna
	
C2-2

	3
	Signal Generator Uncertainty
	C2-12

	4
	RF leakage & dynamic range, 
	a) feeder package terminated
	b) DUT terminated
	
C2-3

	5
	QZ ripple DUT
	
C2-4

	19
	Miscellaneous uncertainty
	C2-13

	
	…
	…

	Stage 2, Calibration measurement

	6
	Uncertainty of network analyser and/or  signal generator
	a) drift (temp, oscillators, filters, etc.) start to end time of   measurements
	
C2-5

	7
	Mismatch of transmitter chain
	
C2-6

	8
	Insertion loss of transmitter chain
	
C2-7

	9
	RF leakage & dynamic range
	
C2-8

	10
	Influence of the calibration antenna feed cable
	a)	Flexing cables, adapters, attenuators & connector repeatability
	
C2-9

	11
	Uncertainty of the absolute gain of calibration antenna
	
C2-10

	12
	Uncertainty due to antenna mounting apparatus or rotary joints
	
C2-11

	13
	Quality of quiet zone
	
C2-4

	14
	Rotary Joints
	C2-14

	15
	Misalignment positioning system
	C2-15

	16
	Misalignment calibration antenna
	C2-1

	17
	Standing wave between DUT and test range antenna
	C2-16

	18
	Switching Uncertainty
	C2-17

	
	…
	…



[bookmark: _Toc457575887]10.3.2.1.2.4 	Uncertainty assessment
Table 10.3.2.1.2.4-1: CATR Far Field Uncertainty contributions in AAS EIS measurement
	EIS Uncertainty Budget

	UID
	Uncertainty Source
	Uncertainty Value
	Probability distribution
	Divisor
	Ci*
	Standard Uncertainty (σ) [dB] 

	Calibration stage

	6
	Vector Network Analyzer (VNA), gain measurement with SGH in loop from VNA port1 to port2
	
	Rectangular
	√3
	1
	

	10
	VNA, gain measurement cable (VNA to SGH)
	
	Rectangular
	√3
	1
	

	9
	RF leakage, SGH connector  terminated
	
	Normal
	1
	1 
	

	9
	RF leakage, test range antenna cable connector terminated.
	
	Normal
	1
	1 
	

	10
	Flexing cables & connector repeatability
	
	U-shaped
	√2
	1
	

	14
	Rotary joints
	
	U-shaped
	√2
	1
	

	15
	Misalignment  positioning system
	
	Exp. normal 
	2
	1
	

	16
	Misalignment  SGH and pointing error
	
	Exp. normal
	2
	1
	

	
	Polarization mismatch between SGH and test range antenna
	
	Exp. normal
	2
	1
	

	11
	SGH Calibration uncertainty
	
	Exp. normal
	2
	1
	

	13
	QZ ripple with SGH
	
	Normal
	1
	1
	

	17
	Standing wave between SGH and test range antenna
	
	U-shaped
	√2
	1 
	

	18
	Switching uncertainty
	
	
	
	
	

	7
	Uncertainty of return loss (S11) measurement of SGH and test receiver (VNA) ports
	
	U-shaped
	√2
	1 
	

	Measurement stage

	4
	RF leakage & dynamic range, test range antenna cable connector terminated.
	
	Normal
	1
	1 
	

	1
	Misalignment  DUT & pointing error
	
	Exp. normal
	2
	1 
	

	2
	Standing wave between DUT and test range antenna
	
	U-shaped
	√2
	1 
	

	5
	QZ ripple with DUT
	
	Normal 
	1
	1
	

	3
	Signal Generator (SG) uncertainty
	
	 
	1
	 
	

	19
	Miscellaneous uncertainty
	
	
	
	
	

	
	Combined standard uncertainty (1 σ)
	
	
	
	
	

	
	Expanded uncertainty (2σ - confidence interval of 95%)
	
	
	
	
	


[bookmark: _Toc457575888]10.3.2.1.3 	One Dimensional Compact Range Chamber
[bookmark: _Toc457575889]10.3.2.1.3.1 	Description
The principle of the measurement set up for OTA sensitivity is shown in Figure 10.3.2.1.3.1-1Figure xx. It closely resembles the standard compact range chamber. But for the generation of the plane wave in the quiet zone the proposed method uses a special one dimensional probe instead of the standard set up comprising a concave mirror and a feed horn. The main advantage is a reduced chamber size and a simplified probe system replacing the standard mirror feed horn set up.

[image: ]
Figure 10.3.2.1.3.1-1: One Dimensional Compact Range Chamber measurement system setup for EISProposed compact measurement set up for OTA sensitivity of AAS BS: one dimensional compact range chamber

The probe antenna is set up of a one dimensional array of antenna modules, connected by a special feed system. Optimized amplitude and phase settings in the feed system result in a plane wave in vertical direction. As no near fieldNear Field to far fieldFar Field transformation has to be carried out, it is not required to measure a whole set of azimuth and elevation angles.
[bookmark: _Toc457575890]10.3.2.1.3.2	Procedure
1. Connect the feed system of the compact probe to the  signal generator.
1. Calibrate the test range, using a reference antenna with standard gain installed in the quiet zone of the probe and measure the path loss between signal generator and reference antenna.
1. Position the device under test (DUT) in the quiet zone of the probe with its manufacturer declared coordinate system reference point in the same place as the phase centre of the reference antenna.  The manufacturer declared coordinate system orientation of the DUT is set to be aligned with testing system 
1. Connect the DUT to the measurement equipment.
1. Align with the conformance test direction (D10.11) .
1. Set the signal generator to the manufacturer declared sensitivity (EIS) level plus the measured path loss.
1. Measure the throughput and BER of the DUT. 
1. Repeat test steps 2 to 6 for all declared beams and corresponding conformance steering directions.

[bookmark: _Toc457575891]10.3.2.1.3.3 	Uncertainty budget format
<Texts to be added>
[bookmark: _Toc457575892]10.3.2.1.3.4 	Uncertainty assessment
<Texts to be added>



[bookmark: _Toc457575893]10.3.2.1.4	Near Field Test range
[bookmark: _Toc457575894]10.3.2.1.4.1	Description
The Near Field measurement techniques consist in measuring amplitude and phase of the modulated signal at the AAS BS under test, on some specific surfaces such as planar, cylindrical, and spherical. Each of the near fieldNear Field test methods can be implemented by one or more mechanical rotations of the probe and/or AAS under test as shown in Figure 10.3.2.1.4.1-1. One or more mechanical movement can be substitute by a probe array. All the scanning methods will need an RF transmit and receive system equipped with an automated scanning, a data collection and control system, and computerized analysis ability. 
[image: NF setup]

Figure 10.3.2.1.4.1-1:. Probe/sScanner nNear fField sSystem
In case the radiated field is sampled on a sphere surrounding completely the AAS under test, the 3D full sphere EIS values can be measured in Near Field when the AAS is receiving a defined modulated signal. The near fieldNear Field measurement techniques would imply the use of mathematical artefact, NF to FF transform in order to have the EIS value the in Far Field. The Near Field to Far Field transform is based on the well-known Hyugens-Fresnel principle. The spherical modal wave expansion is the implicit application of the Hyugens principle. A direct solution of the Helmholtz equations is found by applying boundary conditions on the surface S at infinity. From the tangential fields over the surface, the modal coefficients can be determined using the orthogonality of the modal expansion.  Based on this formulation, the Near Field sampling criteria does play an important role. 
[bookmark: _Toc457575895]10.3.2.1.4.2	Test Method limitations and scope
The Near Field Test Method is suitable for OTA sensitivity measurement of AAS BS implementations where the beam forming is done on in a fixed or preset manner for the measured OSDD declaration, i.e. there is only one interface to digital/baseband processing. The Near Field Test Method It is not suitable if for the measured OSDD declaration any combining  is not fixed or preset. Some examples of architectures for which near field test method is possible and for which it is not possible are depicted belowon Figure 10.3.2.1.4.2-2. The AAS BS under test must not have any other non-linear behaviorbehaviour that would cause the nNear field to fFar fField  transformation to fail or cause increased OTA sensitivity measurement uncertainty.
[image: ]			[image: ]
Figure 10.3.2.1.4.2-1:	Examples of limit of OSDD functionality testable with nNear field test method for a single OSDD
[image: ]				[image: ]
Figure 10.3.2.1.4.2-2:	Examples of limit of OSDD functionality not testable with nNear field test method for a single OSDD

[bookmark: _Toc457575896]10.3.2.1.4.3	Procedure Calibration
Calibration shall account for the various factors affecting the measurements of the EIS. These factors include components such as range length path loss, cable losses, gain of the receiving antenna, etc…Each measured data point for radiated sensitivity is transformed from a relative value in dB to an absolute value in dBm. For doing that the total path loss from the DUT to the measurement receiver, named L path loss shall be calibrated out. The calibration measurement is usually done by using a reference antenna with known gain. This approach is based on the so called gain-comparison method [14]. Figure 10.3.1.1.4.3-1 shows the typical configuration for measuring path loss:

[image: Typical Path Loss Measurement configurationFigure 10]

Figure 10.3.1.1.4.3-1 Typical Lpath loss measurement configuration
The Lpath loss can be determined from the power into the reference antenna by adding the gain of the reference antenna:
Piso=Pref+Gref
 so that:
Lpath loss=Pref+Gref-Ptest 
In order to determine Pref , a cable reference measurement shall be performed in order to calibrate out the A, and B paths. Assuming that the power at the source is fixed, it can be showed that:
Pref-Ptes=Prec’-Prec
Where Prec and Prec’ are the power measured at the receiver during the calibration measurement with the reference antenna and the power measured at the receiver during the cable reference measurement respectively. Lpath loss is then given by:
Lpath loss=Gref+Prec’-Prec
Measurement
The testing procedure consists in the following steps:
· AAS EIS Near Field radiation pattern measurement
· This is performed when the AAS will be receiving a defined modulated signal
· AAS EIS Near Field Sensitivity Measurement
This is performed by measuring the sensitivity in Near Field when a modulated signal is received by the AAS
· AAS EIS Near Field to Far Field Transformation
Sensitivity measurement is appliedAAS EIS Near Field to Far Field Transformation
The Near Field to Far Field transformation is a mathematical computation which is applied to the Near Field measured radiation pattern in order to compute the Far Field radiation pattern. It is typically performed expanding the measured near filed over a set of orthogonal basis functions. The Near to Far field transform is then performed in two steps:
· Expansion (or projection) of the measured Near Field over a set of orthogonal basis functions in order to evaluate the transformed spectrum Emeas(r) = Spectrum * Fbasis(r)
· FF (EFF) computation using a the previuosly calculated spectrum and with the basis functions evaluated at r∞ : EFF = Spectrum * Fbasis(r  ∞)
When performing the near field to far field transformation, the EIS sensitivity measurement is applied so that the EIS near field pattern will be transformed from relative power, dB to absolute power, dBm. In this specific case, the EIS Far Field pattern is expressed in terms of the absolute power received by the AAS.
AAS OTA Sensitivity 
Once the full 3D Far Field EIS pattern has been computed, the OTA sensitivity can be derived.
[bookmark: _Toc457575897]10.3.2.1.4.4 	Uncertainty budget format

Table 10.3.2.1.4.4-1: Near Field Test Range Uncertainty contributors in AAS EIS measurement

	UID
	Description of uncertainty contribution
	Details in paragraph
	Uncertainty Value
f≦3GHz
	Uncertainty Value
3GHz≦f<4.2GHz

	
	Stage 1, EIS Near Field Radiation Pattern Measurement and EIS Near Field DUT power measurement
	
	

	1
	Axes Intersection
	C.4.1
	0
	0

	2
	Axes Orthogonality
	C.4.2
	0
	0

	3
	Horizontal Pointing
	C.4.3
	0
	0

	4
	Probe Vertical Position
	C.4.4
	0
	0

	5
	Probe H/V pointing
	C.4.5
	0
	0

	6
	Measurement Distance
	C.4.6
	0
	0

	7
	Amplitude and Phase Drift
	C.4.7
	0
	0

	8
	Amplitude and Phase Noise
	C.4.8
	0.02
	0.02

	9
	Leakage and Crosstalk
	C.4.9
	0
	0

	10
	Amplitude Non-Linearity
	C.4.10
	0.04
	0.04

	11
	Amplitude and Phase Shift in rotary joints
	C.4.11
	0
	0

	12
	Channel Balance Amplitude and Phase
	C.4.12
	0
	0

	13
	Probe Polarization Amplitude and Phase
	C.4.13
	0.0001
	0.0001

	14
	Probe Pattern Knowledge
	C.4.14
	0
	0

	15
	Multiple Reflections
	C.4.15
	0
	0

	16
	Room Scattering
	C.4.16
	0.09
	0.09

	17
	DUT support Scattering
	C.4.17
	0
	0

	18
	Scan Area Truncation
	C.4.18
	0.003
	0.003

	19
	Sampling Point Offset
	C.4.19
	0.0058
	0.0058

	20
	Spherical Mode Truncation
	C.4.20
	0.015
	0.015

	21
	Positioning
	C.4.21
	0.03
	0.03

	22
	Probe Array Uniformity
	C.4.22
	0.055
	0.055

	23
	Mismatch of transmitter chain (i.e. between receiving antenna and vector signal generator)
	C.4.23
	0.2
	0.2

	 24
	Insertion loss of transmitter chain
	C.4.24
	0
	0

	25
	Uncertainty of the absolute gain of the probe antenna
	C.4.25
	0
	0

	26
	Vector Signal Generator
a)uncertainty of the absolute power level
b)stability
c)stability over temperature
d)linearity
	C.4.26
	FFS
	FFS

	27
	Measurement repeatability – Positioning Repeatability
	C.4.27
	0.15
	0.15

	
	Stage 2, Calibration measurement
	
	

	28
	Uncertainty of network analyser
a)drift (temp, oscillators, filters, etc.) start to end time of   measurements
	C.4.28
	FFS
	FFS

	29
	Mismatch of transmitter chain
	C.4.29
	0.05
	0.05

	30
	Insertion loss of transmitter chain
	C.4.30
	0
	0

	31
	Mismatch in the connection of the calibration antenna
	C.4.31
	0.014
	0.014

	32
	Influence of the calibration antenna feed cable
	C.4.32
	0
	0

	33
	Influence of the probe antenna cable
	C.4.33
	0
	0

	34
	Uncertainty of the absolute gain of the calibration antenna
	C.4.34
	FFS
	FFS

	35
	Short term repeatability
	C.4.35
	0.088
	0.088

	
	Expanded uncertainty (2σ - confidence interval of 95%)
	
	FFS
	FFS



[bookmark: _Toc457575898]10.3.2.1.4.5	Uncertainty assessment
Text to be added

[bookmark: _Toc457575899]10.3.2.2 	Maximum accepted test system uncertainty 
<Texts to be added>
[bookmark: _Toc457575900]10.3.2.3 	Test tolerance
<Texts to be added>

[bookmark: _Toc457575901]11	Other requirements
<Texts to be added>
[bookmark: _Toc457575902]11.1	EMC
<Texts to be added>
EMC requirements for AAS BS were covered in TS 37.114 [19], which refers to respective Single-RAT UTRA, Single‑RAT E‑UTRA and to MSR EMC specifications in [20, 21, 22], respectively, for the EMC requirements specification.
[bookmark: _Toc457575903]11.2	Performance requirements
Performance requirements specify the ability of the AAS BS to correctly demodulate signals in various conditions and configurations. The requirements specify for UTRA a maximum BLER and for E-UTRA a minimum throughput that shall be achieved at a specific SNR.
The existing propagation conditions and reference channels in 25.104 [6], 25.105 [9], 36.104 [7] and 37.104 [8][6], [9], [7], and [8] are sufficient for the AAS BS performance requirement. Testing of AAS BS specific functionality is out of scope in Rel‑13.
The current maximum number of receiver antenna connections in a non-AAS BS tested in parallel (8 for E-UTRA, 2 for UTRA) is also used for AAS BS. 
In non-AAS BS the performance demodulation branches are the same as the antenna connector so the language used to describe the branches and the antenna connector s does not need to be so precise, for AAS BS the same requirements are applied but care needs to be taken to ensure the definitions suit the more complex AAS BS architecture. 
The performance demodulation branches in the current non-AAS specifications are referred to differently in UTRA and E‑-UTRA:.
· UTRA requirements are referred to by applying to the BS either with Rx diversity or without Rx diversity; in addition there are requirements which apply for UL MIMO. In these cases the requirements apply to either a single receive antenna connector (without diversity) or 2 receiver antenna connectors (with diversity or for UL MIMO).
· E-UTRA requirements are referred to systems with 2, 4 or 8 Rx antennas.
In AAS BS a number of receiver TAB connectors may perform the function of a single receive demodulation branch. The performance requirements are applied between receiver demodulation branches and hence in AAS BS is done between receive TAB connectors which represent the receive demodulation branches. 
The core requirements are applied at the demodulation branches where:
· For UTRA the requirements for each Demodulation receive diversity branch or MIMO branch  in 25.104 [6xx] applies to demodulation branches.
· For E-UTRA the requirements for each Performance RX Antenna in 36.1045 [7xx] applies to demodulation branches.
For compliance the vendor shall declare the TAB connectors which represent the demodulation branches for the purposes of testing.

[bookmark: _Toc372183858][bookmark: _Toc457575904]
Annex A:
Simulation results
The simulation results for ACLR and in-band blocking from different companies have been captured based on the simulation scenarios and assumptions described in Section 5.
[bookmark: _Toc457575905]A.1	Results of cell splitting applications
[bookmark: _Toc457575906]A.1.1	Case 1a-1: AAS (horizontal cell splitting) interferes legacy system for cell splitting





[bookmark: _Toc457575907]A.1.2	Case 1a-2: AAS (vertical cell splitting) interferes legacy system for cell splitting


[image: ][image: ]


[bookmark: _Toc457575908]A.1.3	Case 1b-1: AAS (horizontal cell splitting) interferes AAS (horizontal cell splitting) for cell splitting






[bookmark: _Toc457575909]A.1.4	Case 1b-2: AAS (vertical cell splitting) interferes AAS (vertical cell splitting) for cell splitting





[bookmark: _Toc457575910]A.1.5	Case 1c: legacy system interferes legacy system for cell splitting


[bookmark: _Toc457575911]A.1.6	Case 2a and 2b: AAS receiver blocking simulation results for cell splitting
	ZTE (R4-140032)
	PC1
	PC2

	
	Mechanical downtilt
	Electrical downtilt
	Mechanical downtilt
	Electrical downtilt

	case 2a
	n/a
	-44.36
	n/a
	-48.24

	case 2b
	n/a
	-45.91
	n/a
	-55.68

	
	
	
	
	

	Huawei (R4-133716)
	PC1
	PC2

	
	Mechanical downtilt
	Electrical downtilt
	Mechanical downtilt
	Electrical downtilt

	Case 2a
	-45.9
	-46.49
	-56.38
	-53.52

	Case 2b
	-49.08
	-46.6
	-55.89
	-59.15

	
	
	
	
	

	NSN (R4-134061)
	PC1
	PC2

	
	Mechanical downtilt
	Electrical downtilt
	Mechanical downtilt
	Electrical downtilt

	Case 2a
	n/a
	-48.14
	n/a
	-57.56

	Case 2b
	n/a
	-47.41
	n/a
	-57.58

	
	
	
	
	

	NEC (R4-135515)
	PC set 1
	PC set 2

	
	Mechanical downtilt
	Electrical downtilt
	Mechanical downtilt
	Electrical downtilt

	2a
	-47
	-46.92
	-58.7
	-54.43

	2b (Baseline)
	-47.45
	-47
	-60.76
	-57.33



[bookmark: _Toc457575912]A.2	Results of UE specific beamforming applications
[bookmark: _Toc457575913]A.2.1	Case 1a: AAS E-UTRA Macro system: UE specific beamforming- AAS E-UTRA Macro system: UE specific beamforming

[image: ][image: ]

[bookmark: _Toc457575914]A.2.2	 Case 1b: AAS E-UTRA Macro system: UE specific beamforming - Legacy E-UTRA Macro system

[image: ][image: ]
[bookmark: _Toc457575915]A.2.3	Case 1c: Legacy E-UTRA Macro system - AAS E-UTRA Macro system: UE specific beamforming
[image: ]  [image: ]
[bookmark: _Toc457575916]A.2.4	Case 1d (Baseline): Legacy E-UTRA Macro system - Legacy E-UTRA Macro system
	
	ACLR per element (dBc)

	
	30
	35
	40
	45
	50

	Cell average throughput loss (%)
	5.4787 
	3.7648 
	3.0779
	2.8370 
	2.7582 

	5% CDF throughput loss (%)
	18.0000
	11.6500 
	9.3100
	8.4600 
	8.3500
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Annex B:
Annex B: Radiated transmit power measurement error contribution descriptions 
[bookmark: _Toc457575918]B.1	Indoor Anechoic Chamber
B1-1 Positioning misalignment between the AAS BS and the reference antenna
This contribution originates from the misalignment of the manufacturer declared coordinate system reference point of the AAS BS and the phase centre of the reference antenna. The uncertainty makes the space propagation loss between the AAS BS and the receiving antenna at the DUT measurement stage different from the space propagation loss between the reference antenna and the receiving antenna at the calibration stage.
B1-2 Pointing misalignment between the AAS BS and the receiving antenna.
This contribution originates from the misalignment of the testing direction and the beam peak direction of the receiving antenna due to imperfect rotation operation. The pointing misalignment may happen in both azimuth and vertical directions and the effect of the misalignment depends highly on the beamwidth of the beam under test. The same level of misalignment results in a larger measurement error for a narrower beam.
B1-3 Quality of quiet zone
This contribution originates from a reflectivity level of an anechoic chamber. The reflectivity level is determined from the average standard deviation of the electric field in the quiet zone. By repeating a free space VSWR measurement in 15º-degree grid in elevation and azimuth, 264 standard deviation values in both polarizations are determined. From these values an average standard deviation of electric field in the quiet zone can be calculated from the equation:

 
Where:

	 is the number of angular intervals in elevation,

	 is the number of angular intervals in azimuth, and


	 is elevation of single measurement .


If an efficiency calibration with omni-directional calibration antenna is performed, the effect of reflectivity level decreases in Stage 2 and  may be divided by factor 2. This is due to correcting impact of data averaging in this type of calibration. Efficiency calibration done with sampling step ≤ 30°, can be considered to have at least four independent samples.  may be divided by factor 2 also in stage 1 for the same reason.
It’s likely that asymmetry of the field probe will have a very small impact on this measurement uncertainty contributor, however, an upper bound to probe symmetry should be considered.
B1-4 Polarization mismatch between the AAS BS/reference antenna and the receiving antenna
This contribution originates from the misaligned polarization between the AAS BS/reference antenna and the receiving antenna. 
B1-5 Mutual coupling between the AAS BS/reference antenna and the receiving antenna
This contribution originates from mutual coupling between the AAS BS/reference antenna and the receiving antenna. Mutual coupling degrades not just the antenna efficiency, i. e. the EIRP value, but it can alter the antenna’s radiation pattern as well.  For indoor anechoic chamber, usually the spacing between the AAS BS/reference antenna and the receiving antennas is large enough so that the level of mutual coupling might be negligible. 
B1-6 Phase curvature
This contribution originates from the finite Ffar -Ffield measurement distance, which causes phase curvature across the antenna of AAS BS/reference antenna.
B1-7 Uncertainty of the measurement equipment
This contribution originates from limited absolute level accuracy and non-linearity of the measurement equipment. The measurement equipment such as a Base Station BS Ssimulator (BSS), spectrum analyzer (SA), or power meter (PM) measures the received signal level in EIRP tests either as an absolute level or as a relative level. The uncertainty value will be indicated in the manufacturer’s data sheet in logs.
B1-8 Impedance mismatch in the receiving chain
This contribution originates from multiple reflections between the receiving antenna and the measurement equipment.  The multiple reflections can produce an overall reflection that depends not only upon the individual reflections of each part but their reflective interactions as well. The combination loss by the overall reflection can be higher or lower than individual loss by multiple reflections. The combination loss is called the mismatch error and leads to the measurement uncertainty.
B1-9 Random uncertainty
The random uncertainty characterizes the undefined and miscellaneous effects which cannot be forecasted. One can estimate this type of uncertainty with a repeatability test by making a series of repeated measurement with a reference DUT without changing anything in the measurement set-up. 
B1-10 Impedance mismatch between the receiving antenna and the network analyzer 
This contribution originates from multiple reflections between the receiving antenna and the network analyzer. After appropriate calibration, the network analyzer may not introduce impedance mismatch error, but the error still happens between the receiving antenna feed cable and the receiving antenna.
B1-11 Positioning and pointing misalignment between the reference antenna and the receiving antenna
This contribution originates from reference antenna alignment and pointing error.  In this measurement if the maximum gain directions of the reference antenna and the receiving antenna are aligned to each other, this contribution can be considered negligible and therefore set to zero.
B1-12 Impedance mismatch between the reference antenna and the network analyzer
This contribution originates from multiple reflections between the reference antenna and the network analyzer. After appropriate calibration, the network analyzer may not introduce impedance mismatch error, but the error still happens between the reference antenna feed cable and the reference antenna.  
B1-13 Uncertainty of the network analyzer
This contribution originates from all uncertainties involved in the S21 measurement (including drift and frequency flatness) with a network analyzer. The uncertainty value will be indicated in the manufacturer’s data sheet in logs.  . 
B1-14 Influence of the reference antenna feed cable
In the calibration stage, the influence of the calibration antenna feed cable shall be assessed by measurements. A measurement for calibration may be repeated with a reasonably differing routing of the feed cable. Largest difference among the results is entered to the uncertainty budget with a rectangular distribution. 
B1-15 Reference antenna feed cable loss measurement uncertainty
Before performing the calibration, the reference antenna feed cable loss have to be measured. The measurement can be done with a network analyzer to measure its S21 and uncertainty is introduced. 
B1-16 Influence of the receiving antenna feed cable
If the probe antenna is directional (i.e. peak gain >+5dBi, e.g. horn, LPDA, etc.) and the same probe antenna cable configuration is used for both stages, the uncertainty is considered systematic and constant  0.00dB value.
In other cases a technical study should be done.
B1-17 Uncertainty of the absolute gain of the reference antenna
This contribution originates from the gain/efficiency uncertainty of calibration antenna that is employed in Stage 2 only. This uncertainty value will be indicated in the manufacturer’s data in logs with a rectangular distribution, unless otherwise informed.
B1-18 Uncertainty of the absolute gain of the receiving antenna
The uncertainty appears in both stages and it is thus considered systematic and constant  0.00dB value.  
[bookmark: _Toc457575919]B.2	Compact Antenna Test Range
B2-1 Misalignment DUT/calibration antenna & pointing error
This contribution denotes uncertainty in DUT/calibration antenna alignment and DUT/calibration antenna pointing error.  In this measurement the DUT/calibration antenna is aligned to maximum, also allowing for a zero contribution for polarization mismatch uncertainty.  By adjusting for maximums to align, this contribution can be considered negligible and therefore set to 0dB.
B2-2 Measurement Receiver: uncertainty of the absolute level
The receiving device used to measure the received signal level in the EIRP tests either as an absolute level or as a relative level.  These receiving devices to name a few are spectrum analyzers, network analyzers or power meter.  These devices will have an uncertainty contribution of their own; this value declared by the test gear vendor should be recorded as this uncertainty contribution.  If a power meter is used then both measurement uncertainty and out of band noise is considered as part of the contribution.
B2-3 Standing wave between DUT and test range antenna
This value is extracting the uncertainty value and standard deviation of gain ripple coming from standing waves between DUT and test range antenna.  This value can be captured by moving the DUT towards the test range antenna as the standing waves go in and out of phase causing a ripple in measured gain.
B2-4 RF leakage & dynamic range
This contribute denotes noise leaking in to connectors and cables between test range antenna and receiving equipment.  
B2-5	 QZ ripple DUT:
This is the quiet zone (QZ) ripple experienced by the DUT during the measurement phase.  The purpose of this component is to capture the contributions that the reflections from the walls, roof and floor that will add to the EIRP measurement.  The sum of all these reflections from the walls, range reflector (if applicable), roof and floor will give the overall value for the QZ ripple.  In other words, the uncertainty component from the wall will not be separated from the roof or the floor.  The purpose of this uncertainty component is to capture the overall reflections from the chamber walls experienced by the DUT.
B2-6 Uncertainty of network analyser
	a) drift (temp, oscillators, filters, etc.) start- to- end time of  measurements
This uncertainty includes the all the uncertainties involved in the S21 measurement (including drift and frequency flatness) with a network analyzer, and will be calculated from the manufacturer’s data in logs. This uncertainty also includes analyzer uncertainty for multi-polarization (2 or more ports) measured simultaneously.  
B2-7 Mismatch of receiver chain (i.e. between receiving antenna and measurement receiver)
This uncertainty is the residual uncertainty contribution coming from multiple reflections between the receiving antenna and the test receiver equipment.  This value can be captured through measurement by measuring the S11 towards the receive antenna and also towards the test receiver.  The mismatch between the antenna reflection and the receiver reflection can also be calculated.  If the same cable is used for calibration stage, this can be considered systematic and negligible. 
B2-8 Insertion loss of receiver chain
This uncertainty is the residual uncertainty contribution coming from introducing an antenna at the end of the cable.  If this cable does not change/move between the calibration and the measurement stage, the uncertainty is assumed to be systematic and negligible during the measurement stage.  Alternatively, the insertion loss can also be calculated by taking the measurement of the cable where port 2 is the end of the cable connected to the DUT or calibration antenna.
IL = -20log10|S21| [dB]
B2-9 Influence of the calibration antenna feed cable
	a)	Flexing cables, adapters, attenuators, [extra pathloss cable ] & connector repeatability
During the calibration phase this cable is used to feed the calibration antenna and any influence it may have upon the measurements is captured.  This is assessed by repeated measurements while flexing the cables and rotary joints.  The largest difference between the results is recorded as the uncertainty.  
B2-10 Uncertainty of the absolute gain of the calibration antenna
This uncertainty consists of the uncertainty of the gain value associated with the gain value denoted from the antenna calibration
B2-11 Misalignment positioning system
This contribution originates from uncertainty in sliding position and turn table angle accuracy.  If the calibration antenna is aligned to maximum this contribution can be considered negligible and therefore set to zero.
B2-12 Rotary Joints
If applicable the contribution of this uncertainty the accuracy in changing from azimuth to vertical measurements. 
B2-14 Miscellaneous Uncertainty
The term 'miscellaneous uncertainty' is used to define all the unknown, unquantifiable, etc. uncertainties associated with EIRP measurements. This term should include truly random effects as well as systematic uncertainties, such as that arising from dissimilarity between the patterns of the reference antenna (SGH) and the DUT
B2-15 Switching Uncertainty
The purpose of the switching unit is to switch electromechanically different RF path to different measurement instruments of different measurement modes. The electromechanical switching clearly reduces the errors arising from manual switching work. Switching is also used to measure the path loss values of each polarization component.  Even though the electromechanical switching is preferable during path loss and antenna performance measurements, some minor uncertainties can occur when the switch states are programmed to change their polarity.
B.3	1D Compact Range

[bookmark: _Toc457575920]B.4	Near Field Test Range
B.4-.1	Axes Intersection
This is a mechanical uncertainty term and aim to find the uncertainty related with the lateral displacement between the horizontal and vertical axes of the DUT positioner. This can result in sampling the field on a non-ideal sphere. This uncertainty is assumed to have a uniform distribution.
B.4-.2	Axes Orthogonality
The difference from 90° of the angle between the horizontal and vertical axes also results in sampling the field on a non-ideal sphere. This uncertainty is assumed to have a uniform distribution.
B.4-.3	Horizontal Pointing
The horizontal mispointing of the horizontal axis to the probe reference point for Theta=0° also results in sampling the field on a non-ideal sphere. This uncertainty is assumed to have a uniform distribution.
B.4-.4	Probe Vertical position
The vertical displacement of the probe reference point from the horizontal axis results in sampling the field on a non-ideal sphere. This uncertainty is assumed to have a uniform distribution.
B.4-.5	Probe Horizontal/Vertical pointing
The horizontal or vertical mispointing of the probe z-axis from the intersection point of the horizontal/vertical axis. This uncertainty is assumed to have a uniform distribution. 
B.4-.6	Measurement distance
This is the knowledge of the distance between the intersection point of the horizontal and vertical axis and probe reference point. This uncertainty is assumed to have a uniform distribution.
B.4-.7	Amplitude and phase drift
The system drift due to temperature variations causes the signal at DUT location to drift in amplitude and phase. This uncertainty is assumed to have a uniform distribution.
B.4-.8	Amplitude and phase noise
This uncertainty is due to the noise level of the test range so that the S/N ratio should be determined or measured at the DUT location. The noise level is usually measured with a Spectrum Analyzer. This uncertainty is assumed to have a uniform distribution.
B.4-.9	Leakage and Crosstalk
This uncertainty can be addressed by measurements on the actual system setup. The leakage and crosstalk cannot be separated from the random amplitude and phase errors so that the relative importance should be determined. This uncertainty is assumed to have a normal distribution.
B.4-.10	Amplitude non-Linearity
This uncertainty is the linearity of the receiver used for the measurement. It can be taken from the data sheet of the receiver.
B.4-.11	Amplitude and phase shift in rotary joint
This uncertainty is due to the variation of the rotary joint. It can be measured and is assumed to have a uniform distribution.
B.4.-12	Channel balance amplitude and phase
This uncertainty is relevant for systems which are using dual polarized probes and polarization switches. The amplitude and phase difference between two signal channels of the receiver includes the difference between the probe ports, difference between the channels of the polarization switch, connecting cables and reflection coefficients. This uncertainty is assumed to have a uniform distribution.
B.4-.13	Probe polarization amplitude and phase
The amplitude and phase of the probe polarization coefficients should be measured. This uncertainty is assumed to have a uniform distribution.
B.4-.14	Probe pattern knowledge
The probe(/s) pattern(/s) is assumed to be known so that the DUT measurement in near field can be corrected when performing the near field to far field transform. There is no direct dependence between the DUT pattern and the probe pattern in near field measurements. This uncertainty is assumed to have a uniform distribution.
B.4-.15	Multiple reflections
The multiple reflections occur when a portion of the transmitted signal is reflected form the receiving antenna back to the transmitting antenna and re-reflected by the transmitting antenna back to the receiving antenna. This uncertainty can be determined by multiple measurements of the DUT when at different distance from the probes. This uncertainty is assumed to have a uniform distribution.
B.4.-16	Room scattering
As for the multiple reflections, a portion of the transmitted signal is reflected by either the absorbers or other structures in the measurement anechoic chamber before being received by the receiving antenna. This effect can be isolated from the multiple reflections by testing the DUT in different positions, separated by λ/4 with respect to the anechoic chamber and comparing these measurements with the reference. This uncertainty is assumed to have a uniform distribution.
B.4-.17	DUT support scattering
This is the uncertainty due to the DUT supporting structure on the signal level. This uncertainty is assumed to have a uniform distribution.
B.4-.18	Scan area truncation
This uncertainty does affect the near field measurement. It can be addressed by comparing the measurement result when scanning the full area. This uncertainty is assumed to have a uniform distribution.
B.4.19	Sampling point offset
This uncertainty has an influence in near field and far field. It is assumed to have a uniform distribution.
B.4.20	Spherical Mode truncation
The measured near field is expanded using a finite set of spherical modes. The number of modes is linked to number of samples. The filtering effect generated by the finite number of modes can improve measurement results by removing signals from outside the physical area of the DUT. Care must be taken in order to make sure the removed signals are not from the DUT itself. This uncertainty is usually negligible.
B.4-.21	Positioning
The relative position of the probe array is not ideal. This uncertainty is assumed to have a uniform distribution.
B.4-.22	Probe array uniformity
This is the uncertainty due to the fact that different probes are used for each physical position. Different probes have different radiation patterns. Generally, the probe array is calibrated so that the uniformity of the probes is achieved. 
B.4-.23	Mismatch of receiver chain
If the same chain configuration (including the measurement receiver; the probe antenna and other elements) is used in both stages, the uncertainty is considered systematic and constant  0.00dB value.
If it is not the case, this uncertainty contribution has to be taken into account and should be measured or determined by the method described in [15]. This uncertainty is assumed to have a U-shaped distribution.
B.4-.24	Insertion loss of receiver chain
It is composed of the following:
· Insertion loss of the probe antenna cable
· Insertion loss of the probe antenna attenuator (if used)
· )
· Insertion loss of RF relays (if used)
If the same chain configuration is used for measurement and calibration, the uncertainty due to the above components is considered systematic and constant  0.00dB value. This uncertainty is assumed to have a uniform distribution.
B.4.-25	Uncertainty of the absolute gain of the probe antenna
This uncertainty appears in the both stages and it is thus considered systematic and constant 0.00dB value.
B.4-.26	Measurement Receiver
This uncertainty is composed of three uncertainties being:
· absolute power level
· stability
· stability over temperature
· linearity
The expanded uncertainty is the Root Square Sum (RSS) of the standard uncertainties for each uncertainty contributors. Each uncertainty can be taken from the instrument data sheet and is assumed to have a uniform distribution.
B.4-.27	Measurement Repeatability – Positioning Repeatability

This uncertainty is due to the repositioning of the DUT in the test setup. It can be addressed by repeating the corresponding measurement 5 times. Calculate the standard deviation of the metric obtained and use that as the measurement uncertainty. For tests that require multiple setups, the worst-case standard deviation shall be used. This uncertainty is assumed to have a uniform distribution.

B.4-.28	Uncertainty of Vector Network Analyzer
This uncertainty includes the all uncertainties involved in the S21 measurement with a vector network analyzer, and will be calculated from the manufacturer’s data sheet. This uncertainty is assumed to have a uniform distribution.
B.4-.29	Mismatch of receiver chain
If the same chain configuration (including the measurement receiver; the probe antenna and other elements) is used in both stages, the uncertainty is considered systematic and constant  0.00dB value.
If it is not the case, this uncertainty contribution has to be taken into account and should be measured or determined by the method described in [15]. This uncertainty is assumed to have a U-shaped distribution.
B.4-.30	Insertion loss of receiver chain
If the same chain configuration is used for measurement and calibration, the uncertainty due to the above components is considered systematic and constant  0.00dB value. This uncertainty is assumed to have a uniform distribution.
B.4-.31	Mismatch in the connection of the calibration antenna
This is the uncertainty from the mismatch in the connection between the system coax cable and the calibration antenna. It should be measured or determined by the method described in [15]. This uncertainty is assumed to have a U-shaped distribution.
B.4-.32	Influence of the calibration antenna feed cable
This uncertainty is due to the impact of the feeding cable on the radiation properties of the calibration antenna. In case of using either a standard horn or standard gain horn, the impact of the cable is to be considered negligible thus the uncertainty  0.00dB value. In case of using a dipole-like antenna, the uncertainty should be addressed by measuring this impact. This uncertainty is assumed to have a uniform distribution.
B.4-.33	Influence of the probe antenna cable
If the same chain configuration is used for measurement and calibration, the uncertainty due to the above components is considered systematic and constant  0.00dB value. This uncertainty is assumed to have a uniform distribution.
B.4-.34	Uncertainty of the absolute gain of the calibration antenna
The calibration antenna only appears in Stage 2. Therefore, the gain/efficiency uncertainty has to be taken into account. This uncertainty will be calculated from the manufacturer’s calibration certificate and is assumed to have a uniform distribution, unless otherwise informed (see clause 5.1.2 in [16]).
If the manufacturer’s calibration certificate does not give the information, the value has to be checked, see annex A-12 in [17].
B.4.-35 Short term repeatability
It can be addressed by performing a repeatability test of the calibration antenna. This uncertainty is assumed to have a uniform distribution.
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Annex C: OTA sensitivity measurement error contribution descriptions
[bookmark: _Toc457575922]C.1	Indoor Anechoic Chamber
C1-1 Positioning misalignment between the AAS BS and the reference antenna
This contribution originates from the misalignment of the manufacturer declared coordinate system reference point of the AAS BS and the phase centre of the reference antenna. The uncertainty makes the space propagation loss between the AAS BS and the transmitting antenna at the DUT measurement stage different from the space propagation loss between the reference antenna and the transmitting antenna at the calibration stage.
C1-2 Pointing misalignment between the AAS BS and the transmitting antenna.
This contribution originates from the misalignment of the testing direction and the beam peak direction of the transmitting antenna due to imperfect rotation operation. The pointing misalignment may happen in both azimuth and vertical directions and the effect of the misalignment depends highly on the beamwidth of the beam under test. The same level of misalignment results in a larger measurement error for a narrower beam.
C1-3 Quality of quiet zone
This contribution originates from a reflectivity level of an anechoic chamber. The reflectivity level is determined from the average standard deviation of the electric field in the quiet zone. By repeating a free space VSWR measurement in 15-degree grid in elevation and azimuth, 264 standard deviation values in both polarizations are determined. From these values an average standard deviation of electric field in the quiet zone can be calculated from the equation:

 
where:

	 is the number of angular intervals in elevation,

	 is the number of angular intervals in azimuth, and


	 is elevation of single measurement .


If an efficiency calibration with omni-directional calibration antenna is performed, the effect of reflectivity level decreases in Stage 2 and  may be divided by factor 2. This is due to correcting impact of data averaging in this type of calibration. Efficiency calibration done with sampling step ≤ 30°, can be considered to have at least four independent samples.  may be divided by factor 2 also in stage 1 for the same reason.
It’s likely that asymmetry of the field probe will have a very small impact on this measurement uncertainty contributor, however, an upper bound to probe symmetry should be considered.
C1-4 Polarization mismatch between the AAS BS/reference antenna and the transmitting antenna
This contribution originates from the misaligned polarization between the AAS BS/reference antenna and the transmitting antenna. 
C1-5 Mutual coupling between the AAS BS/reference antenna and the transmitting antenna
This contribution originates from mutual coupling between the AAS BS/reference antenna and the transmitting antenna. Mutual coupling degrades not just the antenna efficiency, but it can alter the antenna’s radiation pattern as well.  For indoor anechoic chamber, usually the spacing between the transmitting antenna and the AAS BS/reference antenna is large enough so that the level of mutual coupling might be negligible. 
C1-6 Phase curvature
This contribution originates from the finite far-field measurement distance, which causes phase curvature across the antenna of the AAS BS/reference antenna.
C1-7 Uncertainty of the RF signal generator
The use of this signal generator introduces an uncertainty on the absolute output level. The uncertainty value will be indicated in the manufacturer’s data sheet in logs.
C1-8 Impedance mismatch in the transmitting chain
This contribution originates from multiple reflections between the transmitting antenna and the signal generator.  The multiple reflections can produce an overall reflection that depends not only upon the individual reflections of each part but their reflective interactions as well. The combination loss by the overall reflection can be higher or lower than individual loss by multiple reflections. The combination loss is called the mismatch error and leads to the measurement uncertainty.
C1-9 Random uncertainty
The random uncertainty characterizes the undefined and miscellaneous effects which cannot be forecasted. One can estimate this type of uncertainty with a repeatability test by making a series of repeated measurement with a reference DUT without changing anything in the measurement set-up.
C1-10 Impedance mismatch between the transmitting antenna and the network analyzer
This contribution originates from multiple reflections between the transmitting antenna and the network analyzer.  After appropriate calibration, the network analyzer may not introduce impedance mismatch error, but the error still happens between the transmitting antenna feed cable and the transmitting antenna. 
C1-11 Positioning and pointing misalignment between the reference antenna and the transmitting antenna
This contribution originates from reference antenna alignment and pointing error.  In this measurement if the maximum gain direction of the reference antenna and the transmitting antenna are aligned to each other, this contribution can be considered negligible and therefore set to zero.
C1-12 Impedance mismatch between the reference antenna and the network analyzer
This contribution originates from multiple reflections between the reference antenna and the network analyzer.  After appropriate calibration, the network analyzer may not introduce impedance mismatch error, but the error still happens between the transmitting antenna feed cable and the transmitting antenna.
C1-13 Uncertainty of the network analyzer
This uncertainty includes the all uncertainties involved in the S21 measurement with a network analyzer, and will be calculated from the manufacturer’s data in logs.
C1-14 Influence of the reference antenna feed cable
 In the calibration stage, the influence of the calibration antenna feed cable shall be assessed by measurements. A measurement for calibration may be repeated with a reasonably differing routing of the feed cable. Largest difference among the results is entered to the uncertainty budget with a rectangular distribution.
C1-15 Reference antenna feed cable loss measurement uncertainty
Before performing the calibration, the reference antenna feed cable loss have to be measured. The measurement can be done with a network analyzer to measure its S21 and uncertainty is introduced. 
C1-16 Influence of the transmitting antenna feed cable
If the probe antenna is directional (i.e. peak gain >+5dBi e.g. horn, LPDA, etc.) and the same probe antenna cable configuration is used for both stages, the uncertainty is considered systematic and constant  0.00dB value.
C1-17 Uncertainty of the absolute gain of the reference antenna
This contribution originates from the gain/efficiency uncertainty of calibration antenna that is employed in Stage 2 only. This uncertainty value will be indicated in the manufacturer’s data in logs with a rectangular distribution, unless otherwise informed.
C1-18 Uncertainty of the absolute gain of the transmitting antenna
The uncertainty appears in both stages and it is thus considered systematic and constant  0.00dB value.  
[bookmark: _Toc457575923]C.2	Compact Antenna Test Range
C2-1 Misalignment DUT/calibration antenna & pointing error
This contribution denotes uncertainty in DUT/calibration antenna alignment and DUT/calibration antenna pointing error.  In this measurement the DUT/calibration antenna is aligned to maximum, also allowing for a zero contribution for polarization mismatch uncertainty.  By adjusting for maximums to align, this contribution can be considered negligible and therefore set to 0dB. For antennas used as a calibration reference, the position of the phase centre varies with frequency, therefore the phase centre could be at any point within the tapered sections.
C2-2 Standing wave between DUT and test range antenna
This value is extracting the uncertainty value and standard deviation of gain ripple coming from standing waves between DUT and test range antenna.  This value can be captured by moving the DUT towards the test range antenna as the standing waves go in and out of phase causing a ripple in measured gain.
C2-3 RF leakage & dynamic range
This contribute denotes noise leaking in to connectors and cables between test range antenna and receiving equipment.  
C2-4 QZ ripple DUT:
This is the quiet zone ripple experienced by the DUT during the measurement phase.  The purpose of this component is to capture the contributions that the reflections from the walls, roof and floor that will add to the EIS measurement.  The sum of all these reflections from the walls, roof and floor will give the overall value for the QZ ripple.  In other words, the uncertainty component from the wall will not be separated from the roof or the floor.  The purpose of this uncertainty component is to capture the overall reflections from the chamber walls experienced by the DUT.
C2-5	Uncertainty of network analyser and / or signal generator
	a) Ddrift (temp, oscillators, filters, etc.) start to end time of  measurements
This uncertainty includes the all uncertainties involved in the S21 measurement (including drift and frequency flatness) with a network analyzer, and will be calculated from the manufacturer’s data in logs. This uncertainty also includes analyzer uncertainty for multi-polarization (2 or more ports) measured simultaneously.  
C2-6 Mismatch of transmit chain (i.e. between transmitting measurement antenna and DUT)
This uncertainty is the residual uncertainty contribution coming from multiple reflections between the transmitting antenna and the signal generation equipment.  This value can be captured through measurement by measuring the S11 towards the transmit antenna and also towards the test signal generator equipment.  The mismatch between the antenna reflection and the transmit reflection can also be calculated.
C2-7 Insertion loss of transmit chain
This uncertainty is the residual uncertainty contribution coming from introducing an antenna at the end of the cable.  If this cable does not change/move between the calibration and the DUT measurement stage, the uncertainty is assumed to be systematic.  Alternatively, the insertion loss can also be calculated by taking the measurement of the cable where port 2 is the end of the cable connected to the measurement antenna.
IL = -20log10|S21| [dB]
C2-8 RF leakage & dynamic range
This contribute denotes noise leaking in to connectors and cables between test range antenna and receiving equipment.  
C2-9 Influence of the calibration antenna feed cable
	a)	Flexing cables, adapters, attenuators & connector repeatability
During the calibration phase this cable is used to feed the calibration antenna and any influence it may have upon the measurements is captured.  This is assessed by repeated measurements while flexing the cables and rotary joints.  The largest difference between the results is recorded as the uncertainty.  
C2-10 Uncertainty of the absolute gain of the calibration antenna
This uncertainty consists of the uncertainty of the gain value associated with the gain value denoted from the antenna calibration.  
C2-11 Uncertainty due to antenna mounting apparatus or rotary joints
If applicable the contribution of this uncertainty the accuracy in changing from azimuth to vertical measurements. 
C2-12 Signal Generator Uncertainty
This uncertainty consists of the uncertainty of the signal generator used to illuminate the DUT when DUT is in receiving mode.
C2-13 Miscellaneous uncertainty
The term 'miscellaneous uncertainty' is used to define all the unknown, unquantifiable, etc. uncertainties associated with EIRP measurements. This term should include truly random effects as well as systematic uncertainties, such as that arising from dissimilarity between the patterns of the reference antenna (SGH) and the DUT.
C2-14 Rotary Joints
If applicable the contribution of this uncertainty is the accuracy in changing from azimuth to vertical measurements. 
C2-15 Misalignment positioning system
This contribution originates from uncertainty in sliding position and turn table angle accuracy.  If the calibration antenna is aligned to the maximum then this contribution can be considered negligible and therefore set to zero..
C2-16 Standing wave between DUT and test range antenna
This value is extracting the uncertainty value and standard deviation of gain ripple coming from standing waves between DUT and test range antenna.  This value can be captured by moving the DUT towards the test range antenna as the standing waves go in and out of phase causing a ripple in measured gain.
C2-17 Switching Uncertainty
The purpose of the switching unit is to switch electromechanically different RF path to different measurement instruments of different measurement modes. The electromechanical switching clearly reduces the errors arising from manual switching work. Switching is also used to measure the path loss values of each polarization component.  Even though the electromechanical switching is preferable during path loss and antenna performance measurements, some minor uncertainties can occur when the switch states are programmed to change their polarity.
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C.4	Near Field Test Range
C.4.-1 Axes Intersection
This is a mechanical uncertainty term and aim to find the uncertainty related with the lateral displacement between the horizontal and vertical axes of the DUT positioner. This can result in sampling the field on a non-ideal sphere. This uncertainty is assumed to have a uniform distribution.
C.4-.2 Axes Orthogonality
The difference from 90ºdeg of the angle between the horizontal and vertical axes also results in sampling the field on a non‑-ideal sphere. This uncertainty is assumed to have a uniform distribution.
C.4.-3 Horizontal Pointing
The horizontal mispointing of the horizontal axis to the probe reference point for Theta=0ºdeg also results in sampling the field on a non-ideal sphere. This uncertainty is assumed to have a uniform distribution.
C.4-.4 Probe Vertical position
The vertical displacement of the probe reference point from the horizontal axis results in sampling the field on a non‑-ideal sphere. This uncertainty is assumed to have a uniform distribution.
C.4-.5 Probe Horizontal/Vertical pointing
The horizontal or vertical mispointing of the probe z-axis from the intersection point of the horizontal/vertical axis. This uncertainty is assumed to have a uniform distribution. 
C.4-.6 Measurement distance
This is the knowledge of the distance between the intersection point of the horizontal and vertical axis and probe reference point. This uncertainty is assumed to have a uniform distribution.
C.4.-7 Amplitude and phase drift
The system drift due to temperature variations causes the signal at DUT location to drift in amplitude and phase. This uncertainty is assumed to have a uniform distribution.
C.4-.8 Amplitude and phase noise
This uncertainty is due to the noise level of the test range so that the S/N ratio should be determined or measured at the DUT location. The noise level is usually measured with a sSpectrum aAnalyzer. This uncertainty is assumed to have a uniform distribution.


C.4.-9 Leakage and Crosstalk
This uncertainty can be addressed by measurements on the actual system setup. The leakage and crosstalk cannot be separated from the random amplitude and phase errors so that the relative importance should be determined. This uncertainty is assumed to have a normal distribution.
C.4-.10 Amplitude non-lLinearity
This uncertainty is the linearity of the receiver used for the measurement. It can be taken from the data sheet of the receiver.
C.4.-11 Amplitude and phase shift in rotary joint
This uncertainty is due to the variation of the rotary joint. It can be measured and is assumed to have a uniform distribution.
C.4-.12 Channel balance amplitude and phase
This uncertainty is relevant for systems which are using dual polarized probes and polarization switches. The amplitude and phase difference between two signal channels of the receiver includes the difference between the probe ports, difference between the channels of the polarization switch, connecting cables and reflection coefficients. This uncertainty is assumed to have a uniform distribution.
C.4.-13 Probe polarization amplitude and phase
The amplitude and phase of the probe polarization coefficients should be measured. This uncertainty is assumed to have a uniform distribution.
C.4-.14 Probe pattern knowledge
The probe(/s) pattern(/s) is assumed to be known so that the DUT measurement in near field can be corrected when performing the near field to far field transform. There is no direct dependence between the DUT pattern and the probe pattern in near field measurements. This uncertainty is assumed to have a uniform distribution.
C.4-.15 Multiple reflections
The multiple reflections occur when a portion of the transmitted signal is reflected form the receiving antenna back to the transmitting antenna and re-reflected by the transmitting antenna back to the receiving antenna. This uncertainty can be determined by multiple measurements of the DUT when at different distance from the probes. This uncertainty is assumed to have a uniform distribution.
C.4-.16 Room scattering
As for the multiple reflections, a portion of the transmitted signal is reflected by either the absorbers or other structures in the measurement anechoic chamber before being received by the receiving antenna. This effect can be isolated from the multiple reflections by testing the DUT in different positions, separated by λ/4 with respect to the anechoic chamber and comparing these measurements with the reference. This uncertainty is assumed to have a uniform distribution.
C.4.-17 DUT support scattering
This is the uncertainty due to the DUT supporting structure on the signal level. This uncertainty is assumed to have a uniform distribution.
C.4.18 Scan area truncation
This uncertainty does affect the near field measurement. It can be addressed by comparing the measurement result when scanning the full area. This uncertainty is assumed to have a uniform distribution.
C.4.19 Sampling point offset
This uncertainty has an influence in near field and far field. It is assumed to have a uniform distribution.
C.4.20 Spherical Mode truncation
The measured near field is expanded using a finite set of spherical modes. The number of modes is linked to number of samples. The filtering effect generated by the finite number of modes can improve measurement results by removing signals from outside the physical area of the DUT. Care must be taken in order to make sure the removed signals are not from the DUT itself. This uncertainty is usually negligible.
C.4.-21 Positioning
The relative position of the probe array is not ideal. This uncertainty is assumed to have a uniform distribution.
C.4-.22 Probe array uniformity
This is the uncertainty due to the fact that different probes are used for each physical position. Different probes have different radiation patterns. This uncertainty is assumed to have a uniform distribution.
C.4.-23 Mismatch of transmitter chain
If the same chain configuration (including the vector signal generator; the probe antenna and other elements) is used in both stages, the uncertainty is considered systematic and constant  0.00dB value.
If it is not the case, this uncertainty contribution has to be taken into account and should be measured or determined by the method described in [15]. This uncertainty is assumed to have a U-shaped distribution.
C.4-.24 Insertion loss of transmitter chain
It is composed of the following:
· Insertion loss of the probe antenna cable
· Insertion loss of the probe antenna attenuator (if used)
· 
· Insertion loss of RF relays (if used)
If the same chain configuration is used for measurement and calibration, the uncertainty due to the above components is considered systematic and constant  0.00dB value. This uncertainty is assumed to have a uniform distribution.
C.4.-25 Uncertainty of the absolute gain of the probe antenna
This uncertainty appears in the both stages and it is thus considered systematic and constant 0.00dB value.
C.4-.26 Vector Signal Generator
This uncertainty is composed of three the following uncertainties being:
· absolute power level
· stability
· stability over temperature
· linearity
The expanded uncertainty is the Root Square Sum (RSS) of the standard uncertainties for each uncertainty contributors. Each uncertainty can be taken from the instrument data sheet and is assumed to have a uniform distribution.
C.4-.27 Measurement Repeatability – Positioning Repeatability

This uncertainty is due to the repositioning of the DUT in the test setup. It can be addressed by repeating the corresponding measurement 10 times. Calculate the standard deviation of the metric obtained and use that as the measurement uncertainty. For tests that require multiple setups, the worst-case standard deviation shall be used. This uncertainty is assumed to have a uniform distribution.

C.4.-28 Uncertainty of Vector Network Analyzer
This uncertainty includes the all uncertainties involved in the S21 measurement with a vector network analyzer, and will be calculated from the manufacturer’s data sheet. This uncertainty is assumed to have a uniform distribution.

C.4-.29 Mismatch of transmitter chain
If the same chain configuration (including the measurement receiver; the probe antenna and other elements) is used in both stages, the uncertainty is considered systematic and constant  0.00dB value.
If it is not the case, this uncertainty contribution has to be taken into account and should be measured or determined by the method described in [15]. This uncertainty is assumed to have a U-shaped distribution.
C.4.-30 Insertion loss of transmitter chain
If the same chain configuration is used for measurement and calibration, the uncertainty due to the above components is considered systematic and constant  0.00dB value. This uncertainty is assumed to have a uniform distribution.
C.4-.31 Mismatch in the connection of the calibration antenna
This is the uncertainty from the mismatch in the connection between the system coax cable and the calibration antenna. It should be measured or determined by the method described in [15]. This uncertainty is assumed to have a U-shaped distribution.
C.4.-32 Influence of the calibration antenna feed cable
This uncertainty is due to the impact of the feeding cable on the radiation properties of the calibration antenna. In case of using either a standard horn or standard gain horn, the impact of the cable is to be considered negligible thus the uncertainty  0.00dB value. In case of using a dipole-like antenna, the uncertainty should be addressed by measuring this impact. This uncertainty is assumed to have a uniform distribution.
C.4.-33 Influence of the probe antenna cable
If the same chain configuration is used for measurement and calibration, the uncertainty due to the above components is considered systematic and constant  0.00dB value. This uncertainty is assumed to have a uniform distribution.
C.4-.34 Uncertainty of the absolute gain of the calibration antenna
[bookmark: OLE_LINK20][bookmark: OLE_LINK21][bookmark: OLE_LINK22]The calibration antenna only appears in Stage 2. Therefore, the gain/efficiency uncertainty has to be taken into account. This uncertainty will be calculated from the manufacturer’s calibration certificate and is assumed to have a uniform distribution, unless otherwise informed (see clause 5.1.2 in [16]).
If the manufacturer’s calibration certificate do not give the information, the value has to be checked, see annex A-12 in [17].
C.4-.35 Short term repeatability
It can be addressed by performing a repeatability test of the calibration antenna. This uncertainty is assumed to have a uniform distribution.
[bookmark: _Toc457575925]
Annex D:
Annex D: Summary of EIRP accuracy contributions
The pProposals on EIRP accuracy from different companies have been captured in table Annex D.-1.
Table Annex D.-1:  Ssummary of EIRP accuracy from different companies
	Source
	Reference
	tx 
[dB]
	steer 
[dB]
	array [dB]
	EIRP accuracy [dB]

	CATT
	R4-145627
	2.00
	0.50
	1.20
	2.39

	NEC
	R4-145901
	2.00
	1.50
	1.50
	2.9

	Huawei
	R4-146176
	2.00
	0.50
	1.00
	2.29

	Ericsson
	R4-146289
	-
	-
	-
	2.25

	Nokia Networks
	R4-153498
	2.00
	1.50
	1.50
	2.9

	Vodafone
	R4-75AH-AAS-0087
	1.00
	0.50
	1.00
	1.50

	Telecom Italia
	R4-146708
	1.00
	0.50
	1.00
	1.50

	CMCC
	R4-75AH-AAS-0005
	1.00
	0.50
	1.00
	1.50

	Kathrein
	R4-152625
	1.00
	0.50
	1.00
	1.50

	SEI
	R4-158297
	2.00
	1.50
	1.50
	2.90

	Alcatel Lucent
	R4-156946
	2.00
	1.00
	1.00
	2.45



< End  of TP >
Case 1a-1:cell average
Correlation 0%
ZTE	30	35	40	45	50	4.3550237422254598	3.5016907708168601	3.1357656023957201	2.99044626122559	2.9369351283138796	NEC	30	35	40	45	50	5.4893999999999998	4.1379999999999999	3.4782000000000002	3.1688999999999998	3.0278	Huawei	30	35	40	45	50	4.2637197909999998	2.584605136	1.869670589	1.6083435210000001	1.52037614	Ericsson	30	35	40	45	50	4.9439000000000002	3.5695000000000001	2.8134999999999999	2.4449000000000001	2.2955999999999999	ACLR  per element(dBc)
Throughput Loss(%)
Case 1a-1:5% CDF
Correlation 0%
ZTE	30	35	40	45	50	16.88	12.23	10.549999999999999	9.69	9.3000000000000007	NEC	30	35	40	45	50	23.083600000000001	14.3611	10.2963	8.6998999999999995	7.8209999999999997	Huawei	30	35	40	45	50	10.70826185	6.8560813119999997	4.7537023380000001	4.0068873849999997	3.75858442	Ericsson	30	35	40	45	50	23.158300000000001	16.527999999999999	14.056900000000001	12.6798	11.232699999999999	ACLR  per element(dBc)
Throughput Loss(%)
Case 1a-1:cell average
Correlation 50%
ZTE	30	35	40	45	50	5.0570701092397297	3.7454453171950499	3.2360514682726502	3.0573557351213898	2.9980863103134001	NEC	30	35	40	45	50	5.8346	4.1546000000000003	3.4356	3.1301000000000001	2.9986999999999999	Huawei	30	35	40	45	50	3.616628065	1.3456584620000001	0.80858019299999995	0.61916035700000005	0.55672211699999996	Ericsson	30	35	40	45	50	6.2218999999999998	3.9754999999999998	2.927	2.4741	2.3035999999999999	ACLR  per element(dBc)
Throughput Loss(%)
Case 1a-1:5% CDF
Correlation 50%
ZTE	30	35	40	45	50	20.47	13.239999999999998	11.31	10.52	10.290000000000001	NEC	30	35	40	45	50	22.134899999999998	13.501200000000001	9.7723999999999993	8.2591999999999999	7.6894	Huawei	30	35	40	45	50	9.3829702830000006	6.2586133789999998	4.45214219	3.9275895099999998	3.7329526529999999	Ericsson	30	35	40	45	50	29.552800000000001	18.148399999999999	14.781000000000001	12.741099999999999	11.198600000000001	ACLR  per element(dBc)
Throughput Loss(%)
Case 1a-1:cell average
Correlation 100%
ZTE	30	35	40	45	50	5.4557655246513601	3.8921567991453201	3.2860037587123996	3.0764215188931203	3.00811490104708	NEC	30	35	40	45	50	5.8037000000000001	3.9977999999999998	3.2690000000000001	3.0133999999999999	2.9293999999999998	Huawei	30	35	40	45	50	2.8136369609999998	1.0122177880000001	0.68874643899999999	0.57928333899999995	0.543915759	Ericsson	30	35	40	45	50	5.2013999999999996	3.2877000000000001	2.5727000000000002	2.3308	2.2511000000000001	ACLR  per element(dBc)
Throughput Loss(%)
Case 1a-1:5% CDF
Correlation 100%
ZTE	30	35	40	45	50	21.29	14.38	12.049999999999999	11.110000000000001	10.85	NEC	30	35	40	45	50	17.0442	10.589	8.1876999999999995	7.4528999999999996	7.1938000000000004	Huawei	30	35	40	45	50	8.0014020749999997	5.4265838300000002	4.2207278160000001	3.8474157980000001	3.707947007	Ericsson	30	35	40	45	50	24.1035	15.484999999999999	13.018599999999999	11.3965	11.1005	ACLR  per element(dBc)
Throughput Loss(%)
Case 1a-2:cell average
Correlation 0%
ZTE(15/9)	30	35	40	45	50	3.9003497777238905	3.15344521448145	2.8714460445143701	2.7705534889675199	2.7357125388437797	NEC(15/9)	30	35	40	45	50	4.6337999999999999	3.6539000000000001	3.2429000000000001	3.0790999999999999	3.0184000000000002	Huawei(15/9)	30	35	40	45	50	5.2069770929999999	3.3121101839999998	2.469309784	2.1326516230000001	2.0095827289999999	Ericsson(20/9)	30	35	40	45	50	3.3582000000000001	2.6318000000000001	2.3182	2.1962999999999999	2.1543000000000001	ACLR  per element(dBc)
Throughput Loss(%)
Case 1a-2:5% CDF
Correlation 0%
ZTE(15/9)	30	35	40	45	50	16.48	12.61	11.31	10.82	10.72	NEC(15/9)	30	35	40	45	50	19.702400000000001	13.585100000000001	10.9351	9.923	9.4367999999999999	Huawei(15/9)	30	35	40	45	50	23.734203369999999	14.0220533	8.4324837640000005	6.9939111729999999	6.6964532019999998	Ericsson(20/9)	30	35	40	45	50	18.288900000000002	12.3371	10.0588	9.6862999999999992	9.6862999999999992	ACLR  per element(dBc)
Throughput Loss(%)
Case 1a-2:cell average
Correlation 100%
ZTE(15/9)	30	35	40	45	50	5.1179568775022801	3.6045084789168902	3.0182955146339299	2.8105300309125201	2.7394948274935103	NEC(15/9)	30	35	40	45	50	5.9324599999999998	4.1201999999999996	3.39141	3.1248	3.0325799999999998	Huawei(15/9)	30	35	40	45	50	7.651609434	4.4115285310000001	2.8878073259999999	2.2761627020000001	2.0561541980000002	Ericsson(20/9)	30	35	40	45	50	4.1989000000000001	2.9249999999999998	2.4060000000000001	2.2248999999999999	2.1648000000000001	ACLR  per element(dBc)
Throughput Loss(%)
Case 1a-2:5% CDF
Correlation 100%
ZTE(15/9)	30	35	40	45	50	19.170000000000002	12.839999999999998	10.42	9.56	9.26	NEC(15/9)	30	35	40	45	50	22.526399999999999	14.694599999999999	11.1882	9.8735099999999996	9.3935200000000005	Huawei(15/9)	30	35	40	45	50	30.24472162	16.1141474	10.13097299	7.645134766	6.8520293250000002	Ericsson(20/9)	30	35	40	45	50	23.994599999999998	15.4495	12.523300000000001	10.271699999999999	9.8699999999999992	ACLR  per element(dBc)
Throughput Loss(%)
Case 1b-1:cell average
Correlation 0%
ZTE	30	35	40	45	50	3.7098174537825401	2.90602309072555	2.5692716416911803	2.4393581030958198	2.3932455440686899	NEC	30	35	40	45	50	4.5335000000000001	3.2892999999999999	2.6896	2.4123999999999999	2.2875000000000001	Huawei	30	35	40	45	50	8.6193625869999995	5.7044386029999998	4.32862071	3.7863415790000001	3.5972539710000002	Ericsson	30	35	40	45	50	5.7408999999999999	4.2179000000000002	3.3757999999999999	2.9491999999999998	2.7722000000000002	ACLR  per element(dBc)
Throughput Loss(%)
Case 1b-1:5% CDF
Correlation 0%
ZTE	30	35	40	45	50	16.38	13.15	11.85	11.39	11.14	NEC	30	35	40	45	50	17.1553	11.4894	8.7792999999999992	7.6067999999999998	7.1111000000000004	Huawei	30	35	40	45	50	31.1759941	16.76624902	12.77096966	10.966951829999999	10.347797890000001	Ericsson	30	35	40	45	50	27.690899999999999	19.5566	15.921099999999999	14.921200000000001	13.9551	ACLR  per element(dBc)
Throughput Loss(%)
Case 1b-1:cell average
Correlation 50%
ZTE	30	35	40	45	50	4.1618055493054795	2.9934476540409203	2.5418522232838097	2.3838872120587999	2.3320186665940801	NEC	30	35	40	45	50	4.8023999999999996	3.2989000000000002	2.3704000000000001	2.3721000000000001	2.2507000000000001	Huawei	30	35	40	45	50	7.5979683790000001	5.1812941739999996	4.1087202940000003	3.7065945710000001	3.5706381930000002	Ericsson	30	35	40	45	50	7.2164999999999999	4.6980000000000004	3.5070999999999999	2.9834999999999998	2.7812000000000001	ACLR  per element(dBc)
Throughput Loss(%)
Case 1b-1:5% CDF
Correlation 50%
ZTE	30	35	40	45	50	19.84	13.29	11.17	10.42	10.199999999999999	NEC	30	35	40	45	50	18.764299999999999	11.489599999999999	8.5717999999999996	7.4981	7.0563000000000002	Huawei	30	35	40	45	50	27.007902250000001	16.022816150000001	12.143003930000001	10.64170829	10.27723834	Ericsson	30	35	40	45	50	32.854100000000003	21.1768	16.6706	14.679600000000001	14.144600000000001	ACLR  per element(dBc)
Throughput Loss(%)
Case 1b-1:cell average
Correlation 100%
ZTE	30	35	40	45	50	4.5473419820265999	3.1805108077133002	2.6464335810213999	2.4621244021979498	2.4014925721471498	NEC	30	35	40	45	50	4.4462999999999999	3.0175000000000001	2.4554	2.2602000000000002	2.1960000000000002	Huawei	30	35	40	45	50	6.2492707730000001	4.5563624349999996	3.8677104080000002	3.623425557	3.5436548239999999	Ericsson	30	35	40	45	50	6.1289999999999996	3.9283000000000001	3.0958999999999999	2.8106	2.7193000000000001	ACLR  per element(dBc)
Throughput Loss(%)
Case 1b-1:5% CDF
Correlation 100%
ZTE	30	35	40	45	50	22.35	15	11.97	10.89	10.530000000000001	NEC	30	35	40	45	50	17.0442	10.589	8.1876999999999995	7.4528999999999996	7.1938000000000004	Huawei	30	35	40	45	50	22.521090449999999	13.589725140000001	11.118905760000001	10.40764663	10.20594593	Ericsson	30	35	40	45	50	28.215199999999999	19.426600000000001	15.2118	13.9451	13.2918	ACLR  per element(dBc)
Throughput Loss(%)
Case 1b-2:cell average
Correlation 0%
ZTE	30	35	40	45	50	2.7293133321659702	2.2060067073756002	2.0052336908587201	1.9309554000875899	1.9048126896167998	NEC	30	35	40	45	50	2.294	1.7670999999999999	1.5474000000000001	1.4610000000000001	1.4292	Huawei	30	35	40	45	50	4.3995516739999996	2.8503003200000001	2.1385801760000001	1.837164778	1.719734511	Ericsson	30	35	40	45	50	3.8893	3.0674999999999999	2.6985999999999999	2.5558000000000001	2.5051999999999999	ACLR  per element(dBc)
Throughput Loss(%)
Case 1b-2:5% CDF
Correlation 0%
ZTE	30	35	40	45	50	13.780000000000001	10.18	9.16	8.51	8.3000000000000007	NEC	30	35	40	45	50	19.917100000000001	13.953200000000001	11.496600000000001	10.4611	9.8818000000000001	Huawei	30	35	40	45	50	44.251712050000002	29.562322689999998	23.071666700000002	18.048105379999999	16.298079609999998	Ericsson	30	35	40	45	50	21.3749	16.2879	14.604699999999999	13.192399999999999	13.192399999999999	ACLR  per element(dBc)
Throughput Loss(%)
Case 1b-2:cell average
Correlation 50%
ZTE	30	35	40	45	50	3.1625673530756702	2.3577522811157801	2.0423261494792797	1.9275750023190898	1.8880694387947901	NEC	30	35	40	45	50	2.6781999999999999	1.8936999999999999	1.5903	1.4728000000000001	1.4329000000000001	Huawei	30	35	40	45	50	5.5818006069999999	3.4024333040000001	2.350336516	1.9066817899999999	1.741774071	Ericsson	30	35	40	45	50	4.9596999999999998	3.4546999999999999	2.8239999999999998	2.5950000000000002	2.5175000000000001	ACLR  per element(dBc)
Throughput Loss(%)
Case 1b-2:5% CDF
Correlation 50%
ZTE	30	35	40	45	50	15.920000000000002	11.200000000000001	9.120000000000001	8.6300000000000008	8.3699999999999992	NEC	30	35	40	45	50	21.963999999999999	14.645200000000001	11.6012	10.464700000000001	9.8820999999999994	Huawei	30	35	40	45	50	50.629947229999999	33.710693470000002	24.512552830000001	18.19709069	16.558854310000001	Ericsson	30	35	40	45	50	27.5305	18.575900000000001	14.8339	13.7384	13.3064	ACLR  per element(dBc)
Throughput Loss(%)
Case 1b-2:cell average
Correlation 100%
ZTE	30	35	40	45	50	3.5380744133334301	2.5046278517465002	2.1001072747501501	1.9529871061869899	1.9026165339162002	NEC	30	35	40	45	50	2.9125000000000001	1.9767999999999999	1.6048	1.4752000000000001	1.4329000000000001	Huawei	30	35	40	45	50	6.4762930479999996	3.82807495	2.5193438110000002	1.966997938	1.7618651219999999	Ericsson	30	35	40	45	50	4.7858999999999998	3.3690000000000002	2.7854000000000001	2.5781999999999998	2.5118999999999998	ACLR  per element(dBc)
Throughput Loss(%)
Case 1b-2:5% CDF
Correlation 100%
ZTE	30	35	40	45	50	16.939999999999998	11.899999999999999	10.09	9.35	9.07	NEC	30	35	40	45	50	21.2943	14.093	11.274100000000001	10.065300000000001	9.6416000000000004	Huawei	30	35	40	45	50	51.95470332	34.83748507	23.839625399999999	18.492575129999999	16.70608507	Ericsson	30	35	40	45	50	26.7239	19.436699999999998	14.972200000000001	13.908099999999999	13.3055	ACLR  per element(dBc)
Throughput Loss(%)
Case 1c:cell average
ZTE	30	35	40	45	50	5.4786580210580107	3.7647787330918696	3.0778706277301797	2.83695361031827	2.7581988274120599	NEC	30	35	40	45	50	5.5776500000000002	3.8016700000000001	3.0918700000000001	2.84429	2.7630499999999998	Huawei	30	35	40	45	50	6.8227259409999998	4.6785826540000004	3.794643792	3.481837675	3.3790211170000002	ACLR  per element(dBc)
Throughput Loss(%)
Case 1c:5% CDF
ZTE	30	35	40	45	50	18	11.65	9.31	8.4599999999999991	8.35	NEC	30	35	40	45	50	15.424899999999999	9.3940800000000007	7.2583000000000002	6.4645000000000001	6.1897500000000001	Huawei	30	35	40	45	50	18.643420639999999	12.444642869999999	10.117103630000001	9.3928400679999999	9.1349083190000009	ACLR  per element(dBc)
Throughput Loss(%)
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