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1. Overall Description:

RAN4 would like to kindly inform RAN2 that the following agreement was reached in RAN4 #80 for OTDOA positioning of enhanced RSTD measurements report mapping:
The UE can report a reference quantity based on Rel-9 RSTD measurement report mapping (Table 9.1.10.3-1 in TS 36.133) and a new relative quantity 
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 defined in a new table (TS36.133 Table 9.1.10.4-1), 
· When a Reported Value between “RSTD_2260” to “RSTD_10451” in Table 9.1.10.3-1 of TS 36.133 is reported, only partial of Table 9.1.10.4-1, i.e. Reported Relative Quantity Value “RSTD_delta_0” and “RSTD_delta_1”, can be reported in Table 9.1.10.4-1 below

· The difference between the measured RSTD quantity and the lower bound of the corresponding range from Table 9.1.10.3-1 is between 
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+0.5 when a Reported Value between “RSTD_2260” to “RSTD_10451” is reported.
· When a Reported Value between RSTD_0000 and RSTD_2259 or between  RSTD_10452 and  RSTD_12711 in Table 9.1.10.3-1 of TS 36.133 is reported, only partial of Table 9.1.10.4-1, i.e. Reported Relative Quantity Value “RSTD_delta_0”,“RSTD_delta_2”, “RSTD_delta_3”,“RSTD_delta_4”, “RSTD_delta_5” can be reported in Table 9.1.10.4-1 below

· The difference between the measured RSTD quantity and the lower bound of the corresponding range from Table 9.1.10.3-1 is between 
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+1 when a Reported Value between RSTD_0000 and RSTD_2259 or between RSTD_10452 and  RSTD_12711
Table 9.1.10.4-1: Relative quantity mapping for higher-resolution RSTD measurement reporting
	Reported Relative Quantity Value
	Measured Relative Quantity Value, 
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	Unit

	RSTD_delta_0
	0
	Ts

	RSTD_delta_1
	0.5
	Ts

	RSTD_delta_2
	1.0
	Ts

	RSTD_delta_3
	2.0
	Ts

	RSTD_delta_4
	3.0
	Ts

	RSTD_delta_5
	4.0
	Ts


Per RSTD measurement, UE can determine if or not Table 9.1.10.4-1 is used. 

2. Actions:

To RAN2
ACTION: RAN4 respectfully asks RAN2 to take the above information into account in their work on indoor positioning WI. 
3. Date of Next TSG-RAN4 Meetings:

RAN4 #80bis
10 - 14 Oct. 2016
Ljubljana, Slovenia

RAN #81
14 - 18 Nov. 2016
Reno, U.S.A
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