3GPP TSG-RAN WG4 Meeting #80
                                            R4-165094
Ghothenburg, Sweden, 22 – 26 Aug, 2016

Source: 
Huawei, Hisilicon
Title: 
TP for TR 36.714-05-01: CA_5DL_28A-41C-42C_BCS0 clause
Agenda Item:
8.5.2
Document for:
Approval
Background
CA_5DL_28A-41C-42C_BCS0 was proposed in the revised 5DL/1UL basket CA [1] in RAN#72. This contribution provides the operating bands, channel bandwidth, co-existence study and UE RF requirements for CA_28A-41C-42C.
It is proposed the 4DL CA CA_28A-41A-42C and CA_28A-41C-42A requirements being reused for 5DL CA CA_28A-41C-42C.

Table 1: ΔTIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_28A-41C-42C
	28
	0.5

	
	41
	0.31

	
	42
	0.81

	NOTE 1:
Only applicable for UE supporting inter-band carrier aggregation with uplink in one E-UTRA band and without simultaneous Rx/Tx on Band 41 and Band 42.


Table 2: ΔRIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_28A-41C-42C
	28
	0.2

	
	41
	0.41

	
	42
	0.51

	NOTE 1:
Only applicable for UE supporting inter-band carrier aggregation with uplink in one E-UTRA band and without simultaneous Rx/Tx on Band 41 and Band 42.


The MSD requirements are also proposed to be reused.
Table 3: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA (exceptions)

	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_28A-41C-42C1, 2
	28
	
	
	-98.3
	-95.3
	
	
	FDD

	
	41
	
	
	
	-94.6
	-92.8
	-91.6
	

	
	42
	
	
	
	-85.4
	-85.1
	-84.9
	TDD

	NOTE 1:
These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of a low band for which the 5th transmitter harmonic is within the downlink transmission bandwidth of a high band.
NOTE 2:
The requirements should be verified for UL EARFCN of a low band (superscript LB) such that 
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Table 4: Uplink configuration for the low band (exceptions)

	E-UTRA Band / Channel bandwidth of the high band / NRB / Duplex mode

	EUTRA CA Configuration
	UL band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex mode

	CA_28A-41C-42C
	28
	
	
	
	10
	15
	20
	FDD


According to the above analysis, it’s proposed the TP included in this contribution is approved.
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Text Proposal

<Start of Text Proposal for TR 36.714-05-01>
6.x
CA_28A-41C-42C_BCS0
6.x.1
Operating bands for CA

Table 6.x.1-1: Inter-band CA operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_28-41-42
	28
	703 MHz
	–
	748 MHz
	758 MHz
	–
	803 MHz
	FDD

	
	41
	2496 MHz
	–
	2690 MHz
	2496 MHz
	–
	2690 MHz
	TDD

	
	42
	3400 MHz
	–
	3600 MHz
	3400 MHz
	–
	3600 MHz
	TDD


6.x.2
Channel bandwidths per operating band for CA
Table 6.x.2-1: E-UTRA CA configurations and bandwidth combination sets defined for CA_28A-41A-42C and CA_28A-41C-42A
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_28A-41C-42A
	28
	
	
	Yes
	Yes
	
	
	90
	0

	
	41
	See CA_41C Bandwidth Combination Set 0 in TS 36.101 Table 5.6A.1-1
	
	

	
	42
	See CA_42C Bandwidth Combination Set 1 in TS 36.101 Table 5.6A.1-1
	
	


6.x.3
Co-existence studies

The 3rd order IMD products caused in the BS by transmitting CA_28A-41C-42C are derived in the constituent 3DL and 2DL CA fall-back modes, which have been already analyzed and captured into 3GPP TR 36.852-12, TR 36.852-13 and TR 36.714-03-01.
6.x.4
∆TIB and ∆RIB values
It is proposed the Tib/Rib for 4DL CA_28A-41A-42C and CA_28A-41C-42A is reused by CA_28A-41C-42C.
Table 6.x.4-1: ΔTIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_28A-41C-42C
	28
	0.5

	
	41
	0.31

	
	42
	0.81

	NOTE 1:
Only applicable for UE supporting inter-band carrier aggregation with uplink in one E-UTRA band and without simultaneous Rx/Tx on Band 41 and Band 42.


Table 6.x.4-2: ΔRIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_28A-41C-42C
	28
	0.2

	
	41
	0.41

	
	42
	0.51

	NOTE 1:
Only applicable for UE supporting inter-band carrier aggregation with uplink in one E-UTRA band and without simultaneous Rx/Tx on Band 41 and Band 42.


6.x.5
REFSENS requirements
CA_28A-42A has 5th harmonic issue, the issue still exist for CA_28A-41C-42C. Therefore, the MSD for CA_28A-42A is proposed to be reused for CA_28A-41C-42C. The REFSENS exceptions are defined in Table 6.x.5-1 and Table 6.x.5-2.
	Table 6.x.5-1: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA (exceptions)

Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_28A-41C-42C1, 2
	28
	
	
	-98.3
	-95.3
	
	
	FDD

	
	41
	
	
	
	-94.6
	-92.8
	-91.6
	

	
	42
	
	
	
	-85.4
	-85.1
	-84.9
	TDD

	NOTE 1:
These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of a low band for which the 5th transmitter harmonic is within the downlink transmission bandwidth of a high band.
NOTE 2:
The requirements should be verified for UL EARFCN of a low band (superscript LB) such that 
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Table 6.x.5-2: Uplink configuration for the low band (exceptions)

	E-UTRA Band / Channel bandwidth of the high band / NRB / Duplex mode

	EUTRA CA Configuration
	UL band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex mode

	CA_28A-41C-42C
	28
	
	
	
	10
	15
	20
	FDD


<End of Text Proposal>
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