Page 4
Draft prETS 300 ???: Month YYYY


3GPP TSG-RAN WG4 Meeting #80
R4-165523
Göteborg, Sweden, 22 – 26 August, 2016
Agenda Item:
6.7.4.1.2
Source:
Ericsson
Title:
NPDCCH simulation results
Document for:
Discussion
1
Introduction
RAN4#79AH agreed with the simulation assumption on NPDCCH demodulation requirements for NB-IoT [1].
Table 1
Minimum performance for NPDCCH
	Simulation number
	BW 
	Deployment Mode
	Reference Channel
	Repetition number
	Propagation Condition
	Number of NRS ports
	Reference value

	
	
	
	
	
	
	
	Pm-dsg (%)
(Note 1)
	Target SNR (dB

	1
	180KHz
	In-band
	R.NB1.3
	Note 1
	[EPA5]
	2
	1
	[-6]

	2
	180KHz
	In-band
	R.NB1.4
	Note 1
	[ETU1]
	2
	1
	[-12]

	3
	180KHz
	Standalone/Guard-band
	R.NB1.3
	Note 1
	[EPA5]
	1
	1
	[-6]

	4
	180KHz
	Standalone/Guard-band
	R.NB1.4
	 Note 1
	[ETU1]
	1
	1
	[-12]

	Note 1: Choose one repetition level from {16,32,64,128,256,512} to satisfy 1% BLER at target SNR=-6dB for tests 1 and 3, and SNR=-12dB for tests 2 and 4. 

Note 2: Assumption of In-band configuration: CFI=3 and the number of LTE CRS ports is 4. Demodulation is assumed to be based only NRS.




Table 2
RMC table for NPDCCH
	Parameter
	Unit
	Value
	Value

	Reference channel
	
	R.NB1.3
	R.NB1.4

	Number of transmitter antennas
	
	1
	2

	Channel bandwidth
	kHz
	180
	180

	Aggregation level
	NCCE
	2
	2

	DCI Format
	
	N1
	N1

	Cell ID
	
	0
	0

	Payload (without CRC)
	Bits
	23
	23


This contribution provides the simulation results based on the simulation assumption, and proposes the number of repetitions for NPDCCH demodulation requirements. 
2
Simulation results
Figure 1 through Figure 4 show the NPDCCH simulation results for simulation numbers 1-4. For simulation numbers 1 and 3, we assume the target test point is about -6dB. Considering 1% pm-dsg, we therefore propose to set the numbers of repetitions to 64 and 128 for simulation numbers 1 and 3 respectively. For simulation numbers 2 and 3, on the other hand, the target test point is about -15dB. Therefore we propose to set the numbers of repetitions to 512 for both cases.

Proposal 1: Set the number of repetitions as follows:

	Simulation number
	Number of repetitions
	Notes

	1
	64
	EPA5, 2NRS, In-band

	2
	512
	ETU1, 2NRS, In-band

	3
	128
	EPA5, 1NRS, Standalone/Guard-band

	4
	512
	ETU1, 1NRS, Standalone/Guard-band
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Figure 1
NPDCCH simulation results for EPA5, 2NRS ports, and In-band deployment mode. 
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Figure 2
NPDCCH simulation results for ETU1, 2NRS ports, and In-band deployment mode.
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Figure 3
NPDCCH simulation results for EPA5, 1NRS ports, and Standalone/Guard-band deployment mode. 
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Figure 4
NPDCCH simulation results for ETU5, 1NRS ports, and Standalone/Guard-band deployment mode. 
3
Conclusion
Proposal 1: Set the number of repetitions as follows:

	Simulation number
	Number of repetitions
	Notes

	1
	64
	EPA5, 2NRS, In-band

	2
	512
	ETU1, 2NRS, In-band

	3
	128
	EPA5, 1NRS, Standalone/Guard-band

	4
	512
	ETU1, 1NRS, Standalone/Guard-band
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