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1. Introduction

This contribution provides a TP for TR 36.714-04-01 to include the REFSENS requirements for the 4DL CA combination 1A-3A-7A-42A as defined in RP-160614 [1].
2. Text Proposal
---Start of changes---

6.27.4
REFSENS requirements
REFSENS requirements for 1A-3A-7A-42A need to be included as defined below. Values derived from 3A-7A-42A with Band 1 added.

Additions in Table 7.3.1A-0a: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA (exceptions).

	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_1A-3A-7A-42A9,10
	1
	
	
	-97.7
	-96.7
	-94.9
	-93.7
	FDD

	
	34
	
	
	-94
	-91.5
	-90
	-89
	

	
	35
	
	
	-96.7
	-93.7
	-91.9
	-90.7
	

	
	
	
	
	[-99.5]20
	[-96.5]20
	[-94.7]20
	[-93.5]20
	

	
	7
	
	
	-97.7
	-94.7
	-92.9
	-91.7
	

	
	42
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_1A-3A-7A-42A11
	1
	
	
	-97.7
	-96.7
	-94.9
	-93.7
	FDD

	
	34
	
	
	-94
	-91.5
	-90
	-89
	

	
	35
	
	
	-96.8
	-93.8
	-92
	-90.8
	

	
	
	
	
	[-99.5]20
	[-96.5]20
	[-94.7]20
	[-93.5]20
	

	
	7
	
	
	-97.7
	-94.7
	-92.9
	-91.7
	

	
	42
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD


Additions in Table 7.3.1A-0b: Uplink configuration for the low band (exceptions)
	E-UTRA Band / Channel bandwidth of the high band / NRB / Duplex mode

	EUTRA CA Configuration
	UL band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex mode

	CA_1A-3A-7A-42A
	3
	
	
	12
	25
	36
	50
	FDD


Additions to Table 7.3.1A-0bE: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA 

	EUTRA CA Configuration
	EUTRA band
	Channel bandwidth
	Duplex mode
	Applicable active UL band

	
	
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	
	

	CA_1A-3A-7A-42A
	1
	
	
	-97.7
	-96.7
	-94.9
	-93.7
	FDD
	7

	
	3
	
	
	-96.7
	-93.7
	-91.9
	-90.7
	
	

	
	7
	
	
	-98
	-95
	-93.2
	-92
	
	

	
	
	
	
	[-100.7]11
	[-97.7]11
	[-95.9]11
	[-94.7]11
	
	

	
	42
	
	
	-95.6
	-93
	-91.5
	-90.4
	TDD
	

	
	1
	
	
	-97.7
	-96.7
	-94.9
	-93.7
	FDD
	42

	
	3
	
	
	[-96.6]
	[-93.6]
	[-91.8]
	[-90.6]
	
	

	
	7
	
	
	-96.2
	-93.2
	-91.5
	-90.3
	
	

	
	42
	
	
	-98.5
	-95.5
	-93.7
	-92.5
	TDD
	

	
	
	
	
	[-100.7]11
	[-97.7]11
	[-96.9]11
	[-94.7]11
	
	


Additions to Table 7.3.1A-0bF: Uplink configuration for reference sensitivity
	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	EUTRA CA Configuration
	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex Mode

	CA_1A-3A-7A-42A
	7
	
	
	25
	50
	75
	751
	FDD

	
	42
	
	
	25
	50
	75 
	100 
	TDD


---End of changes---
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