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< START OF CHANGE #1 >
8.13.2.1.1.1
E-UTRAN intra frequency measurements when no DRX is used 
When no DRX is in use the UE shall be able to identify and measure a new detectable FDD intra frequency cell according to requirements in Table 8.13.2.1.1.1-1 when SCH Ês/Iot >= -6 dB
Table 8.13.2.1.1.1-1: Requirement on cell identification delay and measurement delay for FDD intrafrequency cell

	Gap pattern ID
	Cell identification delay (Tidentify_intra_UE cat M1)
	Measurement delay (Tmeasure_intra_UE cat M1)

	0
	1.44 seconds
	480 ms

	1
	2.88 seconds
	960 ms


A cell shall be considered detectable when

-
RSRP related side conditions given in Sections 9.1.21.1 and 9.1.21.2 are fulfilled for a corresponding Band,

-
SCH_RP and SCH Ês/Iot according to Annex Table B.2.14-1 for a corresponding Band.
Identification of a cell shall include detection of the cell and additionally performing a single measurement with measurement period of Tmeasure_intra_UE cat M1. If higher layer filtering is used, an additional cell identification delay can be expected. 
In the RRC_CONNECTED state the measurement period for intra frequency measurements is according to Table 8.13.2.1.1.1-1. When measurement gaps are activated the UE shall be capable of performing measurements for at least 6 cells. If the UE has identified more than 6 cells, the UE shall perform measurements but the reporting rate of RSRP measurement of cells from UE physical layer to higher layers may be decreased.
The RSRP measurement accuracy for all measured cells shall be as specified in the sub-clauses 9.1.21.1 and 9.1.21.2. 
< END OF CHANGE #1 >
< START OF CHANGE #2 >
8.13.2.1.2.1 
E-UTRAN intra frequency measurements when no DRX is used

The requirements in this section are applicable for the UE which supports half duplex operation on one or more supported frequency bands [2]. 
The requirements defined in clause 8.13.2.1.1.1 also apply for this section provided the following conditions are met:

-
at least downlink subframe # 0 or downlink subframe # 5 per radio frame of an intra-frequency cell to be identified by the UE is available at the UE over Tidentify_intra_UE cat M1;

-
at least one downlink subframe per radio frame of measured cell is available at the UE for RSRP measurement  assuming measured cell is identified cell over Tmeasure_intra_UE cat M1.
-
SCH_RP and SCH Ês/Iot according to Annex Table B.2.14-2 for a corresponding Band

< END OF CHANGE #2 >
< START OF CHANGE #3 >
8.13.2.1.3.1 
E-UTRAN intra frequency measurements when no DRX is used

When no DRX is in use, the UE shall be able to identify and measure a new detectable TDD intra frequency cell according to requirements in Table 8.13.2.1.3.1-1 when SCH Ês/Iot >= -6 dB
Table 8.13.2.1.3.1-1: Requirement on cell identification delay and measurement delay for TDD intrafrequency cell

	Gap pattern ID
	Cell identification delay (Tidentify_intra_UE cat M1)
	Measurement delay (Tmeasure_intra_UE cat M1)

	0
	1.44 seconds
	480 ms

	1
	2.88 seconds
	960 ms


A cell shall be considered detectable when

-
RSRP related side conditions given in Sections 9.1.21.1 and 9.1.21.2 are fulfilled for a corresponding Band,

-
SCH_RP and SCH Ês/Iot according to Annex Table B.2.14-1 for a corresponding Band.
Identification of a cell shall include detection of the cell and additionally performing a single measurement with measurement period of Tmeasure_intra_UE cat M1. If higher layer filtering is used, an additional cell identification delay can be expected. 
In the RRC_CONNECTED state the measurement period for intra frequency measurements is according to Table 8.13.2.1.3.1-1. When measurement gaps are activated the UE shall be capable of performing measurements for at least 6 cells. If the UE has identified more than 6 cells, the UE shall perform measurements but the reporting rate of RSRP measurements of cells from UE physical layer to higher layers may be decreased.
The RSRP measurement accuracy for all measured cells shall be as specified in the sub-clauses 9.1.21.1 and 9.1.21.2.
< END OF CHANGE #3 >
< START OF CHANGE #4 >
8.13.3.1.1.1
E-UTRAN intra frequency measurements when no DRX is used 
When no DRX is in use the UE shall be able to identify and measure a new detectable FDD intra frequency cell according to requirements in Table 8.13.3.1.1.1-1  provided that additional conditions table 8.13.3.1.1.1-2 is met.
Table 8.13.3.1.1.1-1: Requirement on cell identification delay and measurement delay for FDD intrafrequency cell

	Gap pattern ID
	Cell identification delay (Tidentify_intra_UE cat M1)
	Measurement delay (Tmeasure_intra_UE cat M1)

	0
	320.8 s
	800 ms

	1
	321.6 s
	1600ms


Table 8.13.3.1.1.1-2: Conditions on SCH Ês/Iot for cell identification delay and measurement delay for FDD intrafrequency cell
	SCH Ês/Iot of already identified cell including serving cell: Q1
	Neighouring cell SCH Ês/Iot: Q2
	Cell identification delay (Tidentify_intra_UE cat M1)
	Measurement delay (Tmeasure_intra_UE cat M1)

	-15≤Q1<-6
	-15≤ Q2 < -6
	As defined in table 8.13.3.1.1.1-1
	As defined in table 8.13.3.1.1.1-1

	-15≤Q1<-6
	Q2(-6
	Requirements in 8.13.2 apply
	Requirements in 8.13.2 apply

	Q1( -6
	Q2(-6
	Requirements in 8.13.2 apply
	Requirements in 8.13.2 apply


A cell shall be considered detectable when

-
RSRP related side conditions given in Sections 9.1.21.3 and 9.1.21.4 are fulfilled for a corresponding Band,

-
SCH_RP and SCH Ês/Iot according to Annex Table B.2.14-3 for a corresponding Band.
Identification of a cell shall include detection of the cell and additionally performing a single measurement with measurement period of Tmeasure_intra_UE cat M1. If higher layer filtering is used, an additional cell identification delay can be expected. 
In the RRC_CONNECTED state the measurement period for intra frequency measurements is according to Table 8.13.3.1.1.1-1. When measurement gaps are activated the UE shall be capable of performing measurements for at least 6 cells. If the UE has identified more than 6 cells, the UE shall perform measurements but the reporting rate of RSRP measurements of cells from UE physical layer to higher layers may be decreased.
The RSRP measurement accuracy for all measured cells shall be as specified in the sub-clauses 9.1.21.3 and 9.1.21.4.
< END OF CHANGE #4 >
< START OF CHANGE #5 >
8.13.3.1.2.1 
E-UTRAN intra frequency measurements when no DRX is used

The requirements in this section are applicable for the UE which supports half duplex operation on one or more supported frequency bands [2]. 
The requirements defined in clause 8.13.3.1.1.1 also apply for this section provided the following conditions are met:

-
at least downlink subframe # 0 and downlink subframe # 5 per radio frame of an intra-frequency cell to be identified by the UE is available at the UE over Tidentify_intra_UE cat M1;

-
at least two consecutive downlink subframe per radio frame of measured cell is available at the UE for RSRP measurements  assuming measured cell is identified cell over Tmeasure_intra_UE cat M1.
-
SCH_RP and SCH Ês/Iot according to Annex Table B.2.14-4
< END OF CHANGE #5 >
< START OF CHANGE #6 >
8.13.3.1.3.1
E-UTRAN intra frequency measurements when no DRX is used
When no DRX is in use the UE shall be able to identify and measure a new detectable TDD intra frequency cell according to requirements in Table 8.13.3.1.3.1-1provided that additional conditions Table 8.13.3.1.3.1-2 is met.
Table 8.13.3.1.3.1-1: Requirement on cell identification delay and measurement delay for TDD intrafrequency cell

	Gap pattern ID
	Cell identification delay (Tidentify_intra_UE cat M1)
	Measurement delay (Tmeasure_intra_UE cat M1)

	0
	320.8 s
	800 ms

	1
	321.6 s 
	1600 ms


Table 8.13.3.1.3.1-2: Conditions on SCH Ês/Iot for cell identification delay and measurement delay for TDD intrafrequency cell
	SCH Ês/Iot of already identified cell including serving cell: Q1
	Neighbouring cell SCH Ês/Iot: Q2
	Cell identification delay (Tidentify_intra_UE cat M1)
	Measurement delay (Tmeasure_intra_UE cat M1)

	-15≤Q1<-6
	-15≤ Q2 < -6
	As defined in table 8.13.3.1.3.1-1
	As defined in table 8.13.3.1.3.1-1

	-15≤Q1<-6
	Q2(-6
	Requirements in 8.13.2 apply
	Requirements in 8.13.2 apply

	Q1( -6
	Q2(-6
	Requirements in 8.13.2 apply
	Requirements in 8.13.2 apply


A cell shall be considered detectable when

-
RSRP related side conditions given in Sections 9.1.21.3 and 9.1.21.4 are fulfilled for a corresponding Band,

-
SCH_RP and SCH Ês/Iot according to Annex Table B.2.14-3 for a corresponding Band.
Identification of a cell shall include detection of the cell and additionally performing a single measurement with measurement period of Tmeasure_intra_UE cat M1. If higher layer filtering is used, an additional cell identification delay can be expected. 
In the RRC_CONNECTED state the measurement period for intra frequency measurements is according to Table 8.13.3.1.3.1-1. When measurement gaps are activated the UE shall be capable of performing measurements for at least 6 cells. If the UE has identified more than 6 cells, the UE shall perform measurements but the reporting rate of RSRP measurements of cells from UE physical layer to higher layers may be decreased.
The RSRP measurement accuracy for all measured cells shall be as specified in the sub-clauses 9.1.21.3 and 9.1.21.4. 
< END OF CHANGE #6 >
< START OF CHANGE #7 >
8.13.3.1.4.1
Identification of a new CGI of E-UTRA cell with autonomous gaps

No explicit neighbour list is provided to the UE for identifying a new CGI of E-UTRA cell. The UE shall identify and report the CGI when requested by the network for the purpose ‘reportCGI’. The UE may make autonomous gaps in downlink reception and uplink transmission for receiving MIB and SIB1bis message according to clause 5.5.3.1 of TS 36.331 [2]. Note that a UE is not required to use autonomous gap if si-RequestForHO is set to false. If autonomous gaps are used for measurement with the purpose of ‘reportCGI’, regardless of whether DRX or eDRX_CONN is used or not, or whether SCell(s) are configured or not, the UE shall be able to identify a new CGI of E-UTRA cell within:
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Where

Tbasic_identify_CGI_Cat M1, intra = 190 ms. This is the time period used in the above equation where the maximum allowed time for the UE to identify a new CGI of an E-UTRA cell is defined, provided that the E-UTRA cell has been already identified by the UE.
A cell shall be considered identifiable following conditions are fulfilled:

-
RSRP related side conditions given in Clause 9.1 are fulfilled for a corresponding Band,

-
SCH_RP and SCH Ês/Iot according to Annex  Table B.2.14-3 for a corresponding Band
The MIB of an E-UTRA cell whose CGI is identified shall be considered decodable by the UE provided the PBCH demodulation requirements are met according to [TBD].

The requirement for identifying a new CGI of an E-UTRA cell within Tbasic_identify_CGI_Cat M1,.intra is applicable when no DRX is used as well as when any of DRX and eDRX_CONN cycles specified in TS 36.331 [2] is used.
Within the time, 
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, over which the UE identifies the new CGI of E-UTRA cell, the UE shall transmit at least the number of ACK/NACKs stated in Table 8.13.3.1.4.1-1on PCell provided that:

-
there is continuous DL data allocation,

-
no DRX and no eDRX_CONN cycle is used,

-
no measurement gaps are configured, 
-
only one code word is transmitted in each subframe,

-
no MBSFN subframes are configured in the PCell or each of activated SCell(s).
Table 8.13.3.1.4.1-1: Condition for requirement on minimum number of ACK/NACKs to transmit during Tbasic_identify_CGI_Cat M1, intra.

	Serving cell
	Target cell

	SNR [dB]
	Minimum ACK/NACK requirement
	MIB repetition level
	SIB1bis repetition level

	≥ -6
	TBD
	4
	TBD

	< -6
	N/A
	4
	TBD


< END OF CHANGE #7 >
< START OF CHANGE #8 >
8.13.3.1.6.1
Identification of a new CGI of E-UTRA cell with autonomous gaps

No explicit neighbour list is provided to the UE for identifying a new CGI of E-UTRA cell. The UE shall identify and report the CGI when requested by the network for the purpose ‘reportCGI’. The UE may make autonomous gaps in downlink reception and uplink transmission for receiving MIB and SIB1bis messages according to clause 5.5.3.1 of TS 36.331 [2]. Note that a UE is not required to use autonomous gap if si-RequestForHO is set to false. If autonomous gaps are used for measurement with the purpose of ‘reportCGI’, regardless of whether DRX or eDRX_CONN is used or not, or whether SCell(s) are configured or not, the UE shall be able to identify a new CGI of E-UTRA cell within:
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Where

Tbasic_identify_CGI_Cat M1, intra = 190 ms. This is the time period used in the above equation where the maximum allowed time for the UE to identify a new CGI of an E-UTRA cell is defined, provided that the E-UTRA cell has been already identified by the UE.

A cell shall be considered identifiable when the following conditions are fulfilled:

-
RSRP related side conditions given in Clause 9.1 are fulfilled for a corresponding Band,

-
SCH_RP and SCH Ês/Iot according to Annex Table B.2.14-3 for a corresponding Band
The MIB of an E-UTRA cell whose CGI is identified shall be considered decodable by the UE provided the PBCH demodulation requirements are met according to [TBD].

The requirement for identifying a new CGI of an E-UTRA cell within Tbasic_identify_CGI_Cat M1, intra is applicable when no DRX is used as well as when any of the DRX or eDRX_CONN cycles specified in TS 36.331 [2] is used.
Within the time, 
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, over which the UE identifies the new CGI of E-UTRA cell, the UE shall be able to transmit at least the number of ACK/NACKs as stated in Table 8.13.3.1.6.1-2 on PCell provided that:

-
there is continuous DL data allocation,

-
no DRX and no eDRX_CONN cycle is used,

-
no measurement gaps are configured, 
-
only one code word is transmitted in each subframe,

-
no MBSFN subframes are configured in the PCell or each of activated SCell(s).
- and condition in Table 8.13.3.1.6.1-1 are met.

Table 8.13.3.1.6.1-1: Condition for requirement on minimum number of ACK/NACKs to transmit during Tbasic_identify_CGI_Cat M1, intra.

	Serving cell
	Target cell

	SNR [dB]
	Minimum ACK/NACK requirement
	MIB repetition level
	SIB1bis repetition level

	≥ -6
	As stated in Table 8.13.3.1.6.1-2
	4
	TBD

	< -6
	N/A
	4
	TBD


Table 8.13.3.1.6.1-2: Requirement on minimum number of ACK/NACKs to transmit during Tbasic_identify_CGI_Cat M1, intra.

	UL/DL configuration
	Minimum number of transmitted ACK/NACKs

	0
	TBD

	1
	TBD

	2
	TBD

	3
	TBD

	4
	TBD

	5
	TBD

	6
	TBD


< END OF CHANGE #8 >
< START OF CHANGE #9 >
8.13.3.1.5.1
Identification of a new CGI of E-UTRA cell with autonomous gaps

All the CGI requirements with the exception of requirement on the number of ACK/NACK transmission on PCell defined in clause 8.13.3.1.4.1 also apply for this section.

For the UE supporting half duplex FDD operation there is no requirement in terms of number of ACK/NACK transmission on PCell. The SCH_RP and SCH Ês/Iot for the E-UTRA cell is defined in Annex Table B.2.14-4. 
< END OF CHANGE #9 >
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