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1 Introduction
This contribution will provide the TP on transmit off power requirement for TR 36.785 [1].
2 Discussion
Transmit OFF power is defined as the mean power when the transmitter is OFF. The transmitter is considered to be OFF when the UE is not allowed to transmit or during periods when the UE is not transmitting a sub-frame. During DTX and measurements gaps, the UE is not considered to be OFF.

For V2V UE, the requirement for a Rel-8 UE can be reused in principle. 

A corresponding text proposal is provided in the annex.

3 Reference
[1] 3GPP TR 36.785 v0.2.0, V2V Services based on LTE sidelink; User Equipment (UE) radio transmission and reception
Annex

------------------------------Start of Text Proposal------------------------------------------

6
V2V transmitter characteristics
6.x Transmit OFF power for V2X UE
Transmit OFF power is defined as the mean power when the transmitter is OFF. The transmitter is considered to be OFF when the UE is not allowed to transmit or during periods when the UE is not transmitting a sub-frame. During DTX and measurements gaps, the UE is not considered to be OFF.

When UE is configured for E-UTRA V2X sidelink transmissions non-concurrent with E-UTRA uplink transmissions for E-UTRA V2X operating bands, it is proposed that the existing requirements as specified for legacy UE shall apply. 
--------------------------------End of Text Proposal-----------------------------------------
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