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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

1
Scope

The present document is the Technical Report on TR on V2X Services based on LTE sidelink.
The purpose of the present document is to study the radio requirements and adjacent channel coexistence with high power up to 33dBm on V2X services based on LTE sidelink as part of the Rel-14 work item. The normative requirements resulting from the present document will be addressed in the applicable release 14 Technical Specifications (TS).
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
RP-161298: " New WI proposal: LTE-based V2X services ".
[3]
3GPP TR 36.885 V2.0.0: " Study on LTE-based V2X Services".
3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

3.2
Symbols
Void.
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

D2D
Device to Device
D2DSS
D2D Synchronization Signal

PD2DSCH
Physical D2D Synchronization Channel

PD2DSS
Primary D2D Synchronization Signal

ProSe
Proximity based Services

PS
Public Safety
PSBCH
Physical Sidelink Broadcast CHannel

PSCCH
Physical Sidelink Control CHannel

PSDCH
Physical Sidelink Discovery CHannel

PSS
Primary Synchronization Signal

PSSCH
Physical Sidelink Shared CHannel

PSSS
Primary Sidelink Synchronization Signal
SD2DSS
Secondary D2D Synchronization Signal
SSS
Secondary Synchronization Signal

SSSS
Secondary Sidelink Synchronization Signal 
V2V
Vehicle to Vehicle
V2X
Vehicle to Anything
4
Background
4.1
Justification

The pace of LTE network deployment is accelerating all over the world, which enables more and more advanced services and Internet applications making use of the inherent benefits of LTE, such as higher data rate, lower latency and enhanced coverage. Widely deployed LTE-based network provides the opportunity for the vehicle industry to realize the concept of ‘connected cars’. By providing a vehicle with an access to the LTE network a vehicle can be connected to the Internet and other vehicles so that a broad range of existing or new services can be envisaged. Vehicle manufacturers and cellular network operators show strong interests in vehicle wireless communications for proximity safety services as well as commercial applications.
LTE-based V2X study is urgently desired from market requirement, and the market for V2V communication in particular is time sensitive. There are many research projects and field tests of connected vehicles  in some countries or regions, such as US/Europe/Japan/korea. In China, CCSA has finished the feasible study for vehicle safety application based on TD-LTE in 2014 and began the series of industrial standard of  communication based on LTE for vehicle application. Further, in March 2015, the frequency study of  V2X  also started in CCSA and some vehicular industrial alliances in china. Based on the study, National Regulatory Authority in China will allocate the frequency of connected vehicles.

In order to respond to this situation, RAN approved the feasibility study on LTE-based V2X services to evaluate new functionalities needed to operate LTE-based V2X (V2V, V2I/N, and V2P), and to investigate potential enhancements for vehicular services. The study was completed in RAN#72.

In the study, the RAN WGs concluded that it is feasible to support transport for V2V, V2I/N and V2P services over Uu. The RAN WGs identified solutions to improve the latency, capacity, and reliability performance of LTE Uu interface and observed that UL enhancements to the SPS protocol and DL enhancement to multicast/broadcast are beneficial from performance perspective. In addition, the RAN WGs concluded that it is feasible to support V2I and V2P servicesover PC5. It is concluded that V2P services where P-UE sends V2X messages but not receives V2X messages is substantially more power efficient than V2P services where P-UE receives V2X messages from V-UEs. The RAN WGs identified that some changes to the PC5 interface would be beneficial in terms of power consumption and UE complexity in case of P2V transmissions. RAN WGs also preliminarily discussed the  co-existence between DSRC/IEEE 802.11p and LTE PC5 for V2V. For deployment of LTE PC5 for V2V and DSRC/IEEE 802.11p in the same geographical area, RAN WGs think that the ideal option is when they use different frequency channels. Nevertheless, if they use shared frequency channels,  RAN WGs think they can still co-exist together with some standardizations and/or regulatory actions in other bodies in order to enable this.
A new work item on architecture enhancements for LTE support of V2X services was approved in SA2 in S2-163204. In this work item, architecture enhancement to support V2X services using both PC5 and Uu will be covered.
4.2
Objective
The objectives of this work are to specify enhancements to both Uu transport and PC5 transport in E-UTRAN to support LTE-based V2X (V2V, V2I/N, and V2P) based on the outcome of the related study.

The detailed objectives are as follows:

1) To specify enhancements to both SC-PTM and MBSFN transmissions for support of V2X services including:

a) DL transmission in small areas based on geographical information, with necessary coordination with SA2 (note: Depending on the solutions, the specification(s) may or may not be impacted) [RAN3]

i) Based on input from SA2/RAN3, determine whether any additional enhancement is necessary to reduce control plane latency and specify a solution (as identified in TR 36.885) if needed [RAN2]

b) Shorter modification/repetition period(s) of MCCH and SC-MCCH, and shorter MCH scheduling period(s) [RAN2, RAN3]
Note: SA2 is expected to send LS to RAN3 in case that architecture impacts exist.

2) To specify enhancements to UL SPS transmissions for support of V2X services including:
a) Multiple SPS configurations [RAN2, RAN1]
b) Reporting of UE assistance information for SPS transmissions [RAN2]
3) To specify enhancements for support of V2P service:
a) Random resource selection for P-UEs potentially on the PC5 resource pool shared with V-UE transmissions, with additional study on sensing operation during a limited time for P-UEs [RAN1, RAN2]
b) Authorization for pedestrian UEs, if necessary [RAN3, RAN2 if needed]
4) To specify solution(s) facilitating long-term basis co-channel coexistence between DSRC/IEEE 802.11p and LTE PC5 for V2V operating over the same frequency channels [RAN1]
a) This objective starts from RAN#73 and target is to complete this by RAN#74. Solution(s) to be specified should avoid negative impact on the performance of LTE PC5.
5) To specify other enhancements to PC5/Uu for V2X on the following aspects:
a) Support of UE maximum transmission power up to 33 dBm (considering the regulatory limit on the maximum e.i.r.p.) for PC5 in 5855 MHz ~ 5925 MHz [RAN4]
b) Support of QoS depending on the outcome of SA2 work [RAN2, RAN3]
c) Support of inter-PLMN for both PC5 and Uu (Note: Depending on the solutions, the specification(s) may or may not be impacted) [RAN2, RAN3, RAN1]
This work item should take into account the functionalities that are to be specified in the related work on sidelink V2V. This work item should also incorporate the important aspects that cannot be completed on time in V2V WI, if any, subject to decision by RAN plenary.
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