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1. Overall Description:

RAN4 has been working on measurement gap enhancements for LTE according to the work item description in RP-160604; following on from the release 13 study item (see TR36.894). RAN4 wishes to introduce requirements for the following enhancements related to measurement gaps
(1) Shorter measurement gap length (MGL) measurement gaps, which may be used to make measurements when there is a known or approximately known timing relationship between serving frequency/frequencies and target frequencies to be measured. In this case, the gap can be shorter than 6ms while still allowing neighbour PSS/SSS to be detected.

(2) Per component carrier (Per-CC) based configuration of gaps in carrier aggregation/dual connectivity, such that identical gap configuration is not required on all serving cells to make measurements under the assumption that the UE has multiple RF chains. RAN4 also discussed that it is possible for UEs with multiple RF chains to measure more than one measurement object. RAN4 discussed that the capability to do this depends on both baseband and RF architectures.
(3) Measurement gaps for interruption control, to avoid the autonomous interruptions which UEs may currently make in certain scenarios.

(1) Shorter MGL measurement gaps, which may be used to make measurements when there is a known or approximately known timing relationship between serving frequency/frequencies and target frequencies to be measured.
RAN4 is discussing the introduction of either 3ms or 4ms long gaps for the case where frequency layers are approximately synchronised. RAN4 will discuss and specify the minimum window within which the PSS and SSS should fall in order for the UE to be able to make measurements. RAN4 has also agreed
· Requirements for inter-RAT measurement will not be defined when reduced gaps are configured

· RSTD measurement shall be possible 

· When position occasion Nprs is not more than MGL-1ms, requirements for reduced MGL will be defined.

· When position occasion Nprs is more than MGL-1ms, requirements for reduced MGL will not be defined

· Shorter MGL configurations

· MGL: single MGL is defined

· 3ms or 4ms

· MGRP: two MGRP are defined: 40ms and 80ms

· Short gaps and legacy gaps are not mixed for both per-CC and per-UE based measurement gap configurations

RAN4 view is that the capability to measure with shorter MGL is primarily a baseband capability, 
(2) Per-CC based configuration of gaps in carrier aggregation/dual connectivity, such that identical gap configuration is not required on all serving cells to make measurements under the assumption that the UE has multiple RF chains. RAN4 also discussed that it is possible for UEs with multiple RF chains to measure more than one measurement object in each gap. RAN4 discussed that the capability to do this depends on both baseband and RF architectures.
A CA or dual connectivity configured UE using multiple RF chains is in principle able to make measurements without simultaneous gaps on all of the serving cells. RAN4 view is that it would be desirable to allow different configurations of gaps, including no gap is configured, on serving cells, to improve throughput while inter-frequency measurements are being performed. RAN4 has discussed extensively that the eNB needs to know which serving cell(s) need gaps for a particular CA and measurement configuration. This discussion has not yet been concluded. Moreover, the measurement may cause interruption to other serving cells, so there is a relationship of this enhancement to the interruption control feature (3).
The summary of RAN4’s agreements on per-CC based measurement gaps are given below

· Per-CC based measurement gap can be configured based on existing measurement gap patterns (i.e. Gap Pattern Id 0 or 1) or the gap patterns with shorter MGL 

· Short gaps and legacy gaps cannot be mixed for per-CC based measurement gap configurations

· Measurement gap may or may not be configured on all serving cells
RAN4 has also discussed signalling complexity for this signalling.

Option 1: UE signals capabilities for all supported CA combos when UE attaches to the network

Option 2: UE signals capabilities on demand (network advertises what it supports and UE replies with related capabilities)

Option 3: UE signals capabilities based on configured CA combo (UE sends capabilities when configured with a certain CA combo)

Option 4: UE determines the exact measurement gap configurations per CC and signals NW the corresponding gap pattern ID. NW can override UE’s decision by falling back to legacy per-UE based measurement gap configuration.
Other options are not precluded

The discussion on capability signalling option may take place in RAN2 

(3)Measurement gaps for interruption control, to avoid the autonomous interruptions which UEs may currently make in certain scenarios.

RAN4 has identified 3 scenarios where a measurement gap pattern for interrupt control would be beneficial, avoiding some UEs from making autonomous interruptions. In addition, both NCSG (network controlled short gap, a new gap pattern) and legacy 6ms gaps are suitable for interruption control. The agreements n use cases are:
(1) Enable measurement on unused RF chains with interruption controlled on activated CC

(2) Enable per-CC measurement gap configuration with interruption controlled

(3) Eliminate/reduce interruption rate due to deactivated SCell measurement
· Both NCSG and measurement gap (e.g. legacy 6ms gap) are feasible for interruption control

Figure 1 shows a generic set of interruption control gaps. The red part of the pattern is the so called visible gap when the UE is not receiving from, or transmitting to, the serving cell. The duration of this part is designated as VIL (visible interruption length) and is the time when the UE is reconfiguring RF and causing interruption.

The blue part of the pattern is time when the measurement itself is made (although the UE is not precluded from measuring during some of the red part itself). The length of the blue part is designated as measurement length, ML. The UE may be scheduled on the carrier shown during the blue period, i.e. it is not part of the gap itself.
Time (VIL) is allowed for making a reconfiguration before and after each measurement. The periodicity of the gaps is denoted as VIRP (visible interruption repetition period).
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ML: Measurement Length
VIL: Visible interruption length
VIRP: Visible interruption Repetition Period

Figure 1 : Generic small interruption control gap




As well as use of NCSG for interrupt control, RAN4 agreed that legacy gaps (i.e. with 6ms duration) may be used for interrupt control.
Considering the identified use cases for interrupt control, the eNB needs to be aware of whether a particular UE has an interruption issue so that it knows whether to configure an interruption control pattern or not RAN4 has not yet concluded on the details that the eNB would need to be aware of, for the different use cases. 
RAN4 is still discussing whether it is necessary that the UE provides a list of serving cells (PCell and other activated SCells) which are not impacted by interruptions due to deactivated SCells.

The summary of RAN4’s agreements on per-CC based measurement gaps are given below

· NCSG configurations for legacy gap for single carrier, CA and synchronous DC
· VIL-ML-VIL: 1ms-4ms-1ms (DL) and 1ms-4ms-2ms(UL)
· VIRP: 40ms and 80ms
· NCSG configurations for other scenarios (e.g. async. DC) are FFS
· NCSG configurations for short MGL are FFS
2. Actions:

To RAN WG2 group.

ACTION: 
RAN WG4 asks RAN WG2 to start to consider the signalling necessary to introduce the gap enhancements described in the liaison statement. RAN4 intends to provide further information on per CC measurement gaps, parallel measurements and interruption control gaps 
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