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< START OF CHANGE #1 >
A.3.17
Cat-M1 UE Test Cases

A.3.17.1
Introduction

This clause defines a principle which is applicable to test cases verifying RRM requirements for Cat-M1 UE in both CEModeA and CEModeB.

A.3.17.2
Principle of Cat-M1 UE Testing

In Annex A Cat-M1 UE test cases may be defined for both CEModeA and CEModeB to verify the same type of RRM requirement. 

If test cases are defined in both CEModeA and CEmodeB to verify the same type of RRM requirement, then the test is verified in one or both of the coverage modes according to the applicability rules in Table A.3.17.2-1.

Table A.3.17.2-1: Test case applicability rules for Cat-M1 UE in CEModeA and CEModeB
	Type of test
	Tested in following coverage mode

	
	CEModeA/Normal coverage
	CEModeB/Enhanced coverage

	A.4 E-UTRAN RRC IDLE-state: Intra-frequency Cell Re-Selection Tests for Cat-M1 UE
	X
	X

	A.5 E-UTRAN RRC CONNECTED Mode Mobility: E-UTRAN Intra-frequency Handover Tests for Cat-M1 UE
	X
	

	A.5 RRC Connection Control: E-UTRAN Intra frequency RRC Re-establishment Tests for Cat-M1 UE
	
	X

	A.6 E-UTRAN Contention Based Random Access Tests for for Cat-M1 UE
	X

	X

	A.7 Timing and Signalling Characteristics: E-UTRAN UE transmit Timing Timing Accuracy Tests for Cat-M1 UE
	X
	X

	A.7 Timing and Signalling Characteristics: E-UTRAN Timing Advance Adjustment Accuracy Tests for Cat-M1 UE
	
	x

	A.7.3 Radio Link Monitoring: E-UTRAN Radio Link Monitoring Tests for Cat-M1 UE 
	X
	X

	A.8 Measurements Procedures: E-UTRAN intra-frequenc event triggered reporting under fading propagation conditions Tests for Cat-M1 UE
	X
	X

	A.8 Measurements Procedures: E-UTRAN Intra-frequency identification of a new CGI of E-UTRA cell using autonomous gaps Tests for Cat-M1 UE
	
	X


< END OF CHANGE #1 >
