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1. Introduction
In RAN#73 new 2UL 2DL CA configurations were agreed as WI. This paper presenst a list of configurations with IMD problem and possible testpoints for MSD. 

2. Discussion

CA configurations with possible IMD problem and possible test points are presented in table 1. 
Table 1 IMD problems and possible testpoints

	Case number
	CA
	UL CA
	IMD
	UL Fc [MHz]
	DL Fc [MHz]
	UL BW [MHz]
	UL  [RB]
	DL Band
	3rd DL Fc [MHz]
	IMD center [MHz]
	DL BW [MHz]

	
	
	
	
	
	
	
	
	
	
	
	

	#13
	B3+B8
	B3
	IMD5
	4*fB8 - fB3
	1718.5
	1813.5
	5
	25
	B3
	1813.5
	1813.5
	5

	
	
	B8
	
	
	883
	928
	3
	15
	
	
	
	3

	#14
	B28+B42
	B28
	IMD5
	fB42-4*fB28
	705.5
	760.5
	5
	25
	B28
	760.5
	760.5
	5

	
	
	B42
	
	
	3582.5
	3582.5
	5
	25
	
	
	
	5

	#15
	B21+B28
	B21
	IMD2
	fB21-fB28
	1460.4
	1508.4
	5
	25
	B28
	760.5
	754.9
	5

	
	
	B28
	
	
	705.5
	760.5
	5
	25
	
	
	
	5

	#16
	B21+B28
	B21
	IMD4
	3*fB28-fB21
	1450.4
	1498.4
	5
	25
	B28
	800.5
	786.1
	5

	
	
	B28
	
	
	745.5
	800.5
	5
	25
	
	
	
	5

	#17
	B21+B28
	B21
	IMD4
	2*fB21-2*fB28
	1460.4
	1508.4
	5
	25
	B21
	1508.4
	1509.8
	5

	
	
	B28
	
	
	705.5
	760.5
	5
	25
	
	
	
	5

	#18
	B21+B28
	B21
	IMD5
	fB28-4*fB21
	1450.4
	1498.4
	5
	25
	B21
	1498.4
	1491.6
	5

	
	
	B28
	
	
	735.5
	790.5
	5
	25
	
	
	
	5

	#19
	B5+B66
	B5
	IMD2
	fB66-fB5
	838
	883
	5
	25
	B5
	883.0
	883.0
	5

	
	
	B66
	
	
	1721
	2121
	5
	25
	
	
	
	5

	#20
	B5+B66
	B5
	IMD5
	2*fB66-3*fB5
	846.5
	891.5
	5
	25
	B5
	891.5
	891.5
	5

	
	
	B66
	
	
	1715.5
	2115.5
	5
	25
	
	
	
	5

	#21
	B2+B66
	B2
	IMD3
	2*fB2-fB66
	1855
	1935
	1.4
	6
	B2
	1935.0
	1935.0
	1.4

	
	
	B66
	
	
	1775
	2175
	5
	25
	
	
	
	5

	#22
	B2+B66
	B2
	IMD5
	3*fB2-2*fB66
	1860
	1940
	20
	50
	B2
	1940.0
	2040.0
	20

	
	
	B66
	
	
	1770
	2170
	20
	100
	
	
	
	20

	#23
	B2+B66
	B2
	IMD3
	2*fB2-fB66
	1909.3
	1989.3
	1.4
	6
	B66
	2112.5
	2106.1
	1.4

	
	
	B66
	
	
	1712.5
	2112.5
	5
	25
	
	
	
	25

	#24
	B2+B66
	B2
	IMD5
	3*fB2-2*fB66
	1883.3
	1963.3
	1.4
	6
	B66
	2150.0
	2149.9
	1.4

	
	
	B66
	
	
	1750
	2150
	5
	25
	
	
	
	5

	#50
	B2+B66
	B2
	IMD3
	2*fB2-fB66
	1855
	1935
	5
	25
	B2
	1935.0
	1935.0
	5

	
	
	B66
	
	
	1775
	2175
	5
	25
	
	
	
	5

	#25
	B2+B66
	B2
	IMD3
	2*fB2-fB66
	1907.5
	1987.5
	5
	25
	B66
	2112.5
	2102.5
	5

	
	
	B66
	
	
	1712.5
	2112.5
	5
	25
	
	
	
	5

	#25
	B2+B66
	B2
	IMD5
	3*fB2-2*fB66
	1883.3
	1963.3
	5
	25
	B66
	2150.0
	2149.9
	5

	
	
	B66
	
	
	1750
	2150
	5
	25
	
	
	
	5


Of these, the case numbers 15, 16 and 17 do not need an MSD analysis since the the operator operating on band 21 does not operate on the part of the victim band where IMD lands.  

3. Conclusion

Table with new 2UL 2DL CA configurations with IMD problem was presented with possible test points.. 
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