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1	Introduction
This contribution discusses issues with respect to note6 in 3DL/2UL CA and makes proposals.

2	Discussion
A WF for 3DL/2UL support [1] was approved in RAN4#75, and respective note for 3DL/2UL combinations was added into TS36.101 in [2]. Added note (note6) is as follows.

NOTE 6: 	If the UE supports uplink CA for corresponding downlink CA it shall support this uplink CA configuration

There has been some discussion now and then about the meaning of note6, i.e how to interpret it. The intention of note6 is to say that the support for 2UL CA configuration is mandatory if the UE supports any 2UL CA for that xDL CA configuration. We think that the current wording could be improved a bit. Our proposal is to modify note6 to be aligned with the column headers (E-UTRA CA configuration, Uplink CA configuration) as follows.

Proposal1: NOTE6: If the UE supports any uplink CA configuration for this E-UTRA CA configuration is shall support this uplink CA configuration

We did analyze all currently specified 3DL/2UL CA combinations and found one bug in the specification; In CA_1A-18A-28A there is note6 for 1A-28A and note 6 for other UL combinations. However, there is a harmonic relation in 1A-28A and thus note6 should apply to 1A-18A instead that does not have any harmonic or IMD issues.

Proposal2: Remove note6 from UL CA configuration 1A-28A and add note 6 to UL CA configuration 1A-18A in CA_1A-18A-28A
3	Conclusion
Issues with respect to mandatory/optional 2UL CA combinations in xDL/2UL CA were discussed. The following proposals were made.

Proposal1: NOTE6: If the UE supports any uplink CA configuration for this E-UTRA CA configuration is shall support this uplink CA configuration

Proposal2: Remove note6 from UL CA configuration 1A-28A and add note 6 to UL CA configuration 1A-18A in CA_1A-18A-28A
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