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1. Introduction
In the last RAN#73 meeting, the V2V WI has been closed, and the remained work was decided to be done in V2X WI. As discussed in [1], the requirements for inter-band E-UTRA and V2X operation should be specified.
Text proposal to introduce inter-band V2X/E-UTRA operation in TR36.786 is presented in this contribution for approval.
2. Reference
[1]
R4-167555, Discussion on specifying RF requirement for inter-band E-UTRA_V2X operation, CATT
[2]
TR36.786v0.0.2, V2X Services based on LTE sidelink - User Equipment (UE) radio transmission and reception
TP for TR36.786 v0.0.2

<Start of TP>
2
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-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
RP-161298: " New WI proposal: LTE-based V2X services ".
[3]
3GPP TR 36.885 V2.0.0: " Study on LTE-based V2X Services".

[4]
3GPP TR 36.101 V14.1.0: " User Equipment (UE) radio transmission and reception".

<< Unchanged sections omitted >>

4.3
V2X operating scenarios
4.3.1
General description
Editor Note: It will be added in future [FFS]
4.3.2
Operation aspects

Editor Note: It will be added in future [FFS]
4.3.2.1
Operating bands for V2X Communication
V2X Communication is designed to operate in the operating bands defined in Table 4.3.2.1-1.

Table 4.3.2.1-1 V2X operating band

	V2X Operating Band
	E‑UTRA Operating Band
	V2X UE transmit
	V2X UE receive

	
	
	FUL_low   –  FUL_high
	FDL_low  –  FDL_high

	47
	47
	5855 MHz
	-
	5925 MHz
	5855 MHz
	-
	5925 MHz


V2X is designed to operat concurrent with E-UTRA uplink/downlink on the operating bands combinations listed in Table 4.3.2.1-2
Table 4.3.2.1-2
Inter-band V2X and E-UTRA_V2X operating bands 

	V2X Band Note 1
	E-UTRA_V2X band Note 2

	47
	3

	
	8

	
	39 

	
	41 

	NOTE 1:
As specified in Table 4.3.2.1-1.
NOTE 2:
As specified in Table 5.5-1 in [4]. 


4.3.2.2
Channel bandwidth for V2X Communication
4.3.2.2.1
Channel bandwidths per operating band for V2X Communication
The V2X Communication channel bandwidths and operating bands are shown in Table 4.3.2.2.1-1. The same (symmetrical) channel bandwidth is specified for both the TX and RX path.
Table 4.3.2.2.1-1 V2X Communciation channel bandwidth

	V2X band / V2X channel bandwidth

	V2X

 Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	47
	
	
	
	Yes
	
	Yes


4.3.2.2.2
Channel bandwidths per operating band for inter-band E-UTRA and V2X operation
For inter-band E-UTRA and V2X operation, the V2X Communication channel bandwidths and operating band is specified in Table 4.3.2.2.1-1, the E-UTRA carrier operating band is specified in Table 4.3.2.1-2 and channel bandwidth is shown in Table 5.6.1-1 in [4].
<End of TP>
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