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Background

A new 3DL/1UL CA WI 1+3+38 was approved in RAN#70 meeting [1]. This contribution provides a TP for TR 36.714-03-01 to finish the ∆TIB and ∆RIB values and RefSense for CA_1A-3A-38A_BCS0 according to the discussion in [2].
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<Start of Text Proposal for TR 36.714-03-01>
6.9.4
ΔTIB,c and ΔRIB,c values

For the UE which supports CA_1A-3A-38A the ΔTIB,c and ΔRIB,c  is defined for applicable bands in Table 6.9.4-1 and 6.9.4-2 respectively.

Table 6.9.4-1: ΔTIB,c for 3DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_1A-3A-38A
	1
	0.5

	
	3
	0.5

	
	38
	0.5


Table 6.9.4-2: ΔRIB,c for 3DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_1A-3A-38A
	1
	0

	
	3
	0

	
	38
	0


6.9.5
REFSENS requirements
For the REFSENS of 3DL/1UL CA_1A-3A-38A, the requirements are shown in table 6.9.5-1 with the uplink configuration in table 6.9.5-2.
Table 6.9.5-1 : Reference sensitivity for carrier aggregation QPSK PREFSENS, CA (exceptions for three bands)
	EUTRA CA Configuration
	EUTRA band
	Channel bandwidth
	Duplex mode
	Applicable active UL band

	
	
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	
	

	CA_1A-3A-38A12
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD
	1

	
	3
	
	
	-94
	-91.5
	-90
	-89
	
	

	
	38
	
	
	-97.1
	-94.4
	-92.8
	-91.7
	TDD
	

	
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD
	3

	
	3
	
	
	-97
	-94
	-92.2
	-91
	
	

	
	38
	
	
	-97.1
	-94.4
	-92.8
	-91.7
	TDD
	

	
	1
	
	
	-98.1
	-95.1
	-93.3
	-92.1
	FDD
	38

	
	3
	
	
	-95.1
	-92.1
	-90.3
	-89.1
	
	

	
	38
	
	
	-100
	-97
	-95.2
	-94
	TDD
	

	CA_1A-3A-38A13
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD
	1

	
	3
	
	
	-97
	-94
	-92.2
	-91
	
	

	
	38
	
	
	-97.1
	-94.4
	-92.8
	-91.7
	TDD
	

	
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD
	3

	
	3
	
	
	-97
	-94
	-92.2
	-91
	
	

	
	38
	
	
	-97.1
	-94.4
	-92.8
	-91.7
	TDD
	

	
	1
	
	
	-98.1
	-95.1
	-93.3
	-92.1
	FDD
	38

	
	3
	
	
	-95.1
	-92.1
	-90.3
	-89.1
	
	

	
	38
	
	
	-100
	-97
	-95.2
	-94
	TDD
	

	NOTE 12:
These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz. For each channel bandwidth in Band 3 and Band 41, the requirement applies regardless of channel bandwidth in Band 1.
NOTE 13:
These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz. For each channel bandwidth in Band 3 and Band 41, the requirement applies regardless of channel bandwidth in Band 1.


Table 6.9.5-2: Uplink configuration for reference sensitivity
	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	EUTRA CA Configuration
	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex Mode

	CA_1A-3A-38A
	1
	
	
	253
	251,3
	251,3
	251,3
	FDD

	
	
	
	
	254
	451,4
	451,4
	451,4
	FDD

	
	3
	
	
	25
	50
	501
	501
	FDD

	
	38
	
	
	25 
	50 
	75
	100
	TDD

	NOTE 1:
1 refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1).

NOTE 2:
the UL configuration applies regardless of the channel bandwidth of the low band unless the UL resource blocks exceed that specified in Table 7.3.1-2 for the uplink bandwidth in which case the allocation according to Table 7.3.1-2 applies.
NOTE 3:
UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz.
NOTE 4:
UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz. 


<End of Text Proposal>
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