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1. Introduction
In RAN72 contiguous 3UL CA was agreed as part of intra band basket CA [1] for bands 40 and 41. 36.101 does not contain general requirements for 3 UL CA. This paper discusses spectrum emission mask for 3 UL CA. 

2. Discussion

	The Spectrum Emission mask for 3UL CA is presented below. 
ΔfOOB
	50RB+75RB+100RB
	75RB+75RB+75RB
	50RB+100RB+100 RB
	75RB+75RB+100RB
	75RB+100RB+100RB
	100RB+100RB+100 RB
	Measurement bandwidth

	(MHz)
	(44.6MHz)
	(45MHz)
	(49.7MHz)
	(49.85MHz)
	(54.65MHz)
	(59.6MHz)
	

	 0-1
	-22
	-22
	-22.5
	-22.5
	-23.5
	-24
	30 kHz

	 1-5
	-10
	-10
	-10
	-10
	-10
	-10
	1 MHz

	 5-44.6
	-13
	-13
	-13
	-13
	-13
	-13
	1 MHz

	 44.6-45
	-25
	-13
	-13
	-13
	-13
	-13
	1 MHz

	 45-49.6
	-25
	-25
	-13
	-13
	-13
	-13
	1 MHz

	 49.6-49.7
	 
	-25
	-13
	-13
	-13
	-13
	1 MHz

	 49.7-49.85
	 
	-25
	-25
	-13
	-13
	-13
	1 MHz

	 49.85-50
	 
	-25
	-25
	-25
	-13
	-13
	1 MHz

	 50-54.65
	 
	 
	-25
	-25
	-13
	-13
	1 MHz

	 54.65-54.7
	 
	 
	-25
	-25
	-25
	-13
	1 MHz

	 54.7-54.85
	 
	 
	 
	-25
	-25
	-13
	1 MHz

	 54.85-59.6
	 
	 
	 
	 
	-25
	-13
	1 MHz

	 59.6-59.65
	 
	 
	 
	 
	-25
	-25
	1 MHz

	 59.65-64.6
	 
	 
	 
	 
	 
	-25
	1 MHz


3. Conclusion

Spectrum emission mask was presented in table.
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