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	Reason for change:
	The conditions for UE category M1 have been introduced in TS36.133. However, the Minimum SCH_RP under enhanced coverage is incorrect. The sensitivity of UE can be calculated by: 
PREFSENS(dBm) = -174dBm + 10log10B + NF + IM + R△IL + SNR
Where: 
-174dBm: noise floor at room temperature in B=1Hz (1.38*10-23*300)
B: operating bandwidth in Hz
NF: Noise figure in dB of the receiver in antenna connector
IM: Implementation and production margin
R△IL: Additional band dependent filter loss
SNR: Required Signal to Noise Ratio in baseband
Hence as the Es/Iot in enhanced coverage is several dB lower, then the corresponding Minimum SCH_RP shall also be lowered.
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	Change the Minimum SCH_RP in enhanced coverage
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	the Minimum SCH_RP in enhanced coverage is still incorrect
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<< Start of Change 1>>
B.1.3
Conditions for measurements of intra-frequency E-UTRAN cells for cell re-selection for UE Category M1
This clause defines the E-UTRAN intra-frequency RSRP, RSRP Ês/Iot, SCH_RP and SCH Ês/Iot applicable for a corresponding operating band. The UE category M1 applicability of the conditions in Appendix B.1.3 is defined in Section 3.1.
The conditions for CE mode A measurements of FDD and TDD intra-frequency E-UTRAN cells for cell re-selection are defined in Table B.1.3-1 and for E-UTRAN HD-FDD are defined are defined in Table B.1.3-2. 
The conditions for CE mode B measurements of FDD and TDD intra-frequency E-UTRAN cells for cell re-selection are defined in Table B.1.3-3 and for E-UTRAN HD-FDD are defined are defined in Table B.1.3-4. 
Table B.1.3-1: E-UTRAN intra-frequency measurements for FDD and TDD for CE mode A
	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	




	Parameter
	E-UTRA operating band groups Note 3
	Minimum RSRP Note 1
	Minimum
SCH_RP Note 1
	RSRP Ês/Iot
	SCH Ês/Iot

	
	
	dBm/15kHz
	dBm/15kHz
	dB
	dB

	Conditions
	FDD_A, TDD_A
	-124
	-124
	( -4
	( -4

	
	FDD_D
	-122.5
	-122.5
	
	

	
	FDD_E, TDD_E
	-122
	-122
	
	

	
	FDD_F
	-121.5 Note 2
	-121.5 Note 2
	
	

	
	FDD_G
	-121
	-121
	
	

	
	FDD_N
	-117.5
	-117.5
	
	

	NOTE 1:
This condition level is increased by ∆>0, when applicable, as described in Sections B.4.2.

NOTE 2: 
The condition is -125 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 3:
E-UTRA operating band groups are as defined in Section 3.5.


Table B.1.3-2: E-UTRAN intra-frequency measurements for HD-FDD for CE mode A
	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	




	Parameter
	E-UTRA operating band groups Note 3
	Minimum RSRP Note 1
	Minimum
SCH_RP Note 1
	RSRP Ês/Iot
	SCH Ês/Iot

	
	
	dBm/15kHz
	dBm/15kHz
	dB
	dB

	Conditions
	FDD_A
	-124
	-124
	( -4
	( -4

	
	FDD_D
	-122.5
	-122.5
	
	

	
	FDD_E
	-122
	-122
	
	

	
	FDD_F
	-121.5 Note 2
	-121.5 Note 2
	
	

	
	FDD_G
	-121
	-121
	
	

	
	FDD_N
	-117.5
	-117.5
	
	

	NOTE 1:
This condition level is increased by ∆>0, when applicable, as described in Sections B.4.2.

NOTE 2: 
The condition is -125 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 3:
E-UTRA operating band groups are as defined in Section 3.5.


Table B.1.3-3: E-UTRAN intra-frequency measurements for FDD and TDD for CE mode B
	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	




	Parameter
	E-UTRA operating band groups Note 3
	Minimum RSRP Note 1
	Minimum
SCH_RP Note 1
	RSRP Ês/Iot
	SCH Ês/Iot

	
	
	dBm/15kHz
	dBm/15kHz
	dB
	dB

	Conditions
	FDD_A, TDD_A
	-135
	-135
	( -15
	( -15

	
	FDD_D
	-133.5
	-133.5
	
	

	
	FDD_E, TDD_E
	-133
	-133
	
	

	
	FDD_F
	-132.5 Note 2
	-132.5 Note 2
	
	

	
	FDD_G
	-132
	-132
	
	

	
	FDD_N
	-128.5
	-128.5
	
	

	NOTE 1:
This condition level is increased by ∆>0, when applicable, as described in Sections B.4.2.

NOTE 2: 
The condition is -125 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 3:
E-UTRA operating band groups are as defined in Section 3.5.


Table B.1.3-4: E-UTRAN intra-frequency measurements for HD-FDD for CE mode B
	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	




	Parameter
	E-UTRA operating band groups Note 3
	Minimum RSRP Note 1
	Minimum
SCH_RP Note 1
	RSRP Ês/Iot
	SCH Ês/Iot

	
	
	dBm/15kHz
	dBm/15kHz
	dB
	dB

	Conditions
	FDD_A
	-135
	-135
	( -15
	( -15

	
	FDD_D
	-133.5
	-133.5
	
	

	
	FDD_E
	-133
	-133
	
	

	
	FDD_F
	-132.5 Note 2
	-132.5 Note 2
	
	

	
	FDD_G
	-132
	-132
	
	

	
	FDD_N
	-128.5
	-128.5
	
	

	NOTE 1:
This condition level is increased by ∆>0, when applicable, as described in Sections B.4.2.

NOTE 2: 
The condition is -125 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 3:
E-UTRA operating band groups are as defined in Section 3.5.


<< End of Change 1>>
<< Start of Change 2>>
B.2.14
Conditions for E-UTRAN intra-frequency measurements by UE Category M1
This clause defines the E-UTRAN intra-frequency SCH_RP and SCH Ês/Iot applicable for a corresponding operating band. The UE category M1 applicability of the conditions in Appendix B.2.14 is defined in Section 3.1.
The conditions for CE mode A intra-frequency E-UTRAN FDD and TDD measurements are defined in Table B.2.14-1 and for E-UTRAN HD-FDD measurements are defined in Table B.2.14-2.
The conditions for CE mode B for intra-frequency E-UTRAN FDD and TDD measurements are defined in Table B.2.14-3 and for E-UTRAN HD-FDD measurements are defined in Table B.2.14-4.

Table B.2.14-1: E-UTRAN intra-frequency measurements for FDD and TDD for CE mode A
	Parameter
	E-UTRA operating band groups Note 3
	Minimum
SCH_RP Note 1
	SCH Ês/Iot

	
	
	dBm/15kHz
	dB

	Conditions
	FDD_A, TDD_A
	-127
	( -6

	
	FDD_D
	-125.5
	

	
	FDD_E, TDD_E
	-125
	

	
	FDD_F
	-124.5 Note 2
	

	
	FDD_G
	-124
	

	
	FDD_N
	-120.5
	

	NOTE 1:
This condition level is increased by ∆>0, when applicable, as described in Sections B.4.2.

NOTE 2: 
The condition is -125 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 3:
E-UTRA operating band groups are as defined in Section 3.5.


Table B.2.14-2: E-UTRAN intra-frequency measurements for HD-FDD for CE mode A
	Parameter
	E-UTRA operating band groups Note 3
	Minimum
SCH_RP Note 1
	SCH Ês/Iot

	
	
	dBm/15kHz
	dB

	Conditions
	FDD_A, 
	-127
	( -6

	
	FDD_D
	-125.5
	

	
	FDD_E
	-125
	

	
	FDD_F
	-124.5 Note 2
	

	
	FDD_G
	-124
	

	
	FDD_N
	-120.5
	

	NOTE 1:
This condition level is increased by ∆>0, when applicable, as described in Sections B.4.2.

NOTE 2: 
The condition is -125 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 3:
E-UTRA operating band groups are as defined in Section 3.5.


Table B.2.14-3: E-UTRAN intra-frequency measurements for FDD and TDD for CE mode B
	Parameter
	E-UTRA operating band groups Note 3
	Minimum
SCH_RP Note 1
	SCH Ês/Iot

	
	
	dBm/15kHz
	dB

	Conditions
	FDD_A, TDD_A
	-136
	( -15

	
	FDD_D
	-134.5
	

	
	FDD_E, TDD_E
	-134
	

	
	FDD_F
	-133.5 Note 2
	

	
	FDD_G
	-133
	

	
	FDD_N
	-129.5
	

	NOTE 1:
This condition level is increased by ∆>0, when applicable, as described in Sections B.4.2.

NOTE 2: 
The condition is -125 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 3:
E-UTRA operating band groups are as defined in Section 3.5.


Table B.2.14-4: E-UTRAN intra-frequency measurements for HD-FDD for CE mode B
	Parameter
	E-UTRA operating band groups Note 3
	Minimum
SCH_RP Note 1
	SCH Ês/Iot

	
	
	dBm/15kHz
	dB

	Conditions
	FDD_A, 
	-136
	( -15

	
	FDD_D
	-134.5
	

	
	FDD_E
	-134
	

	
	FDD_F
	-133.5 Note 2
	

	
	FDD_G
	-133
	

	
	FDD_N
	-129.5
	

	NOTE 1:
This condition level is increased by ∆>0, when applicable, as described in Sections B.4.2.

NOTE 2: 
The condition is -125 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 3:
E-UTRA operating band groups are as defined in Section 3.5.


<< End of Change 2>>
