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1. Overall Description

RAN1 thanks RAN4 for the LS in R1-167928(R4-165659) consulting RAN1 on CSI measurement ambiguity in LAA. RAN1 clarifies the two issues raised by RAN4 as follows:

Issue 1: According to RAN1 specification TS 36.213 section 7.2.1 in Rel-13, if a UE receives aperiodic CSI report request triggering Ny CSI reports in a subframe, the UE is required to update CSI for Ny CSI processes from the CSI processes corresponding to all the triggered CSI reports. Ny is given by maxNumberUpdatedCSI-Proc-r13. 

In LAA with periodic CSI reporting configuration, when periodic CSI report is triggered in LAA carriers and Ny aperiodic CSI reports are triggered in licensed carriers with different report timing, the UE could be required to update more than Ny CSIs in certain subframe since CSI measurement subframe both LAA and licensed carriers could be overlapped in the subframe cause by LAA periodic CSI measurement behaviour. The same issue also arises in case of cross-carrier aperiodic CSI reporting. For this case, a UE may not guarantee valid CSI reporting for some CSI processes.
RAN1 answer: RAN1 discussed this issue and agreed to introduce the following relaxation to the UE’s aperiodic/periodic CSI measurement when configured with LAA. Corresponding CR in R1-1611029 is attached for reference.

“If a UE is configured with a serving cell with frame structure 3, the UE is not required to update measurements for more than 5 CSI processes in a subframe, in case the total number of serving cells is no more than 5. If a UE is configured with more than 5 serving cells, and if the UE is configured with a serving cell with frame structure 3, the UE is not required to update measurements for more than  
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 CSI processes in a subframe, where the value of 
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 is given by maxNumberUpdatedCSI-Proc-r13.”
Issue 2: RAN4 would like to know if RAN1 can clarify whether following sentence could be applied in LAA CSI reporting case or not. 

“For a non-BL/CE UE, if there is no valid downlink or no valid special subframe for the CSI reference resource in a serving cell, CSI reporting is omitted for the serving cell in uplink subframe n.” (in RAN1 specification TS 36.213 for CSI reporting)

Without clarification for this sentence, RAN4 is not clear about UE behaviour when cross carrier aperiodic CSI reporting is triggered in subframe n and the subframe is not valid subframe.
RAN1 answer: RAN1 agreed Rel-13 CR which confirms Rel-13 agreement on the CSI reference resource definition for LAA as attached in R1-1611027. With the CR, there is no such case of “there is no valid downlink or no valid special subframe for the CSI reference resource” for LAA SCell since CSI reference resource for an LAA SCell in time domain is not fixed but defined to be within the latest transmission burst which contains valid subframe.
2. Actions

RAN1 respectfully asks RAN4 to take this information into account in their future work.
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