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1 Introduction:
RAN4 would like to thank RAN2 for their LS in R2-167308 [1] entitled “Reply LS on performance enhancements indicator for high speed scenarios”. Based on the current understanding, RAN4 would like to provide the following answer to the question raised by RAN2 in their LS:
[RAN2 Question] Does the high speed performance feature apply only to intra-frequency measurements or also to inter-frequency measurements?
[RAN4 Response]: The high speed performance feature applies only to intra-frequency measurements in connected mode and in idle mode. 
[RAN2 Question] When does the UE need to have the knowledge of whether a cell requires high performance measurements? Does it need it to perform measurements of that cell (but prior to moving to that cell), or does the UE only need that knowledge after the UE has moved to that cell? 
[RAN4 Response]: When UE receives the high performance measurement indicator, UE needs to perform enhanced (fast) cell identification and measurements on all intra-frequency cells (including serving cell and the intra-frequency neighbor cells). So prior to moving into the cell, UE already has the knowledge of whether the cell is required to perform high performance RRM requirements.
[RAN2 Question] How does the high speed measurement indication interact with the reduced performance measurements, e.g. what happens if reducedMeasPerformance is configured at the same time as high speed measurements?
[RAN4 Response]: reducedMeasPerformance is configured for inter-frequency. The high speed performance feature in Release 14 applies only to intra-frequency RRM requirements.
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