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Introduction
At RAN4 #80bis meeting, RAN4 agreed a WF on NR RRM where includes following contents for measurement GAP [1].
1.5 GAPs
Agreements
· Basic measurements for NR wihout gaps may need to be understood better before gap based measurement can be progressed in details
Way forward
· Investigate both gap based measurements and measurements without gap
· Note; Gaps may be needed for both NSA and SA operation
· Investigate the impact of gaps for measurements on carriers with different numerologies
· Investigate gaps for enabling SA and NSA NR

In this contribution, we provide our preliminary consideration on measurement GAP for NR UE.
Discussion
[bookmark: _GoBack]In RAN4 #80bis meeting, potential impact of cell measurement was discussed. For example, in [2, 3] necessity of flexible measurement gap configuration for measuring NR cell was discussed. It seems that current discussion focus on NR cell measurement only. However, it should be noted that NR UE may support both LTE and NR. This means that the NR UE needs to support not only NR cell measurement but also LTE cell measurement. Thus we have to study potential impact of measurement gap taking into account following situations in addition to only NR cell measurement.
· only LTE cell measurement
· both NR cell and LTE cell measurement

Observation 1: NR UE supporting both LTE and NR needs to support not only NR cell measurement but also LTE cell measurement.
Proposal 1: When we study the impact of measurement GAP, it is beneficial to consider following situations.
· GAP is used for only NR cell measurement
· GAP is used for only LTE cell measurement
· GAP is used for both NR and LTE cell measurement

Conclusion
In this contribution, we provided our preliminary consideration on measurement GAP for NR UE. Our observation and proposal are as below:
Observation 1: NR UE supporting both LTE and NR needs to support not only NR cell measurement but also LTE cell measurement.
Proposal 1: When we study the impact of measurement GAP, it is beneficial to consider following situations.
· GAP is used for only NR cell measurement
· GAP is used for only LTE cell measurement
· GAP is used for both NR and LTE cell measurement
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