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1. Introduction
2. This contribution discusses the MSD required for some of the 2UL2DL CA cases shown in the next section.

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	


3. Discussion
4. The test points for the 2UL2DL CA cases are shown below: 
	CA
	UL CA
	IMD
	UL Fc [MHz]
	UL BW [MHz]
	UL  [RB]
	3rd DL Fc [MHz]
	DL BW [MHz]
	IMD center [MHz]

	
	
	
	
	
	
	
	
	

	B5+B66
	B5
	IMD2
	fB66-fB5
	838
	5
	25
	883
	5
	883

	
	B66
	
	
	1721
	5
	25
	
	5
	

	B5+B66
	B5
	IMD5
	2*fB66-3*fB5
	846.5
	5
	25
	891.5
	5
	891.5

	
	B66
	
	
	1715.5
	5
	25
	
	5
	

	B21+B28
	B21
	IMD5
	4*fB28 - fB21
	1450.4
	5
	25
	1498.4
	5
	1491.6

	
	B28
	
	
	735.5
	5
	25
	
	
	

	B28+B42
	B28
	IM5
	fB42 - 4*fB28
	705.5
	5
	25
	760.5
	5
	760.5

	
	B42
	
	
	3582.5
	5
	25
	
	
	









5. Conclusion
Proposal 1: MSD required for the above CA combos is shown below:

	CA
	UL CA
	IMD
	CF (dB)
	MSD (dB)

	
	
	
	
	

	B5+B66
	B5
	IMD2
	fB66-fB5
	-0.9
	30.93

	
	B66
	
	
	
	

	B5+B66
	B5
	IMD5
	2*fB66-3*fB5
	-2.5
	5.45

	
	B66
	
	
	
	

	B21+B28
	B21
	IMD5
	4*fB28 - fB21
	-10
	1.9

	
	B28
	
	
	
	

	B28+B42
	B28
	IM5
	fB42 - 4*fB28
	-2.5
	3.8

	
	B42
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