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Start of Change 1
8.11.1
Introduction

This section contains requirements on the UE for measurement reporting in RRC_CONNECTED state when discovery signal [16] is configured. The requirements are specified for E-UTRA CRS based discovery signal measurements and CSI-RS based discovery signal measurements. 

The requirements in Section 8.11 shall be met provided the following condition is met:
· DMTC occasions on serving carriers which are configured for intra-frequency measurements are not colliding with DMTC occasions on other carriers which are configured for inter-frequency measurements.
· RMTC occasions on serving carriers which are configured for intra-frequency measurements are not colliding with RMTC occasions on other carriers which are configured for inter-frequency measurements.
· DMTC occasions on carriers which are configured for inter-frequency measurements are not colliding with RMTC occasions on other carriers which are configured for inter-frequency measurements.

The requirements in Section 8.11.2 shall apply for CRS based discovery signal measurements comprising RSRP and RSRQ measurements [4]. The requirements in Section 8.11.3 shall apply for CSI-RS based discovery signal measurements comprising CSI-RSRP measurements [4]. The requirements in Section 8.11.4 shall apply for UE RSSI measurements [4]. The requirements in Section 8.11.5 shall apply for UE channel occupancy measurements [2].
The measurement quantities are defined in [4], the measurement model is defined in [22] and measurement accuracy requirements are specified in Section 9. Control of measurement reporting is specified in TS 36.331 [2].

The requirements in this Section shall apply for carrier with E-UTRA operation following the frame structure type 3 [16].

The requirements in Section 9 are applicable for a UE performing measurements according to Section 8.11.
End of Change 1
Start of Change 2
8.12.1
Introduction

This section contains requirements on UE capabilities for support of E-UTRA carrier aggregation under operation with frame structure 3.

Non configured frequencies may be measured with measurement gaps according to the requirements in Section 8.11.2.2 and Section 8.11.3.2.

The requirements in Section 8.12 shall apply for E-UTRA carrier aggregation of one FDD PCell or one TDD PCell and SCell on one SCC, where the SCC is following the frame structure type 3 [16].

The requirements in Section 8.12 shall be met provided the following condition is met:
· DMTC occasions on serving carriers which are configured for intra-frequency measurements are not colliding with DMTC occasions on other carriers which are configured for inter-frequency measurements.

End of Change 2
