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1.		Introduction R4-125719
A new set of UE E-UTRA bands BHH TRP/TRS requirements is proposed and which is based on measurements from ITU region 1 sold smartphones. This is essentially a resubmission of [1] however with a substantial relaxation to the figures for the bands not intended for region 1. It is an unfortunate fact revealed here the difficulty of maintaining performance across all markets when attempting to offer truly global coverage handsets.
2.	Proposal
	
	
	Band & Mode
	BW (MHz)
	TRP Spec (dBm)
	TRS Spec (dBm)

	
	L1
	10
	13,25
	-89,00

	
	L2
	10
	13,25
	 -88,00

	
	L3
	10
	12,50
	-88,50

	
	L4
	10
	13,25
	 -89,00

	
	L5
	10
	9,40
	-84,50 

	
	L7
	10
	12,50
	-88,50

	
	L8
	10
	9,40
	-84,50

	
	L12
	10
	5,60
	 -80,00

	
	L13
	10
	5,60
	 -80,00

	
	L17
	10
	5,60
	 -80,00

	
	L20
	10
	8,40
	-82,75

	
	L25
	10
	13,25
	 -88,00

	
	L26
	10
	9,40
	 -84,25

	
	L28
	10
	5,60
	 -80,00

	
	L29
	10
	 
	 -80,00

	
	L30
	10
	10,40
	 -85,25

	
	L39
	10
	13,25
	 -89,00

	
	L40
	10
	10,40
	-85,25 

	
	L41
	10
	13,25
	 -87,50



Table 1. E-UTRA bands BHH TRP/TRS performance requirements proposal.
Testing conditions:
1. All values are dBm, avg across L-M-H channels and left-right sides, with both receivers active, per 3GPP TS 34.114.
2. Applicable to devices up to 72 mm wide, that fit in CTIA PDA hand phantom
3. Exclude devices supporting Carrier Aggregation (or consider CA relaxation for future study)
4. Include multi-band/multi-mode devices, and apply either to core or roaming bands
5. Exclude Test Tolerance.  Specifically, these limits are acceptable only if Test Tolerances of 0.7 dB TRP and 0.9 dB TRS are taken as a relaxation from the limits to generate the final drop-dead pass/fail thresholds for certification in e.g. GCF.  This would follow the same practice as has been taken with the current TS 34.114 head-only limits.

3.	Conclusion

For approval: table 1 proposed E-UTRA bands BHH TRP/TRS minimum requirements.
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