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	Reason for change:
	It’s needed to clarify that the transmitter characteristics for power class 3 V2X UE in subclause 6 also apply for power class 2 V2X UE unless otherwise stated.

The measurement period for Minimum output power requirements for V2X UE should exclud the last symbol.

	
	

	Summary of change:
	The clarification is introduced in subclause 6.1 to clarify that “Unless otherwise stated, the transmitter characteristics spcefied in subclause 6 for V2X single carrier operation shall apply for both power class 2 and power class 3 V2X UE”
Subclause 6.3.2G (UE minimum output power for V2X UE) is added to clarify that for V2X, the period of measurement shall be at least one sub-frame (1ms) excluding the last symbol”.

	
	

	Consequences if not approved:
	Some of the Tx requirements for power class 2 V2X UE are missed.

The measurement period for minimum output power requirements will be incorrect.
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	Other comments:
	


<<Unchanged sections omitted>>
6.1
General

Unless otherwise stated, the transmitter characteristics are specified at the antenna connector of the UE with a single or multiple transmit antenna(s). For UE with integral antenna only, a reference antenna with a gain of 0 dBi is assumed.
Unless otherwise stated, the transmitter characteristics spcefied in subclause 6 for V2X single carrier operation shall apply for both power class 2 and power class 3 V2X UE.
<<Unchanged sections omitted>>
6.3.2G
Minimum output power for V2X Communication
For V2X UE the transmission minimum output power requirement for all channel bandwidth is -40 dBm. The measurement period shall be at least one sub-frame (1ms) excluding the last symbol.
<<Unchanged sections omitted>>
