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1. Introduction

The MSD issues for the CA_3A-7A-8A 3DL with CA_3A-7A and CA_3A-8A 2UL were discussed in previous RAN4 meetings [1][2][3]. In this contribution, we provide the proposals to finalize the MSD values for this combination.
2. Discussion

The MSD issues for the CA_3A-7A-8A 3DL with CA_3A-7A and CA_3A-8A 2UL were discussed during several meetings, and the only remaining issue is the MSD value. In the last RAN4 meeting, the MSD value was not concluded due to lack of MSD results. Since this meeting is the last meeting for Rel.14, we propose to finalize the MSD values with the averages of the current MSD results in brackets if there is no other input in this meeting.
3. Conclusion

In this contribution, we provide the following proposal and the corresponding text proposal to finalize the MSD for CA_3A-7A-8A 3DL/2UL CA.
Proposal 1: Agree the MSD value of CA_3A-7A-8A 3DL with CA_3A-7A and CA_3A-8A 2UL to be 17.85 dB and 29 dB in brackets if there is no other input in this meeting.
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5. Text proposal to 36.714-00-02

6.12
LTE Advanced Carrier Aggregation: Band 3 and Band 7 and Band 8 with 2 ULs

6.12.1.4
MSD
Table 6.12.1.4-6: merged MSD results from interested companies
	DL CA
	UL CA
	IMD
	Qualcomm
	LGE
	Huawei
	Avg. 

MSD [dB]
	Proposed MSD

	B3+B7+B8
	B3
	IMD3
	2*fB3 - fB7
	TBD
	14.1
	21.6
	[17.85]
	[17.85]

	
	B7
	
	
	
	
	
	
	

	
	B3
	IMD2+IMD3
	fB3 + fB8, 2*fB3 - fB8
	TBD
	25.5
	32.5
	[29]
	[29]

	
	B8
	
	
	
	
	
	
	


Table 6.12.1.4-7: MSD summary for CA_3A-7A-8A 3DL/2UL CA
	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	EUTRA CA

DL Configuration
	EUTRA CA

UL Configuration
	EUTRA band
	UL Fc 
(MHz)
	UL BW 
(MHz)
	UL 
CLRB
	3rd DL Fc (MHz)
	DL BW

(MHz)
	MSD 
(dB)
	Duplex mode

	CA_3A-7A-8A
	CA_3A-7A
	3
	1735
	5
	25
	1830
	5
	N/A
	FDD

	
	
	7
	2530
	10
	50
	2650
	10
	
	

	
	
	8
	895
	5
	25
	940
	5
	[17.85]
	

	
	CA_3A-8A
	3
	 1780
	5
	25
	 1875
	5
	N/A
	FDD

	
	
	8
	  890
	5
	25
	 935
	5
	
	

	
	
	7
	 2550
	10
	50
	 2670
	10
	[29]
	


6.12.1.5
∆TIB and ∆RIB values
<End of Text Proposal>
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