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<< Unchanged content omitted >>
C.3.2
Validation measurements

C.3.2.1
Power Delay Profile (PDP)

This measurement checks that the resulting Power Delay Profile (PDP) is as defined in the channel model.

Method of measurement: 

Step the chamber stirring sequence and store traces from VNA measurements at each step until the Number of Traces specified in Table C.3.2.1-1 is obtained. For the RC+CE, also the channel model emulation will be stepped for each VNA trace.

The VNA sampling should be such that independent samples of the channel model impulse response are obtained. This is ensured if the effective distance travelled by the UE between faded samples of the channel model is as defined in the table below, regardless of the number of stirring positions in the chamber stirring sequence. To accurately emulate the longest PDP duration tf of 5 s, the relationship N/Span = tf must be satisfied.

VNA settings:

Table C.3.2.1-1: VNA settings for PDP

	Item
	Unit
	Value

	Center frequency
	MHz
	Downlink Center Frequency in 36.508 [19] 

as required per band

	Span
	MHz
	200

	RF output level
	dBm
	0

	Number of traces
	
	 1000

	Effective distance traveled by UE between faded channel model samples
	wavelength (Note)
	> 2

	Number of points in the trace
	
	1101

	Averaging
	
	1

	NOTE:
Time [s] = distance [(] / MS speed [(/s]


MS speed [(/s] = MS speed [m /s] / Speed of light [m/s] * Center frequency [Hz]


Channel model specification:

Table C.3.2.1-2: Channel model specification for PDP

	Item
	Unit
	Value

	Center frequency
	MHz
	Downlink Center Frequency in 36.508 [19]

 as required per band

	Channel model samples
	wavelength
	> 2000

	Channel model
	
	As specified in Clause C.2


Method of measurement result analysis: 

Measured VNA traces (frequency responses H(t,f)) are saved into a hard drive. The data is read into, e.g., Matlab. 
The analysis is performed by taking the Fourier transform of each frequency response. 
The resulting impulse responses h(t, () are averaged in power over time (or samples):
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Finally the resulting PDP is shifted in delay, such that the first tap is on delay zero. 
The reference PDP plots from Table C.2-1, Table C.2-2 and Table C.2-3 are shown in Figure C.3.2.1-1.

In a reverberation chamber, when a channel emulator is not used and the PDP is therefore an exponential decay, such as the NIST channel model, only the inherent RMS Delay Spread of the reverberation chamber needs to be calculated. 
The selection of the T hi(t,() measurements has to be performed when the absorber loading technique is used to tune the RMS DS in an RC. Alternatively, the sample selection technique allows for selecting a subset of M hi(t,() measurements which provide the desired RMS DS, and in this case the averaging has to be performed only over the selected subset of M channel impulse responses.

The calculation of RMS delay spread is performed on the time domain data as the square root of the second central moment of the PDP, that is:
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Only PDP values above a threshold of -60 dB should be included in the calculation of the RMS delay spread.

The expected RMS delay spread for the NIST channel model is 80 ns.

OTA antenna configuration: 
Fixed measurement source antenna.

Measurement antenna:

A suitable wideband test antenna.
Tolerances:
Performance bounds of (cluster power ±0.85dB and excess delay ±11ns).
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Figure C.3.2.1-1: Reference PDP values for the short delay spread low correlation and
 long delay spread high correlation and NIST channel models plotted from 
Table C.2-1, Table C.2-2 and Table C.2-3

C.3.2.2
Doppler for 3D isotropic models

This measurement checks that the resulting is as defined in the channel model.

Doppler.Method of measurement: 
For Doppler validation, two methods could be used to measure the Doppler spectrum. The first uses a CW tone from the Signal Generator fed directly, or via the channel emulator if used, to the fixed measurement antennas and is recorded by the spectrum analyzer.  For the second method, the input signal from the VNA is fed directly, or via the channel emulator if used, to the fixed measurement antennas of the chamber.

For the first method, a sine wave (CW, carrier wave) signal is transmitted from the signal generator. The signal is connected from the signal generator to the channel emulator via cables, or alternatively directly fed to the chamber measurement antenna for the RC methodology. For the RC+CE methodology, the channel emulator output signals are then transferred via cables to the fixed measurement antennas (possibly via amplifiers). The fixed measurement antennas radiate the signals over the air to the test antenna. The Doppler spectrum is measured by the spectrum analyzer having the stirring sequence and, if applicable, the channel emulation active and the trace is saved. The signal generator and the spectrum analyzer reference oscillators should be synchronized, in order to minimize frequency shift etc.
Alternatively, the Doppler spectrum can be measured with a VNA. Frequency sweeps are measured with the VNA for a complete stirring sequence, thus collecting samples of the chamber transfer function 
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. To get a correct estimate of the Doppler power spectrum, the spatial distance between the stirrer positions should be small enough to satisfy Nyquist theorem. 
[image: image8.wmf])

,

(

n

s

f

H

 is Fourier transformed according to


[image: image9.wmf]))

,

(

(

)

,

(

n

s

f

H

FFT

f

H

=

r


The Doppler spectrum 
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 can then be calculated using
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The discrete Doppler power spectrum will now have a frequency axis ranging from 0 to N-1, where N is the number of stirrer positions used. To convert this into a Doppler frequency domain, the sampling theorem gives a frequency axis in the interval [
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and the frequency step between each Doppler frequency sample is given by


[image: image15.wmf]t

N

N

D

=

=

D

2

1

max

r

r



[image: image16.wmf]t

D

 is the time step between the measured samples.

Signal generator settings:
Table C.3.2.2-1: Signal generator settings for Doppler

	Item
	Unit
	Value

	Center frequency
	MHz
	Downlink center frequency in 36.508 [19] as required per band

	Output level
	dBm
	0

	Modulation
	
	OFF


Spectrum analyzer settings:


Table C.3.2.2-2: Spectrum analyzer settings for Doppler

	Item
	Unit
	Value

	Center frequency
	MHz
	Downlink center frequency in 36.508 [19] as required per band

	Span
	Hz
	3x maximum Doppler

	RBW
	Hz
	1

	VBW
	Hz
	1

	Number of points
	
	101

	Averaging
	
	100


VNA settings

Table C.3.2.2-3: VNA settings for Doppler

	Item
	Unit
	Value

	Center frequency
	MHz
	Downlink center frequency in 36.508 [19] as required per band

	Span
	MHz
	Downlink portion of frequency band

	RF output level
	dBm
	0

	Number of traces
	
	600

	Number of points
	
	1401

	Averaging
	
	1


Channel model specification:

Table C.3.2.2-4: Channel model specification for Doppler

	Item
	Unit
	Value

	Center frequency
	MHz
	Downlink center frequency in 36.508 [19] as required per band

	Channel model
	
	As specified in Clause C.2


Method of Measurement Result Analysis: 

Calculate the square root of the second central moment of the Doppler spectrum from center frequency to the frequency corresponding to -30 dB (make sure that no noise is included in the calculations). Use the value obtained (Δf) to calculate the equivalent speed (Δv) using the following equation:
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where c is the speed of light and f0 is the carrier frequency.
The reference classical Doppler spectrum is shown in figure C.3.2.2-1. Bd is the maximum Doppler shift expected for the mobile speed used for the measurements.
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Figure C.3.2.2-1: Reference Doppler Spectrum for Jake's fading models

OTA antenna configuration: 

Fixed measurement source antennas. 

Measurement antenna: 


A suitably wideband test antenna.
Tolerances:
The equivalent speed obtained shall be within 30 km/h +/- 5 km/h.
C.3.2.3
Base Station antenna correlation for 3D isotropic models

This measurement checks that the resulting Base Station (BS) antenna correlation follows the computed values from the channel parameters given in tables C.2-1, C.2-2 and C.2-3.

Method of measurement: 

For correlation validation, the input signal from the VNA is fed directly (for table C.2.-3), or via the channel emulator (for tables C.2-1 and C.2-2), to the fixed measurement antennas of the reverberation chamber.

Step the chamber stirring sequence and store traces from VNA measurements at each step until the Number of Traces specified in Table C.3.2.3-1 is obtained. For the RC+CE, also the channel model emulation will be stepped for each VNA trace.

Each of the paths for the two transmit streams must be measured separately using the procedure above. The samples for each path must be taken for the exact same channel emulator and stirring positions.

The VNA sampling should be such that independent samples of the channel model impulse response are obtained. This is ensured if the effective distance travelled by the UE between faded samples of the channel model is as defined in the table below.
VNA settings:

Table C.3.2.3-1: VNA settings for BS antenna correlation

	Item
	Unit
	Value

	Center frequency
	MHz
	Downlink center frequency in 36.508 [19]

 as required per band

	Span
	MHz
	Same as signal bandwidth

	RF output level
	dBm
	0

	Number of traces
	
	600

	Effective distance traveled by UE between faded channel model samples
	wavelength (Note)
	> 2

	Number of points
	
	Configured to obtain 1 MHz step size

	Averaging
	
	1

	NOTE:
Time [s] = distance [(] / MS speed [(/s]


MS speed [(/s] = MS speed [m /s] / Speed of light [m/s] * Center frequency [Hz]


Channel model specification:

Table C.3.2.3-2: Channel model specification for BS antenna correlation

	Item
	Unit
	Value

	Center frequency
	MHz
	Downlink center frequency in 36.508 [19] as required per band

	Channel model samples
	wavelength
	> 2000

	Channel model
	
	As specified in Clause C.2


Method of Measurement Results Analysis

Compute the correlation between two traces (e.g. S21 and S31) which represents the correlation between two transmit streams. This correlation should match that of the channel model used.

OTA antenna configuration: 

Fixed measurement source antennas.

Measurement antenna: 


A suitably wideband test antenna.
Tolerances:
The amplitude of the complex correlation averaged over the channel bandwidth shall be within the interval 0.05 – 0.2.
C.3.2.4
Rayleigh fading

<< Unchanged content omitted >>
C.4.7
Summary for 3D Isotropic Models

The summary of the channel model validation activity is provided in Table C.4.7-1 below.

Table C.4.7-1: Summary of channel model validation results

	Item
	Parameter
	Result
	Tolerances
	Comments

	1
	Power delay profile
	See C.4.2
	See C.3.2.1
	

	2
	Doppler
	See C.4.3
	See C.3.2.2
	

	3
	BS Antenna Correlation
	See C.4.4
	See C.3.2.3
	

	4
	Rayleigh Fading
	See C.4.5
	See C.3.2.4
	

	5
	Isotropy
	See C.4.6
	See C.3.2.5
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