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8.3.3
Reporting

Additionally, the results should be summarized in the following table:

Table 8.3.3-1: Table template for reporting validation results

	Item
	Parameter
	Result
	Tolerances

(Note)
	Comments

	1
	Power delay profile
	
	
	

	2
	Doppler / Temporal Correlation
	
	
	

	3
	Spatial Correlation
	
	
	

	4
	Cross Polarization
	
	
	

	NOTE:
The exact tolerances are FFS.


Table 8.3.3-1: Limits for PDP

	Maximum Power Deviation per Cluster
	Maximum Excess Delay Deviation per Cluster

	±0.85dB
	±11ns

	NOTE: The PDP must be postprocessed with a running average of 9 elements


	Table 8.3.3-2: Limits for Doppler / Temporal Correlation

λ
	Lower Limit
	Upper Limit

	0
	0.95
	1

	0.1
	0.8
	1

	0.3
	0.27
	0.57

	0.4
	0.27
	0.5

	0.45
	0.27
	0.5

	0.6
	0.37
	0.5

	0.75
	0.1
	0.5

	0.8
	0.06
	0.37

	0.93
	0.06
	0.25

	1.05
	0.06
	0.31

	1.15
	0.15
	0.31

	1.25
	0.075
	0.31

	1.35
	0
	0.21

	1.45
	0
	0.21

	1.5
	0
	0.25

	1.65
	0.1
	0.25

	1.75
	0
	0.25

	5
	0
	0.2


Table 8.3.3-3: Limits for Spatial Correlation

	λ
	Lower Limit
	Upper Limit

	0
	0.99
	1.015

	0.1
	0.9
	0.975

	0.2
	0.70
	0.83

	0.3
	0.46
	0.63

	0.4
	0.22
	0.4

	0.5
	0
	0.21

	0.6
	0
	0.18

	0.7
	0
	0.18

	0.8
	0
	0.2

	0.9
	0.08
	0.32

	1
	0.23
	0.56


Table 8.3.3-4: Limits for Cross Polarization

	V/H Maximum Deviation

	±0.9 dB


<< End of changes >>
