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1. Introduction
2. This contribution discusses MSD required for 2ULxDL for the test points discussed in [1]

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	


3. Discussion
4. For the analysis, single antenna with a triplexer architecture was used. 
5. For 20 MHz receive BW for the victim the CF is 0 since all of the IM falls in-band. The CF for all CA band combinations are listed below. 








Conclusion
Proposal 1: MSD for the following CA combinations is given below: 
	 DL CA
	UL CA
	IMD
	UL Fc (MHz)
	UL BW (MHz)
	UL 
	3rd DL Fc (MHz)
	DL BW (MHz)
	CF (dB)
	MSD (dB)

	
	
	
	
	
	RB #
	
	
	
	

	B1+B5+B46
	B1
	IMD4
	2*fB1 +2*fB5
	1950
	5
	25
	5560
	20
	0
	3.27

	
	B5
	
	
	830
	5
	25
	
	
	
	

	B1+B5+B46
	B1
	IMD5
	1*fB1 +4*fB5
	1940
	5
	25
	5280
	20
	0
	0

	
	B5
	
	
	835
	5
	25
	
	
	
	

	B1+B7+B46
	B1
	IMD5
	4*fB1 -1*fB7
	1960
	5
	25
	5320
	20
	0
	4.7

	
	B7
	
	
	2520
	10
	50
	
	
	
	

	B1+B7+B46
	B1
	IMD4
	3*fB7 -fB1
	1950
	5
	25
	5580
	20
	0
	3.6

	
	B7
	
	
	2510
	10
	50
	
	
	
	

	B5+B7+B46
	B5
	IMD3
	2*fB7 +1*fB5
	845
	5
	25
	5865
	20
	0
	15.12

	
	B7
	
	
	2510
	10
	50
	
	
	
	

	
	B5
	IMD5
	3*fB7 -2*fB5
	840
	5
	25
	5865
	20
	0
	0

	
	B7
	
	
	2515
	10
	50
	
	
	
	

	B1+B3+B42
	B1
	IMD4
	3*fB3 -fB1
	1922.5
	5
	25
	3425
	5
	2.15
	17.25

	
	B3
	
	
	1782.5
	5
	25
	
	
	
	

	B3+B5+B7
	B3
	IMD2
	fB3 +fB5
	1780
	5
	25
	2625
	5
	0.9
	29.87

	
	B5
	
	
	845
	5
	25
	
	
	
	

	
	B3
	IMD3
	2*fB3 -*fB7
	1715
	5
	25
	880
	5
	1.6
	20.44

	
	B7
	
	
	2550
	5
	25
	
	
	
	

	B3+B5+B7
	B3
	IMD3
	2*fB3 -fB5
	835
	5
	25
	2655
	5
	1.6
	21.34

	
	B7
	
	
	1745
	5
	25
	
	
	
	

	B3+B19+B21
	B19
	IMD5
	|fB21 – 4*fB19|
	832.5
	5
	25
	1869.6
	5
	2.55
	3.96

	
	B21
	
	
	1460.4
	5
	25
	
	
	
	

	B3+B19+B42
	B19
	IMD3
	|fB42 – 2*fB19|
	832.5
	5
	25
	1862.4
	5
	1.6
	12.43

	
	B42
	
	
	3517.5
	5
	25
	
	
	
	

	B19+B21+B42
	B19
	IMD4
	3*fB21 - fB19
	840
	5
	25
	3511.2
	5
	2.5
	15.88

	
	B21
	
	
	1450.4
	5
	25
	
	
	
	

	B19+B21+B42
	B21
	IMD4
	3*fB21 - fB42
	1455.4
	5
	25
	883.7
	5
	2.15
	12.34

	
	B42
	
	
	3482.5
	5
	25
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