Page 1



3GPP TSG-WG RAN4 Meeting #82 
R4-1701023
Athens, Greece, Date 13th – 17th February, 2017
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.101
	CR
	4214
	rev
	-
	Current version:
	11.19.1
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction of CA_NS_06 non-contiguous resource allocation MPR formula

	
	

	Source to WG:
	Nokia

	Source to TSG:
	R4

	
	

	Work item code:
	TEI11
	
	Date:
	2017-02-01

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	CA_NS_06 non-contiguous resource allocation MPR formula was changed afterwards as original MPR was not sufficient R4-156902. However the change was not implemented such way that the new formula would follow same priciple as other MPR formulas.

	
	

	Summary of change:
	Simple aritmetic cleanup for the formula to harmonize it with other formulas.

	
	

	Consequences if not approved:
	Strange formula causes confusion

	
	

	Clauses affected:
	6.2.4A.6

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	x
	
	 Test specifications
	TS 36.521-1 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	Isolated impact analysis: No imapct as the outcome of the formula is the same.


************************************ Start of changes ****************************************
6.2.4A.6
A-MPR for CA_NS_06
If the UE is configured to CA_7C and it receives IE CA_NS_06 the allowed maximum output power reduction applied to transmission on the PCC and the SCC for contiguously aggregated signals is specified in Table 6.2.4A.6-1.

Table 6.2.4A.6-1: Contiguous Allocation A-MPR for CA_NS_06
	CA Bandwidth Class C
	RB_end
	LCRB [RBs]
	A-MPR for QPSK and 16-QAM [dB]

	100RB/100RB
	0 –22
	>0
	≤4 dB

	
	23 – 99
	> max(0, RBend – 25)
	≤ 2 dB

	
	100 – 142
	> 75
	≤ 3 dB

	
	143 – 177
	>70
	≤ 5 dB

	
	178 – 199
	> 0
	≤ 10 dB

	75RB/75RB
	0 – 7
	>0
	≤ 5 dB

	
	8- 74
	> max(0, RBend – 10)
	≤ 2 dB

	
	75 – 109
	>64
	≤ 2 dB

	
	110 – 144
	>35
	≤ 6 dB

	
	145 – 149
	>0
	≤ 10 dB


If the UE is configured to CA_7C and it receives IE CA_NS_06 the allowed maximum output power reduction applied to transmissions on the PCell and the SCell with non-contiguous resource allocation is defined as follows:

A-MPR = CEIL {MA, 0.5}

Where MA is defined as follows 
MA =
-13.33A + 17.5


; 0 ≤ A < 0.15

-6.47A + 16.47


; 0.15 ≤ A ≤ 1
Where A = NRB_alloc / NRB_agg.
************************************ End of changes ****************************************
