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1 Introduction
This contribution provides UE MPR simulation results for intra-band MCC V2X 10MHz+10MHz. Corresponding MPR requirements are also provided accordingly in the latest TR. 
2 Discussion
MPR simulation results for 10MHz+10MHz intra-band MCC can be found in Figure 1 with general LTE CA ACLR, CA SEM requirements are met. General requirements are specified regardless of the centre frequency so the MPR simulation results and requirements apply for all channels.
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Figure 1 MPR comply with general ACLR and SEM
Based on the simulation results in above Figure, for intra-band contiguous MCC 10MHz+10MHz the allowed Maximum Power Reduction (MPR) for the maximum output power is specified in Table 1. In case the modulation format is different on different component carriers then the MPR is determined by the rules applied to higher order of those modulations.
Table 1: Maximum Power Reduction (MPR) for Power Class 3

	Modulation
	50 RB + 50 RB
	50 RB + 100 RB
	100 RB + 100 RB
	MPR (dB)

	QPSK
	-
	N/A
	N/A
	≤ 3

	16 QAM
	-
	N/A
	N/A
	≤ 3
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7.1.2.1.2 UE maximum output power for modulation / channel bandwidth
Based on the simulation results, for intra-band contiguous MCC 10MHz+10MHz the allowed Maximum Power Reduction (MPR) for the maximum output power is specified in Table 7.1.2.1.2-1. In case the modulation format is different on different component carriers then the MPR is determined by the rules applied to higher order of those modulations.
Table 7.1.2.1.2-1: Maximum Power Reduction (MPR) for Power Class 3

	Modulation
	50 RB + 50 RB
	50 RB + 100 RB
	100 RB + 100 RB
	MPR (dB)

	QPSK
	-
	N/A
	N/A
	≤ 3

	16 QAM
	-
	N/A
	N/A
	≤ 3
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