Page 1



3GPP TSG-RAN WG4 Meeting #82
R4-1701341
Athens, Greece, 13 - 17 Feb, 2017
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.133
	CR
	4461
	rev
	-
	Current version:
	14.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:

	CR on Selection / Reselection of Synchronization Reference for V2X

	
	

	Source to WG:
	Huawei, HiSilicon,

	Source to TSG:
	R4

	
	

	Work item code:
	LTE_V2X-Core
	
	Date:
	2017-02-03

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	The corresponding requirements of selection/reselection of V2X synchronization reference should be introduced into TS 36.133.


	
	

	Summary of change:
	Introducing the requirements of selection/reselection of synchronization reference for V2X.


	
	

	Consequences if not approved:
	There are no requirements of selection/reselection of synchronization reference for V2X.


	
	

	Clauses affected:
	Section 13.5


	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	

	affected:
	x
	
	 Test specifications
	TS 36.521-3

	(show related CRs)
	
	x
	 O&M Specifications
	

	
	

	Other comments:
	


<< Start of Change #1 >>
13.5
Selection / Reselection of V2X Synchronization Reference
13.5.1
Introduction

This clause contains requirements for the measurements performed by the UE capable of V2X sidelink communication on the carrier used for V2X sidelink communication operation.
13.5.2
Selection/Reselection to intra-frequency SyncRef UE
13.5.2.1
Introduction
This clause contains requirements for the measurement for V2X SyncRef UE on the UE capable of V2X sidelink communication. The requirement apply when
-
the serving cell (RRC_IDLE) or PCell (RRC_CONNECTED) is not selected as the synchronization reference source, and
-
GNSS is not configured as the highest priority if GNSS is selected as the synchronization reference source.
13.5.2.1
Requirements
The UE shall be able to identify newly detectable intra-frequency V2X SyncRef UE within Tdetect,SyncRef UE_V2X seconds if V2X SyncRef UE meets the selection / reselection criterion defined in TS 36.331 [2].  

A V2X SyncRef UE is considered to be detectable when

-
S-RSRP related side conditions given in Section 9.10.2 are fulfilled for a corresponding Band,

-
V2X SCH_RP and SCH Ês/Iot are fulfilled according to Annex B.6.4 for a corresponding Band.

Tdetect,SyncRef UE_V2X is defined as [4] seconds at SCH Es/Iot ≥ -4 dB, provided that the V2X UE is allowed to drop a maximum of [20]% of its V2X SLSS transmissions at the physical layer for the purpose of V2X SyncRef UE selection / reselection. The UE capable of V2X sidelink communication shall be capable of performing S-RSRP measurements for [6] identified intra-frequency V2X SyncRef UEs with the measurement period of 320 ms. It is assumed that the intra-frequency V2X SyncRef UEs do not drop or delay V2X SLSS transmission within the measurement period. Otherwise, the measurement period may be extended.
<< End of Change #1 >>
