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< START OF CHANGE #1 >
A.4.2.18
HD – FDD Intra frequency case for UE Category NB1 In-Band mode in normal coverage
A.4.2.18.1
Test Purpose and Environment

This test is to verify the requirement for the HD-FDD intra frequency cell reselection requirements for Cat-NB1 UE specified in clause 4.6.2.2.

The test scenario comprises of 1 E-UTRA carrier with one ecell and one NB-IoT carrier with 2 ncells of different physical cell ID, as given in tables A.4.2.18.1-1, A.4.2.18.1-2 and A.4.2.18.1-3. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Only nCell1 is already identified by the UE prior to the start of the test, i.e. nCell 2 is not identified. nCell 1 and nCell 2 belong to different tracking areas. Furthermore, UE has not registered with network for the tracking area containing nCell 2.
 Table A.4.2.18.1-1: General test parameters for HD-FDD intra frequency cell reselection test case for Cat-NB1 UE in normal coverage
	Parameter
	Unit
	Value
	Comment

	NB-IOT operational mode
	
	In-band
	

	Initial condition
	Active cell 
	
	nCell1
	

	
	Neighbour cells
	
	eCell1, nCell2
	

	T2 end condition
	Active cell 
	
	nCell2
	

	
	Neighbour cells
	
	eCell1, nCell1 
	

	Final condition
	Visited cell 
	
	nCell1
	

	E-UTRA RF Channel Number
	
	1
	One carrier frequency is used for eCell.

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	PRACH Configuration
	
	1
	Refer to A.3.17

	DRX cycle length
	s
	1.28
	The value shall be used for all cells in the test.

	T1
	s
	>7
	During T1, nCell2 shall be powered off, and during the off time the physical cell identity shall be changed. The intention is to ensure that nCell2 has not been detected by the UE prior to the start of period T2

	T2
	s
	≤ 60
	T2 is defined so that cell re-selection time is taken into account.

	T3
	s
	≤ 15
	T3 is defined so that cell re-selection time is taken into account.


< END OF CHANGE #1 >
