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< START OF CHANGE #1 >
6.10
Random Access for UE category NB2
6.10.1
Introduction

The requirements in this section are applicable for the random access transmission by the UE category NB2 to an anchor carrier or to a non-anchor carrier. The UE category NB2 supports only contention-based random access transmission on anchor carrier and on non-anchor carrier.
The random access procedure is used when establishing the layer 1 communication between the UE and NB-IoT. The random access is specified in clause 6 of TS 36.213[3] and the control of the NPRACH transmission is specified in clause 5.1 of TS 36.321[17]. 

6.10.2
Requirements

The requirements in clause 6.6.2 defined for UE category NB1 also apply for this section.
6.10.3
Requirements for NPRACH configuration

In addition to the requirements defined in 6.10.2, the UE shall also execute the random access procedure defined in clause 5.1 in TS 36.321 [17] using the NPRACH configuration contained in NPRACH-ConfigSIB-NB in TS 36.331 [2]. The UE shall apply the following procedure:
-
Determines the enhanced coverage level based on the NRSRP intra-frequency measurement for NPRACH transmission to the anchor carrier or for NPRACH transmission to the non-anchor carrier and the configured criterion as defined in section 5.1.1, TS 36.321 [17],

-
Selects NPRACH resources [2] configured for the corresponding enhanced coverage level as determined in the previous step and;
-
Transmits or re-transmits NPRACH preamble using the selected NPRACH resources and NPRACH configuration.
< END OF CHANGE #1 >
