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1 Introduction
Agreements on some further BS RF requirements for shortened TTI were made in last meeting [1] including power dynamic range, frequency error, time alignment and DL RS power. This contribution discusses the remaining issues including mean power and EVM measurement periods.
2 Discussion

Receive period and mean power
For UE, output power related requirements are already agreed to be measured for sTTI. There may be some arguments that for base station the downlink and uplink signals are always transmitted and received rather than occupy only one sTTI as UE, or some other arguments that short measurement period will make the power accuracy relaxed, so no need to change it. However, since one sTTI is the basic time unit of one scheduling, and one sTTI is just the minimum measurement period, it is reasonable to reduce the measurement period to one sTTI which is also aligned with UE. 
Following definitions related receive period and mean power need to be revised.
Base station receive period: time during which the base station is receiving data subframes for 1ms TTI or data sTTIs for shortened TTI or UpPTS.
Mean power: power measured in the channel bandwidth of the carrier.

NOTE:
The period of measurement shall be at least one subframe (1ms) for 1ms TTI or one sTTI for shortened TTI, unless otherwise stated.
EVM
EVM is measured over downlink subframes within 10ms period in existing specification. For sTTI, these measurements need to be changed to be over sTTI with same requirements maintained for sPDSCH. Since it is already agreed EVM measurement shall be performed for 10ms period, it should be no difficult for BS implementation.
Conclusion
This contribution discusses remaining BS RF requirements for sTTI and proposed the following way forward:
· Base station receive period should be the time during which the base station is receiving data sTTIs for shortened TTI.
· The period of mean power measurement shall be at least one sTTI for shortened TTI.
· EVM should be measured over sTTI for shortened TTI within 10ms period.
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