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	Reason for change:
	In RAN4#82 it was agreed in an LS to RAN2 (R4-1702199) that RAN4 thinks that highSpeedEnhancedMeasFlag is applicable to a frequency of PCell only.
 It was also agreed in the meeting report

Agreement: the clarification CR for 36.133 for the corresponding RRM measurement behaviour will be needed.
 

	
	

	Summary of change:
	Sentence is added to clarify that when highSpeedEnhancedMeasFlag is configured, the enhanced measurement requirements apply only to measurements of the primary component carrier and do not apply to measurements of a secondary component carrier with active SCell
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	RAN4 specifications will not be aligned with the agreement and liasion statement to RAN2 that the enhancement is applicable to PCell only.
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 8.3.3.1
Measurements of a secondary component carrier with active SCell

When the SCell is activated, measurement performance requirements for the frequency are those given in clause 8.1.2.2(E-UTRAN intra frequency measurements and E-UTRAN intra frequency measurements with autonomous gaps). If common DRX is in use, then the requirements for that secondary component carrier are given by the applicable DRX requirements (FDD or TDD) in clause 8.1.2.2, otherwise the non DRX requirements are applicable. When highSpeedEnhancedMeasFlag is configured, the enhanced measurement requirements apply only to measurements of the primary component carrier and do not apply to measurements of a secondary component carrier with active SCell, The applicable measurement accuracy requirements are in clause 9.1.11 (Carrier aggregation measurement accuracy)

