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1. Overall Description:

RAN4 thanks RAN5 on the LS on missing PDCCH channel SNR definitions. RAN4 discussed the action from RAN5 below
1. For MTC (Category 0): Add demodulation PDCCH minimum requirements for 2x1 antenna configuration in TS 36.101.

RAN4 concluded not to introduce new PDCCH demodulation requirements for 2x1 in TS36.101, instead inform RAN5 about the suitable SNR condition ensuring UE can decode PDCCH without errors during the MTC RRM event-triggered reporting tests in TS36.133.
After reviewing the RRM event-triggered reporting test cases, RAN4 identified all the MTC tests use the same condition for FDD/HD-FDD/TDD such as 10MHz channel bandwidth, 2 OFDM symbols for control region, 8 CCEs, ETU70 and 2x1 antenna configuration. In order to ensure UE can decode PCFICH/PDCCH without errors during the RRM tests, RAN4 recommend to set test points as follows:
	Test case in TS36.133
	Duplex mode
	Recommended SNR

	A.8.1.11, A.8.1.12, A.8.1.13, A.8.1.14, A.8.1.15, A.8.1.16
	FDD/HD-FDD
	> 0.7 dB

	A.8.1.17, A.8.1.18
	TDD
	> 0.8 dB


Referring to the recommended SNR values above, RAN4 endorsed the test case update for RRM event-triggered reporting as in the attachment. 
2. Actions:

To RAN5 group.

ACTION: 
RAN4 kindly asks RAN5 to take into accounts RAN4 agreements above.
3. Date of Next TSG-RAN WG4 Meetings:

TSG-RAN4 Meeting #83 
15th – 19th May 2017
Hangzhou, China.

TSG-RAN4 Meeting #84
21th – 25th August 2017
Berlin, Germany.

