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<< Start of Change 1>>
8.13.3
Requirements for UE category M1 with CE mode B

The UE category M1 applicability of the requirements in subclause 8.13.3 is defined in Section 3.6. The requirements defined in clause 8.13.3 apply provided the following conditions are met:

-
UE is configured with measurement gap according to any of gap patterns defined in Table 8.1.2.1-1. 

8.13.3.1
E-UTRAN intra frequency measurements by UE category M1 with CE mode B

The UE shall be able to identify new intra-frequency cells and perform RSRP measurements of identified intra-frequency cells without an explicit intra-frequency neighbour cell list containing physical layer cell identities. During the RRC_CONNECTED state the UE shall continuously measure identified intra frequency cells and additionally search for and identify new intra frequency cells.
8.13.3.1.1
E-UTRAN FDD intra frequency measurements

8.13.3.1.1.1
E-UTRAN intra frequency measurements when no DRX is used 

When no DRX is in use the UE shall be able to identify and measure a new detectable FDD intra frequency cell according to requirements in Table 8.13.3.1.1.1-1.
Table 8.13.3.1.1.1-1: Requirement on cell identification delay and measurement delay for FDD intrafrequency cell

	Gap pattern ID
	Cell identification delay (Tidentify_intra_UE cat M1)
	Measurement delay (Tmeasure_intra_UE cat M1)

	0
	320.8 s
	800 ms

	1
	321.6 s
	1600ms


Table 8.13.3.1.1.1-2: Void
	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


A cell shall be considered detectable when

-
RSRP related side conditions given in Sections 9.1.21.3 and 9.1.21.4 are fulfilled for a corresponding Band,

-
SCH_RP and SCH Ês/Iot according to Annex Table B.2.14-3 for a corresponding Band.
<<Omit unchanged part>>
8.13.3.1.1.2
E-UTRAN intra frequency measurements when DRX is used
When DRX is in use the UE shall be able to identify a new detectable FDD intra frequency cell within Tidentify_intra_UE cat M1 as shown in table 8.13.3.1.1.2-1.

When eDRX_CONN is in use the UE shall be able to identify a new detectable FDD intra frequency cell within Tidentify_intra_UE cat M1 as shown in table 8.13.3.1.1.2-1B.

Table 8.13.3.1.1.2-1: Requirement to identify a newly detectable FDD intrafrequency cell

	Gap pattern ID
	DRX cycle length (s)
	Tidentify_intra_UE cat M1 (s) (DRX cycles)

	0
	≤0.64
	320.8 (Note1)

	
	0.64< DRX-cycle≤2.56
	Note2(400)

	1
	DRX-cycle ≤ 0.640
	321.6  (Note1)

	
	0.64< DRX-cycle≤2.56
	Note2(400)

	Note1:
Number of DRX cycle depends upon the DRX cycle in use

Note2:
Time depends upon the DRX cycle in use


Table 8.13.3.1.1.2-1A: Void
	
	
	

	
	
	

	
	
	

	
	
	


Table 8.13.3.1.1.2-1B: Requirement to identify a newly detectable FDD intrafrequency cell when eDRX_CONN is used

	eDRX_CONN cycle length (s)
	Tidentify_intra_UE cat M1 (s) (eDRX_CONN cycles)

	2.56<eDRX_CONN cycle≤10.24
	Note (400)

	NOTE:
Time depends upon the eDRX_CONN cycle in use


A cell shall be considered detectable when

-
RSRP related side conditions given in Sections 9.1.21.3 and 9.1.21.4 are fulfilled for a corresponding Band,

-
SCH_RP and SCH Ês/Iot according to Annex Table B.2.14-3 for a corresponding Band
In the RRC_CONNECTED state the measurement period for intra frequency measurements is Tmeasure_intra_UE cat M1. When DRX is used, Tmeasure_intra_UE cat M1 is as specified in table 8.13.3.1.1.2-2. When eDRX_CONN is used, Tmeasure_intra_UE cat M1 is as specified in table 8.13.3.1.1.2-4. The UE shall be capable of performing RSRP measurements for 6 identified-intra-frequency cells, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of Tmeasure_intra_UE cat M1.

Table 8.13.3.1.1.2-2: Requirement to measure FDD intrafrequency cells

	Gap pattern ID
	DRX cycle length (s)
	Tmeasure_intra_UE cat M1 (s) (DRX cycles)

	0
	≤0.16
	0.8 (Note1)

	
	0.16<DRX-cycle≤2.56
	Note2(5)

	1
	≤0.32
	1.6  (Note1)

	
	0.32<DRX-cycle≤2.56
	Note2(5)

	Note1: Number of DRX cycle depends upon the DRX cycle in use

Note2: Time depends upon the DRX cycle in use


Table 8.13.3.1.1.2-3: Void
	
	
	

	
	
	

	
	
	

	
	
	


Table 8.13.3.1.1.2-4: Requirement to measure FDD intrafrequency cells when eDRX_CONN cycle is used

	eDRX_CONN cycle length (s)
	Tmeasure_intra_UE cat M1 (s) (eDRX_CONN cycles)

	2.56<eDRX_CONN cycle≤10.24
	Note (5)

	NOTE:
Time depends upon the eDRX_CONN cycle in use


The RSRP measurement accuracy for all measured cells shall be as specified in the sub-clauses 9.1.21.3 and 9.1.21.4.
<<Omit unchanged part>>
8.13.3.1.2.2 
E-UTRAN intra frequency measurements when DRX is used

The requirements in this section are applicable for the UE which supports half duplex operation on one or more supported frequency bands [2]. 

When DRX is in use the UE shall be able to identify a new detectable HD-FDD intra frequency cell within Tidentify_intra_UE cat M1 as shown in table 8.13.3.1.2.2-1.

When eDRX_CONN is in use, the UE shall be able to identify a new detectable FDD intra frequency cell within Tidentify_intra_UE cat M1 as shown in table 8.13.3.1.2.2-1B.

Table 8.13.3.1.2.2-1: Requirement to identify a newly detectable HD-FDD intrafrequency cell

	Gap pattern ID
	DRX cycle length (s)
	Tidentify_intra_UE cat M1 (s) (DRX cycles)

	0
	≤0.64
	320.8 (Note1)

	
	0.64<DRX-cycle≤2.56
	Note2(400)

	1
	<0.64
	321.6  (Note1)

	
	0.64≤DRX-cycle≤2.56
	Note2(400)

	Note1:
Number of DRX cycle depends upon the DRX cycle in use

Note2:
Time depends upon the DRX cycle in use


Table 8.13.3.1.2.2-1A: Void
	
	
	

	
	
	

	
	
	

	
	
	


Table 8.13.3.1.2.2-1B: Requirement to identify a newly detectable HD-FDD intrafrequency cell when eDRX_CONN cycle is used

	eDRX_CONN cycle length (s)
	Tidentify_intra_UE cat M1 (s) (eDRX_CONN cycles)

	2.56<eDRX_CONN cycle≤10.24
	Note (400)

	NOTE:
Time depends upon the eDRX_CONN cycle in use


A cell shall be considered detectable when

-
RSRP related side conditions given in Sections 9.1.21.3 and 9.1.21.4 are fulfilled for a corresponding Band,

-
SCH_RP and SCH Ês/Iot according to Annex Table B.2.14-4 for a corresponding Band
In the RRC_CONNECTED state the measurement period for intra frequency measurements is Tmeasure_intra_UE cat M1. When DRX is used, Tmeasure_intra_UE cat M1 is as specified in table 8.13.3.1.2.2-2. When eDRX_CONN cycle is used, Tmeasure_intra_UE cat M1 is as specified in table 8.13.3.1.2.2-4. The UE shall be capable of performing RSRP measurements for 6 identified-intra-frequency cells, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of Tmeasure_intra_UE cat M1.

Table 8.13.3.1.2.2-2: Requirement to measure HD-FDD intrafrequency cells

	Gap pattern ID
	DRX cycle length (s)
	Tmeasure_intra_UE cat M1 (s) (DRX cycles)

	0
	<0.128
	0.8 (Note1)

	
	0.128≤DRX-cycle≤0.16
	Note2 (7)

	
	0.16<DRX-cycle≤2.56
	Note2(5)

	1
	≤0.32
	1.6 (Note1)

	
	0.32<DRX-cycle≤2.56
	Note2(5)

	Note1:
Number of DRX cycle depends upon the DRX cycle in use

Note2:
Time depends upon the DRX cycle in use


Table 8.13.3.1.2.2-3: Void
	
	
	

	
	
	

	
	
	

	
	
	


Table 8.13.3.1.2.2-4: Requirement to measure HD-FDD intrafrequency cells when eDRX_CONN cycle is used

	eDRX_CONN cycle length (s)
	Tmeasure_intra_UE cat M1 (s) (eDRX_CONN cycles)

	2.56<eDRX_CONN cycle≤10.24
	Note (5)

	NOTE:
Time depends upon the eDRX_CONN cycle in use


The RSRP measurement accuracy for all measured cells shall be as specified in the sub-clauses 9.1.21.3 and 9.1.21.4. 
<<Omit unchanged part>>
8.13.3.1.3
E-UTRAN TDD intra frequency measurements 

8.13.3.1.3.1
E-UTRAN intra frequency measurements when no DRX is used

When no DRX is in use the UE shall be able to identify and measure a new detectable TDD intra frequency cell according to requirements in Table 8.13.3.1.3.1-1.
Table 8.13.3.1.3.1-1: Requirement on cell identification delay and measurement delay for TDD intrafrequency cell

	Gap pattern ID
	Cell identification delay (Tidentify_intra_UE cat M1)
	Measurement delay (Tmeasure_intra_UE cat M1)

	0
	320.8 s
	800 ms Note1
[1600 ms] Note2

	1
	321.6 s 
	1600 ms Note1
[3200 ms] Note2

	Note1:
Under TDD UL/DL configuration other than 0
Note2:
Under TDD UL/DL configuration 0


Table 8.13.3.1.3.1-2: Void
	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


A cell shall be considered detectable when

-
RSRP related side conditions given in Sections 9.1.21.3 and 9.1.21.4 are fulfilled for a corresponding Band,

-
SCH_RP and SCH Ês/Iot according to Annex Table B.2.14-3 for a corresponding Band.
<<Omit unchanged part>>
8.13.3.1.3.2 
E-UTRAN intra frequency measurements when DRX is used
When DRX is in use the UE shall be able to identify a new detectable TDD intra frequency cell within Tidentify_intra_ UE cat M1 as shown in table 8.13.3.1.3.2-1.

When eDRX_CONN is in use the UE shall be able to identify a new detectable TDD intra frequency cell within Tidentify_intra_UE cat M1 as shown in table 8.13.3.1.3.2-1B.

Table 8.13.3.1.3.2-1: Requirement to identify a newly detectable TDD intrafrequency cell

	Gap pattern ID
	DRX cycle length (s)
	Tidentify_intra_UE cat M1 (s) (DRX cycles)

	0
	DRX-cycle ≤ 0.64
	320.8 (Note1)

	
	0.64<DRX-cycle≤2.56
	Note2(400)

	1
	DRX-cycle ≤ 0.64
	321.6  (Note1)

	
	0.64<DRX-cycle≤2.56
	Note2(400)

	Note1:
Number of DRX cycle depends upon the DRX cycle in use

Note2:
Time depends upon the DRX cycle in use


Table 8.13.3.1.3.2-1A: Voidl

	
	
	

	
	
	

	
	
	

	
	
	


Table 8.13.3.1.3.2-1B: Requirement to identify a newly detectable TDD intrafrequency cell when eDRX_CONN cycle is used

	eDRX_CONN cycle length (s)
	Tidentify_intra_UE cat M1 (s) (eDRX_CONN cycles)

	2.56<eDRX_CONN cycle≤10.24
	Note (400)

	NOTE:
Time depends upon the eDRX_CONN cycle in use


A cell shall be considered detectable when

-
RSRP related side conditions given in Clause 9.1.21.3 and 9.1.21.4 are fulfilled for a corresponding Band,

-
SCH_RP and SCH Ês/Iot according to Annex Table B.2.14-3 for a corresponding Band

In the RRC_CONNECTED state the measurement period for intra frequency measurements is Tmeasure_intra_UE cat M1. When DRX is used, Tmeasure_intra_UE cat M1 is as shown in table 8.13.3.1.3.2-2. When eDRX_CONN is used, Tmeasure_intra_UE cat M1 is as shown in table 8.13.3.1.3.2-4. The UE shall be capable of performing RSRP measurement for 6 identified intra-frequency cells and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of Tmeasure_intra_UE cat M1.

Table 8.13.3.1.3.2-2: Requirement to measure TDD intra frequency cells

	TDD Uplink-downlink

configuration
	Gap pattern ID
	DRX cycle length (s)
	Tmeasure_intra_UE cat M1 (s) (DRX cycles)

	Other than 0
	0
	≤0.16
	0.8 (Note1)

	
	
	0.16<DRX-cycle≤2.56
	Note2(5)

	
	1
	≤0.32
	1.6  (Note1)

	
	
	0.32<DRX-cycle≤2.56
	Note2(5)

	0
	0
	≤0.32
	[1.6] (Note1)

	
	
	0.32<DRX-cycle≤2.56
	Note2(5)

	
	1
	≤0.64
	[3.2] (Note1)

	
	
	0.64<DRX-cycle≤2.56
	Note2(5)

	Note1:
Number of DRX cycle depends upon the DRX cycle in use

Note2:
Time depends upon the DRX cycle in use


Table 8.13.3.1.3.2-3: Void
	
	
	

	
	
	

	
	
	

	
	
	


Table 8.13.3.1.3.2-4: Requirement to measure TDD intra frequency cells when eDRX_CONN cycle is used

	eDRX_CONN cycle length (s)
	Tmeasure_intra_UE cat M1  (s) (eDRX_CONN cycles)

	2.56<eDRX_CONN cycle≤10.24
	Note (5)

	NOTE:
Time depends upon the eDRX_CONN cycle in use.


The RSRP measurement accuracy for all measured cells shall be as specified in the sub-clauses 9.1.21.3 and 9.1.21.4. 
<< End of Change 1>>
