Page 1



3GPP TSG-RAN WG4 Meeting #82bis 
R4-1703645
Spokan, US, April 3-7, 2017
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	36.133
	CR
	4785
	rev
	-
	Current version:
	14.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:

	CR on none uniform gap pattern

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	R4

	
	

	Work item code:
	LTE_meas_gap_enh-Core
	
	Date:
	2017-03-21

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	Decision was made in RAN4#82 to introduce non-uniform gap pattern [R4-1702450].

	
	

	Summary of change:
	Introduce the non-uniform gap measurements

	
	

	Consequences if not approved:
	The non-uniform gap pattern is not supported

	
	

	Clauses affected:
	8.1.2.1, 8.1.2.3.1, 8.1.2.3.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	

	affected:
	X
	
	 Test specifications
	TS 36.521-3 

	(show related CRs)
	
	X
	 O&M Specifications
	 

	
	

	Other comments:
	


<< Start of Change 1>>
Table 8.1.2.1-1: Gap Pattern Configurations supported by the UE

	Gap Pattern Id
	MeasurementGap Length (MGL, ms)
	Measurement Gap Repetition Period

(MGRP, ms)
	Minimum available time for inter-frequency and inter-RAT measurements during 480ms period

(Tinter1, ms)
	Measurement Purpose

	0
	6
	40
	60
	Inter-Frequency E-UTRAN FDD and TDD, UTRAN FDD, GERAN, LCR TDD, HRPD, CDMA2000 1x

	1
	6
	80
	30
	Inter-Frequency E-UTRAN FDD and TDD, UTRAN FDD, GERAN, LCR TDD, HRPD, CDMA2000 1x

	2Note6
	6
	40
	60
	Inter-Frequency E-UTRAN FDD and TDD, UTRAN FDD, GERAN, LCR TDD, HRPD, CDMA2000 1x


NOTE 1:
When inter-frequency RSTD measurements are configured and the UE requires measurement gaps for performing such measurements, only Gap Pattern 0 can be used. For defining the inter-frequency and inter-RAT requirements Tinter1=30ms shall be assumed. 

NOTE 2:
A measurement gap starts at the end of the latest subframe occurring immediately before the measurement gap among MCG serving cells subframes. 

NOTE 3: 
MGL is the time from start of tuning to end of retuning, which is aligned between MCG and SCG.
NOTE 4: 
The total interruption time on SCG is 6 subframes for synchronous dual connectivity, and the total interruption time on SCG is 7 subframes for asyncrhonous dual connectivity. As shown in Figure 8.1.2.1-1, MCG subframes from i+1 to i+6 are included in total interruption time together with SCG subframes from j+1 to j+6 for synchronous dual connectivity and j+1 to j+7 for asyncrhonous dual connectivity.
NOTE 5: 
For asynchronous dual connectivity as shown in Figure 8.1.2.1-1 (b), subframe j is regarded as the subframe occurring immediately before the measurement gap for SCG, similarly, subframe j+8 is regarded as the subframe occurring immediately after the measurement gap for SCG.
NOTE 6:
 Gap pattern 2 is as shown in figure 8.1.2.1-2. An LMGRP is consisted of T1 and T2. During T1, UE perform inter frequency measurement during the gap. During T2, UE suspends inter frequency measurement. Both UE and eNB can assume there is no gap during T2. T1 eqauls to [12] MGRP in milliseconds ([480] ms). LMGRP is configured by the higher layers, and should be multiples of the MGRP.
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Figure 8.1.2.1-1: Measurement GAP and total interruption time on MCG and SCG
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Figure 8.1.2.1-2: None-uniform gap pattern for GP2
<< End of Change 1>>
<< Start of Change 2>>
8.1.2.3
E-UTRAN inter frequency measurements

The UE shall be able to identify new inter-frequency cells and perform RSRP, RSRQ, and RS-SINR measurements of identified inter-frequency cells if carrier frequency information is provided by the PCell, even if no explicit neighbour list with physical layer cell identities is provided.
The requirements in this section shall also appy, when the UE is configured to perform SRS carrier based switching and using measurement gaps.
8.1.2.3.1
E-UTRAN FDD – FDD inter frequency measurements

8.1.2.3.1.1
E-UTRAN FDD – FDD inter frequency measurements when no DRX is used

When measurement gaps are scheduled, or the UE supports capability of conducting such measurements without gaps, the UE shall be able to identify a new FDD inter-frequency within TIdentify_Inter according to the following expression:
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Where:

TBasic_Identify_Inter = 480 ms if GP2 is not configured. TBasic_Identify_Inter = LMGRP ms if gap pattern 2 is configured. It is the time period used in the inter frequency equation where the maximum allowed time for the UE to identify a new FDD inter-frequency cell is defined.

Nfreq,n Nfreq,r Kn and Kr are defined in clause 8.1.2.1.1 and Tinter1 is defined in clause 8.1.2.1

A cell shall be considered detectable provided following conditions are fulfilled:

-
RSRP|dBm and RSRP Ês/Iot according to Annex B.2.3 for a corresponding Band,

-
other RSRP related side conditions given in Sections 9.1.3.1 and 9.1.3.2 are fulfilled for a corresponding Band,

-
RSRQ related side conditions given in Sections 9.1.6.1 and 9.1.6.2 are fulfilled for a corresponding Band,

-
RS-SINR related side conditions given in Sections 9.1.17.3.1 and 9.1.17.3.2 are fulfilled for a corresponding Band,
-
SCH_RP|dBm and SCH Ês/Iot according to Annex B.2.3 for a corresponding Band.
When measurement gaps are scheduled for FDD inter frequency measurements, or the UE supports capability of conducting such measurements without gaps, the UE physical layer shall be capable of reporting RSRP, RSRQ, and RS-SINR measurements to higher layers with measurement accuracy as specified in sub-clauses 9.1.3.1, 9.1.3.2, 9.1.6.1, 9.1.6.2, 9.1.17.3.1 and 9.1.17.3.2, respectively, with measurement period given by table 8.1.2.3.1.1-1.

Table 8.1.2.3.1.1-1: Measurement period and measurement bandwidth
	Configuration
	Physical Layer Measurement period: TMeasurement_Period _Inter_FDD [ms] (normal performance)
	Physical Layer Measurement period: TMeasurement_Period _Inter_FDD [ms] (reduced performance)
	Measurement bandwidth [RB]

	0
	TBasic_Identify_Inter x Kn x Nfreq,n
	TBasic_Identify_Inter x Kr x Nfreq,r
	6

	1 (Note)
	TBasic_Identify_Inter/2 x Kn x  Nfreq,n
	TBasic_Identify_Inter/2 x Kr x  Nfreq,r
	50

	Note: This configuration is optional


The UE shall be capable of performing RSRP, RSRQ, and RS-SINR measurements of at least 4 inter-frequency cells per FDD inter-frequency for up to 3 FDD inter-frequencies or 8 FDD interfrequencies if the UE supports Increased UE carrier monitoring E-UTRA and the UE physical layer shall be capable of reporting RSRP, RSRQ, and RS-SINR measurements to higher layers with the measurement period defined in Table 8.1.2.3.1.1-1.

8.1.2.3.1.1.1
Measurement Reporting Requirements

8.1.2.3.1.1.1.1
Periodic Reporting

Reported RSRP, RSRQ, and RS-SINR measurements contained in periodically triggered measurement reports shall meet the requirements in sections 9.1.3.1, 9.1.3.2, 9.1.6.1, 9.1.6.2, 9.1.17.3.1 and 9.1.17.3.2, respectively.

8.1.2.3.1.1.1.2
Event-triggered Periodic Reporting

Reported RSRP, RSRQ, and RS-SINR measurements contained in event triggered periodic measurement reports shall meet the requirements in sections 9.1.3.1, 9.1.3.2, 9.1.6.1, 9.1.6.2, 9.1.17.3.1 and 9.1.17.3.2,  respectively.

The first report in event triggered periodic measurement reporting shall meet the requirements specified in clause 8.1.2.3.1.1.1.3.

8.1.2.3.1.1.1.3
Event Triggered Reporting

Reported RSRP, RSRQ, and RS-SINR measurements contained in event triggered measurement reports shall meet the requirements in sections 9.1.3.1, 9.1.3.2, 9.1.6.1, 9.1.6.2, 9.1.17.3.1 and 9.1.17.3.2, respectively.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH . The delay uncertainty is: 2 x TTIDCCH. This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than T identify -inter defined in clause 8.1.2.3.1.1. When L3 filtering is used or IDC autonomous denial is configured or the UE is performing reception and/or transmission for ProSe Direct Discovery and/or ProSe Direct Communication, or the UE is configured to perform SRS carrier based switching, an additional delay can be expected.

If a cell which has been detectable at least for the time period Tidentify_inter defined in clause 8.1.2.3.1.1 and then triggers the measurement report as per TS 36.331 [2], the event triggered measurement reporting delay shall be less than TMeasurement_Period_Inter_FDD defined in clause 8.1.2.3.1.1 provided the timing to that cell has not changed more than ( 50 Ts while measurement gap has not been available and the L3 filter has not been used. When L3 filtering is used or IDC autonomous denial is configured or the UE is performing reception and/or transmission for ProSe Direct Discovery and/or ProSe Direct Communication, or the UE is configured to perform SRS carrier based switching, an additional delay can be expected.
8.1.2.3.1.2
E-UTRAN FDD – FDD inter frequency measurements when  DRX is used

When DRX or eDRX_CONN is in use, either measurement gaps are scheduled or the UE supports capability of conducting such measurements without gaps, the UE shall be able to identify a new detectable E-UTRAN FDD inter frequency cell within Tidentify_inter. When DRX is in use, Tidentify_inter is as defined in Table 8.1.2.3.1.2-1, and when eDRX_CONN is in use, Tidentify_inter is as defined in Table 8.1.2.3.1.2-1A.

Table 8.1.2.3.1.2-1: Requirement to identify a newly detectable FDD interfrequency cell

	DRX cycle length (s)
	 Tidentify_inter (s) (DRX cycles), normal performance
	Tidentify_inter (s) (DRX cycles), reduced performance

	
	Gap period = 40 ms
	Gap period = 80 ms
	Gap period = 40 ms
	Gap period = 80 ms

	≤0.16
	Non DRX Requirements in clause 8.1.2.3.1.1 are applicable
	Non DRX Requirements in clause 8.1.2.3.1.1 are applicable
	Non DRX Requirements in clause 8.1.2.3.1.1 are applicable
	Non DRX Requirements in clause 8.1.2.3.1.1 are applicable

	0.256
	5.12*Kn*Nfreq,n

 (20*Kn*Nfreq,n)
	7.68*Kn *Nfreq,n (30*Kn *Nfreq,n)
	5.12*Kr*Nfreq,r

 (20*Kr*Nfreq,r)
	7.68*Kr *Nfreq,r (30*Kr *Nfreq,r)

	0.32
	6.4*Kn *Nfreq,n (20*Kn *Nfreq,n)
	7.68*Kn *Nfreq,nl (24*Kn *Nfreq,n)
	6.4*Kr *Nfreq,r (20*Kr *Nfreq,r)
	7.68*Kr *Nfreq,r (24*Kr *Nfreq,r)

	0.32< DRX-cycle≤2.56
	Note (20*Kn *Nfreq,n)
	Note (20*Kn *Nfreq,n)
	Note (20*Kr *Nfreq,r)
	Note (20*Kr *Nfreq,r)

	Note: Time depends upon the DRX cycle in use

	DRX cycle length (s)
	 Tidentify_inter (s) (DRX cycles), normal performance
	Tidentify_inter (s) (DRX cycles), reduced performance

	
	GP2 is configured
	GP2 is configured

	≤0.16
	Non DRX Requirements in clause 8.1.2.3.1.1 are applicable
	Non DRX Requirements in clause 8.1.2.3.1.1 are applicable

	0.256
	Note (
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	0.32< DRX-cycle≤2.56
	Note (
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	Note: Time depends upon the DRX cycle in use


Table 8.1.2.3.1.2-1A: Requirement to identify a newly detectable FDD inter-frequency cell when eDRX_CONN cycle is used
	eDRX_CONN cycle length (s)
	Tidentify_inter (s) (eDRX_CONN cycles), normal performance
	Tidentify_inter (s) (eDRX_CONN cycles), reduced performance

	
	Gap period = 40 ms
	Gap period = 80 ms
	Gap period = 40 ms
	Gap period = 80 ms

	2.56< eDRX_CONN cycle≤10.24
	Note (20*Kn *Nfreq,n)
	Note (20*Kn *Nfreq,n)
	Note (20*Kr *Nfreq,r)
	Note (20*Kr *Nfreq,r)

	Note: Time depends upon the eDRX_CONN cycle in use

	eDRX_CONN cycle length (s)
	Tidentify_inter (s) (eDRX_CONN cycles), normal performance
	Tidentify_inter (s) (eDRX_CONN cycles), reduced performance

	
	GP2 is configured
	GP2 is configured

	2.56< eDRX_CONN cycle≤10.24
	Note (
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	Note: Time depends upon the eDRX_CONN cycle in use


A cell shall be considered detectable provided following conditions are fulfilled:

-
RSRP|dBm and RSRP Ês/Iot according to Annex B.2.3 for a corresponding Band,

-
other RSRP related side conditions given in Clause 9.1.3.1 and 9.1.3.2 are fulfilled for a corresponding Band,

-
RSRQ related side conditions given in Sections 9.1.6.1 and 9.1.6.2 are fulfilled for a corresponding Band,

-
RS-SINR related side conditions given in Sections 9.1.17.3.1 and 9.1.17.3.2 are fulfilled for a corresponding Band,
-
SCH_RP|dBm SCH Ês/Iot according to Annex B.2.3 for a corresponding Band.

When DRX or eDRX_CONN is in use, the UE shall be capable of performing RSRP, RSRQ, and RS-SINR measurements of at least 4 inter-frequency cells per FDD inter-frequency and the UE physical layer shall be capable of reporting RSRP, RSRQ, and RS-SINR measurements to higher layers with the measurement period Tmeasure_inter, either measurement gaps are scheduled or the UE supports capability of conducting such measurements without gaps. When DRX is used, Tmeasure_inter is as defined in Table 8.1.2.3.1.2-2, and when eDRX_CONN is in use, Tmeasure_inter is as defined in Table 8.1.2.3.1.2-3.
Table 8.1.2.3.1.2-2: Requirement to measure FDD interfrequency cells

	DRX cycle length (s)
	Tmeasure_inter (s) (DRX cycles) (normal performance)
	Tmeasure_inter (s) (DRX cycles) (reduced performance)

	≤0.08
	Non DRX Requirements in clause 8.1.2.3.1.1 are applicable
	Non DRX Requirements in clause 8.1.2.3.1.1 are applicable

	0.08<DRX-cycle≤2.56
	Note (5*Kn*Nfreq,n)
	Note (5*Kr*Nfreq,r)

	Note: Time depends upon the DRX cycle in use

	DRX cycle length (s)
	Tmeasure_inter (s) (DRX cycles) (normal performance)
	Tmeasure_inter (s) (DRX cycles) (reduced performance)

	
	If GP2 is configured
	If GP2 is configured

	≤0.08
	Non DRX Requirements in clause 8.1.2.3.1.1 are applicable
	Non DRX Requirements in clause 8.1.2.3.1.1 are applicable

	0.08<DRX-cycle≤2.56
	Note (
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	Note: Time depends upon the DRX cycle in use


Table 8.1.2.3.1.2-3: Requirement to measure FDD inter-frequency cells when eDRX_CONN cycle is used
	eDRX_CONN cycle length (s)
	Tmeasure_inter (s) (eDRX_CONN cycles) (normal performance)
	Tmeasure_inter (s) (eDRX_CONN cycles) (reduced performance)

	2.56<eDRX_CONN cycle≤10.24
	Note (5*Kn*Nfreq,n)
	Note (5*Kr*Nfreq,r)

	Note: Time depends upon the eDRX_CONN cycle in use

	eDRX_CONN cycle length (s)
	Tmeasure_inter (s) (eDRX_CONN cycles) (normal performance)
	Tmeasure_inter (s) (eDRX_CONN cycles) (reduced performance)

	
	If GP2 is configured
	If GP2 is configured

	2.56<eDRX_CONN cycle≤10.24
	Note (
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	Note: Time depends upon the eDRX_CONN cycle in use


The RSRP measurement accuracy for all measured cells shall be as specified in the sub-clauses 9.1.3.1 and 9.1.3.2, the RSRQ measurement accuracy for all measured cells shall be as specified in the sub-clauses 9.1.6.1 and 9.1.6.2, and the RS-SINR measurement accuracy for all measured cells shall be as specified in the sub-clauses 9.1.17.3.1 and 9.1.17.3.2.

8.1.2.3.1.2.1
Measurement Reporting Requirements

8.1.2.3.1.2.1.1
Periodic Reporting

Reported RSRP, RSRQ, and RS-SINR measurements contained in periodically triggered measurement reports shall meet the requirements in sections 9.1.3.1, 9.1.3.2, 9.1.6.1, 9.1.6.2, 9.1.17.3.1 and 9.1.17.3.2, respectively.

8.1.2.3.1.2.1.2
Event-triggered Periodic Reporting

Reported RSRP, RSRQ, and RS-SINR measurements contained in event triggered periodic measurement reports shall meet the requirements in sections 9.1.3.1, 9.1.3.2, 9.1.6.1, 9.1.6.2, 9.1.17.3.1 and 9.1.17.3.2, respectively.

The first report in event triggered periodic measurement reporting shall meet the requirements specified in clause 8.1.2.3.1.2.1.3.

8.1.2.3.1.2.1.3
Event Triggered Reporting

Reported RSRP, RSRQ, and RS-SINR measurements contained in event triggered measurement reports shall meet the requirements in sections 9.1.3.1, 9.1.3.2, 9.1.6.1, 9.1.6.2, 9.1.17.3.1 and 9.1.17.3.2, respectively.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: 2 x TTIDCCH. This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than Tidentify_inter defined in clause 8.1.2.3.1.2. When L3 filtering is used or IDC autonomous denial is configured or the UE is performing reception and/or transmission for ProSe Direct Discovery and/or ProSe Direct Communication, or the UE is configured to perform SRS carrier based switching, an additional delay can be expected.

If a cell which has been detectable at least for the time period Tidentify_inter defined in clause 8.1.2.3.1.2 and then triggers the measurement report as per TS 36.331 [2], the event triggered measurement reporting delay shall be less than Tmeasure_inter defined in clause 8.1.2.3.1.2 provided the timing to that cell has not changed more than ( 50 Ts  while measurement gap has not been available and the L3 filter has not been used. When L3 filtering is used or IDC autonomous denial is configured or the UE is performing reception and/or transmission for ProSe Direct Discovery and/or ProSe Direct Communication, or the UE is configured to perform SRS carrier based switching, an additional delay can be expected.

8.1.2.3.2
E-UTRAN TDD – TDD inter frequency measurements

8.1.2.3.2.1
E-UTRAN TDD – TDD inter frequency measurements when no DRX is used
When measurement gaps are scheduled, or the UE supports capability of conducting such measurements without gaps, the UE shall be able to identify a new TDD inter-frequency within TIdentify_Inter according to the following expression:

-
When configuration 0 or configuration 1 in Table 8.1.2.3.2.1-1 is applied, 
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When configuration 2 or configuration 3 in Table 8.1.2.3.2.1-1 is applied, 
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TBasic_Identify_Inter = 480 ms if GP2 is not configured. TBasic_Identify_Inter = LMGRP ms if GP2 is configured. It is the time period used in the inter frequency equation where the maximum allowed time for the UE to identify a new TDD inter-frequency cell is defined.

Nfreq is defined in clause 8.1.2.1.1 and Tinter1 is defined in clause 8.1.2.1
A cell shall be considered detectable provided following conditions are fulfilled:
-
RSRP|dBm and RSRP Ês/Iot according to Annex B.2.3 for a corresponding Band,

-
other RSRP related side conditions given in Clause 9.1.3.1 and 9.1.3.2 are fulfilled for a corresponding Band,

-
RSRQ related side conditions given in Sections 9.1.6.1 and 9.1.6.2 are fulfilled for a corresponding Band,

-
RS-SINR related side conditions given in Sections 9.1.17.3.1 and 9.1.17.3.2 are fulfilled for a corresponding Band,
-
SCH_RP|dBm and SCH Ês/Iot according to Annex B.2.3 for a corresponding Band.

When measurement gaps are scheduled for TDD inter frequency measurements, or the UE supports capability of conducting such measurements without gaps, the UE physical layer shall be capable of reporting RSRP, RSRQ, and RS-SINR measurements to higher layers with measurement accuracy as specified in sub-clauses 9.1.3.1, 9.1.3.2, 9.1.6.1, 9.1.6.2, 9.1.17.3.1 and 9.1.17.3.2, respectively, with measurement period (TMeasurement_Period_TDD_Inter) given by table 8.1.2.3.2.1-1:
Table 8.1.2.3.2.1-1: TMeasurement_Period_TDD_Inter for different configurations
	Configuration
	Measurement bandwidth [RB]
	Number of UL/DL sub-frames per half frame (5 ms)
	DwPTS

	TMeasurement_Period_TDD_Inter [ms] (normal performance)

	TMeasurement_Period_TDD_Inter [ms] (reduced performance)


	
	
	DL
	UL
	Normal CP
	Extended CP
	
	

	0
	6
	2
	2
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	TBasic_Identify_Inter x Kn x Nfreq,n
	TBasic_Identify_Inter x Kr x Nfreq,r

	1 (Note 1)
	50
	2
	2
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The UE shall be capable of performing RSRP, RSRQ, RS-SINR measurements of at least 4 inter-frequency cells per TDD inter-frequency and the UE physical layer shall be capable of reporting RSRP, RSRQ, and RS-SINR measurements to higher layers with the measurement period TMeasurement_Period_TDD_Inter.

8.1.2.3.2.1.1 Measurement Reporting Requirements

8.1.2.3.2.1.1.1
Periodic Reporting

Reported RSRP, RSRQ, and RS-SINR measurements contained in periodically triggered measurement reports shall meet the requirements in sections 9.1.3.1, 9.1.3.2, 9.1.6.1, 9.1.6.2, 9.1.17.3.1 and 9.1.17.3.2, respectively.

8.1.2.3.2.1.1.2
Event-triggered Periodic Reporting

Reported RSRP, RSRQ, and RS-SINR measurements contained in event triggered periodic measurement reports shall meet the requirements in sections 9.1.3.1, 9.1.3.2, 9.1.6.1, 9.1.6.2, 9.1.17.3.1 and 9.1.17.3.2, respectively.

The first report in event triggered periodic measurement reporting shall meet the requirements specified in clause 8.1.2.3.2.1.1.3.

8.1.2.3.2.1.1.3
Event Triggered Reporting

Reported RSRP, RSRQ, and RS-SINR measurements contained in event triggered measurement reports shall meet the requirements in sections 9.1.3.1, 9.1.3.2, 9.1.6.1, 9.1.6.2, 9.1.17.3.1 and 9.1.17.3.2, respectively.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: 2 x TTIDCCH. This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than TIdentify_Inter defined in clause 8.1.2.3.2.1. When L3 filtering is used or IDC autonomous denial or the UE is performing reception and/or transmission for ProSe Direct Discovery and/or ProSe Direct Communication, or the UE is configured to perform SRS carrier based switching, is configured an additional delay can be expected.

If a cell which has been detectable at least for the time period TIdentify_Inter defined in clause 8.1.2.3.2.1 and then triggers the measurement report as per TS 36.331 [2], the event triggered measurement reporting delay shall be less than TMeasurement_Period_TDD_Inter defined in clause 8.1.2.3.2.1 provided the timing to that cell has not changed more than ( 50 Ts while measurementgap has not been available and the L3 filter has not been used. When L3 filtering is used or IDC autonomous denial is configured or the UE is performing reception and/or transmission for ProSe Direct Discovery and/or ProSe Direct Communication, or the UE is configured to perform SRS carrier based switching, an additional delay can be expected.
8.1.2.3.2.2
E-UTRAN TDD – TDD inter frequency measurements when DRX is used
When DRX or eDRX_CONN is in use, either measurement gaps are scheduled or the UE supports capability of conducting such measurements without gaps, the UE shall be able to identify a new detectable E-UTRAN TDD inter frequency cell within Tidentify_inter. When DRX is in use, Tidentify_inter is as defined in Table 8.1.2.3.2.2-1, and when eDRX_CONN is in use Tidentify_inter is as defined in Table 8.1.2.3.2.2-1A.
Table 8.1.2.3.2.2-1: Requirement to identify a newly detectable TDD interfrequency cell

	DRX cycle length (s)
	 Tidentify_inter (s) (DRX cycles) (normal performance)
	Tidentify_inter (s) (DRX cycles) (reduced performance)

	
	Gap period = 40 ms
	Gap period = 80 ms
	Gap period = 40 ms
	Gap period = 80 ms

	≤0.16
	Non DRX Requirements in clause 8.1.2.3.2.1 are applicable
	Non DRX Requirements in clause 8.1.2.3.2.1 are applicable
	Non DRX Requirements in clause 8.1.2.3.2.1 are applicable
	Non DRX Requirements in clause 8.1.2.3.2.1 are applicable

	0.256
	5.12*Kn*Nfreq,n (20*Kn *Nfreq,n)
	7.68*Kn *Nfreq,n (30*Kn *Nfreq,n)
	5.12*Kr*Nfreq,r (20*Kr *Nfreq,r)
	7.68*Kr *Nfreq,r (30*Kr *Nfreq,r)

	0.32
	6.4*Kn *Nfreq,n (20*Kn *Nfreq,n)
	7.68*Kn *Nfreq,n (24*Kn *Nfreq,n)
	6.4*Kr *Nfreq,r (20*Kr *Nfreq,r)
	7.68*Kr *Nfreq,r (24*Kr *Nfreq,r)

	0.32<DRX-cycle≤2.56
	Note (20*Kn *Nfreq,n)
	Note (20*Kn *Nfreq,n)
	Note (20*Kr *Nfreq,r)
	Note (20*Kr *Nfreq,r)

	DRX cycle length (s)
	 Tidentify_inter (s) (DRX cycles), normal performance
	Tidentify_inter (s) (DRX cycles), reduced performance

	
	GP2 is configured
	GP2 is configured

	≤0.16
	Non DRX Requirements in clause 8.1.2.3.2.1 are applicable
	Non DRX Requirements in clause 8.1.2.3.2.1 are applicable

	0.256
	Note (
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	0.32
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	0.32< DRX-cycle≤2.56
	Note (
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	Note: Time depends upon the DRX cycle in use

	
	
	


Table 8.1.2.3.2.2-1A: Requirement to identify a newly detectable TDD inter-frequency cell when eDRX_CONN cycle is used
	eDRX_CONN cycle length (s)
	Tidentify_inter (s) (eDRX_CONN cycles) (normal performance)
	Tidentify_inter (s) (eDRX_CONN cycles) (reduced performance)

	
	Gap period = 40 ms
	Gap period = 80 ms
	Gap period = 40 ms
	Gap period = 80 ms

	2.56<eDRX_CONN cycle ≤10.24
	Note (20*Kn *Nfreq,n)
	Note (20*Kn *Nfreq,n)
	Note (20*Kr *Nfreq,r)
	Note (20*Kr *Nfreq,r)

	Note: Time depends upon the eDRX_CONN cycle in use

	eDRX_CONN cycle length (s)
	Tidentify_inter (s) (eDRX_CONN cycles), normal performance
	Tidentify_inter (s) (eDRX_CONN cycles), reduced performance

	
	GP2 is configured
	GP2 is configured

	2.56< eDRX_CONN cycle≤10.24
	Note (
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	Note: Time depends upon the eDRX_CONN cycle in use


A cell shall be considered detectable provided following conditions are fulfilled:
-
RSRP|dBm and RSRP Ês/Iot according to Annex B.2.3 for a corresponding Band,

-
other RSRP related side conditions given in Clause 9.1.3.1 and 9.1.3.2 are fulfilled for a corresponding Band,

-
RSRQ related side conditions given in Sections 9.1.6.1 and 9.1.6.2 are fulfilled for a corresponding Band,

-
RS-SINR related side conditions given in Sections 9.1.17.3.1 and 9.1.17.3.2 are fulfilled for a corresponding Band,
-
SCH_RP|dBm and SCH Ês/Iot according to Annex B.2.3 for a corresponding Band.

When DRX or eDRX_CONN is in use, the UE shall be capable of performing RSRP, RSRQ, and RS-SINR measurements of at least 4 inter-frequency cells per TDD inter-frequency for up to 3 TDD inter-frequencies and the UE physical layer shall be capable of reporting RSRP, RSRQ, and RS-SINR measurements to higher layers with the measurement period Tmeasure_inter, either measurement gaps are scheduled or the UE supports capability of conducting such measurements without gaps. When DRX is in use, Tmeasure_inter is as defined in Table 8.1.2.3.2.2-2, and when eDRX_CONN is in use, Tmeasure_inter  is as defined in Table 8.1.2.3.2.2-3.
Table 8.1.2.3.2.2-2: Requirement to measure TDD interfrequency cells

	DRX cycle length (s)
	Tmeasure_inter (s) (DRX cycles) (normal requirement)
	Tmeasure_inter (s) (DRX cycles) (reduced requirement)

	≤0.08
	Non DRX Requirements in clause 8.1.2.3.2.1 are applicable
	Non DRX Requirements in clause 8.1.2.3.2.1 are applicable

	0.128
	When configuration 2 non DRX Requirements in clause 8.1.2.3.2.1 are applicable,

Otherwise 

Note (5*Kn*Nfreq,n)
	When configuration 2 non DRX Requirements in clause 8.1.2.3.2.1 are applicable,

Otherwise 

Note (5*Kr*Nfreq,r)

	0.128<DRX-cycle≤2.56
	Note (5*Kn*Nfreq,n)
	Note (5*Kr*Nfreq,r)

	Note:
Time depends upon the DRX cycle in use

	DRX cycle length (s)
	Tmeasure_inter (s) (DRX cycles) (normal requirement)
	Tmeasure_inter (s) (DRX cycles) (reduced requirement)

	
	If GP2 is configured
	If GP2 is configured

	≤0.08
	Non DRX Requirements in clause 8.1.2.3.2.1 are applicable
	Non DRX Requirements in clause 8.1.2.3.2.1 are applicable

	0.128
	When configuration 2 non DRX Requirements in clause 8.1.2.3.2.1 are applicable,

Otherwise 

Note (
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	When configuration 2 non DRX Requirements in clause 8.1.2.3.2.1 are applicable,

Otherwise 

Note (
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	0.128<DRX-cycle≤2.56
	Note (
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	Note:
Time depends upon the DRX cycle in use


Table 8.1.2.3.2.2-3: Requirement to measure TDD inter-frequency cells when eDRX_CONN cycle is used
	eDRX_CONN cycle length (s)
	Tmeasure_inter (s) (eDRX_CONN cycles) (normal requirement)
	Tmeasure_inter (s) (eDRX_CONN cycles) (reduced requirement)

	2.56<eDRX_CONN cycle ≤10.24
	Note (5*Kn*Nfreq,n)
	Note (5*Kr*Nfreq,r)

	Note:
Time depends upon the eDRX_CONN cycle in use

	eDRX_CONN cycle length (s)
	Tmeasure_inter (s) (eDRX_CONN cycles) (normal requirement)
	Tmeasure_inter (s) (eDRX_CONN cycles) (reduced requirement)

	
	If GP2 is configured
	If GP2 is configured

	2.56<eDRX_CONN cycle ≤10.24
	Note (
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	Note:
Time depends upon the eDRX_CONN cycle in use


The RSRP measurement accuracy for all measured cells shall be as specified in the sub-clauses 9.1.3.1 and 9.1.3.2, the RSRQ measurement accuracy for all measured cells shall be as specified in the sub-clauses 9.1.6.1 and 9.1.6.2, and the RS-SINR measurement accuracy for all measured cells shall be as specified in the sub-clauses 9.1.17.3.1 and 9.1.17.3.2.
8.1.2.3.2.2.1
Measurement Reporting Requirements

8.1.2.3.2.2.1.1
Periodic Reporting

Reported RSRP, RSRQ, and RS-SINR measurements contained in periodically triggered measurement reports shall meet the requirements in sections 9.1.3.1, 9.1.3.2, 9.1.6.1, 9.1.6.2, 9.1.17.3.1 and 9.1.17.3.2, respectively.

8.1.2.3.2.2.1.2
Event-triggered Periodic Reporting

Reported RSRP, RSRQ, and RS-SINR measurements contained in event triggered periodic measurement reports shall meet the requirements in clause 9.1.3.1, 9.1.3.2, 9.1.6.1, 9.1.6.2, 9.1.17.3.1 and 9.1.17.3.2, respectively.

The first report in event triggered periodic measurement reporting shall meet the requirements specified in clause 8.1.2.3.2.2.1.3.

8.1.2.3.2.2.1.3
Event Triggered Reporting

Reported RSRP, RSRQ, and RS-SINR measurements contained in event triggered measurement reports shall meet the requirements in clause 9.1.3.1, 9.1.3.2, 9.1.6.1, 9.1.6.2, 9.1.17.3.1 and 9.1.17.3.2, respectively.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: 2 x TTIDCCH. This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than TIdentify_Inter defined in Clause 8.1.2.3.2.2. When L3 filtering is used or IDC autonomous denial is configured or the UE is performing reception and/or transmission for ProSe Direct Discovery and/or ProSe Direct Communication, or the UE is configured to perform SRS carrier based switching, an additional delay can be expected.

If a cell which has been detectable at least for the time period TIdentify_Inter in clause 8.1.2.3.2.2 and then triggers the measurement report as per TS 36.331 [2], the event triggered measurement reporting delay shall be less than Tmeasure_inter in clause 8.1.2.3.2.2 provided the timing to that cell has not changed more than ( 50  Ts while measurement gap has not been available and the L3 filter has not been used. When L3 filtering is used or IDC autonomous denial is configured or the UE is performing reception and/or transmission for ProSe Direct Discovery and/or ProSe Direct Communication, or the UE is configured to perform SRS carrier based switching, an additional delay can be expected.
8.1.2.3.3
E-UTRAN TDD – FDD inter frequency measurements

8.1.2.3.3.1
E-UTRAN TDD – FDD inter frequency measurements when no DRX is used
The requirements in this clause shall apply to UE supporting FDD and TDD.
The requirements in clause 8.1.2.3.1.1 also apply for this section.

8.1.2.3.3.2
E-UTRAN TDD – FDD inter frequency measurements when DRX is used
The requirements in this clause shall apply to UE supporting FDD and TDD.
When DRX or eDRX_CONN cycle is used, the requirements in clause 8.1.2.3.1.2 shall also apply for this section.

8.1.2.3.4
E-UTRAN FDD – TDD inter frequency measurements

8.1.2.3.4.1
E-UTRAN FDD – TDD inter frequency measurements when no DRX is used
The requirements in this clause shall apply to UE supporting FDD and TDD.
The requirements in clause 8.1.2.3.2.1 also apply for this section.

8.1.2.3.4.2
E-UTRAN FDD – TDD inter frequency measurements when DRX is used
The requirements in this clause shall apply to UE supporting FDD and TDD.
When DRX or eDRX_CONN cycle is used, the requirements in clause 8.1.2.3.2.2 shall also apply for this section.
<< End of Change 2>>
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