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<< Start of Change >>
A.7.2
Reference resource pool configurations for ProSe Direct Communication demodulation tests
A.7.2.1
FDD
Table A.7.2.1-1: ProSe Direct Communication pre-configuration for E-UTRAN FDD for out-of-network coverage operation (Configuration #1-FDD)

	Information Element / (BW configuration)
	
	Value

(5MHz)
	Value

(10MHz)

	preconfigSync
	syncCP-Len-r12
	
	
	Normal

	
	syncOffsetIndicator1
	
	
	1

	
	syncOffsetIndicator2
	
	
	2

	
	syncTxParameters
	
	
	23

	
	syncTxThreshOoC
	
	
	0 
(-110dBm / 15kHz)

	
	filterCoefficient
	
	
	fc0

	
	syncRefMinHyst
	
	
	dB0

	
	syncRefDiffHyst
	
	
	dB0

	preconfigComm
	sc-CP-Len
	
	
	Normal

	
	sc-Period
	
	
	sf40

	
	sc-TF-ResourceConfig
	prb-Num
	
	13
	25

	
	
	prb-Start
	
	0
	0

	
	
	prb-End
	
	24
	49

	
	
	offsetIndicator
	
	0

	
	
	subframeBitmap
	
	00011000

00000000

00000000

00000000

00000000

	
	data-CP-Len
	
	
	Normal

	
	dataHoppingConfig
	hoppingParameter
	
	504

	
	
	numSubbands
	
	ns2

	
	
	rb-Offset
	
	0

	
	ue-SelectedResourceConfig
	data-TF-ResourceConfig
	prb-Num
	13
	25

	
	
	
	prb-Start
	0
	0

	
	
	
	prb-End
	24
	49

	
	
	
	offsetIndicator
	0

	
	
	
	subframeBitmap
	00000000

11111111

11111111

00000000

00000000

	
	
	trpt-Subset-r12
	
	010


Table A.7.2.1-2: ProSe Direct Communication configuration for E-UTRA FDD (Configuration #2-FDD)

	Information Element / (BW configuration)
	Value

(5MHz)
	Value

(10MHz)

	commRxPool
	sc-CP-Len
	
	
	Normal

	
	sc-Period
	
	
	sf40

	
	sc-TF-ResourceConfig
	prb-Num
	
	13
	25

	
	
	prb-Start
	
	0
	0

	
	
	prb-End
	
	24
	49

	
	
	offsetIndicator
	
	0

	
	
	subframeBitmap
	
	00111100

00000000

00000000

00000000

00000000

	
	data-CP-Len
	
	
	Normal

	
	dataHoppingConfig
	hoppingParameter
	
	504

	
	
	numSubbands
	
	ns2

	
	
	rb-Offset
	
	0

	
	ue-SelectedResourceConfig
	data-TF-ResourceConfig
	prb-Num
	13
	25

	
	
	
	prb-Start
	0
	0

	
	
	
	prb-End
	24
	49

	
	
	
	offsetIndicator
	0

	
	
	
	subframeBitmap
	00000000

11111111

11111111

00000000

00000000

	
	
	trpt-Subset-r12
	
	010

	
	rxParametersNCell
	
	
	not present

	
	txParameters
	
	
	not present

	commTxPoolNormalCommon
	
	
	
	not present

	SL-SyncConfig
	
	
	
	not present


Table A.7.2.1-3: ProSe Direct Communication configuration for E-UTRA FDD (Configuration #3-FDD)

	Information Element / (BW configuration)
	Value

(5MHz)
	Value

(10MHz)

	commRxPool(0)
	sc-CP-Len
	
	
	Normal

	
	sc-Period
	
	
	sf40

	
	sc-TF-ResourceConfig
	prb-Num
	
	13
	25

	
	
	prb-Start
	
	0
	0

	
	
	prb-End
	
	24
	49

	
	
	offsetIndicator
	
	0

	
	
	subframeBitmap
	
	00110000

00000000

00000000

00000000

00000000

	
	data-CP-Len
	
	
	Normal

	
	dataHoppingConfig
	hoppingParameter
	
	504

	
	
	numSubbands
	
	ns2

	
	
	rb-Offset
	
	0

	
	ue-SelectedResourceConfig
	data-TF-ResourceConfig
	prb-Num
	13
	25

	
	
	
	prb-Start
	0
	0

	
	
	
	prb-End
	24
	49

	
	
	
	offsetIndicator
	0

	
	
	
	subframeBitmap
	00001111

11110000

00000000

11111111

00000000

	
	
	trpt-Subset-r12
	
	010

	
	rxParametersNCell
	
	
	not present

	
	txParameters
	
	
	not present

	commRxPool(1)
	sc-CP-Len
	
	
	Normal

	
	sc-Period
	
	
	sf40

	
	sc-TF-ResourceConfig
	prb-Num
	
	13
	25

	
	
	prb-Start
	
	0
	0

	
	
	prb-End
	
	24
	49

	
	
	offsetIndicator
	
	0

	
	
	subframeBitmap
	
	00110000

00000000

00000000

00000000

00000000

	
	data-CP-Len
	
	
	Normal

	
	dataHoppingConfig
	hoppingParameter
	
	504

	
	
	numSubbands
	
	ns2

	
	
	rb-Offset
	
	0

	
	ue-SelectedResourceConfig
	data-TF-ResourceConfig
	prb-Num
	13
	25

	
	
	
	prb-Start
	0
	0

	
	
	
	prb-End
	24
	49

	
	
	
	offsetIndicator
	0

	
	
	
	subframeBitmap
	00001111

11110000

00001111

11110000

00000000

	
	
	trpt-Subset-r12
	
	010

	
	rxParametersNCell
	tdd-Config
	
	not present

	
	
	syncConfigIndex
	
	0

	
	txParameters
	
	
	not present

	commTxPoolNormalCommon
	
	
	
	not present

	SL-SyncConfig(0)
	syncCP-Len
	
	
	Normal

	
	syncOffsetIndicator
	
	
	1

	
	slssid
	
	
	30

	
	txParameters
	
	
	not present

	
	rxParamsNCell
	physCellId
	
	1

	
	
	discSyncWindow
	
	w1


Table A.7.2.1-4: ProSe Direct Communication configuration for E-UTRA FDD (Configuration #4-FDD)

	Information Element / (BW configuration)
	Value

(5MHz)
	Value

(10MHz)

	commRxPool(0)
	sc-CP-Len
	
	
	Normal

	
	sc-Period
	
	
	sf80

	
	sc-TF-ResourceConfig
	prb-Num
	
	13
	25

	
	
	prb-Start
	
	0
	0

	
	
	prb-End
	
	24
	49

	
	
	offsetIndicator
	
	0

	
	
	subframeBitmap
	
	11110000

00000000

00000000

00000000

00000000

	
	data-CP-Len
	
	
	Normal

	
	dataHoppingConfig
	hoppingParameter
	
	504

	
	
	numSubbands
	
	ns2

	
	
	rb-Offset
	
	0

	
	ue-SelectedResourceConfig
	data-TF-ResourceConfig
	prb-Num
	13
	25

	
	
	
	prb-Start
	0
	0

	
	
	
	prb-End
	24
	49

	
	
	
	offsetIndicator
	0

	
	
	
	subframeBitmap
	00000000

11111111

00000000

11111111

00000000

	
	
	trpt-Subset-r12
	
	001

	
	rxParametersNCell
	
	
	not present

	
	txParameters
	
	
	not present

	commRxPool(1)
	sc-CP-Len
	
	
	Normal

	
	sc-Period
	
	
	sf80

	
	sc-TF-ResourceConfig
	prb-Num
	
	13
	25

	
	
	prb-Start
	
	0
	0

	
	
	prb-End
	
	24
	49

	
	
	offsetIndicator
	
	0

	
	
	subframeBitmap
	
	00001111

00000000

00000000

00000000

00000000

	
	data-CP-Len
	
	
	Normal

	
	dataHoppingConfig
	hoppingParameter
	
	504

	
	
	numSubbands
	
	ns2

	
	
	rb-Offset
	
	0

	
	ue-SelectedResourceConfig
	data-TF-ResourceConfig
	prb-Num
	13
	25

	
	
	
	prb-Start
	0
	0

	
	
	
	prb-End
	24
	49

	
	
	
	offsetIndicator
	0

	
	
	
	subframeBitmap
	00000000

00000000

11111111

00000000

11111111

	
	
	trpt-Subset-r12
	
	001

	
	rxParametersNCell
	
	
	not present

	
	txParameters
	
	
	not present

	commTxPoolNormalCommon
	
	
	
	not present

	SL-SyncConfig
	
	
	
	not present


Table A.7.2.1-5: ProSe Direct Communication configuration for E-UTRA FDD (Configuration #5-FDD)

	Information Element / (BW configuration)
	Value

(5MHz)
	Value

(10MHz)

	commRxPool
	sc-CP-Len
	
	
	Normal

	
	sc-Period
	
	
	sf40

	
	sc-TF-ResourceConfig
	prb-Num
	
	13
	25

	
	
	prb-Start
	
	0
	0

	
	
	prb-End
	
	24
	49

	
	
	offsetIndicator
	
	0

	
	
	subframeBitmap
	
	00011000

00000000

00000000

00000000

00000000

	
	data-CP-Len
	
	
	Normal

	
	dataHoppingConfig
	hoppingParameter
	
	504

	
	
	numSubbands
	
	ns2

	
	
	rb-Offset
	
	0

	
	ue-SelectedResourceConfig
	data-TF-ResourceConfig
	prb-Num
	13
	25

	
	
	
	prb-Start
	0
	0

	
	
	
	prb-End
	24
	49

	
	
	
	offsetIndicator
	0

	
	
	
	subframeBitmap
	00000000

11111111

11111111

11111111

11111111

	
	
	trpt-Subset-r12
	
	001

	
	rxParametersNCell
	
	
	not present

	
	txParameters
	
	
	not present

	commTxPoolNormalCommon
	
	
	
	not present

	SL-SyncConfig
	
	
	
	not present


A.7.3
Reference resource pool configurations for V2X demodulation tests
Table A.7.3-1: V2X pre-configuration for GNSS based (Configuration #1-GNSS)

	Information Element / (BW configuration)
	
	Value

(10MHz)
	Value

(20MHz)

	SL-V2X-PreconfigCommPool-r14
	sl-OffsetIndicator-r14
	
	
	

	
	sl-Subframe-r14
	bs16-14
	
	0xFFFF

	
	adjacencyPSCCH-PSSCH-r14
	
	
	TRUE

	
	sizeSubchannel-r14
	
	
	n50
	n100

	
	numSubchannel-r14
	
	
	n1

	
	startRB-Subchannel-r14
	
	
	0

	
	startRB-PSCCH-Pool-r14
	
	
	0

	
	dataTxParameters-r14
	
	
	

	
	zoneID-r14
	
	
	


Table A.7.3-2: V2X PSSCH configuration for GNSS based (Configuration #2-GNSS)

	Information Element / (BW configuration)
	
	Value

(10MHz)
	Value

(20MHz)

	SL-PSSCH-TxConfig-r14
	typeTxSync-r14
	
	
	gnss

	
	thresUE-Speed-r14
	
	
	[kmph100]

	
	parametersAboveThres-r14
SL-PSSCH-TxParameters-r14
	minMCS-PSSCH-r14
	
	[TBD]

	
	
	maxMCS-PSSCH-r14
	
	[TBD]

	
	
	minRB-NumberPSSCH-r14
	
	48
	96

	
	
	maxRB-NumberPSSCH-r14
	
	48
	96

	
	
	allowedRetxNumberPSSCH-r14
	
	n1

	
	parametersBelowThres-r14
SL-PSSCH-TxParameters-r14
	minMCS-PSSCH-r14
	
	[TBD]

	
	
	maxMCS-PSSCH-r14
	
	[TBD]

	
	
	minRB-NumberPSSCH-r14
	
	48
	96

	
	
	maxRB-NumberPSSCH-r14
	
	48
	96

	
	
	allowedRetxNumberPSSCH-r14
	
	n0


<< End of Change >>
