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1
Introduction
This document is a text proposal to TR 36.755 section 3.
2
Text proposal

<<< Start of TP>>>
3
Definitions, symbols and abbreviations

Delete from the above heading those words which are not applicable.

Clause numbering depends on applicability and should be renumbered accordingly.

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

Definition format (Normal)

<defined term>: <definition>.

example: text used to clarify abstract rules by applying them literally.

3.2
Symbols

For the purposes of the present document, the following symbols apply:

BW
Bandwidth
(f
Separation between the channel edge frequency and the nominal -3dB point of the measuring filter closest to the carrier frequency

(fmax 
The largest value of (f used for defining the requirement
FDL_low
The lowest frequency of the downlink operating band

FDL_high
The highest frequency of the downlink operating band

FUL_low
The lowest frequency of the uplink operating band

FUL_high
The highest frequency of the uplink operating band
f_offset 
Separation between the channel edge frequency and the centre of the measuring filter

f_offsetmax 
The maximum value of f_offset used for defining the requirement
NDL 
Downlink EARFCN

NOffs-DL 
Offset used for calculating downlink EARFCN

NOffs-UL 
Offset used for calculating uplink EARFCN 

NUL 
Uplink EARFCN
PREFSENS
Reference Sensitivity power level

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

ACLR
Adjacent Channel Leakage Ratio
BS
Base Station
CBRS
Citizens Broadband Radio Service

CIM
Counter-InterModulation
CW
Continuous Wave
DL
Downlink
DTV
Digital Television
EARFCN 
E-UTRA Absolute Radio Frequency Channel Number

eCFR
electronic Code of Federal Regulation

EIRP
Effective Isotropic Radiated Power
ERP 
Effective Radiated Power
ETSI
European Telecommunications Standards Institute
E-UTRA
Evolved UTRA

FCC
Federal Communications Commission

FDD
Frequency Division Duplex
GEHC
GE Healthcare
HAAT
Height Above Average Terrain

LA
Local Area

LO 
Local Oscillator
MR
Medium Range
MSR
Multi-Standard Radio
NF
Noise Figure
NRAO
National Radio Astronomy Observatory

NSF
National Science Foundation

PA 
Power Amplifier
PRB
Physical Resource Block
RAS
Radio Astronomy Service
REFSENS
Reference Sensitivity
RF
Radio Frequency
RX
Receiver

SEM
Spectrum Emission Mask
TX
Transmitter
UE
User Equipment
UHF
Ultra High Frequency
UL
Uplink
UMTS
Universal Mobile Telecommunications System
UTRA
UMTS Terrestrial Radio Access
VLBA
Very Long Baseline Array
WA
Wide Area

WMTS
Wireless Medical Telemetry Service
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