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<< Start of Change #1 >>
13.4
Selection / Reselection of V2X Synchronization Reference
The requirements defined in section 13.4 don’t apply to the P-UE and V-UE that does not support transmission/reception of SLSS.

When GNSS is configured as the highest priority and
-
UE is synchronized to GNSS directly,

-
UE shall not drop any V2X SLSS and data transimission for the purpose of selection/reselection to the SyncRef UE.

-
UE is synchronized to a SyncRef UE that is synchronized to GNSS directly or in-directly,
-
UE shall not drop any V2X data transimission for the purpose of selection/reselection to the SyncRef UE. The UE shall be able to identify newly detectable intra-frequency V2X SyncRef UE within Tdetect,SyncRef UE_V2X seconds if the V2X SyncRef UE meets the selection / reselection criterion defined in TS 36.331 [2]. Tdetect,SyncRef UE_V2X is defined as [1.6] seconds at SCH Es/Iot ≥[0] dB, provided that the UE is allowed to drop a maximum of [30]% of its SLSS transmissions during Tdetect,SyncRef UE_V2X for the purpose of selection / reselection to the SyncRef UE.

-
in other case

-
The UE shall be able to identify newly detectable intra-frequency V2X SyncRef UE within Tdetect,SyncRef UE_V2X seconds if the SyncRef UE meets the selection / reselection criterion defined in TS 36.331 [2]. Tdetect,SyncRef UE_V2X is defined as [8] seconds at SCH Es/Iot ≥[0] dB, provided that the UE is allowed to drop a maximum of [6]% of its V2X data and SLSS transmissions during Tdetect,SyncRef UE_V2X for the purpose of selection / reselection to the SyncRef UE.
When eNB is configured as the highest priority,
-
UE shall be able to identify newly detectable intra-frequency V2X SyncRef UE within Tdetect,SyncRef UE_V2X seconds if the SyncRef UE meets the selection / reselection criterion defined in TS 36.331 [2].  Tdetect,SyncRef UE_V2X is defined as [8] seconds at SCH Es/Iot ≥ [0] dB, provided that the V2X UE is allowed to drop a maximum of [6]% of its V2X data and SLSS transmissions for the purpose of selection / reselection to the SyncRef UE.
V-UE shall be capable of performing S-RSRP measurements for [3] identified intra-frequency  V2X SyncRef UE with the measurement period of 320 ms. It is assumed that the V2X SyncRef UE do not drop or delay any SLSS transmission within the measurement period. Otherwise, the measurement period may be extended. 
When UE is synchronized to GNSS directly, UE shall evaluate the GNSS for at least [TBD] seconds for the purpose of deciding whether to perform selection / reselection of the new synchronization source.

<< End of Change #1 >>
