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1	Introduction
[bookmark: _Toc286177644]In previous RAN4 meeting SEM was agreed for band 71[1]. In this contribution we present A-MPR simulation results against this SEM. Results were already presented ealier in [2]
2	Discussion
Following SEM was agreed in previous RAN4 meeting, see Table1
Table 1: Additional requirements 
	ΔfOOB
(MHz)
	5
MHz
	10
MHz
	15 MHz
	20 MHz
	Measurement bandwidth (unless otherwise stated)

	 0-0.1
	-15 
	-18 
	-20
	-21
	30 kHz 

	 0.1-6
	-13
	-13
	-13
	-13
	100 kHz

	 6-10
	-251 
	-13
	-13
	-13
	100 kHz

	 10-15
	
	-251
	-13
	-13
	100 kHz

	 15-20
	
	
	-251 
	-13 
	100 kHz

	 20-25
	
	
	
	-25 
	1 MHz

	Note 1: The measurement bandwidth shall be 1 MHz



A-MPR results against this SEM are presented in Table 2.
Table 2: A-MPR results
	Modulation
	15 MHz
	20 MHz

	QPSK
	0
	0

	16-QAM
	0
	0

	64-QAM
	0
	0



As can be seen from Table 2 no A-MPR is necessary to meet the agreed SEM for band 71.
Proposal: No A-MPR is specified for band 71
3 	Summary
In this contribution we have presented A-MPR results for band 71 against agreed SEM and made following proposal.
Proposal: No A-MPR is specified for band 71
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