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1 Introduction
In this contribution, we present RSTD simulations results for NB-IoT.
2 RSTD Simulation Results
In this section, we present results for RSTD measurements in inband NB-IoT mode. In Table 1 we show results for SINRs=(-6 dB, -13 dB, -13 dB), and in Table 2 the presented results are for SINRs=(-15 dB, -15 dB, -15 dB). In all cases, the measurement bandwidth is 1 PRB. The simulated sampling frequency is 1.92 MHz. The measurement time is 10 times the number of NPRS subframes, i.e., 1 NPRS per 10 subframes.
Table 1: Simulation results summary for SINRs=(-6, -13, -13)
	Channel
	Cell1
	Cell2
	Cell3
	SINR1
	SINR2
	SINR3
	meas time, [ms]
	10%-ile
	50%-ile
	90%-ile

	EPA 1
	0
	1
	2
	-6
	-13
	-13
	2400
	0.76
	6.32
	15.34

	EPA 25
	0
	1
	2
	-6
	-13
	-13
	
	0.82
	5.49
	13.55

	EPA 1
	0
	1
	2
	-6
	-13
	-13
	1200
	1.32
	9.34
	33.91

	EPA 25
	0
	1
	2
	-6
	-13
	-13
	
	0.77
	5.75
	18.91

	EPA 1
	0
	1
	2
	-6
	-13
	-13
	600
	1.89
	12.85
	499.22

	EPA 25
	0
	1
	2
	-6
	-13
	-13
	
	1.57
	10.70
	33.04


Table 2: Simulation results summary for SINRs=(-15, -15, -15)
	Channel
	Cell1
	Cell2
	Cell3
	SINR1
	SINR2
	SINR3
	meas time, [ms]
	10%-ile
	50%-ile
	90%-ile

	EPA 1
	0
	1
	2
	-15
	-15
	-15
	2400
	1.54
	10.17
	28.31

	EPA 25
	0
	1
	2
	-15
	-15
	-15
	
	1.72
	10.49
	25.91

	EPA 1
	0
	1
	2
	-15
	-15
	-15
	1200
	2.64
	17.51
	287.30

	EPA 25
	0
	1
	2
	-15
	-15
	-15
	
	2.30
	13.19
	37.59

	EPA 1
	0
	1
	2
	-15
	-15
	-15
	600
	6.41
	41.91
	593.99

	EPA 25
	0
	1
	2
	-15
	-15
	-15
	
	5.39
	23.35
	325.54


· Observation 1:due to the narrow BW, the RSTD measurement accuracy may need to be relaxed compared to Rel-9.

· Observation 2: even with a relaxed RSTD accuracy target, more than 100 NPRS subframes may be needed. 
· Observation 3: with such a long measurement time, there may be a very long time between the reference cell TOA measurement and the neighbor cell TOA measurement used to create the same RSTD measurement.
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