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Introduction
During the previous RAN4#82bis meeting, set of category B and category F CR’s were agreed for the Rel-13 specifications, as listed in the Table 1 below.  
In this contribution we are providing justification for the need of Cat. A CR’s for Rel-14 versions of the AAS BS specifications, based on the Cat. B/F CRs agreed for Rel-13 AAS BS specifications during RAN4#82bis. This contribution is for information purposes only. Set of category A CRs are provided in separate contributions.
Discussion
During the previous RAN4#82bis meeting, set of category B and category F CR’s were agreed for the Rel-13 specifications, as listed in the Table 1 below. As Rel-14 versions of the AAS BS specification are not available at that time (generated just before the RAN4#82bis meeting), we need to align now the Rel-13 and Rel-14 versions of the AAS BS specification, by providing Cat. A CRs in order to mirror the below listed Rel-13 CR’s into the Rel-14 specifications. 
Table 1: List of Rel-13 CRs agreed during RAN4#82bis (AAS_BS_LTE_UTRA-Core/Perf WI code)
	Tdoc
	Title
	Source
	Type
	For
	TDoc Status
	Rel
	Specification
	Version
	Related WIs
	CR category

	R4-1703926
	CR to TS 37.105: BS demodulation requirements update
	Huawei, Ericsson, Nokia
	CR
	Approval
	agreed
	Rel-13
	37.105
	13.4.0
	AAS_BS_LTE_UTRA-Core
	B

	R4-1703927
	CR to TS 37.105: Addition of 1.4 and 3 MHz channel bandwidths for Band 65
	Huawei, Ericsson, Nokia
	CR
	Approval
	agreed
	Rel-13
	37.105
	13.4.0
	AAS_BS_LTE_UTRA-Core
	F

	R4-1703929
	CR to TS 37.114: Isolation of Band 46 and NB-IoT from the AAS BS specification
	Huawei, Ericsson, Nokia
	CR
	Approval
	agreed
	Rel-13
	37.114
	13.2.0
	AAS_BS_LTE_UTRA-Perf
	B

	R4-1703930
	CR to TS 37.145-1: Isolation of Band 46 from the AAS BS specification
	Huawei, Ericsson, Nokia
	CR
	Approval
	agreed
	Rel-13
	37.145-1
	13.2.0
	AAS_BS_LTE_UTRA-Perf
	B

	R4-1703931
	CR to TS 37.145-1: Isolation of the NB-IoT from the AAS BS specification
	Huawei, Ericsson, Nokia
	CR
	Approval
	agreed
	Rel-13
	37.145-1
	13.2.0
	AAS_BS_LTE_UTRA-Perf
	F

	R4-1703933
	CR to TS 37.145-1: BS demodulation requirements update
	Huawei, Ericsson, Nokia
	CR
	Approval
	agreed
	Rel-13
	37.145-1
	13.2.0
	AAS_BS_LTE_UTRA-Perf
	F

	R4-1703934
	CR to TS 37.145-1: Correction of the 256QAM test requirement for EVM
	Huawei
	CR
	Approval
	agreed
	Rel-13
	37.145-1
	13.2.0
	AAS_BS_LTE_UTRA-Perf
	F

	R4-1703935
	CR to TS 37.145-1: Update of Rel-13 references to the UTRA, EUTRA and MSR specifications
	Huawei, Ericsson, Nokia
	CR
	Approval
	agreed
	Rel-13
	37.145-1
	13.2.0
	AAS_BS_LTE_UTRA-Perf
	F

	R4-1703937
	CR to TS 37.145-1: Introduction of Rel-13 bands: 45, 65, 66 and 68
	Huawei, Ericsson, Nokia
	CR
	Approval
	agreed
	Rel-13
	37.145-1
	13.2.0
	AAS_BS_LTE_UTRA-Perf
	B

	R4-1703938
	CR to TS 37.145-2: Isolation of Band 46 from the AAS BS specification
	Huawei, Ericsson, Nokia
	CR
	Approval
	agreed
	Rel-13
	37.145-2
	13.2.0
	AAS_BS_LTE_UTRA-Perf
	B

	R4-1704317
	CR to TS 37.105: Correction of the spurious emissions requirement
	Huawei
	CR
	Approval
	agreed
	Rel-13
	37.105
	13.4.0
	AAS_BS_LTE_UTRA-Core
	B

	R4-1704319
	CR to TS 37.145-1: Correction of the test setup for the Tx spurious emissions requirement
	Huawei
	CR
	Approval
	agreed
	Rel-13
	37.145-1
	13.2.0
	AAS_BS_LTE_UTRA-Perf
	F

	R4-1704348
	CR to TS 37.145-1: MB-MSR update
	Huawei, Ericsson, Nokia
	CR
	Approval
	agreed
	Rel-13
	37.145-1
	13.2.0
	AAS_BS_LTE_UTRA-Perf
	F



Table 2 below provides mapping of the Rel-13 CR’s agreed during RAN4#82bis, and the Rel-14 CRs submitted for the RAN4#83 meeting. 
Table 2: Mapping of Rel-13 CRs agreed during RAN4#82bis and the Rel-14 Cat.A CR submitted to RAN4#83
	CR agreed during RAN4#82bis
	Rel-13 Cat. B/F CR (RAN4#82bis)
	Rel-14 Cat. A CR (RAN4#83)

	CR to TS 37.105: BS demodulation requirements update
	R4-1703926
	R4-1705790

	CR to TS 37.105: Addition of 1.4 and 3 MHz channel bandwidths for Band 65
	R4-1703927
	R4-1705791

	CR to TS 37.114: Isolation of Band 46 and NB-IoT from the AAS BS specification
	R4-1703929
	R4-1705792

	CR to TS 37.145-1: Isolation of Band 46 from the AAS BS specification
	R4-1703930
	R4-1705793

	CR to TS 37.145-1: Isolation of the NB-IoT from the AAS BS specification
	R4-1703931
	R4-1705794

	CR to TS 37.145-1: BS demodulation requirements update
	R4-1703933
	R4-1705795

	CR to TS 37.145-1: Correction of the 256QAM test requirement for EVM
	R4-1703934
	R4-1705796

	CR to TS 37.145-1: Update of Rel-13 references to the UTRA, EUTRA and MSR specifications
	R4-1703935
	R4-1705797

	CR to TS 37.145-1: Introduction of Rel-13 bands: 45, 65, 66 and 68
	R4-1703937
	R4-1705798

	CR to TS 37.145-2: Isolation of Band 46 from the AAS BS specification
	R4-1703938
	R4-1705799

	CR to TS 37.105: Correction of the spurious emissions requirement
	R4-1704317
R4-1705786 (Note)
	R4-1705787

	CR to TS 37.145-1: Correction of the test setup for the Tx spurious emissions requirement
	R4-1704319
	R4-1705800

	CR to TS 37.145-1: MB-MSR update
	R4-1704348
	R4-1705801


Note: Even though the R4-1704317 was already agreed during RAN4#82bis meeting, its re-submission in R4-1705786 was requested by the MCC due to allocation of wrong CR number to the R4-1704317 during the tdoc numbers allocation process. Technical content of those two contributions is exactly the same. 
Conclusion
The aim of this contribution, was to provide justification for the need of Cat. A CR’s for Rel-14 versions of the AAS BS specifications, based on the Cat. B/F CRs agreed for Rel-13 AAS BS specifications during RAN4#82bis. 
Set of category A CRs are provided in separate contributions. 
This contribution is for information purposes only.
