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1
Introduction
This document is a text proposal to TR 36.790 on BS specific aspects.
2
Text proposal

<<< Start of TP>>>
7.2
BS specific

The following BS specific 36.104 changes are expected due to introduction of band 49: new 3.5GHz LAA in the USA.

6.2    Base Station Output Power

Table 6.2-1: Base Station rated output power
	BS class
	Prated,c

	Wide Area BS
	- (note)


	Medium Range BS
	<  + 38 dBm

	Local Area BS
	<  + 24 dBm

	Home BS
	<  + 20 dBm (for one transmit antenna port)

<  + 17 dBm (for two transmit antenna ports)

<  + 14dBm (for four transmit antenna ports) 

<  + 11dBm (for eight transmit antenna ports)

	NOTE:
There is no upper limit for the rated output power of the Wide Area Base Station.


In addition for Band 49 operation in US, BS EIRP power limit established by FCC for Category A BS applies and the BS conducted power is limited to 24 dBm in 10 MHz.  Assessment of the EIRP level is described in Annex H.
6.6.3.3
Additional requirements

Emissions shall not exceed the maximum levels specified in Table 6.6.3.3-11.
Table 6.6.3.3-11: Additional operating band unwanted emission limits for Band 48 and Band 49
	Channel bandwidth
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 8)

	All
	0 MHz ( (f < 10 MHz
	0.5 MHz ( f_offset < 9.5 MHz
	-13 dBm
	1 MHz


6.6.4.1.1
Spurious emissions (Category A)

6.6.4.1.1.1
Minimum Requirement

The power of any spurious emission shall not exceed the limits in Table 6.6.4.1.1.1-1

Table 6.6.4.1.1.1-1: BS Spurious emission limits, Category A

	Frequency range
	Maximum level
	Measurement Bandwidth
	Note

	9kHz ‑ 150kHz
	-13 dBm
	1 kHz 
	Note 1

	150kHz ‑ 30MHz
	
	10 kHz 
	Note 1

	30MHz ‑ 1GHz
	
	100 kHz
	Note 1

	1GHz ‑ 12.75 GHz
	
	1 MHz
	Note 2

	12.75 GHz ‑ 5th harmonic of the upper frequency edge of the DL operating band in GHz
	
	1 MHz
	Note 2, Note 3

	12.75 GHz - 26 GHz
	
	1 MHz
	Note 2, Note 4

	NOTE 1:
Bandwidth as in ITU-R SM.329 [2] , s4.1

NOTE 2:
Bandwidth as in ITU-R SM.329 [2] , s4.1. Upper frequency as in ITU-R SM.329 [2] , s2.5 table 1 

NOTE 3: 
Applies only for Bands 22, 42, 43, 48 and 49.

NOTE 4:
Applies only for Band 46.


6.6.4.1.2
Spurious emissions (Category B)

6.6.4.1.2.1
Minimum Requirement

The power of any spurious emission shall not exceed the limits in Table 6.6.4.1.2.1-1

Table 6.6.4.1.2.1-1: BS Spurious emissions limits, Category B

	Frequency range
	Maximum Level
	Measurement Bandwidth
	Note

	9 kHz ( 150 kHz
	-36 dBm
	1 kHz 
	Note 1 

	150 kHz ( 30 MHz
	-36 dBm
	10 kHz 
	Note 1

	30 MHz ( 1 GHz
	-36 dBm
	100 kHz
	Note 1

	1 GHz ( 12.75 GHz
	-30 dBm
	1 MHz
	Note 2

	12.75 GHz ( 5th harmonic of the upper frequency edge of the DL operating band in GHz
	-30 dBm
	1 MHz
	Note 2, Note 3

	12.75 GHz ( 26 GHz
	-30 dBm
	1 MHz
	Note 2, Note 4

	NOTE 1:
Bandwidth as in ITU-R SM.329 [2] , s4.1

NOTE 2:
Bandwidth as in ITU-R SM.329 [2] , s4.1. Upper frequency as in ITU-R SM.329 [2] , s2.5 table 1 

NOTE 3: 
Applies only for Bands 22, 42, 43,48 and 49.

NOTE 4:
Applies only for Band 46.


6.6.4.3
Additional spurious emissions requirements
6.6.4.3.1
Minimum Requirement

Table 6.6.4.3.1-1: BS Spurious emissions limits for E-UTRA BS for co-existence with systems operating in other frequency bands

	System type for E-UTRA to co-exist with
	Frequency range for co-existence requirement
	Maximum Level
	Measurement Bandwidth
	Note

	UTRA FDD Band XXII or E-UTRA Band 22
	3510 – 3590 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 22, 42, 48 or 49.

	E-UTRA Band 42
	3400 - 3600 MHz
	-52 dBm
	1 MHz
	This is not applicable to E-UTRA BS operating in Band 22, 42, 43, 48 or 49.

	E-UTRA Band 43
	3600 - 3800 MHz
	-52 dBm
	1 MHz
	This is not applicable to E-UTRA BS operating in Band 42, 43, 48 or 49.

	E-UTRA Band 48
	3550 - 3700 MHz
	-52 dBm
	1 MHz
	This is not applicable to E-UTRA BS operating in Band 22, 42, 43, 48 or 49.

	E-UTRA Band 49
	3550 - 3700 MHz
	-52 dBm
	1 MHz
	This is not applicable to E-UTRA BS operating in Band 22, 42, 43, 48 or 49.


The following requirement may apply to E-UTRA BS operating in Band 48 and Band 49 in certain regions. The power of any spurious emission shall not exceed:

Table 6.6.4.3.1-8: Additional E-UTRA BS Spurious emissions limits for Band 48 and Band 49
	Frequency range
	Maximum Level
	Measurement Bandwidth
	Note

	3530MHz – 3720MHz
	-25dBm
	1 MHz
	Applicable 10MHz from the assigned channel edge 

	3100MHz – 3530MHz

3720MHz – 4200MHz
	-40dBm
	1 MHz
	


9.1
Downlink channel access procedure

For downlink operation in Band 46 and Band 49, a channel access procedure for PDSCH transmission as described in TS 36.213, Clause 15.1.1 is specified.

<<< end of TP>>>
