
3GPP TSG-RAN WG4 Meeting #83                                   
         R4-1705716
Hangzhou, China, May 15 – 19, 2017
Title:
[draft] LS on gapless measurement for eMTC
Response to:

Release:
Release 13
Source:
RAN4
To:
RAN2
Cc:
RAN1
Contact Person:
Name:
Li Zhang
E-mail Address:
li.7.zhang@nokia.com
Attachments:

1. Overall Description:

RAN4 has defined intra-frequency measurement requirements for UE in CE mode such that the requirements apply only when UE is provided with measurement gaps. In RAN4#83, RAN4 studied the possible gapless measurement for UE in CE mode, and agreed to define measurement requirements for the following two cases:

· UE indicates intraFreq-CE-NeedForGaps-r13 for the band same as its serving cell, in which case UE shall meet the requirements without gaps
· UE is not configured with any report configuration, or if only configured with A1 or A2 reporting event, in which case UE shall meet the requirements for its serving cell without gaps
For the second case, it is RAN4 understanding that all UEs supporting CE mode shall be able to perform gapless measurement for serving cell, i.e. no UE capability is needed.

RAN4 kindly asks RAN2 to take above into account in their specification work for eMTC. 
2. Actions:
To TSG RAN WG2 
RAN4 kindly asks RAN2 to take above into account in their specification work for eMTC.
3. Date of Next TSG-RAN WG4 Meeting:
3GPPRAN4#84                  21 - 25 August 2017     Berlin, Germany

3GPPRAN4#84bis              9 – 13 October 2017     Dubrovnik, Croatia 
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