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1 Introduction
This TP introduces 4DL/1UL CA configuration CA_3A-7C-28A into the TR 36.715-04-01
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Table 6.X.1-1: 4DL Inter-band CA operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_3-7-28
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	FDD

	
	28
	703 MHz
	–
	748 MHz
	758 MHz
	–
	803 MHz
	FDD
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6.X.2	Channel bandwidths per operating band for CA
Table 6.X.2-1: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA
	[bookmark: _Toc426544463]E-UTRA CA Configuration
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	CA_3A-7C-28A
	3
	
	
	
	Yes
	Yes
	Yes
	80
	1

	
	7
	See CA_7C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	
	28
	
	
	
	Yes
	Yes
	Yes
	
	



Table 6.X.2-2: Supported E-UTRA bandwidths of CA_7C configuration 
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	
	

	CA_7C
	10
	20
	40
	1

	
	15
	15, 20
	
	

	
	20
	10, 15, 20
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Table 6.X.3-3 summarizes frequency ranges where harmonics occur due to Band 3, Band 7 and Band 28 CA with 1 UL. 
Table 6.X.3-3: Impact of 1 UL Harmonic Interference
	 
	 
	 
	2nd  Harmonic
	3rd  Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge

	3
	1710
	1785
	3420
	3570
	5130
	5355

	7
	2500
	2570
	5000
	5140
	7500
	7710

	28
	703
	748
	1406
	1496
	2109
	2244
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6.X.4	∆TIB,c and ∆RIB,c values
For four simultaneous DLs and one UL of Band 3, Band 7 and Band 28 for 1UL/4DL CA_3A-7C-28A, the TIB,c and RIB,c  values are shown in table 6.X.4-1 and  table 6.X.4-2, respectively. 
Table 6.X.4-1: ΔTIB,c for 4DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c  [dB]

	CA_3A-7C-28A
	3
	0.5

	
	7
	0.5

	
	28
	0.3



Table 6.X.4-2: ΔRIB,c for 4DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c  [dB]

	CA_3A-7C-28A
	3
	0

	
	7
	0

	
	28
	0
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